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1
Introduction

This contribution captures the changes in the discussion paper [1], and provides the TP to TS38.423.

2
Reference

[1] R3-230278

 AI/ML Energy Saving, NEC 

3
TP for BLCR to 38.423 
<Unchanged Text Omitted>

	Start of Change


9.1.3.FF
AI/ML INFORMATION UPDATE (FFS on the name)
This message is sent by NG-RAN node2 to NG-RAN node1 to report the requested AI/ML related information.

Direction: NG-RAN node2 ( NG-RAN node1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	NG-RAN node1 Measurement ID (FFS on the name)
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node1
	YES
	reject

	NG-RAN node2 Measurement ID (FFS on the name)
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node2
	YES
	reject

	Cell AI/ML Info Result (FFS on the name)
	
	1
	
	
	YES
	ignore

	>Cell AI/ML Info Result Item  (FFS on the name)
	
	1 .. < maxnoofCellsinNG-RANnode >
	
	
	
	

	>>Cell ID
	M
	
	Global NG-RAN Cell Identity

9.2.2.27


	
	–
	

	>>Predicted Radio Resources Status
	O
	
	9.2.2.50
	
	–
	

	>>Predicted Number of Active UEs 
	O
	
	9.2.2.62
	
	–-
	

	>>Predicted RRC Connections
	O
	
	9.2.2.56
	
	–
	

	>>Predicted TNL Capacity Indicator
	O
	
	9.2.2.49
	Predicted value of the TNL Capacity Indicator IE
	
	

	>>Predicted Composite Available Capacity Group
	O
	
	9.2.2.51
	Predicted value of the Composite Available Capacity Group IE
	
	

	>>Predicted Slice Available Capacity
	O
	
	9.2.2.55
	Predicted value of the Slice Available Capacity IE
	
	

	>>Predicted Radio Resource Status 
	O
	
	9.2.2.50
	Predicted value of the Radio Resource Status IE
	
	

	>>Workable period
	O
	
	
	Workable period for the predicated resource status information
	
	

	>>>Starting time
	O
	
	9.2.3.xxx
	Time information
	
	

	>>>Ending time
	O
	
	9.2.3.yyy
	Time information
	
	

	>>FFS
	O
	
	
	
	-
	-


	Range bound
	Explanation

	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.



	Next Change


9.2.2.xxx
Starting Time

This IE indicates starting time of predicated resource status information. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Starting Time
	M
	
	OCTET STRING
	Encoded in the same format as the ReferenceTime IE as defined in TS 38.331 [10]. The value is truncated to 1 us granularity.


9.2.2.yyy
Ending Time

This IE indicates ending time of predicated resource status information. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Ending Time
	M
	
	OCTET STRING
	Encoded in the same format as the ReferenceTime IE as defined in TS 38.331 [10]. The value is truncated to 1 us granularity.


	End of Change


