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1	Overall description
RAN3 thanks to SA2 for the LS on long eDRX support for RRC_INACTIVE. RAN3 has discussed the question raised by SA2. Specifically, SA2 has asked RAN3 to clarify the scope of the following agreement made by RAN3:
1. On the triggering criteria for gNB sending a CN based MT communication handling request to CN, it is decided by RAN3 to leave it to network implementation.
Whether the scope of the answer is (1) for eDRX cycle lengths larger than 10.24s or (2) for any eDRX cycle length (included <=10.24s). SA2 assumes it is only for values larger than 10.24s (1), but would like to ask RAN3 for clarification, especially if the intention was (2). 

RAN3 answer: When RAN3 made the agreement, RAN3 thought the scope of gNB implementation solution was (1) for eDRX cycle lengths larger than 10.24s. However, RAN3 also thinks the scope can be extended to (2) for any eDRX cycle length (included <=10.24s), so we reach a unified solution and give more flexibility to R18 gNB to decide whether using RAN buffering or CN buffering.

RAN3 will continue work on this topic during the formal RAN Redcap WI.
2	Actions

To SA2 and RAN2: 
ACTION: 	RAN3 kindly asks SA2 and RAN2 to take the feedback above into account.
3	Dates of next RAN3 meetings
RAN3#119-bis-e	                           2023-04-17 - 2023-04-26
RAN3#120                                  	                   2023-05-22 - 2023-05-26	    Korea


