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1. Introduction
This contribution provides TPs for TS 38.413 and TS 38.473 according to the proposals proposed in R3-230304

Annex A. TP to TS 38.413

	Change Begins
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The purpose of the Paging procedure is to enable the AMF to page a UE in the specific NG-RAN node.
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Figure 8.5.1.2-1: Paging 
-------------------------------------------------------------Next change-------------------------------------------------------------
If the Paging Cause IE is included in the PAGING message, the NG-RAN node shall, if supported, transfer it to the UE according to TS 38.331 [18] and TS 36.331 [21].
If the PEIPS Assistance Information IE is included in the PAGING message, the NG-RAN node shall, if supported, use it for paging subgrouping of the UE, as specified in TS 38.300 [8].
If the Assistance Data for Recommended SSBs IE is included in the Assistance Data for Paging IE, the NG-RAN node may take it into account when determining the cells and SSBs where paging will be performed.
-------------------------------------------------------------Next change-------------------------------------------------------------

9.3.1.69	Assistance Data for Paging
This IE provides assistance information for paging optimisation.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Assistance Data for Recommended Cells
	O
	
	9.3.1.70
	
	-
	

	Paging Attempt Information 
	O
	
	9.3.1.72
	
	-
	

	[bookmark: _Hlk25109684]NPN Paging Assistance Information
	O
	
	[bookmark: _Hlk44345194]9.3.1.183
	
	YES
	ignore

	Paging Assistance Data for CE Capable UE
	O
	
	9.3.1.141
	
	YES
	ignore

	Assistance Data for Recommended SSBs
	O
	
	9.3.1.aaa
	
	YES
	ignore
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This IE contains information about a cell. In case of NR cell, this IE contains information about a set of NR cells with the same NR ARFCN for reference point A, and the Global Cell ID IE identifies one of the NR cells in the set. The information is to be used for RRM purposes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	NG-RAN CGI
9.3.1.73
	
	-
	

	Cell Type
	M
	
	9.3.1.98
	
	-
	

	Time UE Stayed in Cell
	M
	
	INTEGER (0..4095)
	The duration of time the UE stayed in the cell, or set of NR cells with the same NR ARFCN for reference point A, in seconds. If the duration is more than 4095s, this IE is set to 4095.
	-
	

	Time UE Stayed in Cell Enhanced Granularity
	O
	
	INTEGER (0..40950)
	The duration of time the UE stayed in the cell, or set of NR cells with the same NR ARFCN for reference point A, in 1/10 seconds. If the duration is more than 4095s, this IE is set to 40950.
	-
	

	HO Cause Value
	O
	
	Cause
9.3.1.2
	The cause for the handover.
	-
	

	Last Visited PSCell List 
	
	0..<maxnoofPSCellsPerPrimaryCellinUEHistoryInfo>
	
	List of cells configured as PSCells. Most recent PSCell related information is added to the top of the list.
	YES
	ignore

	>Last Visited PSCell Information
	M
	
	9.3.1.235
	The PSCell related information.
	-
	

	Last Visited SSB List
	
	0..< maxnoofSSBsinUEHistoryInfo >
	
	List of visited SSBs. Most recent SSB related information is added to the top of the list.
	YES
	ignore

	>Last Visited SSB Information
	M
	
	9.3.1.ccc
	
	-
	



	Range bound
	Explanation

	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo
	Maximum number of last visited PSCell information records that can be reported in the IE. Value is 8.

	maxnoofSSBsinUEHistoryInfo
	Maximum number of last visited SSB information records that can be reported in the IE. Value is 64 (FFS).
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This IE provides information on recommended cells and NG-RAN nodes for paging.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Recommended Cells for Paging
	M
	
	9.3.1.71
	

	Recommended RAN Nodes for Paging
	M
	
	9.3.1.101
	

	Recommended SSBs for Paging
	O
	
	9.3.1.bbb
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9.3.1.aaa	Assistance Data for Recommended SSBs
This IE provides assistance information for paging in recommended SSBs.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Recommended SSBs for Paging
	M
	
	9.3.1.bbb
	Includes visited and non-visited SSBs, where visited SBBs are listed in the order the UE visited them with the most recent SSB being the first in the list. Non-visited SSBs are included after the visited SSB they are associated with.



9.3.1.bbb	Recommended SSBs for Paging
This IE contains recommended SSBs for paging.
This IE is transparent to the 5GC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Recommended SSB List
	
	1
	
	

	>Recommended SSB Item
	
	1..<maxnoofRecommendedSSBs>
	
	Includes visited and non-visited SSBs, where visited SBBs are listed in the order the UE visited them with the most recent SSB being the first in the list. Non-visited SSBs are included after the visited SSB they are associated with.

	>>NG-RAN CGI
	M
	
	9.3.1.73
	

	>>SSB Index
	M
	
	INTEGER (0..63)
	

	>>Time Stayed in SSB
	O
	
	INTEGER (0..4095) 
	This is included for visited SSBs and indicates the time a UE stayed in an SSB in seconds. If the UE stays in an SSB more than 4095 seconds, this IE is set to 4095. (Value FFS)



	Range bound
	Explanation

	maxnoofRecommendedSSBs
	Maximum no. of recommended SSBs. Value is 64 (FFS).



9.3.1.ccc	Last Visited SSB Information
The Last Visited SSB Information may contain SSB specific information of a cell. 
This IE is transparent to the 5GC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SSB Index
	M
	
	INTEGER (0..63)
	

	Time Stay
	O
	
	INTEGER (0..4095) 
	This is included for visited SSBs and indicates the time a UE stayed in an SSB in seconds. If the UE stays in an SSB more than 4095 seconds, this IE is set to 4095 (Value FFS). 



	Change Ends






Annex B. TP to TS 38.473
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The purpose of the gNB-DU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and the gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.
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Figure 8.2.4.2-1: gNB-DU Configuration Update procedure: Successful Operation
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If the RedCap Broadcast Information IE is contained in the Served Cell Information IE in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU may use this information to determine a suitable target in case of subsequent outgoing mobility involving RedCap UEs.
If the TAI NSAG Support List IE is included in the Served Cell Information IE in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall, if supported, use this information as specified in TS 23.501 [21].
If the gNB-DU Name IE is included in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU may store it or update this IE value if already stored, and use it as a human readable name of the gNB-DU. If the Extended gNB-DU Name IE is included in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU may store it or update this IE value if already stored, and use it as a human readable name of the gNB-DU and shall ignore the gNB-DU Name IE if also included.
If SSBs to be Activated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall activate the SSB indicated by NR CGI IE and SSB Index IE. 
If SSBs to be Activated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message and the indicated SSBs are already activated, the gNB-DU shall update the SSB information received in SSBs to be Activated List Item IE.
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The purpose of the gNB-CU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.
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Figure 8.2.5.2-1: gNB-CU Configuration Update procedure: Successful Operation
-------------------------------------------------------------Next change-------------------------------------------------------------

If the CCO Assistance Information IE is contained in the GNB-CU CONFIGURATION UPDATE message and the NR CGI IE contained in the Affected Cells and Beams IE is not served by the gNB-DU, the gNB-DU may use it to adjust coverage of its cells.
If the Cells for SON IE is present in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU may store or update this information and it behaves as follows:
-	For each served cell indicated by the NR CGI IE included within the Cells for SON Item IE, the gNB-DU may adjust the PRACH configuration of this served cell.
-	If the Neighbour NR Cells for SON List IE is present in the Cells for SON Item IE, the gNB-DU may take the PRACH configuration of neighbour cells included in the Neighbour NR Cells for SON List IE into consideration when adjusting the PRACH configuration of the served cell.
If the gNB-CU Name IE is included in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU may store it or update this IE value if already stored, and use it as a human readable name of the gNB-CU. If the Extended gNB-CU Name IE is included in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU may store it or update this IE value if already stored, and use it as a human readable name of the gNB-CU and shall ignore the gNB-CU Name IE if also included.
If SSBs to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall activate the SSB indicated by NR CGI IE and SSB Index IE. 
If SSBs to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message and the indicated SSBs are already activated, the gNB-DU shall update the SSB information received in SSBs to be Activated List Item IE.
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The purpose of the Paging procedure is used to provide the paging information to enable the gNB-DU to page a UE. The procedure uses non-UE associated signalling.
[bookmark: _Toc20955847][bookmark: _Toc29892941][bookmark: _Toc36556878][bookmark: _Toc45832268][bookmark: _Toc51763448][bookmark: _Toc64448611][bookmark: _Toc66289270][bookmark: _Toc74154383][bookmark: _Toc81383127][bookmark: _Toc88657760][bookmark: _Toc97910672][bookmark: _Toc99038311][bookmark: _Toc99730573][bookmark: _Toc105510692][bookmark: _Toc105927224][bookmark: _Toc106109764][bookmark: _Toc113835201][bookmark: _Toc120124044][bookmark: _Toc121161044]8.7.1.2	Successful Operation
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Figure 8.7.1.2-1: Paging procedure. Successful operation.
-------------------------------------------------------------Next change-------------------------------------------------------------
The Last Used Cell Indication IE may be included in the Paging Cell Item IEs IE of the PAGING message, and if present the gNB-DU shall, if supported, consider the cell identified by the NR CGI IE as the last used cell of the paged UE, and use it as specified in TS 38.331 [8].
The PEI Subgrouping Support Indication IE may be included in the Paging Cell Item IEs IE in the PAGING message, and if present the gNB-DU shall, if supported, consider that the cell identified by the NR CGI IE is supported by the UE to receive the paging early indication as described in TS 38.300 [6] and TS 38.304 [24].
The UE Paging Capability IE may be included in the PAGING message, and if present the gNB-DU shall, if supported, take it into account when paging the UE.
The Paging SSB List IE may be included in the PAGING message, and if present the gNB-DU shall, if supported, perform paging in SSBs which belong to indicated SSBs.
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This message is sent by a gNB-CU to a gNB-DU to acknowledge update of information associated to an F1-C interface instance.
NOTE:	If F1-C signalling transport is shared among several F1-C interface instances, this message may transfer updated information associated to several F1-C interface instances.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0.. 1
	
	List of cells to be activated
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>> NR PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	>> gNB-CU System Information
	O
	
	9.3.1.42
	RRC container with system information owned by gNB-CU
	YES
	reject

	>>Available PLMN List
	O
	
	9.3.1.65
	
	YES
	ignore

	>>Extended Available PLMN List
	O
	
	9.3.1.76
	This is included if Available PLMN List IE is included and if more than 6 Available PLMNs is to be signalled.
	YES
	ignore

	>>IAB Info IAB-donor-CU
	O
	
	9.3.1.105
	IAB-related configuration sent by the IAB-donor-CU.
	YES
	ignore

	>>Available SNPN ID List
	O
	
	9.3.1.163
	Indicates the available SNPN ID list.
If this IE is included, the content of the Available PLMN List IE and Extended Available PLMN List IE if present in the Cells to be Activated List Item IE is ignored.
	YES
	ignore

	>>MBS Broadcast Neighbour Cell List
	O
	
	9.3.1.226
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Cells to be Deactivated List
	
	0.. 1
	
	List of cells to be deactivated
	YES
	reject

	>Cells to be Deactivated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	-

	Transport Layer Address Info
	O
	
	9.3.2.5
	
	YES
	ignore

	Uplink BH Non-UP Traffic Mapping
	O
	
	9.3.1.103
	
	YES
	reject

	BAP Address
	O
	
	9.3.1.111
	Indicates a BAP address assigned to the IAB-donor-DU.
	YES
	ignore

	Cells for SON List 
	O
	
	9.3.1.214
	
	YES
	ignore

	SSBs to be Activated List
	
	0.. 1
	
	List of SSBs to be activated
	YES
	ignore

	>SSBs to be Activated List Item
	
	1 .. < maxnoofSSBAreas>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>SSB List
	
	0..1
	
	SSB list to which the request applies.
	-
	

	>>>SSB Item
	
	1 .. < maxnoofSSBAreas>
	
	
	-
	

	>>>>SSB Index
	M
	
	INTEGER (0..63)
	
	-
	



	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a gNB node cell. Value is 64 (FFS).
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This message is sent by the gNB-CU to transfer updated information associated to an F1-C interface instance.
NOTE:	If F1-C signalling transport is shared among several F1-C interface instances, this message may transfer updated information associated to several F1-C interface instances.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0..1
	
	List of cells to be activated or modified
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>> NR PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	>> gNB-CU System Information
	O
	
	9.3.1.42
	RRC container with system information owned by gNB-CU
	YES
	reject

	>>Available PLMN List
	O
	
	9.3.1.65
	
	YES
	ignore

	>>Extended Available PLMN List
	O
	
	9.3.1.76
	This is included if Available PLMN List IE is included and if more than 6 Available PLMNs is to be signalled.
	YES
	ignore

	>>IAB Info IAB-donor-CU
	O
	
	9.3.1.105
	IAB-related configuration sent by the IAB-donor-CU.
	YES
	ignore

	>>Available SNPN ID List
	O
	
	9.3.1.163
	Indicates the available SNPN ID list.
If this IE is included, the content of the Available PLMN List IE and Extended Available PLMN List IE if present in the Cells to be Activated List Item IE is ignored.
	YES
	ignore

	>>MBS Broadcast Neighbour Cell List
	O
	
	9.3.1.226
	
	YES
	ignore

	Cells to be Deactivated List
	
	0..1
	
	List of cells to be deactivated
	YES
	reject

	>Cells to be Deactivated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	gNB-CU TNL Association To Add List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Add Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Information
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Usage
	M
	
	ENUMERATED (ue, non-ue, both, ...)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.472 [22].
	-
	

	gNB-CU TNL Association To Remove List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Remove Item IEs
	
	1..<maxnoofTNLAssociation>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Transport Layer Address gNB-DU
	O
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-DU.
	YES
	reject

	gNB-CU TNL Association To Update List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Update Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Usage
	O
	
	ENUMERATED (ue, non-ue, both, ...)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.472 [22].
	-
	

	Cells to be barred List
	
	0..1
	
	List of cells to be barred.

	YES
	ignore

	>Cells to be barred List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Cell Barred
	M
	
	ENUMERATED (barred, not-barred, ...)
	
	-
	

	>>IAB Barred
	O
	
	ENUMERATED (barred, not-barred, ...)
	
	-
	

	Protected E-UTRA Resources List
	
	0..1
	
	List of Protected E-UTRA Resources.
	YES
	reject

	>Protected E-UTRA Resources List Item
	
	1.. <maxCellineNB>
	
	
	EACH
	reject

	>>Spectrum Sharing Group ID
	M
	
	INTEGER (1.. maxCellineNB)
	Indicates the E-UTRA cells involved in resource coordination with the NR cells affiliated with the same Spectrum Sharing Group ID.
	-
	

	>> E-UTRA Cells List
	
	1
	
	List of applicable E-UTRA cells. 
	-
	

	>>> E-UTRA Cells List Item
	
	1 .. <maxCellineNB>
	
	
	-
	

	>>>>EUTRA Cell ID
	M
	
	BIT STRING (SIZE(28))
	Indicates the E-UTRAN Cell Identifier IE contained in the ECGI as defined in subclause 9.2.14 in TS 36.423 [9].
	-
	

	>>>>Served E-UTRA  Cell Information
	M
	
	9.3.1.64
	
	-
	

	Neighbour Cell Information List
	
	0..1
	
	
	YES
	ignore

	>Neighbour Cell Information List Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Intended TDD DL-UL Configuration
	O
	
	9.3.1.89
	
	-
	

	Transport Layer Address Info
	O
	
	9.3.2.5
	
	YES
	ignore

	Uplink BH Non-UP Traffic Mapping
	O
	
	9.3.1.103
	
	YES
	reject

	BAP Address
	O
	
	9.3.1.111
	Indicates a BAP address assigned to the IAB-donor-DU.
	YES
	ignore

	CCO Assistance Information
	O
	
	9.3.1.211
	Indicates CCO Assistance Information for cells and beams served by the gNB-DU of the same NG-RAN node or for cells and beams not served by the gNB-DU.
	YES
	Ignore

	[bookmark: OLE_LINK26][bookmark: OLE_LINK27]Cells for SON List
	O
	
	9.3.1.214
	
	YES
	ignore

	gNB-CU Name
	O
	
	PrintableString(SIZE(1..150,...))
	Human readable name of the gNB-CU. 
	YES
	ignore

	Extended gNB-CU Name
	O
	
	9.3.1.206
	
	YES
	ignore

	SSBs to be Activated List
	
	0.. 1
	
	List of SSBs to be activated
	YES
	ignore

	>SSBs to be Activated List Item
	
	1 .. < maxnoofSSBAreas>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>SSB List
	
	0..1
	
	SSB list to which the request applies.
	-
	

	>>>SSB Item
	
	1 .. < maxnoofSSBAreas>
	
	
	-
	

	>>>>SSB Index
	M
	
	INTEGER (0..63)
	
	-
	



	Range bound
	Explanation

	maxCellingNBDU
	Maximum numbers of cells that can be served by a gNB-DU. Value is 512.

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU and the gNB-DU. Value is 32.

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a gNB node cell. Value is 64 (FFS).
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This message is sent by the gNB-CU and is used to request the gNB-DU to page UEs.
Direction: gNB-CU  gNB-DU
	[bookmark: OLE_LINK11][bookmark: OLE_LINK12]IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	UE Identity Index value
	M
	
	9.3.1.39
	
	YES
	reject

	CHOICE Paging Identity
	M
	
	
	
	YES
	reject

	>RAN UE Paging identity
	
	
	
	
	
	

	>>RAN UE Paging identity
	M
	
	9.3.1.43
	
	-
	

	>CN UE paging identity
	
	
	
	
	
	

	>>CN UE paging identity 
	M
	
	9.3.1.44
	
	-
	

	Paging DRX
	O
	
	9.3.1.40
	It is defined as the minimum between the RAN UE Paging DRX and CN UE Paging DRX
	YES
	ignore

	Paging Priority
	O
	
	9.3.1.41
	
	YES
	ignore

	[bookmark: OLE_LINK9][bookmark: OLE_LINK10]Paging Cell List 
	
	1
	
	
	YES
	ignore

	>Paging Cell Item IEs
	
	1 .. <maxnoofPagingCells>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Last Used Cell Indication
	O
	
	ENUMERATED(true, …)
	
	YES
	ignore

	>>PEI Subgrouping Support Indication
	O
	
	ENUMERATED(true, …)
	
	YES
	ignore

	Paging Origin
	O
	
	9.3.1.79
	
	YES
	ignore

	RAN UE Paging DRX
	O
	
	Paging DRX
9.3.1.40
	This IE indicates the RAN paging cycle as defined in TS 38.304 [24].
	YES
	ignore

	CN UE Paging DRX
	O
	
	Paging DRX
9.3.1.40
	This IE indicates the UE specific paging cycle as defined in TS 38.304 [24].
	YES
	ignore

	NR Paging eDRX Information
	O
	
	9.3.1.258
	
	YES
	ignore

	NR Paging eDRX Information for RRC INACTIVE
	O
	
	9.3.1.259
	
	YES
	ignore

	Paging Cause
	O
	
	ENUMERATED(voice, …) 
	This IE indicates the paging cause is IMS voice, refer to TS 23.501[21].
	YES
	ignore

	PEIPS Assistance Information
	O
	
	9.3.1.269
	
	YES
	ignore

	UE Paging Capability 
	O
	
	9.3.1.270
	
	YES
	ignore

	Paging SSB List 
	
	0..1
	
	
	YES
	ignore

	>Paging SSB Item
	
	1 .. <maxnoofPagingSSBs>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>SSB List
	
	1
	
	
	
	

	>>>SSB Item
	
	1 .. < maxnoofSSBAreas>
	
	
	
	

	>>>>SSB Index
	M
	
	INTEGER (0..63)
	
	
	

	>>>>Last Used SSB Indication
	O
	
	ENUMERATED(true, …)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPagingCells
	Maximum no. of paging cells, the maximum value is 512. 

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a gNB node cell. Value is 64 (FFS).
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