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	Reason for change:
	The references for DRX does not refer to specific IEs in 38.331. The semantics only refer to the 38.331. This does not follow the guidelines and may cause confusion. The IEnames are also not identical in the two specs.


	
	

	Summary of change:
	The following references to the different DRX IEs are added: 
· Corresponds to the preferredDRX-LongCycle contained in the UEAssistanceInformation message defined in TS 38.331 [8]
· Corresponds to the preferredDRX-ShortCycle contained in the UEAssistanceInformation message defined in TS 38.331 [8]
· Corresponds to the preferredDRX-ShortCycleTimer contained in the UEAssistanceInformation message defined in TS 38.331 [8]
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The DRX Cycle IE is to indicate the desired DRX cycle.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Long DRX Cycle Length
	M
	
	ENUMERATED
(ms10, ms20, ms32, ms40, ms60, ms64, ms70, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, ...)
	Corresponds to the preferredDRX-LongCycle contained in the UEAssistanceInformation message This IE is defined in TS 38.331 [8]

	Short DRX Cycle Length
	O
	
	ENUMERATED (ms2, ms3, ms4, ms5, ms6, ms7, ms8, ms10, ms14, ms16, ms20, ms30, ms32, ms35, ms40, ms64, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ...)
	Corresponds to the preferredDRX-ShortCycle contained in the UEAssistanceInformation messageThis IE is defined in TS 38.331 [8]

	Short DRX Cycle Timer
	O
	
	INTEGER (1..16)
	Corresponds to the preferredDRX-ShortCycleTimer contained in the UEAssistanceInformation messageThis IE is defined in TS 38.331 [8]
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