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******************* Start of 1st Change *******************

[bookmark: _Toc20955919][bookmark: _Toc29893037][bookmark: _Toc36556974][bookmark: _Toc45832422][bookmark: _Toc51763702][bookmark: _Toc64448871][bookmark: _Toc66289530][bookmark: _Toc74154643][bookmark: _Toc81383387][bookmark: _Toc88658020][bookmark: _Toc97910932][bookmark: _Toc99038692][bookmark: _Toc99730955][bookmark: _Toc105511086][bookmark: _Toc105927618][bookmark: _Toc106110158][bookmark: _Toc113835595][bookmark: _Toc120124443][bookmark: _Toc121161443]9.3.1.15	Transmission Bandwidth
The Transmission Bandwidth IE is used to indicate the UL or DL transmission bandwidth. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR SCS
	M
	
	ENUMERATED (scs15, scs30, scs60, scs120, ... , scs480, scs960)
	The values scs15, scs30, scs60, scs120, scs480 and scs960 corresponds to the sub carrier spacing in TS 38.104 [17].

	NRB
	M
	
	ENUMERATED (nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ..., nrb33, nrb62, nrb124, nrb148, nrb248, nrb44, nrb58, nrb92, nrb119, nrb188, nrb242)
	This IE is used to indicate the UL or DL transmission bandwidth expressed in units of resource blocks "NRB" (TS 38.104 [17]). The values nrb11, nrb18, etc. correspond to the number of resource blocks "NRB" 11, 18, etc.




******************* Start of 2nd Change *******************

NRNRB ::= ENUMERATED { nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ..., nrb33, nrb62, nrb124, nrb148, nrb248, nrb44, nrb58, nrb92, nrb119, nrb188, nrb242}


******************* End of Change *******************

