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9.3.1.225
MBS CU to DU RRC Information
This IE indicates the MBS CU to DU RRC Information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MBS Broadcast Cell List
	M
	
	
	
	
	

	>MBS Broadcast Cell Item
	
	1 .. <maxCellingNBDU>
	
	
	
	

	>>NR CGI
	M
	
	NR CGI

9.3.1.12
	
	
	

	>>mtch-neighbourCell
	O
	
	OCTET STRING
	mtch-neighbourCell, as defined in TS 38.331[8]
	
	

	MRB PDCP Config Broadcast
	M
	
	OCTET STRING
	MRB-PDCP-ConfigBroadcast, as defined in TS 38.331[8].
This IE shall be ignored if the MBS Broadcast MRB List IE is present.
	
	

	MBS Broadcast MRB List
	
	
	
	
	YES
	ignore

	>MBS Broadcast MRB Item
	
	0.. <maxnoofMRBs>
	
	
	
	

	>>MRB ID
	M
	
	NR CGI

9.3.1.12
	
	
	

	>>MRB PDCP Config Broadcast
	O
	
	OCTET STRING
	MRB-PDCP-ConfigBroadcast, as defined in TS 38.331[8].
	
	


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.


not modifed
9.4.5
Information Element Definitions

-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
not modifed

id-Source-MRB-ID,

id-RedCapIndication,

id-UL-GapFR2-Config,

id-ConfigRestrictInfoDAPS,

id-MulticastF1UContextReferenceCU,

id-MBS-Broadcast-MRB-List,

maxNRARFCN,
not modifed

maxnoofMBSSessionsofUE,

maxnoofSLdestinations,

maxnoofNSAGs,

maxnoofSDTBearers,

maxnoofPosSITypes,

maxnoofMRBs, 
FROM F1AP-Constants

not modifed
MBS-CUtoDURRCInformation

::= SEQUENCE {


mBS-Broadcast-Cell-List

MBS-Broadcast-Cell-List,


mRB-PDCP-Config-Broadcast
OCTET STRING,

iE-Extensions



ProtocolExtensionContainer { { MBS-CUtoDURRCInformation-ExtIEs } } OPTIONAL,


...

}

MBS-CUtoDURRCInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
{ID
id-MBS-Broadcast-MRB-List
CRITICALITY reject
EXTENSION MBS-Broadcast-MRB-List PRESENCE optional },

...

}

MBS-Broadcast-Cell-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF  MBS-Broadcast-Cell-Item

MBS-Broadcast-Cell-Item ::= SEQUENCE {


nRCGI





NRCGI,

mtch-neighbourCell


OCTET STRING,


iE-Extensions



ProtocolExtensionContainer { { MBS-Broadcast-Cell-Item-ExtIEs} } OPTIONAL,


...

}

MBS-Broadcast-Cell-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
MBS-Broadcast-MRB-List
::= SEQUENCE (SIZE(1.. maxnoofMRBs))
OF  MBS-Broadcast-MRB-Item

MBS-Broadcast-MRB-Item ::= SEQUENCE {


mRB-ID





MRB-ID,

mRB-PDCP-Config-Broadcast
OCTET STRING,


iE-Extensions



ProtocolExtensionContainer { { MBS-Broadcast-MRB-Item-ExtIEs} } OPTIONAL,


...

}

MBS-Broadcast-MRB-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

not modifed
9.4.7
Constant Definitions

-- ASN1START 

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

not modifed
id-DAPS-HO-Status








ProtocolIE-ID ::= 683

id-UplinkTxDirectCurrentTwoCarrierListInfo


ProtocolIE-ID ::= 684

id-UE-MulticastMRBs-ToBeSetup-atModify-List


ProtocolIE-ID ::= 685

id-UE-MulticastMRBs-ToBeSetup-atModify-Item


ProtocolIE-ID ::= 686
id-MC-PagingCell-List







ProtocolIE-ID ::= 687

id-MC-PagingCell-Item







ProtocolIE-ID ::= 688
id-SRSPosRRCInactiveQueryIndication




ProtocolIE-ID ::= 689
id-MBS-Broadcast-MRB-List






ProtocolIE-ID ::= xxx

END

-- ASN1STOP 


