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8.11	Location Reporting Procedures
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The purpose of Location Reporting Control procedure is to allow the MME to request the eNB to report where the UE is currently located. The procedure uses UE-associated signalling.
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Figure 8.11.1.2-1: Location Reporting Control procedure. Successful operation.
The MME initiates the procedure by sending a LOCATION REPORTING CONTROL message. On receipt of a LOCATION REPORTING CONTROL message, the eNB shall perform the requested location reporting control action for the UE.
The Request Type IE indicates to the eNB whether:
-	to report directly;
-	to report upon change of serving cell, or
-	to stop reporting at change of serving cell;
-	to report before NTN UE context release.
If reporting upon change of serving cell is requested, the eNB shall report whenever the UE changes its serving cell to another cell belonging to the eNB.
If the Additional Location Information IE is included in the LOCATION REPORTING CONTROL message and set to "Include PSCell” then, if EN-DC is activated, the eNB shall include the current PSCell in the report. If a report upon change of serving cell is requested, the eNB shall provide the report also whenever the UE changes the PSCell, and when EN-DC is activated, as specified in TS 23.401 [11].
The Request Type IE also indicates what type of location information the eNB shall report. The location information is E-UTRAN CGI and TAI, or E-UTRAN CGI, PSCell and TAI.
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Not applicable.
UNCHANGED PART OMITTED
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The purpose of Location Report procedure is to provide the UE’s current location to the MME. The procedure uses UE-associated signalling.
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Figure 8.11.3.2-1: Location Report procedure. Successful operation.
The eNB initiates the procedure by generating a LOCATION REPORT message. The LOCATION REPORT message may be used as a response to a LOCATION REPORTING CONTROL message.
In case reporting at change of serving cell has been requested, the eNB shall send a LOCATION REPORT message whenever the information given to the EPC in any S1AP message is not anymore valid.
If the PSCell Information IE is included in the LOCATION REPORT message, then the MME may consider both E-UTRAN CGI IE and PSCell Information IE to determine the UE’s location.
Interactions with UE Context Release procedure:
If the eNB has received a LOCATION REPORTING CONTROL message with Event Type IE set to "Before NTN UE context release", the eNB shall send a LOCATION REPORT message to the MME before initiating the UE Context Release procedure or upon receiving a UE CONTEXT RELEASE COMMAND message.
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Not applicable.
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The purpose of the Request Type IE is to indicate the type of location request to be handled by the eNB.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Request Type
	
	
	
	
	
	

	>Event Type
	M
	
	ENUMERATED(Direct, Change of service cell, Stop Change of service cell, Before NTN UE context release…)
	
	
	

	>Report Area
	M
	
	ENUMERATED (ECGI, …)
	
	
	

	>Additional Location Information
	O
	
	ENUMERATED (Include PSCell, ...)
	
	YES
	ignore



UNCHANGED PART OMITTED

****************** NEXT CHANGE ***************	
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

S1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
UNCHANGED PART OMITTED

EPLMNs ::= SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF PLMNidentity
EventType	::= ENUMERATED {
	direct,
	change-of-serve-cell,
	stop-change-of-serve-cell,
	before-NTN-UE-context-release,
	...
}

E-RAB-ID		::= INTEGER (0..15, ...)


****************** END CHANGES ***************
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