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1	Introduction
Based on the agreements from last meeting in [1], the guildelines to correct references to RRC specifications have been listed below.
X.1. References to RRC specifications (e.g. TS 38.331)
When selecting references in RAN2 RRC – try to select extendable IEs or messages
A reference shall normally not contain any suffix.
Only in cases where RRC has multiple references with the same name differentiated only by the suffix and one specific reference is needed to be transmitted on the RAN3 interface the suffix shall be used.
The format of an RRC reference should be one of the following: 
-	Messagename message
-	Iename IE
-	fieldname contained in the Messagename message
-	fieldname contained in the Iename IE
where references to a field use initial lower-case character.
The Semantics description of an xAP IE which contains an RRC protocol element as encoded in RRC and which is therefore defined as OCTET STRING in xAP should contain the phrase 
“Includes the” <reference> “as defined/specified in 38.331”.
The Semantics description of an xAP IE which does not contains an RRC protocol element as encoded in RRC and which is therefore not defined as OCTET STRING in xAP should contain the phrase 
“Corresponds to information provided in the” <reference> “as defined/specified in 38.331”.
[bookmark: _Hlk48630882]This document is to present the changes in TS 36.423 related to references to RRC, i.e., in both TS 36.331 and 38.331.
2	Discussion
Here is a list of modifications that have been made within TS 36.423.
· 8.7.7 SgNB initiated SgNB Modification
Add the name of containing RRC message “CG-ConfigInfo” when refers to a fieldname, i.e., measGapConfig, in the procedural text.

· 9.1.1.1	HANDOVER REQUEST
· Remove “RRC” before the RRC message names within the RRC Context IE; 
· Add “Includes the” for the UE History Information from the UE IE which contains an RRC protocol element being defined as OCTET STRING.

· 9.1.1.2	HANDOVER REQUEST ACKNOWLEDGE
· 9.1.2.29	RETRIEVE UE CONTEXT RESPONSE
· [bookmark: _Toc20954436][bookmark: _Toc29902440][bookmark: _Toc29906444][bookmark: _Toc36550434][bookmark: _Toc45104189][bookmark: _Toc45227685][bookmark: _Toc45891499][bookmark: _Toc51764141][bookmark: _Toc56528142][bookmark: _Toc64382109][bookmark: _Toc66283684][bookmark: _Toc67911060][bookmark: _Toc73979838][bookmark: _Toc88650562][bookmark: _Toc97885689][bookmark: _Toc98882815][bookmark: _Toc105523351][bookmark: _Toc106130895][bookmark: _Toc113840046]9.1.4.4	SGNB RECONFIGURATION COMPLETE
· [bookmark: _Toc20954438][bookmark: _Toc29902442][bookmark: _Toc29906446][bookmark: _Toc36550436][bookmark: _Toc45104191][bookmark: _Toc45227687][bookmark: _Toc45891501][bookmark: _Toc51764143][bookmark: _Toc56528144][bookmark: _Toc64382111][bookmark: _Toc66283686][bookmark: _Toc67911062][bookmark: _Toc73979840][bookmark: _Toc88650564][bookmark: _Toc97885691][bookmark: _Toc98882817][bookmark: _Toc105523353][bookmark: _Toc106130897][bookmark: _Toc113840048]9.1.4.6	SGNB MODIFICATION REQUEST ACKNOWLEDGE
· [bookmark: _Toc20954440][bookmark: _Toc29902444][bookmark: _Toc29906448][bookmark: _Toc36550438][bookmark: _Toc45104193][bookmark: _Toc45227689][bookmark: _Toc45891503][bookmark: _Toc51764145][bookmark: _Toc56528146][bookmark: _Toc64382113][bookmark: _Toc66283688][bookmark: _Toc67911064][bookmark: _Toc73979842][bookmark: _Toc88650566][bookmark: _Toc97885693][bookmark: _Toc98882819][bookmark: _Toc105523355][bookmark: _Toc106130899][bookmark: _Toc113840050]9.1.4.8	SGNB MODIFICATION REQUIRED
· [bookmark: _Toc20954441][bookmark: _Toc29902445][bookmark: _Toc29906449][bookmark: _Toc36550439][bookmark: _Toc45104194][bookmark: _Toc45227690][bookmark: _Toc45891504][bookmark: _Toc51764146][bookmark: _Toc56528147][bookmark: _Toc64382114][bookmark: _Toc66283689][bookmark: _Toc67911065][bookmark: _Toc73979843][bookmark: _Toc88650567][bookmark: _Toc97885694][bookmark: _Toc98882820][bookmark: _Toc105523356][bookmark: _Toc106130900][bookmark: _Toc113840051]9.1.4.9	SGNB MODIFICATION CONFIRM
· [bookmark: _Toc20954446][bookmark: _Toc29902450][bookmark: _Toc29906454][bookmark: _Toc36550444][bookmark: _Toc45104199][bookmark: _Toc45227695][bookmark: _Toc45891509][bookmark: _Toc51764151][bookmark: _Toc56528152][bookmark: _Toc64382119][bookmark: _Toc66283694][bookmark: _Toc67911070][bookmark: _Toc73979848][bookmark: _Toc88650572][bookmark: _Toc97885699][bookmark: _Toc98882825][bookmark: _Toc105523361][bookmark: _Toc106130905][bookmark: _Toc113840056]9.1.4.14	SGNB RELEASE REQUIRED
· [bookmark: _Toc20954450][bookmark: _Toc29902454][bookmark: _Toc29906458][bookmark: _Toc36550448][bookmark: _Toc45104203][bookmark: _Toc45227699][bookmark: _Toc45891513][bookmark: _Toc51764155][bookmark: _Toc56528156][bookmark: _Toc64382123][bookmark: _Toc66283698][bookmark: _Toc67911074][bookmark: _Toc73979852][bookmark: _Toc88650576][bookmark: _Toc97885703][bookmark: _Toc98882829][bookmark: _Toc105523365][bookmark: _Toc106130909][bookmark: _Toc113840060]9.1.4.18	SGNB CHANGE CONFIRM
· Remove “RRC”, “NR”, “E-UTRA” and etc before the RRC message names within the RRC Context IE; 

· 9.1.2.18	RLF INDICATION
· 9.1.2.28	RETRIEVE UE CONTEXT REQUEST
· 9.2.56 	MDT Configuration
· 9.2.76 	RSRP Measurement Report List
· 9.2.138 	LCID
· Add the phrase “Corresponds to information provided” in a bunch of IEs when there is no RRC protocol element being encoded.

· 9.1.2.19	HANDOVER REPORT
· 9.1.2.50	ACCESS AND MOBILITY INDICATION
· 9.1.4.1 	SGNB ADDITION REQUEST
· [bookmark: _Toc20954437][bookmark: _Toc29902441][bookmark: _Toc29906445][bookmark: _Toc36550435][bookmark: _Toc45104190][bookmark: _Toc45227686][bookmark: _Toc45891500][bookmark: _Toc51764142][bookmark: _Toc56528143][bookmark: _Toc64382110][bookmark: _Toc66283685][bookmark: _Toc67911061][bookmark: _Toc73979839][bookmark: _Toc88650563][bookmark: _Toc97885690][bookmark: _Toc98882816][bookmark: _Toc105523352][bookmark: _Toc106130896][bookmark: _Toc113840047][bookmark: _Hlk44084179]9.1.4.5	SGNB MODIFICATION REQUEST
· 9.2.98 	NR Neighbour Information
· 9.2.110 Served NR Cell Information
· Add “Includes the” before RRC container.

· [bookmark: _Toc20954453][bookmark: _Toc29902457][bookmark: _Toc29906461][bookmark: _Toc36550451][bookmark: _Toc45104206][bookmark: _Toc45227702][bookmark: _Toc45891516][bookmark: _Toc51764158][bookmark: _Toc56528159][bookmark: _Toc64382126][bookmark: _Toc66283701][bookmark: _Toc67911077][bookmark: _Toc73979855][bookmark: _Toc88650579][bookmark: _Toc97885706][bookmark: _Toc98882832][bookmark: _Toc105523368][bookmark: _Toc106130912][bookmark: _Toc113840063]9.1.4.21	RRC TRANSFER
· 9.2.91 		Resume ID
· Change the font of referred RRC message to Italic.

· [bookmark: _Toc45104216][bookmark: _Toc45227712][bookmark: _Toc45891526][bookmark: _Toc51764170][bookmark: _Toc56528171][bookmark: _Toc64382138][bookmark: _Toc66283713][bookmark: _Toc67911089][bookmark: _Toc73979867][bookmark: _Toc88650591][bookmark: _Toc97885718][bookmark: _Toc98882845][bookmark: _Toc105523381][bookmark: _Toc106130925][bookmark: _Toc113840076]9.1.5.1	F1-C TRAFFIC TRANSFER
· Remove “-r16” after the RRC IE name “dedicatedInfoF1c” considering only one is related to the same RRC IE.

· 9.2.8 Served Cell Information
· Move the existing semantics description for the NB-IoT UL DL Alignment Offset IE to 9.2.144.
· Add “contains information provided..” to the MBSFN Subframe Info IE and the other several IEs for compliance.
· Correct the wrong RRC message name, i.e., changing from “SIB1” to “SystemInformationBlockType1”.

· [bookmark: _Toc20954607][bookmark: _Toc29902612][bookmark: _Toc29906616][bookmark: _Toc36550606][bookmark: _Toc45104363][bookmark: _Toc45227859][bookmark: _Toc45891673][bookmark: _Toc51764317][bookmark: _Toc56528318][bookmark: _Toc64382285][bookmark: _Toc66283860][bookmark: _Toc67911236][bookmark: _Toc73980014][bookmark: _Toc88650738][bookmark: _Toc97885865][bookmark: _Toc98882992][bookmark: _Toc105523528][bookmark: _Toc106131072][bookmark: _Toc113840223]9.2.144	NB-IoT UL DL Alignment Offset
· add the RRC reference for the NB-IoT UL DL Alignment Offset IE to 9.2.144, i.e., Corresponds to information and etc.

The above changes have been classified and are in accordance with the agreed-upon guidelines.
[bookmark: _Toc127478651]Agree the X2AP CR in [1] for corrections on the references to RRC specifications.
[bookmark: _Toc70424553][bookmark: _Ref189046994]3 Conclusion
In this paper we propose:
Proposal 1	Agree the X2AP CR in [1] for corrections on the references to RRC specifications.
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