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This IE is used to provide location information of the UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE User Location Information
	M
	
	
	
	-
	

	>E-UTRA user location information
	
	
	
	
	
	

	>>E-UTRA CGI
	M
	
	9.3.1.9
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	>>Age of Location
	O
	
	Time Stamp
9.3.1.75
	Indicates the UTC time when the location information was generated.
	-
	

	>>PSCell Information
	O
	
	NG-RAN CGI
9.3.1.73
	
	YES
	ignore

	>NR user location information
	
	
	
	
	
	

	>>NR CGI
	M
	
	9.3.1.7
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	This IE is ignored if the NR NTN TAI Information IE is present.
	-
	

	>>Age of Location
	O
	
	Time Stamp
9.3.1.75
	Indicates the UTC time when the location information was generated.
	-
	

	>>PSCell Information
	O
	
	NG-RAN CGI
9.3.1.73
	
	YES
	ignore

	[bookmark: _Hlk44345107]>>NID
	O
	
	9.3.3.42
	
	YES
	reject

	>>NR NTN TAI Information
	O
	
	9.3.3.53
	
	YES
	ignore

	>N3IWF user location information
	
	
	
	
	
	

	>>IP Address
	M
	
	Transport Layer Address 
9.3.2.4
	UE's local IP address used to reach the N3IWF
	-
	

	>>Port Number
	O
	
	OCTET STRING
(SIZE(2))
	UDP or TCP source port number if NAT is detected.
	-
	

	>>TAI
	O
	
	9.3.3.11
	
	YES
	ignore

	>TNGF user location information
	
	
	
	
	YES
	ignore

	>>TNAP ID
	M
	
	 OCTET STRING

	TNAP Identifier used to identify the TNAP. Details in TS 29.571 [35].
	-
	

	>>IP Address
	M
	
	Transport Layer Address 
9.3.2.4
	UE's local IP address used to reach the TNGF.
	-
	

	>>Port Number
	O
	
	OCTET STRING
(SIZE(2))
	UDP or TCP source port number if NAT is detected.
	-
	

	>>TAI
	O
	
	9.3.3.11
	
	YES
	ignore

	>TWIF user location information
	
	
	
	
	YES
	ignore

	>>TWAP ID
	M
	
	OCTET STRING

	TWAP Identifier used to identify the TWAP. Details in TS 29.571 [35].
	-
	

	>>IP Address
	M
	
	Transport Layer Address 
9.3.2.4
	Non-5G-Capable over WLAN device's local IP address used to reach the TWIF.
	-
	

	>>Port Number
	O
	
	OCTET STRING
(SIZE(2))
	UDP or TCP source port number if NAT is detected.
	-
	

	>>TAI
	O
	
	9.3.3.11
	
	YES
	ignore

	>W-AGF user location information
	
	
	
	Indicates the location information via wireline access as specified in TS 23.316 [34].
	YES
	ignore

	>>W-AGF user location information
	M
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	-
	



<Unchanged Text Omitted>
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This IE indicates the location information via wireline access as specified in TS 23.316 [34].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE W-AGF User Location Information
	M
	
	
	
	-
	

	>Global Line ID
	
	
	
	
	-
	

	>>Global Line ID
	M
	
	OCTET STRING
	Encoded as defined in TS 23.003 [23].
	-
	

	>>Line Type
	O
	
	ENUMERATED (DSL, PON, …)
	
	-
	

	>>TAI
	O
	
	9.3.3.11
	
	YES
	ignore

	>HFC Node ID
	
	
	
	
	-
	

	>>HFC Node ID
	M
	
	OCTET STRING
	Indicates the identifier of the HFC node as specified in [37]. Encoded as defined in TS 23.003 [23].
	-
	

	>Global Cable ID
	
	
	
	
	YES
	ignore

	>>Global Cable ID
	M
	
	OCTET STRING
	Encoded as defined in TS 23.003 [23].
	-
	

	>HFC Node ID New
	
	
	
	
	YES
	ignore

	>>HFC Node ID
	M
	
	OCTET STRING
	Indicates the identifier of the HFC node as specified in [37]. Encoded as defined in TS 23.003 [23].
	-
	

	>>TAI
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	9.3.3.11
	
	-
	

	>Global Cable ID New
	
	
	
	
	YES
	ignore

	>>Global Cable ID
	M
	
	OCTET STRING
	Encoded as defined in TS 23.003 [23].
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
<Unchanged Text Omitted>
	id-ULForwarding,
	id-ULForwardingUP-TNLInformation,
	id-UsedRSNInformation,
	id-UserLocationInformationTNGF,
	id-UserLocationInformationTWIF,
	id-UserLocationInformationW-AGF,
	id-EarlyMeasurement,
	id-BeamMeasurementsReportConfiguration,
	id-TAI,
	id-HFCNode-ID-new,
	id-GlobalCable-ID-new,
	maxnoofAllowedAreas,
	maxnoofAllowedCAGsperPLMN,
	maxnoofAllowedS-NSSAIs,


<Unchanged Text Omitted>

GlobalN3IWF-ID ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	n3IWF-ID			N3IWF-ID,
	iE-Extensions		ProtocolExtensionContainer { {GlobalN3IWF-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalN3IWF-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

GlobalLine-ID ::= SEQUENCE {
	globalLineIdentity		GlobalLineIdentity,
	lineType			LineType									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {GlobalLine-ID-ExtIEs} } 		OPTIONAL,
	...
}

GlobalLine-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-TAI				CRITICALITY ignore	EXTENSION TAI							PRESENCE optional	},
	...
}


<Unchanged Text Omitted>
UserLocationInformation ::= CHOICE {
	userLocationInformationEUTRA	UserLocationInformationEUTRA,
	userLocationInformationNR		UserLocationInformationNR,
	userLocationInformationN3IWF	UserLocationInformationN3IWF,
	choice-Extensions		ProtocolIE-SingleContainer { {UserLocationInformation-ExtIEs} }
}

UserLocationInformation-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-UserLocationInformationTNGF		CRITICALITY ignore	TYPE UserLocationInformationTNGF		PRESENCE mandatory	}|
	{ ID id-UserLocationInformationTWIF		CRITICALITY ignore	TYPE UserLocationInformationTWIF		PRESENCE mandatory	}|
	{ ID id-UserLocationInformationW-AGF	CRITICALITY ignore	TYPE UserLocationInformationW-AGF		PRESENCE mandatory	},
	...
}

UserLocationInformationEUTRA ::= SEQUENCE {
	eUTRA-CGI			EUTRA-CGI,
	tAI					TAI,
	timeStamp			TimeStamp																OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UserLocationInformationEUTRA-ExtIEs} }	OPTIONAL,
	...
}

UserLocationInformationEUTRA-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PSCellInformation	CRITICALITY ignore	EXTENSION NGRAN-CGI				PRESENCE optional},
	...
}

UserLocationInformationN3IWF ::= SEQUENCE {
	iPAddress			TransportLayerAddress,
	portNumber			PortNumber,
	iE-Extensions		ProtocolExtensionContainer { {UserLocationInformationN3IWF-ExtIEs} }	OPTIONAL,
	...
}

UserLocationInformationN3IWF-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
		{ ID id-TAI			CRITICALITY ignore	EXTENSION TAI							PRESENCE optional	},
	...
}

UserLocationInformationTNGF ::= SEQUENCE {
	tNAP-ID				TNAP-ID,
	iPAddress			TransportLayerAddress,
	portNumber			PortNumber															OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UserLocationInformationTNGF-ExtIEs} }	OPTIONAL,
	...
}

UserLocationInformationTNGF-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-TAI			CRITICALITY ignore	EXTENSION TAI							PRESENCE optional	},
	...
}

UserLocationInformationTWIF ::= SEQUENCE {
	tWAP-ID				TWAP-ID,
	iPAddress			TransportLayerAddress,
	portNumber			PortNumber															OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UserLocationInformationTWIF-ExtIEs} }	OPTIONAL,
	...
}

UserLocationInformationTWIF-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-TAI			CRITICALITY ignore	EXTENSION TAI							PRESENCE optional	},
	...
}

UserLocationInformationW-AGF ::= CHOICE {
	globalLine-ID	GlobalLine-ID,
	hFCNode-ID		HFCNode-ID,
	choice-Extensions		ProtocolIE-SingleContainer { { UserLocationInformationW-AGF-ExtIEs} }
}

UserLocationInformationW-AGF-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-GlobalCable-ID 	CRITICALITY 	ignore 	TYPE 	GlobalCable-ID 		PRESENCE 	mandatory }|
	{ ID id-HFCNode-ID-new 	CRITICALITY 	ignore 	TYPE 	HFCNode-ID-new 		PRESENCE 	mandatory }|
	{ ID id-GlobalCable-ID-new 	CRITICALITY ignore 	TYPE 	GlobalCable-ID-new 	PRESENCE 	mandatory },
	...
}


<Unchanged Text Omitted>
-- G

GBR-QosInformation ::= SEQUENCE {
	maximumFlowBitRateDL		BitRate,
	maximumFlowBitRateUL		BitRate,
	guaranteedFlowBitRateDL		BitRate,
	guaranteedFlowBitRateUL		BitRate,
	notificationControl			NotificationControl									OPTIONAL,
	maximumPacketLossRateDL		PacketLossRate										OPTIONAL,
	maximumPacketLossRateUL		PacketLossRate										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {GBR-QosInformation-ExtIEs} }	OPTIONAL,
	...
}

GBR-QosInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AlternativeQoSParaSetList	CRITICALITY ignore	EXTENSION AlternativeQoSParaSetList	PRESENCE optional	},
	...
}

GlobalCable-ID ::= OCTET STRING

GlobalCable-ID-new ::= SEQUENCE {
	globalCable-ID			GlobalCable-ID,
	tAI						TAI,
	iE-Extensions			ProtocolExtensionContainer { { GlobalCable-ID-new-ExtIEs} }		OPTIONAL,
	...
}

GlobalCable-ID-new-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

GlobalENB-ID ::= SEQUENCE {
	pLMNidentity			PLMNIdentity,
	eNB-ID					ENB-ID,
	iE-Extensions			ProtocolExtensionContainer { {GlobalENB-ID-ExtIEs} }		OPTIONAL,
	...
}

GlobalENB-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

HandoverRequiredTransfer ::= SEQUENCE {
	directForwardingPathAvailability		DirectForwardingPathAvailability				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {HandoverRequiredTransfer-ExtIEs} }	OPTIONAL,
	...
}

HandoverRequiredTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

HandoverResourceAllocationUnsuccessfulTransfer ::= SEQUENCE {
	cause						Cause,
	criticalityDiagnostics		CriticalityDiagnostics																	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {HandoverResourceAllocationUnsuccessfulTransfer-ExtIEs} }	OPTIONAL,
	...
}

HandoverResourceAllocationUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

HandoverType ::= ENUMERATED {
	intra5gs,
	fivegs-to-eps,
	eps-to-5gs,
	...,
	fivegs-to-utran
}

HFCNode-ID ::= OCTET STRING

HFCNode-ID-new ::= SEQUENCE {
	hFCNode-ID					HFCNode-ID,
	tAI							TAI,
	iE-Extensions		ProtocolExtensionContainer { { HFCNode-ID-new-ExtIEs} }	OPTIONAL,
	...
}

HFCNode-ID-new-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

HOReport::= SEQUENCE {
	handoverReportType			ENUMERATED {ho-too-early, ho-to-wrong-cell, intersystem-ping-pong, ...},
	handoverCause				Cause,
	sourcecellCGI				NGRAN-CGI,
	targetcellCGI				NGRAN-CGI,
	reestablishmentcellCGI		NGRAN-CGI									OPTIONAL,
	-- The above IE shall be present if the Handover Report Type IE is set to the value "HO to wrong cell" --
	sourcecellC-RNTI			BIT STRING (SIZE(16))						OPTIONAL,
	targetcellinE-UTRAN			EUTRA-CGI									OPTIONAL,
	-- The above IE shall be present if the Handover Report Type IE is set to the value "Inter System ping-pong" --
	mobilityInformation			MobilityInformation							OPTIONAL,
	uERLFReportContainer		UERLFReportContainer						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { HOReport-ExtIEs} }	OPTIONAL,
	...
}

HOReport-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


Hysteresis ::=                      INTEGER (0..30)



<Unchanged Text Omitted>
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

<Unchanged Text Omitted>

	id-MBS-SessionFSAIDList									ProtocolIE-ID ::= 357
	id-MBSSessionReleaseResponseTransfer					ProtocolIE-ID ::= 358
	id-ManagementBasedMDTPLMNModificationList				ProtocolIE-ID ::= 359
	id-EarlyMeasurement										ProtocolIE-ID ::= 360
	id-BeamMeasurementsReportConfiguration					ProtocolIE-ID ::= 361
	id-HFCNode-ID-new										ProtocolIE-ID ::= aaa
	id-GlobalCable-ID-new									ProtocolIE-ID ::= bbb
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