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1. Introduction
In RAN3 118 meeting, the following agreements were made for LTM, but not reflecting in the latest BLCR yet:
[bookmark: OLE_LINK31]For inter-DU case, the target gNB-DU indicates the gNB-CU about the UE successful access to the target cell by Access Success message.
During execution phase, it is up to the gNB-DU implementation when will the gNB-DU signal to the CU. This does not mean that the gNB-DU is “allowed” to signal to the gNB-CU before LTM command is sent to the UE.
[bookmark: _Toc423019950][bookmark: _Toc423020279][bookmark: _Toc423020296][bookmark: _Toc423020280]It is proposed to agree on the TP in Annex to reflect the agreements mentioned above. Also some changes for intra DU LTM procedure are made for term alignment purpose.
Annex – TP for LTM BLCR for TS 38.401
--------------------------------------------------------- Start of change -------------------------------------------------------------
[bookmark: OLE_LINK33][bookmark: OLE_LINK34]8.2.1.X	Intra-gNB-DU L1/L2 based inter-cell Triggered Mobility 
This procedure is used for the case when the UE moves within the same gNB-DU during NR operation for L1/L2 based inter-celltriggered mobility. Figure 8.2.1.x-y shows the intra-gNB-DU L1/L2 based inter-celltriggered mobility procedure for intra-NR.
[image: ]



Figure 8.2.1.x-1: Intra-gNB-DU L1/L2 based inter-cellTriggered Mobility
1. The UE sends a MeasurementReport message (L3 measurement result FFS) to the gNB-DU containing  measurements of neighboring cells. The gNB-DU sends an UL RRC MESSAGE TRANSFER message conveying the received MeasurementReport message to the gNB-CU. 
2. The gNB-CU determines to initiate L1/L2 inter-cell triggered mobility configuration. 
3. WA: The gNB-CU sends a UE CONTEXT MODIFICATION REQUEST message to the gNB-DU containing the target candidate cells. FFS: whether parallel UE Context Modification procedure should be used rather than a candidate list in a single message.
4. WA: If the request for configuring L1/L2 inter-cell mobility is accepted, the gNB-DU responds with a UE CONTEXT MODIFICATION RESPONSE message including the generated lower layer RRC configurations of the accepted target candidate cell(s).
5. The gNB-CU sends a DL RRC MESSAGE TRANSFER message to the gNB-DU, which includes a generated RRCReconfiguration message with the L1/L2 inter-cell mobility configuration, which may contain a configuration per target candidate (e.g. including the lower layer RRC configurations of the candidate cells for L1/L2 inter-cell mobility. Details are FFS). 
6. The gNB-DU forwards the received RRCReconfiguration message to the UE.
7. The UE responds to the gNB-DU with an RRCReconfigurationComplete message.
8. The gNB-DU forwards the RRCReconfigurationComplete message to the gNB-CU via an UL RRC MESSAGE TRANSFER message. 
9. The UE sends the L1 measurement result to the gNB-DU. The gNB-DU decides to execute L1/L2 inter-cell mobility.
10. The gNB-DU sends the L1/L2 inter-celltriggered mobility command to the UE.
11. [bookmark: OLE_LINK1][bookmark: OLE_LINK2]The gNB-DU notifies the gNB-CU about the initiation of  the L1/L2 triggered mobility command to the UE.
12. FFS: How the gNB-DU detects the UE access to the target cell is up to RAN2.
13. The gNB-DU indicates the gNB-CU about the UE successful access to the target cell by Access Success message. Th target cell ID is included.
14. FFS: The gNB-CU may send the UE Context Modification message to the gNB-DU to release the resources of prepared cells.
15. FFS: The gNB-DU responds with a UE CONTEXT MODIFICATION RESPONSE message.

---------------------------------------------------------Next change -------------------------------------------------------------

8.2.1.Y	Inter-gNB-DU L1/L2 Triggered Mobility 
This procedure is used for the case when the UE moves from one gNB-DU to another gNB-DU within the same gNB-CU during NR operation for L1/L2 Triggered Mobility. Figure 8.2.1.Y-1 shows the inter-gNB-DU L1/L2 Triggered Mobility procedure for intra-NR.

c


Figure 8.2.1.Y-1: inter gNB-DU L1/L2 Triggered Mobility
1. The UE sends a MeasurementReport message (L3 measurement result FFS) to the source gNB-DU containing  measurements of neighboring cells. The source gNB-DU sends an UL RRC MESSAGE TRANSFER message conveying the received MeasurementReport message to the gNB-CU. 
2. The gNB-CU determines to initiate  L1/L2 inter-celltriggered mobility configuration. 
3. The gNB-CU sends a UE CONTEXT SETUP REQUEST message to the candidate gNB-DU, containing the target candidate cells. 
FFS for Step 3 and Step 4: either a single or multiple UE Context Setup procedure(s) should be used.
4. If the candidate gNB-DU decides to accept the request of LTM configuration, it responds to the gNB-CU with a UE CONTEXT SETUP RESPONSE message including the generated lower layer RRC configuration for the accepted target candidate cell(s).
5. The gNB-CU sends a DL RRC MESSAGE TRANSFER message to the source gNB-DU, which includes the generated RRCReconfiguration message with the L1/L2 inter-cell mobility configuration.
FFS: whether it is DL RRC MESSAGE TRANSFER message or UE Context Modification Request message.
6. The source gNB-DU forwards the received RRCReconfiguration message to the UE.
7. The UE responds to the source gNB-DU with an RRCReconfigurationComplete message.
8. The source gNB-DU forwards the RRCReconfigurationComplete message to the gNB-CU via an UL RRC MESSAGE TRANSFER message. 
FFS: whether it is UL RRC MESSAGE TRANSFER message or UE Context Modification Response message.
9. The UE sends lower layer measurement result to the source gNB-DU. 
10. The source gNB-DU decides to execute L1/L2 triggered mobility to a candidate target cell.
FFS: Notifying the LTM cell switch decision to the other nodes as well.
11. [bookmark: OLE_LINK11][bookmark: OLE_LINK12]The source gNB-DU sends L1/L2 Triggered Mobility Cell Switch command to the UE. 
Editor’s note: the order of step 10 and 11 is not defined. The cell switch command message needs to be updated according to RAN2’s discussion.
12. FFS:  how the target gNB-DU detects the UE access and whether there is an F1 impact.
13. The source gNB-DU notifies the gNB-CU about the initiation of  the L1/L2 Triggered Mobility command to the UE.
FFS: For inter-DU L1/L2 Triggered Mobility, whether and how to release the source cell/prepared cells’ resources in the source gNB-DU is FFS.

--------------------------------------------------------- the end of change -------------------------------------------------------------
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