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//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

5QI
5G QoS Identifier

AMF
Access and Mobility Management Function

BH
Backhaul
CAG
Closed Access Group

CGI
Cell Global Identifier

CHO
Conditional Handover

CP
Control Plane

CPA
Conditional PSCell Addition

CPAC
Conditional PSCell Addition or Change

CPC
Conditional PSCell Change

DAPS
Dual Active Protocol Stack

DL
Downlink

EN-DC
E-UTRA-NR Dual Connectivity

E-RAB
E-UTRAN Radio Access Bearer

GUAMI
Globally Unique AMF Identifier

IAB
Integrated Access and Backhaul
IMEISV
International Mobile station Equipment Identity and Software Version number

MBS
Multicast/Broadcast Service
MCG
Master Cell Group
MT-SDT
Mobile Terminated Small Data Transmission
M-NG-RAN node
Master NG-RAN node

NGAP
NG Application Protocol

NID
Network Identifier

NPN
Non-Public Network

NSAG
Network Slice AS Group

NSSAI
Network Slice Selection Assistance Information

PEIPS
Paging Early Indication with Paging Subgrouping

PNI-NPN
Public Network Integrated Non-Public Network

ProSe 
Proximity Services

RANAC
RAN Area Code

RedCap
Reduced Capability

RSN
Redundancy Sequence Number

SCG
Secondary Cell Group

SCTP
Stream Control Transmission Protocol

SNPN
Stand-alone Non-Public Network

S-NG-RAN node
Secondary NG-RAN node

S-NSSAI
Single Network Slice Selection Assistance Information

SUL
Supplementary Uplink

SDT
Small Data Transmission

TAC
Tracking Area Code

TAI
Tracking Area Identity

UL
Uplink

UPF
User Plane Function

V2X
Vehicle-to-Everything
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9.1.1
Messages for Basic Mobility Procedures

//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
9.1.1.7
RAN PAGING
This message is sent by the NG-RAN node1 to NG-RAN node2 to page a UE.

Direction: NG-RAN node1 ( NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	CHOICE UE Identity Index Value
	M
	
	
	
	YES
	reject

	>Length-10
	
	
	
	
	
	

	>>Index Length-10
	M
	
	BIT STRING (SIZE(10))
	Coded as specified in TS 38.304 [33] and TS 36.304 [34].
	–
	

	UE RAN Paging Identity
	M
	
	9.2.3.43
	
	YES
	ignore

	Paging DRX
	M
	
	9.2.3.66
	Includes the RAN paging cycle as defined in TS 36.304 [34] and 38.304 [33].
	YES
	ignore

	RAN Paging Area
	M
	
	9.2.3.38
	
	YES
	reject

	Paging Priority
	O
	
	9.2.3.44
	
	YES
	ignore

	Assistance Data for RAN Paging
	O
	
	9.2.3.41
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.2.3.91
	
	YES
	ignore

	Extended UE Identity Index Value
	O
	
	9.2.3.141
	Coded as specified in TS 36.304 [34].


	YES
	ignore

	E-UTRA Paging eDRX Information
	O
	
	9.2.3.142
	
	YES
	ignore

	UE specific DRX
	O
	
	9.2.3.143
	Includes the UE specific paging cycle as defined in TS 36.304 [34] and 38.304 [33].
	YES
	ignore

	NR Paging eDRX Information
	O
	
	9.2.3.161
	
	YES
	ignore

	NR Paging eDRX Information for RRC INACTIVE
	O
	
	9.2.3.162
	
	YES
	ignore

	Paging Cause
	O
	
	ENUMERATED (voice, …)
	
	YES
	ignore

	PEIPS Assistance Information
	O
	
	9.2.3.166
	
	YES
	ignore

	MT-SDT Indication
	O
	
	FFS
ENUMERATED (true, …)
	FFS This IE indicates the MT-SDT trigger as defined in TS 38.331 [10].
	YES
	ignore
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9.2.3
General IE definitions

//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
9.2.3.61
RRC Resume Cause

The purpose of the RRC Resume Cause IE is to indicate to the old NG-RAN node the reason for the RRC Connection Resume as received from the UE in the ResumeCause defined in TS 36.331 [14] and TS 38.331 [10]. In this version of the specification, this is limited to the case of RNA update and MT-SDT.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RRC Resume Cause
	M
	
	ENUMERATED (rna-Update, ..., MT-SDT)
	


Editor's Note: FFS whether the above RRC Resume Casue IE is extended for MT-SDT, or the SDT Support Request IE in the RETRIEVE UE CONTEXT REQUEST message is extended for MT-SDT, or else. 
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