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8.3.15	Data Forwarding Address Indication
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The purpose of the Data Forwarding Address Indication procedure is to allow the new eNB to provide data forwarding addresses to the old eNB in case the RRC connection has been re-established, as specified in TS 36.300 [15].
For Dual Connectivity or EN-DC, the Data Forwarding Address Indication procedure is used during a Conditional Handover to provide data forwarding related information from the MeNB to the SeNB as specified in TS 36.300 [15], or from the MeNB to the en-gNB as specified in TS 37.340 [32].
The procedure uses UE-associated signalling.
[bookmark: _Toc20954222][bookmark: _Toc29902226][bookmark: _Toc29906230][bookmark: _Toc36550220][bookmark: _Toc45103948][bookmark: _Toc45227444][bookmark: _Toc45891258][bookmark: _Toc51763896][bookmark: _Toc56527895][bookmark: _Toc64381862][bookmark: _Toc66283437][bookmark: _Toc67910813][bookmark: _Toc73979591][bookmark: _Toc88650315][bookmark: _Toc97885442][bookmark: _Toc98882558][bookmark: _Toc105523094][bookmark: _Toc106130638][bookmark: _Toc113839789][bookmark: _Toc120012146]8.3.15.2	Successful Operation


Figure 8.3.15.2-1: Data Forwarding Address Indication, successful operation


Figure 8.3.15.2-2: Data Forwarding Address Indication for Conditional Handover, successful operation
The new eNB initiates the procedure by sending a DATA FORWARDING ADDRESS INDICATION message to the old eNB.
For each E-RAB included in E-RABs Data Forwarding Address List IE, the new eNB indicates that it requests data forwarding of downlink packets to the GTP TEID indicated in the DL GTP Tunnel Endpoint IE. 
If the DATA FORWARDING ADDRESS INDICATION message includes the CHO DC Indicator IE, the SeNB (respectively, the en-gNB for EN-DC) shall, if supported, consider that the DATA FORWARDING ADDRESS INDICATION message concerns a Conditional Handover, and act as specified in TS 36.300 [15] for dual connectivity (respectively, act as specified in TS 37.340 [32] for EN-DC). If the CHO DC Indicator IE is set to "coordination-only", the SeNB (respectively, the en-gNB for EN-DC) shall, if supported, act as specified in TS 37.340 [32].
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[bookmark: _Toc73979592]If the DATA FORWARDING ADDRESS INDICATION message includes the CPC Data Forwarding Indicator IE set to “triggered”, the en-gNB for EN-DC shall, if supported, consider that the DATA FORWARDING ADDRESS INDICATION message concerns a Conditional PSCell Change, and act as specified in TS 37.340 [32]. If the CPC Data Forwarding Indicator IE is set to "early data transmission stop", the en-gNB shall, if supported and if already initiated, stop early data forwarding for the provided Data Forwarding Address information. If the CPC Data Forwarding Indicator IE is set to "coordination-only", the SeNB (respectively, the en-gNB for EN-DC) shall, if supported, act as specified in TS 37.340 [32].
EN-DC
If the MeNB sends the message to the en-gNB, then the SgNB UE X2AP ID IE shall be included in the DATA FORWARDING ADDRESS INDICATION message, while the New eNB UE X2AP ID IE is ignored. The SgNB UE X2AP ID IE is used as the new UE ID.
Interaction with SeNB initiated SeNB Modification or SgNB initiated SgNB Modification procedure:
If the CHO MR-DC Indicator IE or the CPC Data Forwarding indicator IE is set to "coordination-only" in the Data Forwarding Address Indication message, the SeNB (respectively, the en-gNB for EN-DC) shall, if supported, trigger the SeNB initiated SeNB Modification, or respectively SgNB initiated SgNB Modification procedure to inform the MeNB of any SCG reconfiguration execution for the coordination of CHO and CPC, as specified in TS 37.340 [8].

[bookmark: _Toc88650316][bookmark: _Toc97885443][bookmark: _Toc98882559][bookmark: _Toc105523095][bookmark: _Toc106130639][bookmark: _Toc113839790][bookmark: _Toc120012147]8.3.15.3	Unsuccessful Operation
Not applicable.
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Void.
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