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	Title:	
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	Category:
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	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
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	Reason for change:
	In Rel-17, NR supports to configure eDRX for RedCap UE in RRC INACTIVE/IDLE. According to TS 38.304 spec, if eDRX is used to page UE, 12 bits of UE identity index is used for the PF and PO calculation. 

Furthermore, As specified in TS 38.304, when the UE determines the UE-ID based subgrouping ID, it shall use 15bits if eDRX is applied, otherwise, 13bits of UE identity index.

However, only 10 bits UE Identity Index for NR is included in Core Network Assistance Information for RRC INACTIVE IE, it is not enough.


	
	

	Summary of change:
	Specify the existing Extended UE Identity Index Value IE (for eMTC) in Core Network Assistance Information for RRC INACTIVE IE can be reused for NR for eDRX and UE-ID based subgrouping paging.

Impact Analysis:
This change only impacts the RAN PF and PO calculation for RedCap UE, and the UE-ID based subgroup ID calculation.
This CR is BC.


	
	

	Consequences if not approved:
	The PO, PF, and the UE-ID based subgroup ID selected between UE and RAN may be different, and the RAN paging will fail
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