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1. Overall Description:
RAN2 would like to thank SA2 for the LS on RAN dependency, and would like to ask SA2 to take the following RAN2 feedback into consideration:
Regarding issue 1),  RAN2 concluded that the transport layer of SLPP is down selected between PDCP and PC5-U. 
Regarding issue 2),  RAN2 requires more information about the meaning of QoS parameters for Service Authorization, i.e. whether it is LCS QoS information or PQI like QoS.
Regarding issue 3), RAN2 has not decided to support assistant UE, and has not decided whether there is RAN2 impact or not.
Regarding issue 4), RAN2 has not discussed the discovery procedure, and leaves the issue to normative work if in scope.
Regarding issue 5), RAN2 had made the following agreement during RAN2 #119bise, and thinks that extension of LPP is also feasible to allow UE to support only the extension:
	Agreement: 
Protocol options between UE and LMF for hybrid PC5+Uu positioning and PC5-only positioning in-coverage are studied and RAN2 will down-select during normative work.
1. Extension of LPP, whereby new signaling shall be defined to support hybrid Uu and PC5 based positioning, i.e. extend the existing LPP to support sidelink based positioning between UE and LMF
2. Enhancement of LPP whereby SLPP/RSPP signaling can be transported within LPP transparently, i.e. use the newly defined SLPP/RSPP to support sidelink based positioning and use the existing LPP to support Uu based positioning; and the SLPP/RSPP is carried as a container in LPP
3. Use of SLPP/RSPP between the UE and the LMF



Regarding issue 6), RAN2 thinks it is out of RAN2 scope.
Regarding issue 7), RAN2 thinks that,  for out-of-coverage scenario, the functionalities of method determination, assistant data distribution and anchor UE selection can be performed by SL positioning server UE. 


2. Actions:
To SA2
ACTION: RAN2 respectfully asks SA2 to take above information into consideration.

3. Date of Next RAN WG2 Meetings:
RAN2 #121                      27 Feb-3 Mar 2023                Athens
RAN2 #121bis                      17-26 April 2023                Online





