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	Reason for change:
	The tabular and ASN.1 definitions of the S-NODE RELEASE REQUEST message are different: the list of PDU Sessions in the request is optional in the tabular definition, while optional in the ASN.1 definition. 
The list of PDU sessions concern sessions that are hosted in the S-Node (so that the data can be forwared to the MN and the PDCP transferred). Therefore, in case when there is no PDU Session hosted in the S-Node, the MN shall not provide any reference. The list of PDU session used there is defined so, it is not allowed to have an empty list – thus, the optional presence of the list in the message is correct. 
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	The correction can be made either by making the IE mandatory in the tabular definition, or by correcting the ASN.1 definition. Since in some scenarios there is no use for the list, making it mandatory requires also adding textual description which explains when the list is actually valid and when it should be ignored. This, though backward-compatible, is easily confusing method.
Therefore, it is proposed to correct the ASN.1 definition by making the relevant IE optional there.
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This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the release of resources.
Direction: M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDU Session Resources To Be Released List
	O
	
	PDU session List with Cause
9.2.1.26
	
	YES
	ignore

	UE Context Kept Indicator
	O
	
	9.2.3.68
	
	YES
	ignore

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	DRBs transferred to MN
	O
	
	DRB List
9.2.1.29
	Indicates that the target M-NG-RAN node reconfigured the listed DRBs as MN-terminated bearers.
	YES
	ignore
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-- **************************************************************
--
-- S-NODE RELEASE REQUEST
--
-- **************************************************************

SNodeReleaseRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeReleaseRequest-IEs}},
	...
}

SNodeReleaseRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE optional }|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-PDUSessionToBeReleased-RelReq			CRITICALITY ignore		TYPE PDUSession-List-withCause					PRESENCE mandatoryoptional}|
	{ ID id-UEContextKeptIndicator					CRITICALITY ignore		TYPE UEContextKeptIndicator						PRESENCE optional }|
	{ ID id-MN-to-SN-Container						CRITICALITY ignore		TYPE OCTET STRING									PRESENCE optional }|
	{ ID id-DRBs-transferred-to-MN					CRITICALITY ignore		TYPE DRB-List										PRESENCE optional },
	...
}
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