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	Reason for change:
	In case of SDT without UE context relocation, there will be data forwarding between the anchor node and the new serving node, therefore during Partial UE Context Transfer procedure, the two NG-RAN nodes exchange their data forwarding addresses in a per SDT DRB manner.

It is noticed that in tabular part, in the Partial UE Context Information for SDT IE in the PARTIAL UE CONTEXT TRANSFER message, the UL TNL Information IE refers to “UP Transport Parameters 9.2.3.76”, but in the PARTIAL UE CONTEXT TRANSFER ACKNOWLEDGE message, the DL TNL Information IE refers to the “UP Transport Layer Information 9.2.3.30”, and in the asn.1 part, both of them refers to the “UPTransportParameters”.

Considering that DC is not applicable for SDT, both of these two UL and DL data forwarding addresses should refer to the “UP Transport Layer Information 9.2.3.30” instead of “UP Transport Parameters 9.2.3.76”.


	
	

	Summary of change:
	Change the tabular of ULTNL Information IE in Partial UE Context Information for SDT IE to refer to the “UP Transport Layer Information 9.2.3.30”.
Change the asn.1 of both uL-TNLInfo and dL-TNLInfo from “UPTransportParameters” to “UPTransportLayerInformation”.

Impact Analysis:
This CR has an isolated impact towards the previous version of the specification, and the change is asn.1 NBC. 
This CR only has an impact on the Partial UE Context Transfer procedure which is only to be used in case of SDT without UE context relocation.
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----------Start of the First Change--------
[bookmark: _Toc98868213][bookmark: _Toc105174497][bookmark: _Toc106109334][bookmark: _Toc113825155][bookmark: _Toc120033311]9.1.1.17	PARTIAL UE CONTEXT TRANSFER
This message is sent by the old NG-RAN node to transfer part of the UE Context to the new NG-RAN node.
Direction: old NG-RAN node  new NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node.
	YES
	reject

	Old NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node.
	YES
	ignore

	Partial UE Context Information for SDT
	M
	
	9.2.3.164
	
	YES
	ignore



[bookmark: _Toc98868214][bookmark: _Toc105174498][bookmark: _Toc106109335][bookmark: _Toc113825156][bookmark: _Toc120033312]9.1.1.18	PARTIAL UE CONTEXT TRANSFER ACKNOWLEDGE
This message is sent by the new NG-RAN node to acknowledge the transferring part of the UE context from the old NG-RAN node. This message is also used to provide data forwarding related information for NR SDT.
Direction: new NG-RAN node  old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	Old NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node
	YES
	ignore

	SDT Data Forwarding DRB List
	
	0..1
	
	
	YES
	ignore

	>SDT Data Forwarding DRB Item
	
	1..<maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>DL TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs. Value is 32.



----------Start of the Next Change--------
[bookmark: _Toc98868590][bookmark: _Toc105174875][bookmark: _Toc106109712][bookmark: _Toc113825533][bookmark: _Toc120033689]9.2.3.164	Partial UE Context Information for SDT
This IE contains the UE context information within the PARTIAL UE CONTEXT TRANSFER message for NR SDT.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	SDT DRBs To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SDT DRBs to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>UL TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30Parameters 9.2.3. 76
	
	–
	

	>>DRB RLC Bearer Configuration
	M
	
	OCTET STRING
	RLC-BearerConfig IE defined in subclause 6.3.2 of TS 38.331 [10]

	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>RLC Mode
	M
	
	9.2.3.28
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>PDCP SN Length
	M
	
	9.2.3.63
	
	–
	

	>>Flows Mapped to DRB List
	
	1
	
	
	–
	

	>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>QoS Flow Level QoS Parameters
	M
	
	9.2.3.5
	
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	SDT SRBs to Be Setup List
	
	1
	
	SRB1 is always included.
	YES
	ignore

	>SDT SRBs to Be Setup Item
	
	1 .. <maxnoofSRBs>
	
	
	–
	

	>>SRB ID
	M
	
	9.2.3.165
	In this version of the specification, values "0", "3", and "4" are not set by the sender and ignored by the receiver.
	–
	

	>>SRB RLC Bearer Configuration
	M
	
	OCTET STRING
	RLC-BearerConfig IE defined in subclause 6.3.2 of TS 38.331 [10].
	–
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 32.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 5.



----------Start of the Next Change--------


	

[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600][bookmark: _Toc105174886][bookmark: _Toc106109723][bookmark: _Toc113825545][bookmark: _Toc120033702]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
//skip unchanged part
SDTSupportRequest ::= SEQUENCE {
	sdtindicator				SDTIndicator,
	sdtAssistantInfo			SDTAssistantInfo		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { SDTSupportRequest-ExtIEs} } OPTIONAL,
	...
}

SDTSupportRequest-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SDTIndicator ::= ENUMERATED {true, ...}

SDTAssistantInfo ::= ENUMERATED {single-packet, multiple-packets, ...}

SDT-Termination-Request	::= ENUMERATED {radio-link-problem, normal, ...}

SDTPartialUEContextInfo ::= SEQUENCE {
	dRBsToBeSetup					SDT-DRBsToBeSetupList		OPTIONAL,
	sRBsToBeSetup					SDT-SRBsToBeSetupList,
	iE-Extensions					ProtocolExtensionContainer { { SDTPartialUEContextInfo-ExtIEs} } 	OPTIONAL,
	...
}
SDTPartialUEContextInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SDT-DRBsToBeSetupList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF SDT-DRBsToBeSetupList-Item

SDT-DRBsToBeSetupList-Item	::= SEQUENCE {
	drb-ID							DRB-ID,
	uL-TNLInfo						UPTransportLayerInformationUPTransportParameters,
	dRB-RLC-Bearer-Configuration	OCTET STRING,
	dRB-QoS							QoSFlowLevelQoSParameters,
	rLC-Mode						RLCMode,
	s-nssai							S-NSSAI,
	pDCP-SNLength					PDCPSNLength,
	flows-Mapped-To-DRB-List		Flows-Mapped-To-DRB-List,
	iE-Extensions		ProtocolExtensionContainer { { SDT-DRBsToBeSetupList-Item-ExtIEs} } OPTIONAL,
	...
}

SDT-DRBsToBeSetupList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SDT-SRBsToBeSetupList ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF SDT-SRBsToBeSetupList-Item

SDT-SRBsToBeSetupList-Item	::= SEQUENCE {
	srb-ID							SRB-ID,
	sRB-RLC-Bearer-Configuration	OCTET STRING,
	iE-Extensions					ProtocolExtensionContainer { { SDT-SRBsToBeSetupList-Item-ExtIEs} } OPTIONAL,
	...
}

SDT-SRBsToBeSetupList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SRB-ID ::= INTEGER (0..4, ...)

SDTDataForwardingDRBList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF SDTDataForwardingDRBList-Item

SDTDataForwardingDRBList-Item ::= SEQUENCE {
	drb-ID							DRB-ID,
	dL-TNLInfo						UPTransportLayerInformationUPTransportParameters		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { SDTDataForwardingDRBList-Item-ExtIEs} } OPTIONAL,
	...
}

SDTDataForwardingDRBList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
----------End of the Changes--------

