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Start of change
[bookmark: _Toc45832552][bookmark: _Toc51763832][bookmark: _Toc64449002][bookmark: _Toc66289661][bookmark: _Toc74154774][bookmark: _Toc81383518][bookmark: _Toc88658151][bookmark: _Toc97911063][bookmark: _Toc99038823][bookmark: _Toc99731086][bookmark: _Toc105511217][bookmark: _Toc105927749][bookmark: _Toc106110289][bookmark: _Toc113835726][bookmark: _Toc120124574][bookmark: _Toc121161574][bookmark: _Toc99123710][bookmark: _Toc99662516][bookmark: _Toc105152594][bookmark: _Toc105174400][bookmark: _Hlk99614805]9.3.1.268	5G ProSe Authorized
This IE provides information on the authorization status of the UE for NR ProSe services.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[bookmark: _Hlk85188221]5G ProSe Direct Discovery
	O
	
	ENUMERATED (authorized, not authorized, ...)
	Indicates whether the UE is authorized for 5G ProSe Direct Discovery

	5G ProSe Direct Communication
	O
	
	ENUMERATED (authorized, not authorized, ...)
	Indicates whether the UE is authorized for 5G ProSe Direct Communication

	5G ProSe Layer-2 UE-to-Network Relay
	O
	
	ENUMERATED (authorized, not authorized, ...)
	Indicates whether the UE is authorized for 5G ProSe Layer-2 UE-to-Network Relay

	5G ProSe Layer-3 UE-to-Network Relay
	O
	
	ENUMERATED (authorized, not authorized, ...)
	Indicates whether the UE is authorized for 5G ProSe Layer-3 UE-to-Network Relay

	5G ProSe Layer-2 Remote UE
	O
	
	ENUMERATED (authorized, not authorized, ...)
	Indicates whether the UE is authorized for 5G ProSe Layer-2 Remote UE

	5G ProSe Multi-path
	O
	
	ENUMERATED (authorized, not authorized, ...)
	Indicates whether the 5G ProSe Layer-2 Remote UE is authorized for 5G ProSe multi-path transmission.






	


[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc66289739][bookmark: _Toc74154852][bookmark: _Toc81383596][bookmark: _Toc88658230][bookmark: _Toc97911142][bookmark: _Toc99038966][bookmark: _Toc99731229][bookmark: _Toc105511364][bookmark: _Toc105927896][bookmark: _Toc106110436][bookmark: _Toc113835878][bookmark: _Toc120124734][bookmark: _Toc121161734]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************


[snip]

	id-UL-GapFR2-Config,
	id-ConfigRestrictInfoDAPS,
	id-MulticastF1UContextReferenceCU,
	id-FiveG-ProSeMultipath,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,

[snip]

FiveG-ProSeAuthorized ::= SEQUENCE {
	fiveG-proSeDirectDiscovery					FiveG-ProSeDirectDiscovery									OPTIONAL,
	fiveG-proSeDirectCommunication				FiveG-ProSeDirectCommunication								OPTIONAL,
	fiveG-ProSeLayer2UEtoNetworkRelay			FiveG-ProSeLayer2UEtoNetworkRelay							OPTIONAL,
	fiveG-ProSeLayer3UEtoNetworkRelay			FiveG-ProSeLayer3UEtoNetworkRelay							OPTIONAL,
	fiveG-ProSeLayer2RemoteUE					FiveG-ProSeLayer2RemoteUE									OPTIONAL,
	iE-Extensions								ProtocolExtensionContainer { {FiveG-ProSeAuthorized-ExtIEs} }	OPTIONAL,
	...
}

FiveG-ProSeAuthorized-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-FiveG-ProSeMultipath	CRITICALITY ignore	EXTENSION FiveG-ProSeMultipath		PRESENCE optional		},

	...
}


FiveG-ProSeAuthorized-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

FiveG-ProSeDirectDiscovery ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeDirectCommunication ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeLayer2UEtoNetworkRelay ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeLayer3UEtoNetworkRelay ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeLayer2RemoteUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeMultipath ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}


[snip] 
[bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc36557068][bookmark: _Toc45832588][bookmark: _Toc51763910][bookmark: _Toc64449082][bookmark: _Toc66289741][bookmark: _Toc74154854][bookmark: _Toc81383598][bookmark: _Toc88658232][bookmark: _Toc97911144][bookmark: _Toc99038968][bookmark: _Toc99731231][bookmark: _Toc105511366][bookmark: _Toc105927898][bookmark: _Toc106110438][bookmark: _Toc113835880][bookmark: _Toc120124736][bookmark: _Toc121161736]9.4.7	Constant Definitions
-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

[snip] 

[bookmark: _Hlk120276272]id-UplinkTxDirectCurrentTwoCarrierListInfo			ProtocolIE-ID ::= 684
id-UE-MulticastMRBs-ToBeSetup-atModify-List			ProtocolIE-ID ::= 685
id-UE-MulticastMRBs-ToBeSetup-atModify-Item			ProtocolIE-ID ::= 686
id-MC-PagingCell-List								ProtocolIE-ID ::= 687
id-MC-PagingCell-Item								ProtocolIE-ID ::= 688
id-SRSPosRRCInactiveQueryIndication					ProtocolIE-ID ::= 689
id-FiveG-ProSeMultipath								ProtocolIE-ID ::= 900 -- assigned by MCC


End of change

