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1	Introduction and discussion
This TP for AI/ML BLCR to TS38.413 is based is based on the discussion in [1].
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<<<<<<<<<<<<<<<<<<<< Start of Changes >>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<<<< Start of 1st set of Changes >>>>>>>>>>>>>>>>>>>>
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-- TEXT OMITTED –
If the Trace Activation IE is included in the INITIAL CONTEXT SETUP REQUEST message the NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [11]. In particular, the NG-RAN node shall, if supported:
[bookmark: OLE_LINK63][bookmark: OLE_LINK64]-	if the Trace Activation IE includes the MDT Activation IE set to "Immediate MDT and Trace", initiate the requested trace session and MDT session as described in TS 32.422 [11];
-	if the Trace Activation IE includes the MDT Activation IE set to "Immediate MDT Only", "Logged MDT only", initiate the requested MDT session as described in TS 32.422 [11] and the NG-RAN node shall ignore the Interfaces To Trace IE and the Trace Depth IE;
-	if the Trace Activation IE includes the MDT Location Information IE within the MDT Configuration IE, store this information and take it into account in the requested MDT session;
-	if the Trace Activation IE includes the Signalling Based MDT PLMN List IE within the MDT Configuration IE, the NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the Bluetooth Measurement Configuration IE within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the WLAN Measurement Configuration IE within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the Sensor Measurement Configuration IE within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the MDT Configuration IE and if the NG-RAN node is a gNB at least the MDT Configuration-NR IE shall be present, while if the NG-RAN node is an ng-eNB at least the MDT Configuration-EUTRA IE shall be present.
-	if the Trace Activation IE includes the Continuous MDT IE within the MDT Configuration IE, use it to configure continuous MDT operation across RRC states.

-- TEXT OMITTED –

<<<<<<<<<<<<<<<<<<<< End of 1st set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
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<<<<<<<<<<<<<<<<<<<< Start of the 2nd set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
If the Trace Activation IE is included in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [11]. In particular, the NG-RAN node shall, if supported:
-	if the Trace Activation IE includes the MDT Activation IE set to "Immediate MDT and Trace", initiate the requested trace session and MDT session as described in TS 32.422 [11];
-	if the Trace Activation IE includes the MDT Activation IE set to "Immediate MDT Only", "Logged MDT only", initiate the requested MDT session as described in TS 32.422 [11] and the target NG-RAN node shall ignore the Interfaces To Trace IE and the Trace Depth IE;
-	if the Trace Activation IE includes the MDT Location Information IE within the MDT Configuration IE, store this information and take it into account in the requested MDT session;
-	if the Trace Activation IE includes the Signalling Based MDT PLMN List IE within the MDT Configuration IE, the NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the Bluetooth Measurement Configuration IE within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the WLAN Measurement Configuration IE within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the Sensor Measurement Configuration IE within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [41].
-	if the Trace Activation IE includes the MDT Configuration IE and if the NG-RAN node is a gNB at least the MDT Configuration-NR IE shall be present, while if the NG-RAN node is an ng-eNB at least the MDT Configuration-EUTRA IE shall be present.
-	if the Trace Activation IE includes the Continuous MDT IE within the MDT Configuration IE, use it to configure continuous MDT operation across RRC states.
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< End of 2nd set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< Start of the 3rd set of Changes >>>>>>>>>>>>>>>>>>>>
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Figure 8.11.1.2-1: Trace start
The AMF initiates the procedure by sending a TRACE START message. Upon reception of the TRACE START message, the NG-RAN node shall initiate the requested trace session as described in TS 32.422 [11].
If the Trace Activation IE is included in the TRACE START message which includes the MDT Activation IE set to "Immediate MDT and Trace", the NG-RAN node shall, if supported, initiate the requested trace session and MDT session as described in TS 32.422 [11].
If the Trace Activation IE is included in the TRACE START message which includes the MDT Activation IE set to "Immediate MDT Only", "Logged MDT only", the NG-RAN node shall, if supported, initiate the requested MDT session as described in TS 32.422 [11] and the NG-RAN node shall ignore the Interfaces To Trace IE and the Trace Depth IE.
If the Trace Activation IE includes the MDT Location Information IE within the MDT Configuration IE, the NG-RAN node shall, if supported, store this information and take it into account in the requested MDT session.
If the Trace Activation IE is included in the TRACE START message which includes the MDT Activation IE set to "Immediate MDT Only", "Logged MDT only" and if the Signalling Based MDT PLMN List IE is included in the MDT Configuration IE, the NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [41].
If the Trace Activation IE includes the Bluetooth Measurement Configuration IE within the MDT Configuration IE, the NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [41].
If the Trace Activation IE includes the WLAN Measurement Configuration IE within the MDT Configuration IE, the NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [41].
If the Trace Activation IE includes the Sensor Measurement Configuration IE within the MDT Configuration IE, the NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [41].
If the Trace Activation IE includes the MDT Configuration IE and if the NG-RAN node is a gNB at least the MDT Configuration-NR IE shall be present, while if the NG-RAN node is an ng-eNB at least the MDT Configuration-EUTRA IE shall be present.
If the Trace Activation IE includes the Continuous MDT IE within the MDT Configuration IE, the NG-RAN node shall, if supported, take it into account it to configure continuous MDT operation across RRC states.

Interactions with other procedures:
If the NG-RAN node is not able to initiate the trace session due to ongoing handover of the UE to another NG-RAN node, the NG-RAN node shall initiate a Trace Failure Indication procedure with the appropriate cause value.
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< End of 3rd set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –

<<<<<<<<<<<<<<<<<<<< Start of the 4th set of Changes >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc112756892]9.3.1.169	MDT Configuration-NR
This IE defines the MDT configuration parameters of NR.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MDT Activation
	M
	
	ENUMERATED (Immediate MDT only, Logged MDT only, Immediate MDT and Trace, …)
	
	-
	

	[bookmark: OLE_LINK58][bookmark: OLE_LINK59][bookmark: OLE_LINK62]CHOICE Area Scope of MDT
	M
	
	
	
	-
	

	>Cell based
	
	
	
	
	
	

	>>Cell ID List for MDT
	
	1..<maxnoofCellIDforMDT>
	
	
	
	

	>>>NR CGI
	M
	
	9.3.1.7
	
	-
	

	>TA based
	
	
	
	
	
	

	>>TA List for MDT
	
	1..<maxnoofTAforMDT>
	
	
	
	

	>>>TAC
	M
	
	9.3.3.10
	The TAI is derived using the current serving PLMN.
	-
	

	>PLMN wide
	
	
	NULL
	
	
	

	>TAI based
	
	
	
	
	
	

	>>TAI List for MDT
	
	1..<maxnoofTAforMDT>
	
	
	
	

	>>>TAI
	M
	
	
	
	-
	

	CHOICE MDT Mode
	M
	
	
	
	-
	

	>Immediate MDT
	
	
	
	
	
	

	>>Measurements to Activate 
	M
	
	BITSTRING
(SIZE(8))
	Each position in the bitmap indicates a MDT measurement, as defined in TS 37.320 [41]. 
First Bit = M1,
Second Bit= M2,
Third Bit = M4,
Fourth Bit = M5,
Fifth Bit = M6,
Sixth Bit = M7,
Seventh Bit = logging of M1 from event triggered measurement reports according to existing RRM configuration, 
other bits reserved for future use.
Value “1” indicates “activate” and value “0” indicates “do not activate”.
	-
	

	>>M1 Configuration
	[bookmark: OLE_LINK83]C-ifM1
	
	9.3.1.171
	
	-
	

	>>M4 Configuration
	C-ifM4
	
	9.3.1.172
	
	-
	

	>>M5 Configuration
	C-ifM5
	
	9.3.1.173
	
	-
	

	>>M6 Configuration
	C-ifM6
	
	9.3.1.174
	
	-
	

	>>M7 Configuration
	C-ifM7
	
	9.3.1.175
	
	-
	

	>>Bluetooth Measurement Configuration
	O
	
	9.3.1.177
	
	-
	

	>>WLAN Measurement Configuration
	O
	
	9.3.1.178
	
	-
	

	>>MDT Location Information
	O
	
	9.3.1.176
	
	-
	

	>>Sensor Measurement Configuration
	O
	
	9.3.1.179
	
	-
	

	>Logged MDT
	
	
	
	
	
	

	>>Logging interval
	M
	
	ENUMERATED (320ms, 640ms, 1280ms, 2560ms, 5120ms, 10240ms, 20480ms, 30720ms, 40960ms, 61440ms, infinity, …)
	This IE is defined in TS 38.331 [18]. 
	-
	

	>>Logging duration
	M
	
	ENUMERATED (10, 20, 40, 60, 90,120, …)
	This IE is defined in TS 38.331 [18]. Unit: [minute].
	-
	

	>>CHOICE Report Type
	M
	
	
	
	-
	

	>>>Periodical
	
	
	NULL
	
	
	

	>>>Event Triggered
	
	
	
	
	
	

	>>>>Event Trigger Logged MDT Configuration
	M
	
	9.3.1.180
	
	-
	

	[bookmark: _Hlk22194740]>>Bluetooth Measurement Configuration
	O
	
	9.3.1.177
	
	-
	

	>>WLAN Measurement Configuration
	O
	
	9.3.1.178
	
	-
	

	>>Sensor Measurement Configuration
	O
	
	9.3.1.179
	
	-
	

	>>Area Scope of Neighbour Cells
	O
	
	9.3.1.182
	
	-
	

	>>Early Measurement
	O
	
	ENUMERATED
(true, ...)
	This IE indicates whether the UE is allowed to log measurements on early measurement related frequencies in logged MDT as specified in TS 38.331 [18].
	YES
	ignore

	Signalling Based MDT PLMN List
	O
	
	MDT PLMN List
9.3.1.168
	
	-
	

	Continuous MDT
	O
	
	ENUMERATED (true, …)
	To configure continuous MDT operation across RRC states
	-
	



	Range bound
	Explanation

	maxnoofCellIDforMDT
	Maximum no. of Cell ID subject for MDT scope. Value is 32.

	maxnoofTAforMDT
	Maximum no. of TA subject for MDT scope. Value is 8.



	Condition
	Explanation

	C-ifM1
	This IE shall be present if the Measurements to Activate IE has the first bit set to “1”.

	C-ifM4
	This IE shall be present if the Measurements to Activate IE has the third bit set to “1”.

	C-ifM5
	This IE shall be present if the Measurements to Activate IE has the fourth bit set to “1”.

	C-ifM6
	This IE shall be present if the Measurements to Activate IE has the fitth bit set to “1”.

	C-ifM7
	This IE shall be present if the Measurements to Activate IE has the sixth bit set to “1”.



<<<<<<<<<<<<<<<<<<<< End of 4th set of Changes >>>>>>>>>>>>>>>>>>>>



-- TEXT OMITTED –
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9.4.5	Information Element Definitions
-- TEXT OMITTED –
MDT-Configuration-NR ::= SEQUENCE {
	mdt-Activation				MDT-Activation,
	areaScopeOfMDT				AreaScopeOfMDT-NR,
	mDTModeNr					MDTModeNr,
	signallingBasedMDTPLMNList 	MDTPLMNList												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MDT-Configuration-NR-ExtIEs} } 	OPTIONAL,
	...
}

MDT-Configuration-NR-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
{ ID id-ContinuousMDT				CRITICALITY ignore	TYPE ContinuousMDT				PRESENCE	optional		},
	...
}

ContinuousMDT ::= ENUMERATED {true, ...}

<<<<<<<<<<<<<<<<<<<< End of 5th set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< Start of the 6th set of Changes >>>>>>>>>>>>>>>>>>>>
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-- TEXT OMITTED –
id-BeamMeasurementsReportConfiguration					ProtocolIE-ID ::= 361
id-ContinuousMDT										ProtocolIE-ID ::= xxy

END
-- ASN1STOP
<<<<<<<<<<<<<<<<<<<< End of the 6th set of Changes >>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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