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	Reason for change:
	
As agreed in S2-2208255/S2-2209290, the non-3GPP access node need to include the TAI as part of the User Location Information (ULI) to the CN. Otherwise, it is not possible for the CN to apply ULI related functions, and it is not possible for the AMF to provide the TAI to other NFs as specified in TS 29.571, especially in case of multiple TAIs for non-3GPP access. 

This CR is to update the stage 3 to align with SA2 specifications.  
  


	
	

	Summary of change:
	
 To include the TAI into the User Location Information for the non-3GPP access.
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This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects the user location information for non-3GPP access.
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The Global RAN Node ID IE in the applicable NGAP messages includes the following IEs as specified in TS 38.413 [2]:
-	Global N3IWF ID IE for the untrusted non-3GPP access.
-	Global TNGF ID IE for the trusted non-3GPP access.
-	Global TWIF ID IE for the trusted WLAN access.
-	Global W-AGF ID IE for the wireline 5G access.
The User Location Information IE in the applicable NGAP messages includes the following IEs as specified in TS 38.413 [2]:
-	N3IWF User Location InformationIP address IE and port number  IE for the untrusted non-3GPP access.
-	TNGF User Location Information IE for the trusted non-3GPP access.
-	TWIF User Location Information IE for the trusted WLAN access.
-	W-AGF User Location Information IE for the wireline 5G access.
The Security Key IE in the applicable NGAP messages includes the KN3IWF, or the KTNGF, or the KTWIF, or the KWAGF as specified in TS 33.501 [5].
The RAN UE NGAP ID IE in the applicable NGAP messages identifies the UE association over the NG interface within the N3IWF node, or the TNGF node, or the TWIF node, or the W-AGF node, as specified in TS 38.413 [2].
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