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1. Introduction
Few agreements have been made for support of MDT in NPN including:
Wait SA3's response for NPN user consent to check if any AN3 impact.
The use cases RAN3 should support are:
Use Case 1: Enhanced area scope information should allow collection of MDT measurements in specific PNI-NPNs, i.e. MDT measurements should be collected only within specific CAGs. 
Use Case 2: Enhanced area scope information should allow collection of MDT measurements both in specific PNI-NPNs (i.e. in specific CAGs) and in public network areas (e.g. specific PN cells, TAIs, etc.).  
Agree to the addition of a CAG list inside and outside the current choice structure for the MDT Area Scope. Further enhancements are FFS.
RAN3 to focus on the following use case for SNPN and to continue discussions on how to address MDT Area Scope for specific cells or TAs of an SNPN:
Use Case 3: Enable collection of MDT measurements in the SNPN where the UE is registered.
It is time to formulate a stage 2 TP to capture the agreements and track the FFSs.
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[bookmark: _Toc124497840]5.4.x	Support of NPN
MDT is supported in both PNI-NPN and SNPN.
[bookmark: OLE_LINK9][bookmark: OLE_LINK10]For signalling based MDT in PNI-NPN, the AMF indicates a list of CAG ID in MDT Configuration to specify the area scope of the MDT task.
MDT in NPN is subject to the UE user consent. Details are FFS.
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