

	
3GPP TSG-RAN WG3 Meeting #119	R3-230724
Athens, Greece, 27 Feb – 03 Mar 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.413
	CR
	[bookmark: _GoBack]0952
	rev
	-
	Current version:
	17.3.0
	

	

	[bookmark: _Hlt497126619]For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	Correction to Global eNB ID in NGAP

	
	

	Source to WG:
	ZTE, Nokia, Nokia Shanghai Bell, China Unicom, China Telecom

	Source to TSG:
	R3

	
	

	Work item code:
	NR_newRAT-Core, TEI16
	
	Date:
	2023-02-16

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	At RAN3 #105bis meeting, R3-196155 was agreed to introduce Global eNB ID in Rel-16. In this CR, the semantics description of sub-IEs of the Global eNB ID uses the wrong IE names and incorrectly refer to subclause 9.3.1.9 of TS 36.401. In R3-200003, the semantics description was revised to refer to subclause 9.3.1.9 of TS 36.423. But this is still not correct since there is no subclause 9.3.1.9 in TS 36.423.

	
	

	Summary of change:
	Revise the semantics description of E-UTRA CGI and Global eNB ID.

Impact analysis:
Impact assessment towards the previous version of the specification (same release):
This CR has isolated impact towards the previous version of the specification on E-UTRA CGI and Global eNB ID.
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This IE is used to globally identify an E-UTRA cell (see TS 36.300 [17]).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	9.3.3.5
	

	E-UTRA Cell Identity
	M
	
	BIT STRING (SIZE(28))
	The leftmost bits of the E-UTRA Cell Identity IE correspond to the ng-eNB ID (defined in subclause 9.3.1.8)  or eNB ID (defined in subclause 9.3.1.165).
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This IE is used to globally identify an eNB (see TS 36.401 [38]).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	9.3.3.5
	

	CHOICE eNB ID
	M
	
	
	

	>Macro eNB ID
	
	
	
	

	>>Macro eNB ID
	M
	
	BIT STRING (SIZE(20))
	Equal to the 20 leftmost bits of the E-UTRA Cell Identity IE contained in the E-UTRAN CGI IE (see TS 36.423 [40] subclause 9.3.1.9) of each cell served by the eNB.

	>Home eNB ID
	
	
	
	

	>>Home eNB ID
	M
	
	BIT STRING (SIZE(28))
	Equal to the E-UTRA Cell Identity IE contained in the E-UTRAN CGI IE (see TS 36. 423 [40] subclause 9.3.1.9) of the cell served by the eNB.

	>Short Macro eNB ID
	
	
	
	

	>>Short Macro eNB ID
	M
	
	BIT STRING (SIZE(18))
	Equal to the 18 leftmost bits of the E-UTRA Cell Identity IE contained in the E-UTRA CGI IE(see TS 36. 423 [40] subclause 9.3.1.9) of each cell served by the eNB.

	>Long Macro eNB ID
	
	
	
	

	>>Long Macro eNB ID
	M
	
	BIT STRING (SIZE(21))
	Equal to the 21 leftmost bits of the E-UTRA Cell Identity IE contained in the E-UTRA CGI IE (see TS 36. 423 [40] subclause 9.3.1.9) of each cell served by the eNB.
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