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Reason for 
change:

Timers N_SYNC_IND, N_OUT_SYNC_IND and T_RLFAILURE defined by WG1 are proposed to be included in Cell Setup Request FDD message (Ref. R3-000911, LS from WG1).


In this CR necessary sync parameters with the following ranges (from R3-000477) are included as mandatory parameters in Cell Setup Request FDD message and as optional parameters in Cell Reconfiguration Request FDD message:


N_SYNC_IND {1, 2, …, 256}
[CPHY-In-Sync-IND periods]

N_OUT_SYNC_IND {1, 2, …, 256}
[CPHY-Out-of-Sync-IND periods]

T_RLFAILURE {0, 0.1, 0.2, …, 25.5}
[s]

Parameters are defined in chapter 9.2.2 FDD Specific Parameters and ASN.1 description is updated as well.

Changes to be included in the next revision of the CR



Clauses affected:
9.1.23.1 Cell Setup Request FDD Message,
9.1.26.1 Cell Reconfiguration Request FDD Message,
9.2.2. X N_SYNC_IND, 
9.2.2. X N_OUT_SYNC_IND, 
9.2.2. X T_RLFAILURE, 
9.3.3 PDU Definitions
9.3.4 Information Element Definitions
9.3.6 Constant Definitions
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