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******************************************************Start of 1st Change****************************************************
[bookmark: _Toc109153928]15.5	Self-optimisation
[bookmark: _Toc46502087][bookmark: _Toc51971435][bookmark: _Toc109153929][bookmark: _Toc52551418]15.5.1	Support for Mobility Load Balancing
[bookmark: _Toc52551419][bookmark: _Toc46502088][bookmark: _Toc109153930][bookmark: _Toc51971436]15.5.1.1	General
The objective of mobility load balancing is to distribute load evenly among cells and among areas of cells, or to transfer part of the traffic from congested cell or from congested areas of cells, or to offload users from one cell, cell area, carrier or RAT to achieve network energy saving. This can be done by means of optimization of cell reselection/handover parameters and handover actions. The automation of such optimisation can provide high quality user experience, while simultaneously improving the system capacity and also to minimize human intervention in the network management and optimization tasks.
Intra-RAT, intra-system inter-RAT and inter-system load balancing scenarios are supported.
In general, support for mobility load balancing consists of one or more of following functions:
-	Load reporting for intra-RAT and intra-system inter-RAT load balancing;
-	Load balancing action based on handovers;
-	Adapting handover and/or reselection configuration;
[bookmark: _Toc52551420][bookmark: _Toc51971437][bookmark: _Toc46502089]-	Load reporting for inter-system load balancing.
[bookmark: _Toc109153931]15.5.1.2	Load reporting for intra-RAT and intra-system inter-RAT load balancing
The load reporting function is executed by exchanging load information over the Xn/X2/F1/E1 interfaces.
The following load related information should be supported which consists of:
-	Radio resource usage (per-cell and per SSB area PRB usage: DL/UL GBR PRB usage, DL/UL non-GBR PRB usage, DL/UL total PRB usage, and DL/UL scheduling PDCCH CCE usage; PRB usage for slice(s): DL/UL GBR PRB usage, DL/UL non-GBR PRB usage, and DL/UL Total PRB allocation);
-	TNL capacity indicator (UL/DL TNL offered capacity and available capacity);
-	Cell Capacity Class value (UL/DL relative capacity indicator);
-	Capacity value (per cell, per SSB area and per slice: UL/DL available capacity);
-	HW capacity indicator (offered throughput and available throughput over E1, percentage utilisation over F1);
-	RRC connections (number of RRC connections, and available RRC Connection Capacity);
-	Number of active UEs.
To achieve load reporting function, Resource Status Reporting Initiation & Resource Status Reporting procedures are used.
15.5.1.3	Load balancing action based on handovers
The source cell may initiate handover due to load. The target cell performs admission control for the load balancing handovers. A handover preparation related to a mobility load balancing action is distinguishable from other handovers, so that the target cell is able to apply appropriate admission control.
[bookmark: _Toc51971438][bookmark: _Toc52551421][bookmark: _Toc46502090][bookmark: _Toc109153932]15.5.1.4	Adapting handover and/or reselection configuration
This function enables requesting of a change of handover and/or reselection parameters at target cell. The source cell that initialized the load balancing estimates if it is needed to change mobility configuration in the source and/or target cell. If the amendment is needed, the source cell initializes mobility negotiation procedure toward the target cell.
The source cell informs the target cell about the new mobility setting and provides cause for the change (e.g. load balancing related request). The proposed change is expressed by the means of the difference (delta) between the current and the new values of the handover trigger. The handover trigger is the cell specific offset that corresponds to the threshold at which a cell initialises the handover preparation procedure. Cell reselection configuration may be amended to reflect changes in the HO setting. The target cell responds to the information from the source cell. The allowed delta range for HO trigger parameter may be carried in the failure response message. The source cell should consider the responses before executing the planned change of its mobility setting.
All automatic changes on the HO and/or reselection parameters must be within the range allowed by OAM.
[bookmark: _Toc109153933][bookmark: _Toc51971439][bookmark: _Toc52551422][bookmark: _Toc46502091]15.5.1.5	Load reporting for inter-system load balancing
The load reporting function for inter-system load balancing is executed by exchanging load information between NG-RAN and E-UTRAN. Both event-triggered and periodic inter-system load reporting are supported. Event-triggered inter-system load reports are sent when the reporting node detects crossing of cell load thresholds.
The following load related information should be supported:
-	Cell Capacity Class value (UL/DL relative capacity indicator);
-	Capacity value (per cell: UL/DL available capacity);
-	RRC connections (number of RRC connections, and available RRC Connection Capacity);
-	Number of active UEs;
-	Radio Resource Status (per cell PRB usage: UL/DL GBR PRB usage for MIMO, DL/UL non-GBR PRB usage for MIMO, DL/UL total PRB usage for MIMO).
NGAP procedures used for inter-system load balancing are Uplink RAN Configuration Transfer and Downlink RAN Configuration Transfer.
S1AP procedures used for inter-system load balancing are eNB Configuration Transfer and MME Configuration Transfer.
[bookmark: _Toc109153934]15.5.2	Support for Mobility Robustness Optimization
[bookmark: _Toc51971440][bookmark: _Toc52551423][bookmark: _Toc109153935][bookmark: _Toc46502092]15.5.2.1	General
Mobility Robustness Optimisation aims at detecting and enabling correction of following problems:
-	Connection failure due to intra-system or inter-system mobility;
-	Inter-system Unnecessary HO (too early inter-system HO from NR to E-UTRAN with no radio link failure);
-	Inter-system HO ping-pong;
-	PSCell change failure.
-	Inter-system voice fallback failure
-	Fast MCG recovery failure
MRO provides means to distinguish the above problems from NR coverage related problems and other problems, not related to mobility.
For detection of a sub-optimal successful handovers, MRO additionally enables observability of:
-	Successful HO due to intra-NR mobility.
-	Successful HO due to inter-RAT mobility
For detection of a sub-optimal successful PScell change, MRO additionally enables observability of:
-	Successful PScell change

/Unchanged part omitted/

[bookmark: _Toc46502096][bookmark: _Toc52551427][bookmark: _Toc124536190][bookmark: _Toc51971444]15.5.2.2.3	Connection failure due to inter-system mobility
[bookmark: _Hlk130830206]One of the functions of Mobility Robustness Optimization is to detect connection failures that occurred due to Too Early or Too Late inter-system handovers or inter-system Mobility Failure during Voice Fallback. These problems are defined as follows:
-	Inter-system/ Too Late Handover: an RLF occurs after the UE has stayed in a cell belonging to an NG-RAN node for a long period of time; the UE attempts to re-connect to a cell belonging to an E-UTRAN node.
-	Inter-system/ Too Early Handover: an RLF occurs shortly after a successful handover from a cell belonging to an E-UTRAN node to a target cell belonging to an NG-RAN node; the UE attempts to re-connect to the source cell or to another cell belonging to an E-UTRAN node.
-    Inter-system Mobility Failure during Voice Fallback: an RLF occurs shortly after a successful handover triggered due to Voice Fallback, or a failure occurs during an handover triggered due to Voice Fallback, from a cell belonging to an NG-RAN node to a cell belonging to an E-UTRAN node; the UE attempts to re-connect to a cell belonging to an E-UTRAN node, or an NG-RAN node.
Detection mechanism
A failure indication may be sent to the node last serving the UE when the NG-RAN node fetches the RLF REPORT from UE by triggering:
-	The Failure Indication procedure over Xn;
-	The Uplink RAN configuration transfer procedure and Downlink RAN configuration transfer procedure over NG.
In case the last serving node is an E-UTRAN node, the detection mechanism proceed as defined in TS 36.300 [2].
[bookmark: _Hlk134708730]In case the last serving node is an NG-RAN node, the detection mechanisms for Too Late Inter-system Handover, and Too Early Inter-system Handover, and Inter-system Mobility Failure during Voice Fallback are carried out through the following:
-	Too Late Inter-system Handover: the connection failure occurs while being connected to a NG-RAN node, and there is no recent handover for the UE prior to the connection failure i.e., the UE reported timer is absent or larger than the configured threshold, e.g., Tstore_UE_cntxt, and the first node where the UE attempts to re-connect is a E-UTRAN node.
-	Too Early Inter-system Handover: the connection failure occurs while being connected to a NG-RAN node, and there is a recent inter-system handover for the UE prior to the connection failure i.e., the UE reported timer is smaller than the configured threshold, e.g., Tstore_UE_cntxt, and the first cell where the UE attempts to re-connect and the node that served the UE at the last handover initialisation are both E-UTRAN node.
-	Inter-system Mobility Failure during Voice Fallback: in case the connection failure occurs during an inter-system handover for voice fall back from NR, the RLF Report from the UE includes a voice fallback indication.
Editor’s note 1: the name of the indication needs be refined when details are agreed in RAN2. 
Editor’s note 2: The following detection mechanism is FFS: In case the connection failure occurs in the target LTE cell after a recent inter-system handover for voice fall back (i.e., the UE reported timer is smaller than the configured threshold, e.g., Tstore_UE_cntxt)”
The "UE reported timer" above indicates the time elapsed since the last handover initialisation until connection failure. The UE may make the RLF Report available to an NG-RAN node. The NG-RAN node may forward the information using the FAILURE INDICATION message over Xn or by means of the Uplink RAN configuration transfer procedure and Downlink RAN configuration transfer over NG to the node that served the UE before the reported connection failure.
In case the failure is a Too Early Inter-system Handover, the NG-RAN node receiving the failure indication may inform the E-UTRAN node by means of the Uplink RAN Configuration Transfer procedure over NG. This may include the RLF report.
[bookmark: _Toc51971445][bookmark: _Toc52551428][bookmark: _Toc124536191][bookmark: _Toc46502097]15.5.2.3	Inter-system Unnecessary HO
One of the purposes of inter-system Mobility Robustness Optimisation is the detection of a non-optimal use of network resources. In particular, in case of inter-system operations and when NR is considered, the case known as Unnecessary HO to another system is identified. The problem is defined as follows:
-	UE is handed over from NR to E-UTRAN even though quality of the NR coverage was sufficient for the service used by the UE. The handover may therefore be considered as unnecessary HO to another system (i.e. EPS) (too early inter-system HO without connection failure).
In inter-system HO, if the serving cell threshold (NR cell) is set too high, and cell in another system (i.e. EPS) with good signal strength is available, a handover to another system may be triggered unnecessarily, resulting in an inefficient use of the networks. With a lower threshold the UE could have continued in the source system (5GS).
To be able to detect the Unnecessary HO to another system, a gNB node may choose to put additional coverage and quality condition information into the HANDOVER REQUIRED message in the Handover Preparation procedure when an inter-system HO from gNB to another system occurs. The RAN node in the other system, upon receiving this additional coverage and quality information, may instruct the UE to continue measuring the cell(s) in source system during a period of time, while being connected to another system, and send periodic or single measurement reports to the node in other system. When the period of time indicated by the node in source system expires, the RAN node in the other system, may evaluate the received measurement reports with the coverage/quality condition received during the inter-system HO procedure and decide if an inter-system unnecessary HO report should be sent to the gNB in the source system.
The inter-system unnecessary HO report shall only be sent in cases where, in all UE measurement reports collected during the measurement period, any cells in the source system exceed the radio coverage and/or quality threshold (the radio threshold RSRP, RSRQ or/and SINR and the measurement period are indicated in the additional coverage and quality information in the Handover Preparation procedure). If an inter-system handover towards 5GS is executed from EPS within the indicated measurement period, the measurement period expires. In this case, the eNB in EPS may also send the HO Report. No HO Report shall be sent in case no NR cell could be included, or if the indicated period of time is interrupted by an inter-system handover to a system different than 5GS.
The RAN node in the source system (5GS) upon receiving of the report, can decide if/how its parameters (e.g., threshold to trigger Inter-system HO) should be adjusted.
[bookmark: _Toc46502098][bookmark: _Toc51971446][bookmark: _Toc52551429][bookmark: _Toc124536192]15.5.2.4	Inter-system Ping-pong
One of the functions of Mobility Robustness Optimization is to detect ping-pongs that occur in inter-system environment. The problem is defined as follows:
-	A UE is handed over from a cell in a source system (e.g. 5GS) to a cell in a target system different from the source system (e.g. EPS), then within a predefined limited time the UE is handed over back to a cell in the source system, while the coverage of the source system was sufficient for the service used by the UE. The event may occur more than once.
The solution for the problem may consist of the following steps:
1)	Statistics regarding inter-system ping-pong occurrences are collected by the responsible node;
2)	Coverage verification is performed to check if the mobility to other system was inevitable.
The statistics regarding ping-pong occurrence may be based on evaluation of the UE History Information IE in the HANDOVER REQUIRED message. If the evaluation indicates a potential ping-pong case and the source NG_RAN node of the 1st inter-system handover is different than the target NG-RAN node of the 2nd inter-system handover, the target NG-RAN node may use the HANDOVER REPORT message or the UPLINK RAN CONFIGURATION TRANSFER message to indicate the occurrence of potential ping-pong cases to the source NG-RAN node.
If NG-RAN coverage during the potential ping-pong event needs to be verified for the purpose of determining corrective measures, the Unnecessary HO to another system procedure may be used
NOTE: Inter-system mobility triggered by Voice Fallback is not considered as inter-system ping-pong.
[bookmark: _Toc51971447][bookmark: _Toc124536193][bookmark: _Toc46502099][bookmark: _Toc52551430]15.5.2.5	O&M Requirements
All automatic changes of the HO and/or reselection parameters for mobility robustness optimisation shall be within the ranges allowed by OAM and specified below.
The following control parameters shall be provided by OAM to control MRO behaviour:
-	Maximum deviation of Handover Trigger: this parameter defines the maximum allowed absolute deviation of the Handover Trigger, from the default point of operation defined by the parameter values assigned by OAM.
-	Minimum time between Handover Trigger changes: this parameter defines the minimum allowed time interval between two Handover Trigger change performed by MRO. This is used to control the stability and convergence of the algorithm.
Furthermore, in order to support the solutions for detection of mobility optimisation, the parameter Tstore_UE_cntxt shall be configurable by the OAM system.
[bookmark: _Toc124536194]15.5.2.6	PSCell change failure
For analysis of PSCell change failures, the UE makes the SCG Failure Information available to the MN. If the MN can perform an initial analysis, it transfers the SCG Failure Information together with the analysis results to the relevant SN which is responsible for the PSCell change failures. Otherwise, the MN transfers the SCG Failure Information to the last serving SN, which may respond using the SCG Failure Transfer procedure to inform the MN it is not responsible for the SCG failure. If needed, the MN transfer the SCG Failure Information to the source SN.
[bookmark: _Toc124536195]15.5.2.7	Successful HO
One of the functions of Mobility Robustness Optimization is to detect a sub-optimal successful handover event. The aim is to identify underlying conditions during successful ordinary handovers, successful DAPS handovers, or successful Conditional handovers.
For analysis of successful handover, the UE supports Successful Handover Report based on configuration by network, if received, and makes the Successful Handover Report available to the network as specified in TS 38.331 [12].
The UE stores the Successful Handover Report until the Successful Handover Report is fetched by the network or for 48 hours after the Successful Handover Report is recorded.
When the target NR node fetches the Successful HO Report from UE, it may forward the information to the source node, i.e the node handling the cell reported as source cell in this Successful HO Report, by using the ACCESS AND MOBILITY INDICATION message over Xn or by means of the Uplink RAN configuration transfer procedure and Downlink RAN configuration transfer over NG.
Upon retrieval of a Successful Handover Report, the receiving node may analyse whether its mobility configuration needs adjustment.
The SHR report can be used to detect one case of Intra-system Too Late Handover, namely when DAPS HO is configured but an RLF is detected in the source cell during a successful DAPS HO.

[bookmark: _Toc115390073]15.5.3	Support for RACH Optimization
RACH optimization is supported by UE reported information made available at the NG RAN node as specified in TS 38.331 [12] and by PRACH parameters exchange between NG RAN nodes.
The contents of the RACH information Rreport comprise of the following:
-	Contention detection indication per RACH attempt;
-	Indexes of the SSBs and number of RACH preambles sent on each tried SSB listed in chronological order of attempts;
-	Indication whether the selected SSB is above or below the configured RSRP threshold per RACH attempt;
-	2-step RACH information as specified in clause 5.7.10.4 of TS 38.331 [12].
SN RA Reports
[bookmark: _Hlk134709194]The UE operating in NR-DC, may also support collection of RA Reports in the PSCells of the SN.SgNB RACH information report.
RA Report retrieval in case of dual connectivity:
In MR-DC, when UE performs a successful random-access procedure in the SN, the SN may inform the potential availability of RA Report in the UE to the MN via a RACH indication. The MN may then retrieve the RA Report from the UE based on the RACH indication received via XnAP signalling from the SN.
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