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<Unchanged Text Omitted>
9.3.1.177 PRS Configuration
This information element contains the DL PRS configuration for the TRP.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	PRS Resource Set List
	M
	1..<maxnoofPRSresourceSets>
	
	
	
	

	>PRS Resource Set ID
	M
	
	INTEGER(0..7)
	
	
	

	>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120, …)
	
	
	

	>PRS bandwidth
	M
	
	INTEGER(1..63)
	24,28,…,272 PRBs
	
	

	>Start PRB
	M
	
	INTEGER(0..2176)
	Starting PRB to Point A
	
	

	>Point A
	M
	
	INTEGER (0..3279165)
	NR ARFCN
	
	

	>Comb Size
	M
	
	ENUMERATED(2, 4, 6, 12, …)
	
	
	

	>CP Type
	M
	
	ENUMERATED(normal, extended, …)
	
	
	

	>Resource Set Periodicity
	M
	
	ENUMERATED(4,5,8,10,16,20,32,40,64,80,160,320,640,1280,2560,5120,10240,20480,40960,81920, …)
	
	
	

	>Resource Set Slot Offset
	M
	
	INTEGER(0..81919,…)
	
	
	

	>Resource Repetition Factor
	M
	
	ENUMERATED(rf1,rf2,rf4,rf6,rf8,rf16,rf32,…)
	
	
	

	>Resource Time Gap
	M
	
	ENUMERATED(tg1,tg2,tg4,tg8,tg16,tg32,…)
	
	
	

	>Resource Number of Symbols
	M
	
	ENUMERATED(n2,n4,n6,n12,…,n1)
	
	
	

	>PRS Muting
	O
	
	
	
	
	

	>>Option1
	O
	
	
	
	
	

	>>>Muting Pattern
	M
	
	DL-PRS Muting Pattern 
9.3.1.178
	Muting pattern option 1 is used to mute the whole PRS resource set (within a period)
	
	

	>>>Muting Bit Repetition Factor
	M
	
	ENUMERATED(rf1,rf2,rf4,rf8,…)
	
	
	

	>>Option2
	O
	
	
	
	
	

	>>>Muting Pattern
	M
	
	DL-PRS Muting Pattern 
9.3.1.178
	Muting pattern option 2 is used to mute the selected repetition of the resource set (within the period)
	
	

	>PRS Resource Transmit Power
	M
	
	INTEGER(-60..50)
	
	
	

	>PRS Resource List
	M
	1..<maxnoofPRSresources>
	
	NR-DL-PRS-Resource-r16 as defined in TS 37.355 [39]
	
	

	>>PRS Resource ID
	M
	
	INTEGER(0..63)
	
	
	

	>>Sequence ID
	M
	
	INTEGER(0..4095)
	
	
	

	>>RE Offset
	M
	
	INTEGER(0..11, …)
	
	
	

	>>Resource Slot Offset
	M
	
	INTEGER(0..511)
	
	
	

	>>Resource Symbol Offset
	M
	
	INTEGER(0..12)
	This IE is ignored if the Extended Resource Symbol Offset IE is present.
	
	

	>>CHOICE QCL Info
	O
	
	
	
	
	

	>>>SSB
	
	
	
	
	
	

	>>>>PCI
	M
	
	INTEGER (0..1007)
	
	
	

	>>>>SSB Index
	O
	
	INTEGER(0..63)
	
	
	

	>>>DL-PRS
	O
	
	
	
	
	

	>>>>QCL Source PRS Resource Set ID
	M
	
	INTEGER(0..7)
	
	
	

	>>>>QCL Source PRS Resource ID 
	O
	
	INTEGER(0..63)
	If absent, the QCL source PRS resource ID is the same as the PRS resource ID
	
	

	>>Extended Resource Symbol Offset
	O
	
	INTEGER(0..13,…)
	
	Yes

	ignore



	Range bound
	Explanation

	maxnoofPRSresourceSets
	Maximum no of PRS resource sets. Value is 8.

	maxnoofPRSresources
	Maximum no of PRS resources per PRS resource set. Value is 64.



<Unchanged Text Omitted>
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This IE contains the requested PRS configuration for transmission by the gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Requested DL-PRS Resource Set List
	
	1
	
	

	>Requested DL-PRS Resource Set Item
	
	1..<maxnoofPRSresourceSets>
	
	

	>>PRS bandwidth
	O
	
	INTEGER(1..63)
	24,28,…,272 PRBs

	>>Comb Size
	O
	
	ENUMERATED(2, 4, 6, 12, …)
	

	>>Resource Set Periodicity
	O
	
	ENUMERATED(4,5,8,10,16,20,32,40,64,80,160,320,640,1280,2560,5120,10240,20480,40960,81920,…)
	

	>>Resource Repetition Factor
	O
	
	ENUMERATED(rf1,rf2,rf4,rf6,rf8,rf16,rf32,…)
	

	>>Resource Number of Symbols
	O
	
	ENUMERATED(n2,n4,n6,n12,…,n1)
	

	>>Requested DL-PRS Resource List
	O
	
	9.3.1.250
	

	>>Resource Set Start Time and Duration
	O
	
	Start Time and Duration
9.3.1.236
	This IE is ignored if the Start Time and Duration IE is present

	Number of Frequency Layers
	O
	
	INTEGER(1..4)
	

	Start Time and Duration
	O
	
	9.3.1.236
	



	Range bound
	Explanation

	maxnoofPRSresourceSets
	Maximum no of PRS resources set. Value is 8.



<Unchanged Text Omitted>
9.3.1.240	On-demand PRS TRP Information
This IE contains on-demand PRS information for the TRP.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	On-demand PRS Request Allowed
	M
	
	BIT STRING (SIZE(16))
	Each position in the bitmap represents an on-demand PRS transmission parameter:
first bit: Resource Set Periodicity
second bit: PRS Bandwidth
third bit: Resource Repetition Factor
fourth bit: Resource Number of Symbols
fifth bit: Comb Size
sixth bit: Number of Frequency Layers
seventh bit: Start Time and Duration
eighth bit: Off Indication
ninth bit: QCL Information
Other bits reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’.

	Allowed Resource Set Periodicity Values
	O
	
	BIT STRING (SIZE(24))
	This IE applies only if the first bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the Resource Set Periodicity IE defined in subclause 9.2.x1, first bit = 4 and so on. Bits 21-24 are reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all Resource Set Periodicity values are allowed to be requested.

	Allowed PRS Bandwidth Values
	O
	
	BIT STRING (SIZE(64))
	This IE applies only if the second bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the PRS Bandwidth IE defined in subclause 9.2.x1, first bit = 1 and so on. Bit 64 is reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all PRS Bandwidth values are allowed to be requested.

	Allowed Resource Repetition Factor Values
	O
	
	BIT STRING (SIZE(8))
	This IE applies only if the third bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the Resource Repetition Factor IE defined in subclause 9.2.x1, first bit = rf1 and so on. Bit 8 is reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all Resource Repetition Factor values are allowed to be requested.

	Allowed Resource Number of Symbols Values
	O
	
	BIT STRING (SIZE(8))
	This IE applies only if the fourth bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the Resource Number of Symbols IE defined in subclause 9.2.x1, first bit = n2 and so on. Bits 56-8 are reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all Resource Number of Symbols values are allowed to be requested.

	Allowed Comb Size Values
	O
	
	BIT STRING (SIZE(8))
	This IE applies only if the fifth bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the Comb Size IE defined in subclause 9.2.x1, first bit = 2 and so on. Bits 5-8 are reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all Comb Size values are allowed to be requested.


 
<Unchanged Text Omitted>

9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
 
F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }
 
DEFINITIONS AUTOMATIC TAGS ::= 
 
BEGIN
 
IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
	id-AvailablePLMNList,
	id-PDUSessionID,
	id-ULPDUSessionAggregateMaximumBitRate, 
	id-DC-Based-Duplication-Configured,
	id-DC-Based-Duplication-Activation,
	id-Duplication-Activation,
	id-DLPDCPSNLength,
	id-ULPDCPSNLength,
	id-RLC-Status,
	id-MeasurementTimingConfiguration,
	id-DRB-Information,
	id-QoSFlowMappingIndication,
	id-ServingCellMO,
	id-RLCMode,
	id-ExtendedServedPLMNs-List,
	id-ExtendedAvailablePLMN-List,
	id-DRX-LongCycleStartOffset,
	id-SelectedBandCombinationIndex,
	id-SelectedFeatureSetEntryIndex,
	id-Ph-InfoSCG,
	id-latest-RRC-Version-Enhanced,
	id-RequestedBandCombinationIndex,
	id-RequestedFeatureSetEntryIndex,
	id-DRX-Config,
	id-UEAssistanceInformation,
	id-PDCCH-BlindDetectionSCG,
	id-Requested-PDCCH-BlindDetectionSCG,
	id-BPLMN-ID-Info-List,
	id-NotificationInformation,
	id-TNLAssociationTransportLayerAddressgNBDU,
	id-portNumber,
	id-AdditionalSIBMessageList,
	id-IgnorePRACHConfiguration,
	id-CG-Config,
	id-Ph-InfoMCG,
	id-AggressorgNBSetID,
	id-VictimgNBSetID,
	id-MeasGapSharingConfig,
	id-systemInformationAreaID,
	id-areaScope,
	id-IntendedTDD-DL-ULConfig,
	id-QosMonitoringRequest,
	id-BHInfo,
	id-IAB-Info-IAB-DU,
	id-IAB-Info-IAB-donor-CU,
	id-IAB-Barred,
	id-SIB12-message,
	id-SIB13-message,
	id-SIB14-message,
	id-UEAssistanceInformationEUTRA,
	id-SL-PHY-MAC-RLC-Config,
	id-SL-ConfigDedicatedEUTRA-Info,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRPRACHConfig, 
	id-TDD-UL-DLConfigCommonNR,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-TSCTrafficCharacteristics,
	id-AdditionalPDCPDuplicationTNL-List,
	id-RLCDuplicationInformation,
	id-AdditionalDuplicationIndication,
	id-mdtConfiguration,
	id-TraceCollectionEntityURI,
	id-NID,
	id-NPNSupportInfo,
	id-NPNBroadcastInformation,
	id-AvailableSNPN-ID-List,
	id-SIB10-message,
	id-RequestedP-MaxFR2,
	id-DLCarrierList,
	id-ExtendedTAISliceSupportList,
	id-E-CID-MeasurementQuantities-Item,
	id-ConfiguredTACIndication,
	id-NRCGI,
	id-SFN-Offset,
	id-TransmissionStopIndicator,
	id-SrsFrequency,
	id-EstimatedArrivalProbability,
	id-Supported-MBS-FSA-ID-List,
	id-TRPType,
	id-SRSSpatialRelationPerSRSResource,
	id-MBS-Broadcast-NeighbourCellList,
	id-PDCPTerminatingNodeDLTNLAddrInfo,
	id-ENBDLTNLAddress,
	id-PRS-Resource-ID,
	id-LocationMeasurementInformation,
	id-SliceRadioResourceStatus,
	id-CompositeAvailableCapacity-SUL,
	id-NR-U,
	id-NR-U-Channel-List,
	id-MIMOPRBusageInformation,
	id-IngressNonF1terminatingTopologyIndicator,
	id-NonF1terminatingTopologyIndicator,
	id-EgressNonF1terminatingTopologyIndicator,
	id-rBSetConfiguration,
	id-frequency-Domain-HSNA-Configuration-List,
	id-child-IAB-Nodes-NA-Resource-List,
	id-Parent-IAB-Nodes-NA-Resource-Configuration-List,
	id-uL-FreqInfo,
	id-uL-Transmission-Bandwidth,
	id-dL-FreqInfo,
	id-dL-Transmission-Bandwidth,
	id-uL-NR-Carrier-List,
	id-dL-NR-Carrier-List,
	id-nRFreqInfo,
	id-transmission-Bandwidth,
	id-nR-Carrier-List,
	id-permutation,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-SurvivalTime,
	id-PDCMeasurementQuantities-Item,
	id-OnDemandPRS,
	id-AoA-SearchWindow,
	id-ZoAInformation, 
	id-ARPLocationInfo,
	id-ARP-ID,
	id-MultipleULAoA,
	id-UL-SRS-RSRPP,
	id-SRSResourcetype,
	id-ExtendedAdditionalPathList,
	id-LoS-NLoSInformation,
	id-NumberOfTRPRxTEG,
	id-NumberOfTRPRxTxTEG,
	id-TRPTxTEGAssociation,
	id-TRPTEGInformation,
	id-TRPRx-TEGInformation,
	id-TRPBeamAntennaInformation,
	id-Redcap-Bcast-Information,
	id-NR-TADV,
	id-SDT-MAC-PHY-CG-Config,
	id-CG-SDTindicatorSetup,
	id-CG-SDTindicatorMod,
	id-SDTRLCBearerConfiguration,
	id-SRBMappingInfo,
	id-DRBMappingInfo,
	id-LastUsedCellIndication,
	id-SIB17-message,
	id-MUSIM-GapConfig,
	id-SIB20-message,
	id-pathPower,
	id-DU-RX-MT-RX-Extend,
	id-DU-TX-MT-TX-Extend,
	id-DU-RX-MT-TX-Extend,
	id-DU-TX-MT-RX-Extend,
	id-TAINSAGSupportList,
	id-SL-RLC-ChannelToAddModList,
	id-SIB15-message,
	id-InterFrequencyConfig-NoGap,
	id-MBSInterestIndication,
	id-L571Info,
	id-L1151Info,
	id-SCS-480,
	id-SCS-960,
	id-SRSPortIndex,
	id-PEISubgroupingSupportIndication,
	id-NeedForGapsInfoNR,
	id-NeedForGapNCSGInfoNR,
	id-NeedForGapNCSGInfoEUTRA,
	id-Source-MRB-ID,
	id-RedCapIndication,
	id-UL-GapFR2-Config,
	id-ConfigRestrictInfoDAPS,
	id-MulticastF1UContextReferenceCU,
	id-ExtendedResourceSymbolOffset,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofBPLMNsNR,
	maxnoofDLUPTNLInformation,
	maxnoofNrCellBands,
	maxnoofULUPTNLInformation,
	maxnoofQoSFlows,
	maxnoofSliceItems,
	maxnoofSIBTypes,
	maxnoofSITypes,
	maxCellineNB,
	maxnoofExtendedBPLMNs,
	maxnoofAdditionalSIBs,
	maxnoofUACPLMNs,
	maxnoofUACperPLMN,
	maxCellingNBDU,
	maxnoofTLAs,
	maxnoofGTPTLAs,
	maxnoofslots,
	maxnoofNonUPTrafficMappings,
	maxnoofServingCells,
	maxnoofServedCellsIAB,
	maxnoofChildIABNodes,
	maxnoofIABSTCInfo,
	maxnoofSymbols,
	maxnoofDUFSlots,
	maxnoofHSNASlots,
	maxnoofEgressLinks,
	maxnoofMappingEntries,
	maxnoofDSInfo,
	maxnoofQoSParaSets,
	maxnoofPC5QoSFlows,
	maxnoofSSBAreas,
	maxnoofNRSCSs,
	maxnoofPhysicalResourceBlocks,
	maxnoofPhysicalResourceBlocks-1,
	maxnoofPRACHconfigs,
	maxnoofRACHReports,
	maxnoofRLFReports,
	maxnoofAdditionalPDCPDuplicationTNL,
	maxnoofRLCDuplicationState,
	maxnoofCHOcells,
	maxnoofMDTPLMNs,
	maxnoofCAGsupported,
	maxnoofNIDsupported,
	maxnoofExtSliceItems,
	maxnoofPosMeas,
	maxnoofTRPInfoTypes,
	maxnoofSRSTriggerStates,
	maxnoofSpatialRelations,
	maxnoBcastCell,
	maxnoofTRPs,
	maxnoofAngleInfo,
	maxnooflcs-gcs-translation,
	maxnoofPath,
	maxnoofMeasE-CID,
	maxnoofSSBs,
	maxnoSRS-ResourceSets,
	maxnoSRS-ResourcePerSet,
	maxnoSRS-Carriers,
	maxnoSCSs,
	maxnoSRS-Resources,
	maxnoSRS-PosResources,
	maxnoSRS-PosResourceSets,
	maxnoSRS-PosResourcePerSet,
	maxnoofPRS-ResourceSets,
	maxnoofPRS-ResourcesPerSet,
	maxNoOfMeasTRPs,
	maxnoofPRSresourceSets,
	maxnoofPRSresources,
	maxnoofSuccessfulHOReports,
	maxnoofNR-UChannelIDs,
	maxServedCellforSON,
	maxNeighbourCellforSON,
	maxAffectedCells,
	maxnoofMBSQoSFlows,
	maxnoofMBSFSAs,
	maxnoofMBSAreaSessionIDs,
	maxnoofMBSServiceAreaInformation,
	maxnoofTAIforMBS,
	maxnoofCellsforMBS,
	maxnoofIABCongInd,
	maxnoofBHRLCChannels,
	maxnoofTLAsIAB,
	maxnoofRBsetsPerCell,
	maxnoofRBsetsPerCell-1,
	maxnoofNeighbourNodeCellsIAB,
	maxnoofMeasPDC,
	maxnoARPs,
	maxnoofULAoAs,
	maxNoPathExtended,
	maxnoTRPTEGs,
	maxFreqLayers,
	maxNumResourcesPerAngle,
	maxnoAzimuthAngles,
	maxnoElevationAngles,
	maxnoofPRSTRPs,
	maxnoofQoEInformation,
	maxnoofUuRLCChannels,
	maxnoofPC5RLCChannels,
	maxnoofSMBRValues,
	maxnoofMBSSessionsofUE,
	maxnoofSLdestinations,
	maxnoofNSAGs,
	maxnoofSDTBearers,
	maxnoofPosSITypes

<Unchanged Text Omitted>
-- P

<Unchanged Text Omitted>

PRSResourceSet-List ::= SEQUENCE (SIZE (1.. maxnoofPRSresourceSets)) OF PRSResourceSet-Item
PRSResourceSet-Item ::= SEQUENCE {
	pRSResourceSetID				PRS-Resource-Set-ID,
	subcarrierSpacing				ENUMERATED{kHz15, kHz30, kHz60, kHz120, ...},
	pRSbandwidth					INTEGER(1..63),
	startPRB						INTEGER(0..2176),
	pointA							INTEGER (0..3279165),
	combSize						ENUMERATED{n2, n4, n6, n12, ...},
	cPType							ENUMERATED{normal, extended, ...},
	resourceSetPeriodicity			ENUMERATED{n4,n5,n8,n10,n16,n20,n32,n40,n64,n80,n160,n320,n640,n1280,n2560,n5120,n10240,n20480,n40960, n81920,...},
	resourceSetSlotOffset			INTEGER(0..81919,...),
	resourceRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf6,rf8,rf16,rf32,...},
	resourceTimeGap					ENUMERATED{tg1,tg2,tg4,tg8,tg16,tg32,...},
	resourceNumberofSymbols			ENUMERATED{n2,n4,n6,n12,...,n1},
	pRSMuting						PRSMuting 		OPTIONAL,
	pRSResourceTransmitPower		INTEGER(-60..50),
	pRSResource-List				PRSResource-List,	
	iE-Extensions					ProtocolExtensionContainer { { PRSResourceSet-Item-ExtIEs} } OPTIONAL
}

<Unchanged Text Omitted>

PRSResource-List::= SEQUENCE (SIZE (1..maxnoofPRSresources)) OF PRSResource-Item
 
PRSResource-Item  ::= SEQUENCE {
	pRSResourceID			PRS-Resource-ID,
	sequenceID				INTEGER(0..4095),
	rEOffset				INTEGER(0..11,...),
	resourceSlotOffset		INTEGER(0..511),
	resourceSymbolOffset	INTEGER(0..12),
	qCLInfo					PRSResource-QCLInfo		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { PRSResource-Item-ExtIEs} } OPTIONAL
}
 
PRSResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedResourceSymbolOffset		CRITICALITY ignore EXTENSION ExtendedResourceSymbolOffset 	PRESENCE optional},
	...
}

ExtendedResourceSymbolOffset ::= INTEGER (0..13,...)


<Unchanged Text Omitted>

-- R

<Unchanged Text Omitted>

RequestedDLPRSResourceSet-Item ::= SEQUENCE {
	pRSbandwidth					INTEGER(1..63),
	combSize						ENUMERATED{n2, n4, n6, n12, ...}		OPTIONAL,
	resourceSetPeriodicity			ENUMERATED{n4,n5,n8,n10,n16,n20,n32,n40,n64,n80,n160,n320,n640,n1280,n2560,n5120,n10240,n20480,n40960, n81920,...}	OPTIONAL,
	resourceRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf6,rf8,rf16,rf32,...}		OPTIONAL,
	resourceNumberofSymbols			ENUMERATED{n2,n4,n6,n12,...,n1}						OPTIONAL,
	requestedDLPRSResource-List		RequestedDLPRSResource-List							OPTIONAL,
	resourceSetStartTimeAndDuration	StartTimeAndDuration								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { RequestedDLPRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

<Unchanged Text Omitted>
9.4.7	Constant Definitions
-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************
 
F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 
 
DEFINITIONS AUTOMATIC TAGS ::= 
 
BEGIN
 
-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************
 
IMPORTS
	ProcedureCode,
	ProtocolIE-ID
 
FROM F1AP-CommonDataTypes;
 
 
-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************
 
id-Reset									ProcedureCode ::= 0
id-F1Setup									ProcedureCode ::= 1
id-ErrorIndication							ProcedureCode ::= 2
id-gNBDUConfigurationUpdate					ProcedureCode ::= 3
id-gNBCUConfigurationUpdate					ProcedureCode ::= 4
id-UEContextSetup							ProcedureCode ::= 5
id-UEContextRelease							ProcedureCode ::= 6
id-UEContextModification					ProcedureCode ::= 7
id-UEContextModificationRequired			ProcedureCode ::= 8
id-UEMobilityCommand						ProcedureCode ::= 9
id-UEContextReleaseRequest					ProcedureCode ::= 10
id-InitialULRRCMessageTransfer				ProcedureCode ::= 11
id-DLRRCMessageTransfer						ProcedureCode ::= 12
id-ULRRCMessageTransfer						ProcedureCode ::= 13
id-privateMessage							ProcedureCode ::= 14
id-UEInactivityNotification					ProcedureCode ::= 15
id-GNBDUResourceCoordination				ProcedureCode ::= 16
id-SystemInformationDeliveryCommand			ProcedureCode ::= 17
id-Paging									ProcedureCode ::= 18
id-Notify									ProcedureCode ::= 19
id-WriteReplaceWarning						ProcedureCode ::= 20
id-PWSCancel								ProcedureCode ::= 21
id-PWSRestartIndication						ProcedureCode ::= 22
id-PWSFailureIndication						ProcedureCode ::= 23
id-GNBDUStatusIndication 					ProcedureCode ::= 24
id-RRCDeliveryReport		 				ProcedureCode ::= 25
id-F1Removal								ProcedureCode ::= 26
id-NetworkAccessRateReduction				ProcedureCode ::= 27
id-TraceStart								ProcedureCode ::= 28
id-DeactivateTrace							ProcedureCode ::= 29
id-DUCURadioInformationTransfer				ProcedureCode ::= 30
id-CUDURadioInformationTransfer				ProcedureCode ::= 31
id-BAPMappingConfiguration					ProcedureCode ::= 32
id-GNBDUResourceConfiguration				ProcedureCode ::= 33
id-IABTNLAddressAllocation					ProcedureCode ::= 34
id-IABUPConfigurationUpdate					ProcedureCode ::= 35
id-resourceStatusReportingInitiation		ProcedureCode ::= 36
id-resourceStatusReporting					ProcedureCode ::= 37
id-accessAndMobilityIndication				ProcedureCode ::= 38
id-accessSuccess							ProcedureCode ::= 39
id-cellTrafficTrace 							ProcedureCode ::= 40 
id-PositioningMeasurementExchange			ProcedureCode ::= 41
id-PositioningAssistanceInformationControl	ProcedureCode ::= 42
id-PositioningAssistanceInformationFeedback	ProcedureCode ::= 43
id-PositioningMeasurementReport				ProcedureCode ::= 44
id-PositioningMeasurementAbort				ProcedureCode ::= 45
id-PositioningMeasurementFailureIndication	ProcedureCode ::= 46
id-PositioningMeasurementUpdate				ProcedureCode ::= 47
id-TRPInformationExchange					ProcedureCode ::= 48
id-PositioningInformationExchange			ProcedureCode ::= 49
id-PositioningActivation					ProcedureCode ::= 50
id-PositioningDeactivation					ProcedureCode ::= 51
id-E-CIDMeasurementInitiation				ProcedureCode ::= 52
id-E-CIDMeasurementFailureIndication		ProcedureCode ::= 53
id-E-CIDMeasurementReport					ProcedureCode ::= 54
id-E-CIDMeasurementTermination				ProcedureCode ::= 55
id-PositioningInformationUpdate				ProcedureCode ::= 56
id-ReferenceTimeInformationReport			ProcedureCode ::= 57
id-ReferenceTimeInformationReportingControl	ProcedureCode ::= 58
id-BroadcastContextSetup					ProcedureCode ::= 59
id-BroadcastContextRelease					ProcedureCode ::= 60
id-BroadcastContextReleaseRequest			ProcedureCode ::= 61
id-BroadcastContextModification				ProcedureCode ::= 62
id-MulticastGroupPaging						ProcedureCode ::= 63
id-MulticastContextSetup					ProcedureCode ::= 64
id-MulticastContextRelease					ProcedureCode ::= 65
id-MulticastContextReleaseRequest			ProcedureCode ::= 66
id-MulticastContextModification				ProcedureCode ::= 67
id-MulticastDistributionSetup				ProcedureCode ::= 68
id-MulticastDistributionRelease				ProcedureCode ::= 69
id-PDCMeasurementInitiation					ProcedureCode ::= 70
id-PDCMeasurementReport						ProcedureCode ::= 71
id-PDCMeasurementInitiationRequest			ProcedureCode ::= 72
id-PDCMeasurementInitiationResponse			ProcedureCode ::= 73
id-PDCMeasurementInitiationFailure			ProcedureCode ::= 74
id-pRSConfigurationExchange					ProcedureCode ::= 75
id-measurementPreconfiguration				ProcedureCode ::= 76
id-measurementActivation					ProcedureCode ::= 77
id-QoEInformationTransfer					ProcedureCode ::= 78
id-PDCMeasurementTerminationCommand			ProcedureCode ::= 79
id-PDCMeasurementFailureIndication 			ProcedureCode ::= 80
id-PosSystemInformationDeliveryCommand		ProcedureCode ::= 81
id-ExtendedResourceSymbolOffset				ProcedureCode ::= xx

  <<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
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