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////////////////////////////////////////////////////////////////////////start of change ////////////////////////////////////////////////////////////////////////
[bookmark: _Toc105657394][bookmark: _Toc106108775][bookmark: _Toc112687868][bookmark: _Toc120093212] 9.3.1.104	UDC Parameters 
This IE carries the UDC parameters for uplink data compression.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Buffer Size
	M
	
	ENUMERATED (kbyte2, kbyte4, kbyte8, …)
	Indicates the buffer size applied for UDC. Corresponds to information provided in the bufferSize contained in the PDCP-Config IE as defined in TS 38.331 [10] for gNB or ng-eNB CP-UP separation, or in TS 36.331 [33] for eNB CP-UP separation. 

	Dictionary
	O
	
	ENUMERATED (sip-SDP, operator, …)
	Indicates which pre-defined dictionary is used for UDC. Corresponds to information provided in the dictionary contained in the PDCP-Config IE as defined in TS 38.331 [10] for gNB or ng-eNB CP-UP separation, or in TS 36.331 [33] for eNB CP-UP separation.

	Continue UDC
	O
	
	ENUMERATED
(true, …)
	Corresponds to information provided in the drb-ContinueUDC contained in the PDCP-Config IE as defined in TS 38.331 [10].

	Version ID 
	O
	
	INTEGER (0..15)
	Indicates the version ID for Operator Defined Dictionary if operator is indicated in Dictionary IE. Corresponds to information provided in versionOfDictionary-r17 as defined in TS38.331[10].



////////////////////////////////////////////////////////////////////////skip unchanged////////////////////////////////////////////////////////////////////////
[bookmark: _Toc20955684][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc45881871][bookmark: _Toc51852512][bookmark: _Toc56620463][bookmark: _Toc64448105][bookmark: _Toc74152881][bookmark: _Toc88656307][bookmark: _Toc88657366][bookmark: _Toc105657472][bookmark: _Toc106108853][bookmark: _Toc112687956][bookmark: _Toc120093302]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
////////////////////////////////////////////////////////////////////////skip unchanged////////////////////////////////////////////////////////////////////////
-- U

UDC-Parameters	::= SEQUENCE {
	bufferSize					BufferSize,
	dictionary					Dictionary											OPTIONAL,
	continueUDC					ENUMERATED {true, ...}								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { UDC-Parameters-ExtIEs } } 		OPTIONAL
}

UDC-Parameters-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
[bookmark: _GoBack]	versionID					INTEGER (0..15)										OPTIONAL,
	...
}

////////////////////////////////////////////////////////////////////////end of change////////////////////////////////////////////////////////////////////////

