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9.3.1.210
Multicast Support Indicator
This IE indicates whether Multicast feature is supported for the NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Multicast Support Indicator
	M
	
	ENUMERATED (true, …)
	


Not modified
9.3.4.2
PDU Session Resource Setup Response Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL QoS Flow per TNL Information
	M
	
	QoS Flow per TNL Information

9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer for delivery of DL PDUs, together with associated QoS flows.
	-
	

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows and corresponding to the Additional UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause

9.3.1.13
	
	-
	

	Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information

9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer(s) for delivery of DL PDUs of the indicated Redundant QoS Flow(s) and corresponding to the Redundant UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List

9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows and corresponding to the Additional Redundant UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information

9.3.1.136
	
	YES
	ignore

	Global RAN Node ID of Secondary NG-RAN Node
	O
	
	Global RAN Node ID
9.3.1.5
	
	YES
	ignore

	Multicast Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	MBS Session Setup Response List
	O
	
	9.3.1.213
	
	YES
	ignore

	MBS Session Failed to Setup List
	O
	
	9.3.1.214
	
	YES
	ignore


Not modified
9.3.4.4
PDU Session Resource Modify Response Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node.
	-
	

	QoS Flow Add or Modify Response List
	
	0..1
	
	
	-
	

	>QoS Flow Add or Modify Response Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.3.1.152
	Index to the currently fulfilled alternative QoS parameters set
	YES
	Ignore

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	-
	

	QoS Flow Failed to Add or Modify List
	O
	
	QoS Flow List with Cause

9.3.1.13
	
	-
	

	Additional NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List

9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer corresponding to the modified UPF endpoint received in the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore

	Redundant DL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Redundant UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information

9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node for the redundant transmission.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Additional Redundant NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List

9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer for delivery of redundant DL PDUs corresponding to the modified UPF endpoint(s) received in the UL NG-U UP TNL Modify List IE of the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore

	Secondary RAT Usage Information
	O
	
	9.3.1.114
	
	YES
	ignore

	Multicast Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	MBS Session Setup or Modify Response List
	O
	
	MBS Session Setup Response List 

9.3.1.213
	
	YES
	ignore

	MBS Session Failed to Setup or Modify List
	O
	
	MBS Session Failed to Setup List 

9.3.1.214
	
	YES
	ignore


Not modified
9.3.4.8
Path Switch Request Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	DL NG-U TNL Information Reused
	O
	
	ENUMERATED (true, …)
	Indicates that DL NG-U TNL Information has been reused.
	-
	

	User Plane Security Information
	O
	
	9.3.1.60
	
	-
	

	QoS Flow Accepted List
	
	1
	
	QoS flows associated with the DL NG-U UP TNL Information IE.
	-
	

	>QoS Flow Accepted Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index

9.3.1.152
	Index to the currently fulfilled alternative QoS parameters set.
	YES
	ignore

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of redundant DL PDUs.
	YES
	ignore

	Redundant DL NG-U TNL Information Reused
	O
	
	ENUMERATED (true, …)
	Indicates that Redundant DL NG-U TNL Information has been reused.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List

9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of Redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information

9.3.1.136
	
	YES
	ignore

	Global RAN Node ID of Secondary NG-RAN Node
	O
	
	Global RAN Node ID
9.3.1.5
	
	YES
	ignore

	Multicast Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore


Not modified
9.3.4.11
Handover Request Acknowledge Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	To deliver forwarded DL PDUs.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the DL NG-U UP TNL Information IE.
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause

9.3.1.13
	
	-
	

	Data Forwarding Response DRB List
	O
	
	9.3.1.77
	
	-
	

	Additional DL UP TNL Information for HO List
	
	0..1
	
	
	YES
	ignore

	>Additional DL UP TNL Information for HO Item
	
	1..<maxnoofMultiConnectivityMinusOne>
	
	Additional DL UP TNL Information for split PDU session, in the same order as the UPF endpoint of the additional NG-U transport bearer(s) received in the Handover Request Transfer IE of the Handover Request message.
	-
	

	>>Additional DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the additional NG-U transport bearer for delivery of DL PDUs.
	-
	

	>>Additional QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the Additional DL NG-U UP TNL Information IE.
	-
	

	>>Additional DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint to deliver forwarded DL PDUs.
	-
	

	>>Additional Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the additional NG-U transport bearer for delivery of redundant DL PDUs.
	YES
	ignore

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	To deliver forwarded UL PDUs
	YES
	reject

	Additional UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information List

9.3.2.12
	NG-RAN node endpoint to deliver forwarded UL PDUs for split PDU session.
	YES
	reject

	Data Forwarding Response E-RAB List
	O
	
	9.3.1.121
	
	YES
	ignore

	Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information

9.3.1.136
	
	YES
	ignore

	Global RAN Node ID of Secondary NG-RAN Node
	O
	
	Global RAN Node ID
9.3.1.5
	
	YES
	ignore

	Multicast Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore


Not modified
9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
Not modified

id-MBS-ActiveSessionInformation-TargettoSourceList,


id-MBS-SessionTNLInfo5GC,


id-Multicast-SupportIndicator, 


id-MBSSessionFailedtoSetupList,


id-MBSSessionFailedtoSetuporModifyList,


id-MBSSessionSetupResponseList,
Not modified
HandoverRequestAcknowledgeTransfer ::= SEQUENCE {


dL-NGU-UP-TNLInformation


UPTransportLayerInformation,


dLForwardingUP-TNLInformation

UPTransportLayerInformation









OPTIONAL,


securityResult





SecurityResult












OPTIONAL,


qosFlowSetupResponseList


QosFlowListWithDataForwarding,


qosFlowFailedToSetupList


QosFlowListWithCause










OPTIONAL,


dataForwardingResponseDRBList

DataForwardingResponseDRBList








OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {HandoverRequestAcknowledgeTransfer-ExtIEs} }
OPTIONAL,


...

}

HandoverRequestAcknowledgeTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-AdditionalDLUPTNLInformationForHOList

CRITICALITY ignore
EXTENSION AdditionalDLUPTNLInformationForHOList

PRESENCE optional
}|


{ ID id-ULForwardingUP-TNLInformation



CRITICALITY reject
EXTENSION UPTransportLayerInformation




PRESENCE optional
}|

{ ID id-AdditionalULForwardingUPTNLInformation

CRITICALITY reject
EXTENSION UPTransportLayerInformationList



PRESENCE optional
}|


{ ID id-DataForwardingResponseERABList



CRITICALITY ignore
EXTENSION DataForwardingResponseERABList 



PRESENCE optional
}|

{ ID id-RedundantDL-NGU-UP-TNLInformation


CRITICALITY ignore
EXTENSION UPTransportLayerInformation 




PRESENCE optional
}|


{ ID id-UsedRSNInformation






CRITICALITY ignore
EXTENSION RedundantPDUSessionInformation



PRESENCE optional
}|


{ ID id-GlobalRANNodeID 







CRITICALITY ignore
EXTENSION GlobalRANNodeID








PRESENCE optional
}|


{ ID id-Multicast-SupportIndicator





CRITICALITY ignore
EXTENSION Multicast-SupportIndicator







PRESENCE optional
},


...

}

HandoverRequiredTransfer ::= SEQUENCE {


directForwardingPathAvailability

DirectForwardingPathAvailability



OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {HandoverRequiredTransfer-ExtIEs} }
OPTIONAL,


...

}

Not modified
MBSSessionSetupOrModResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Multicast-SupportIndicator ::= ENUMERATED {


true,


...

}

MBS-SessionTNLInfo5GC ::= CHOICE {


locationindependent


SharedNGU-MulticastTNLInformation,


locationdependent


MBS-SessionTNLInfo5GCList,


choice-Extensions

ProtocolIE-SingleContainer { {MBS-SessionTNLInfo5GC-ExtIEs} }

}

Not modified
PathSwitchRequestTransfer ::= SEQUENCE {


dL-NGU-UP-TNLInformation


UPTransportLayerInformation,


dL-NGU-TNLInformationReused


DL-NGU-TNLInformationReused






OPTIONAL,


userPlaneSecurityInformation

UserPlaneSecurityInformation





OPTIONAL,


qosFlowAcceptedList




QosFlowAcceptedList,


iE-Extensions

ProtocolExtensionContainer { {PathSwitchRequestTransfer-ExtIEs} }
OPTIONAL,


...

}

PathSwitchRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-AdditionalDLQosFlowPerTNLInformation



CRITICALITY ignore
EXTENSION QosFlowPerTNLInformationList

PRESENCE optional
}|


{ ID id-RedundantDL-NGU-UP-TNLInformation




CRITICALITY ignore
EXTENSION UPTransportLayerInformation


PRESENCE optional
}|


{ ID id-RedundantDL-NGU-TNLInformationReused



CRITICALITY ignore
EXTENSION DL-NGU-TNLInformationReused


PRESENCE optional
}|


{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation

CRITICALITY ignore
EXTENSION QosFlowPerTNLInformationList

PRESENCE optional
}|


{ ID id-UsedRSNInformation








CRITICALITY ignore
EXTENSION RedundantPDUSessionInformation

PRESENCE optional
}|

{ ID id-GlobalRANNodeID 









CRITICALITY ignore
EXTENSION GlobalRANNodeID






PRESENCE optional
}|


{ ID id-Multicast-SupportIndicator







CRITICALITY ignore
EXTENSION Multicast-SupportIndicator




PRESENCE optional
},


...

}

PathSwitchRequestUnsuccessfulTransfer ::= SEQUENCE {


cause



Cause,


iE-Extensions

ProtocolExtensionContainer { {PathSwitchRequestUnsuccessfulTransfer-ExtIEs} }
OPTIONAL,


...

}
Not modified
PDUSessionResourceModifyResponseTransfer ::= SEQUENCE {


dL-NGU-UP-TNLInformation



UPTransportLayerInformation










OPTIONAL,


uL-NGU-UP-TNLInformation



UPTransportLayerInformation










OPTIONAL,


qosFlowAddOrModifyResponseList


QosFlowAddOrModifyResponseList









OPTIONAL,


additionalDLQosFlowPerTNLInformation
QosFlowPerTNLInformationList









OPTIONAL,


qosFlowFailedToAddOrModifyList


QosFlowListWithCause











OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyResponseTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-AdditionalNGU-UP-TNLInformation




CRITICALITY ignore
EXTENSION UPTransportLayerInformationPairList
PRESENCE optional
}|


{ ID id-RedundantDL-NGU-UP-TNLInformation



CRITICALITY ignore
EXTENSION UPTransportLayerInformation



PRESENCE optional
}|


{ ID id-RedundantUL-NGU-UP-TNLInformation



CRITICALITY ignore
EXTENSION UPTransportLayerInformation



PRESENCE optional
}|


{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation
CRITICALITY ignore
EXTENSION QosFlowPerTNLInformationList



PRESENCE optional
}|


{ ID id-AdditionalRedundantNGU-UP-TNLInformation

CRITICALITY ignore
EXTENSION UPTransportLayerInformationPairList
PRESENCE optional
}|


{ ID id-SecondaryRATUsageInformation




CRITICALITY ignore
EXTENSION SecondaryRATUsageInformation



PRESENCE optional
}|


{ ID id-Multicast-SupportIndicator






CRITICALITY ignore
EXTENSION Multicast-SupportIndicator





PRESENCE optional
}|


{ ID id-MBSSessionSetuporModifyResponseList



CRITICALITY ignore
EXTENSION MBSSessionSetupResponseList



PRESENCE optional
}|


{ ID id-MBSSessionFailedtoSetuporModifyList



CRITICALITY ignore
EXTENSION MBSSessionFailedtoSetupList



PRESENCE optional
},


...

}

Not modified
PDUSessionResourceSetupResponseTransfer ::= SEQUENCE {


dLQosFlowPerTNLInformation



QosFlowPerTNLInformation,


additionalDLQosFlowPerTNLInformation
QosFlowPerTNLInformationList









OPTIONAL,


securityResult






SecurityResult













OPTIONAL,


qosFlowFailedToSetupList



QosFlowListWithCause











OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupResponseTransfer-ExtIEs} }

OPTIONAL,


...

}

PDUSessionResourceSetupResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-RedundantDLQosFlowPerTNLInformation



CRITICALITY ignore
EXTENSION QosFlowPerTNLInformation


PRESENCE optional
 
}|


{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation
CRITICALITY ignore
EXTENSION QosFlowPerTNLInformationList

PRESENCE optional
 
}|


{ ID id-UsedRSNInformation







CRITICALITY ignore
EXTENSION RedundantPDUSessionInformation
PRESENCE optional

}|


{ ID id-GlobalRANNodeID 








CRITICALITY ignore
EXTENSION GlobalRANNodeID





PRESENCE optional

}|


{ ID id-Multicast-SupportIndicator






CRITICALITY ignore
EXTENSION Multicast-SupportIndicator



PRESENCE optional

}|


{ ID id-MBSSessionSetupResponseList





CRITICALITY ignore
EXTENSION MBSSessionSetupResponseList

PRESENCE optional

}|


{ ID id-MBSSessionFailedtoSetupList





CRITICALITY ignore
EXTENSION MBSSessionFailedtoSetupList

PRESENCE optional

},


...

}

Not modified
9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
Not modified

id-MulticastSessionActivationRequestTransfer


ProtocolIE-ID ::= 304

id-MulticastSessionDeactivationRequestTransfer


ProtocolIE-ID ::= 305

id-MulticastSessionUpdateRequestTransfer



ProtocolIE-ID ::= 306

id-MulticastGroupPagingAreaList






ProtocolIE-ID ::= 307

id-Multicast-SupportIndicator






ProtocolIE-ID ::= 309

id-MBSSessionFailedtoSetupList






ProtocolIE-ID ::= 310

id-MBSSessionFailedtoSetuporModifyList




ProtocolIE-ID ::= 311

id-MBSSessionSetupResponseList






ProtocolIE-ID ::= 312

id-MBSSessionSetuporModifyResponseList




ProtocolIE-ID ::= 313

