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Annex A : TP for TS 38.410
5.xx
MT Communication Handling function

The function enables to support CN Based MT data and signalling handling for UEs in RRC_INACTIVE state with extended DRX beyond 10.24s as specified in TS 23.501. 

Not modified
6.xx
MT Communication Handling procedures

The following procedures are used by the NG-RAN node to request the AMF to activate or deactivate the CN based MT communication handling for UEs in RRC_INACTIVE state with long extended DRX beyond 10.24 seconds as specified in TS 23.502 [6], and by the CN to indicate availability of downlink data or downlink signalling to the NG-RAN node.

-
MT Communication Handling procedure.

-
DL Data Notification procedure.

Annex B : TP for TS 38.413
8.3.Y
DL Data Notification

8.3.Y.1
General

This procedure is initiated by the AMF to indicate that there is DL data or DL signaling buffered in 5GC for the UE.

The procedure uses UE associated signalling.

8.3.Y.2
Successful Operation
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Figure 8.5.2.2-1: DL Data Notification 

The AMF initiates the DL Data Notification procedure by sending the DL DATA NOTIFICATION message to the NG-RAN node.

Upon reception of the DL DATA NOTIFICATION message, the NG-RAN node shall perform RAN Paging for the UE in RRC_INACTIVE state.
If the Paging Priority IE is included in the DL DATA NOTIFICATION message, the NG-RAN node shall, if supported, take it into account for paging policy differentiation. 

Not modified
9.2.3.X4
DL DATA NOTIFICATION

This message is sent by the AMF to indicate the there is MT data or signaling buffered in 5GC for the UE.

Direction: AMF ( NG-RAN

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Paging Priority
	O
	
	9.3.1.78
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