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1. Introduction
In RAN3#119bis meeting, the following agreements were made for selective SCG activation:
RAN3 assumes that a UE can be configured to keep a conditional configuration for CPA after CPA execution. The kept CPA conditional configuration is used for subsequent CPC (but with different triggering conditions). This can be revisited based on RAN2 progress.
RAN3 should further analyze the impacts if RAN2 decides to support activation/deactivation of candidate PSCell evaluation after the first time SCG selective activation configuration.
WA: Add a new indication as a sub IE of the Conditional PSCell Addition Information Request IE in the S-NODE ADDITION REQUEST message to indicate that the request is for SCG Selective Activation. It is FFS (up to RAN2 progress) what form the indication will have (an explicit IE or an RRC container).
Note: This WA may be revisited based on RAN2 progress.
For inter-SN SCG selective activation, after CPC execution, the MN needs to notify the source SN and the selected SN of the cell change. FFS how to notify the source SN and the selected SN.
Reuse the following messages to update/modify/cancel the prepared candidate PSCells for SCG Selective Activation:
- SN Modification Request/ SN Modification Request Acknowledge
- SN Modification Required/ SN Modification Confirm
- Conditional PSCell Change Cancel
- SN Change Required/ SN Change Confirm
- SN Release Request / SN Release Request Acknowledge
RAN3 eliminates the option for UPF-based data forwarding thus assuming that the number of PSCell prepared for Selective Activation will be limited and the serving PSCell will not change too often.
Reuse the Xn-U Address Indication message and the Early Status Transfer message to support early data forwarding for SCG Selective Activation. FFS on enhancement and FFS when to use these two messages. 
1. FFS how to indicate whether the associated SCG configuration is a delta with respect to the reference SCG configuration in the S-NODE ADDITION REQUEST ACKNOWLEDGE message.
1. FFS whether to introduce a new indicator in the S-NODE CHANGE REQUIRED message, S-NODE CHANGE CONFIRM message for SN initiated inter-SN selective activation,
1. FFS whether to introduce a new indicator in the S-NODE MODIFICATION REQUIRED message for intra-SN selective activation.
1. FFS whether to introduce a new indicator in the UE CONTEXT SETUP REQUEST message and the UE CONTEXT MODIFICATION REQUEST message to indicate that the request is for selective activation.
1. [bookmark: OLE_LINK1][bookmark: OLE_LINK2]FFS whether to introduce a new indicator or reuse existing indicator in the UE CONTEXT SETUP RESPONSE message and in the UE CONTEXT MODIFICATION RESPONSE message to indicate whether the associated SCG configuration is a delta with respect to the reference SCG configuration.
For the identified FFSs, this paper presents further analysis and corresponding proposals.
2. Discussion
2.1 XnAP aspect
RAN2 agreed to support the following scenarios of SCG selective activation:
· SN initiated intra-SN SCG selective activation
· MN initiated inter-SN SCG selective activation
· SN initiated inter-SN SCG selective activation 
[bookmark: _Hlk131693707]To notify the T-SNs that the request is for Selective Activation, RAN3 in the last two meeting has agreed to add the indicator in the SN Addition Request message and the format of the indication needs to be revisited based on RAN2 progress. RAN2 has not confirmed whether or not to support the coexistence of Rel-17 CPAC and Rel-18 selective activation. Besides, RAN2 is now discussing the renaming of selective activation, which also impacts the naming of the indicator. To support SN initiated inter-SN SCG selective activation, it is also needed to introduce the indicator in the XnAP: S-NODE CHANGE REQUIRED message to notify MN of that the request is for Selective Activation. However, whether to introduce a new indicator in the S-NODE CHANGE CONFIRM message is also dependent on RAN2’s decision on whether to support the coexistence of Rel-17 CPAC and Rel-18 selective activation or not. If the coexistence is not supported, then the existing Conditional PSCell Change Information Confirm IE in the S-NODE CHANGE CONFIRM message can be reused.
Observation 1: The naming of indicator for selective activation is pending on RAN2’s discussion on renaming of selective activation.
Observation 2: The need of a new indicator in the XnAP: S-NODE CHANGE CONFIRM message is dependent on RAN2’s decision on whether to support the coexistence of Rel-17 CPAC and Rel-18 selective activation or not.
Proposal 1: Introduce an indicator in XnAP: S-NODE CHANGE REQUIRED message to notify MN of that the request is for Selective Activation.
the T-SN could generate more than one candidate SCG configuration in a container and send the container to the MN. Since reference configuration is introduced to selective activation, whether the candidate SCG configuration is delta with respect to the SCG reference configuration or not needs to be indicated to MN by the T-SN outside the container. In legacy procedure, the RRC Config Indication IE is used to indicate full config or delta config with respect to the current UE SCG configuration in the granularity of T-SN. However, according to TS 38.473, when CU provide the source cell configuration to DU, the delta configuration is allowed to be prepared by DU. If DU decides to generate the full configuration using the Full Configuration IE to indicate CU. If some DUs of the T-SN decides to generate the full configuration and some not, it is impossible to indicate it is delta or full configuration associated to each SCG configuration to MN. Therefore, it is proposed to introduce the indicator per candidate SCG configuration in S-NODE ADDITION REQUEST ACKNOWLEDGE message to indicate MN of whether the associated SCG configuration is a delta with respect to reference SCG configuration or not.
Proposal 2: Introduce an indicator per candidate SCG configuration in XnAP: S-NODE ADDITION REQUEST ACKNOWLEDGE message to indicate MN of whether the associated SCG configuration is a delta with respect to reference SCG configuration or not.
2.2 F1AP aspect
In our understanding, the similar enhancement should be introduced to F1AP as for XnAP interface to distinguish for the legacy CHO/CPAC preparation, e.g., generate the cell group configuration with respect to the reference configuration or the source cell configuration. Thus, it is proposed to introduce an indicator in UE CONTEXT SETUP REQUEST message and UE CONTEXT MODIFICATION REQUEST to notify DU of that the request is for Selective Activation.
Proposal 4: Introduce an indicator in F1AP: UE CONTEXT SETUP REQUEST message to notify DU of that the request is for Selective Activation.
Proposal 5: Introduce an indicator in F1AP: UE CONTEXT MODIFICATION REQUEST message to notify DU of that the request is for Selective Activation.
In legacy, the DU indicates to the CU of whether the generated the CellGroupConfig IE is full configuration or not using the Full Configuration IE contained in the UE CONTEXT SETUP RESPONSE message and the UE CONTEXT modification RESPONSE message. Even though the reference config is introduced for delta config of SCG configuration for selective activation, the Full Configuration IE could be reused to distinguish the full config or delta config.
Observation 3: The Full Configuration IE contained in the F1AP: UE CONTEXT SETUP RESPONSE message and the UE CONTEXT modification RESPONSE message could be reused to distinguish the full config or delta config for selective activation.
[bookmark: _Toc423019950][bookmark: _Toc423020279][bookmark: _Toc423020296]3. Conclusion
Based on the discussion in this paper, we propose the following:
[bookmark: _Toc423020280]Observation 1: The naming of indicator for selective activation is pending on RAN2’s discussion on renaming of selective activation.
Observation 2: The need of a new indicator in the XnAP: S-NODE CHANGE CONFIRM message is dependent on RAN2’s decision on whether to support the coexistence of Rel-17 CPAC and Rel-18 selective activation or not.
[bookmark: _GoBack]Observation 3: The Full Configuration IE contained in the F1AP: UE CONTEXT SETUP RESPONSE message and the UE CONTEXT modification RESPONSE message could be reused to distinguish the full config or delta config for selective activation.
Proposal 1: Introduce an indicator in XnAP: S-NODE CHANGE REQUIRED message to notify MN of that the request is for Selective Activation.
Proposal 2: Introduce an indicator per candidate SCG configuration in XnAP: S-NODE ADDITION REQUEST ACKNOWLEDGE message to indicate MN of whether the associated SCG configuration is a delta with respect to reference SCG configuration or not.
Proposal 4: Introduce an indicator in F1AP: UE CONTEXT SETUP REQUEST message to notify DU of that the request is for Selective Activation.
Proposal 5: Introduce an indicator in F1AP: UE CONTEXT MODIFICATION REQUEST message to notify DU of that the request is for Selective Activation.
In the following sections, we provide the TPs to TS 38.423 and TS 38.473 BL CRs.
4. TP to TS 38.423 BL CR
[bookmark: _Toc20955193][bookmark: _Toc29991388][bookmark: _Toc36555788][bookmark: _Toc44497498][bookmark: _Toc45107886][bookmark: _Toc45901506][bookmark: _Toc51850585][bookmark: _Toc56693588][bookmark: _Toc64447131][bookmark: _Toc66286625][bookmark: _Toc74151320][bookmark: _Toc88653792][bookmark: _Toc97904148][bookmark: _Toc98868218][bookmark: _Toc105174502][bookmark: _Toc106109339][bookmark: _Toc113825160][bookmark: _Toc120033316]9.1.2.2	S-NODE ADDITION REQUEST ACKNOWLEDGE
This message is sent by the S-NG-RAN node to confirm the M-NG-RAN node about the S-NG-RAN node addition preparation.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	PDU Session Resources Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>PDU Session Resources Admitted To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Response Info – SN terminated IE 
nor the
PDU Session Resource Setup Response Info – MN terminated IE
is present in a PDU Session Resources Admitted to be Added Item IE, abnormal conditions as specified in clause 8.3.1.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Setup Response Info – SN terminated
	O
	
	9.2.1.6
	
	–
	

	>>PDU Session Resource Setup Response Info – MN terminated
	O
	
	9.2.1.8
	
	–
	

	PDU Session Resources Not Admitted List
	O
	
	
	
	YES
	ignore

	>PDU Session Resources Not Admitted List – SN terminated
	O
	
	PDU Session Resources Not Admitted List
9.2.1.3
	
	–
	

	>PDU Session Resources Not Admitted List – MN terminated
	O
	
	PDU Session Resources Not Admitted List
9.2.1.3
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-Config message or the CG-CandidateList message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	reject

	Admitted Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	reject

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID
9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 is enabled.
	YES
	ignore

	Direct Forwarding Path Availability
	O
	
	ENUMERATED (direct path available, …)
	Indicates direct forwarding path is available between the target S-NG-RAN node and source NG-RAN node for intra-system handover or between the target S-NG-RAN node and the source SN. 
	YES
	ignore

	SCG Activation Status
	O
	
	9.2.3.155
	
	YES
	ignore

	Conditional PSCell Addition Information Acknowledge
	O
	
	
	
	YES
	ignore

	>Candidate PSCell List
	
	1
	
	
	–
	

	>>Candidate PSCell Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>PSCell ID
	M
	
	NR CGI 9.2.2.7
	
	–
	

	>>>Delta to Reference
	O
	
	ENUMERATED (true, ...)
	Indicates the associated SCG configuration is a delta with respect to the reference SCG configuration
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no, of PSCell candidate. Value is 8



--------------Next Change---------------
[bookmark: _Toc20955202][bookmark: _Toc29991397][bookmark: _Toc36555797][bookmark: _Toc44497507][bookmark: _Toc45107895][bookmark: _Toc45901515][bookmark: _Toc51850594][bookmark: _Toc56693597][bookmark: _Toc64447140][bookmark: _Toc66286634][bookmark: _Toc74151329][bookmark: _Toc88653801][bookmark: _Toc97904157][bookmark: _Toc98868227][bookmark: _Toc105174511][bookmark: _Toc106109348][bookmark: _Toc113825169][bookmark: _Toc120033325]9.1.2.11	S-NODE CHANGE REQUIRED
This message is sent by the S-NG-RAN node to the M-NG-RAN node to trigger the change of the S-NG-RAN node.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Target S-NG-RAN node ID
	M
	
	Global NG-RAN Node ID
9.2.2.3
	This IE shall be ignored if the Conditional PSCell Change Information Required IE is present.
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDU Session SN Change Required List
	
	0..1
	
	
	YES
	ignore

	>PDU Session SN Change Required Item
	
	1 .. <maxnoofPDUsessions>
	
	NOTE: If the 
PDU Session Resource Change Required Info – SN terminated IE 
is not present in a PDU Session SN Change Required Item IE, abnormal conditions as specified in clause 8.3.5.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Change Required Info – SN terminated
	O
	
	9.2.1.18
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-Config message as defined in subclause 11.2.2 of TS 38.331 [10].
This IE shall be ignored if the Conditional PSCell Change Information Required IE is present.
	YES
	reject

	SCG UE History Information
	O
	
	9.2.3.151
	
	YES
	ignore

	SN Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to PSCell change; S-NG-RAN node provides it in order to enable later analysis of the conditions that led to wrong PSCell change.
	YES
	ignore

	Source PSCell ID
	O
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	YES
	ignore

	Conditional PSCell Change Information Required
	O
	
	
	
	YES
	ignore

	>Multiple Target S-NG-RAN Node List
	
	1
	
	
	–
	

	>>Multiple Target S-NG-RAN Node Item
	
	1 .. <maxnoofTargetSNs>
	
	
	–
	

	>>>Target S-NG-RAN node ID
	M
	
	Global NG-RAN Node ID
9.2.2.3
	
	–
	

	>>>CPC Indicator
	M
	
	ENUMERATED (CPC-initiation, CPC-modification, CPC-cancellation, ...)
	
	–
	

	>>>Maximum Number of PSCells To Prepare
	M
	
	INTEGER (1..8, …)
	Indicates the maximum number of PSCells that the target SN may prepare.
	–
	

	>>>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	Indicates the arrival probability for the UE towards the candidate target SN.
	–
	

	>>>S-NG-RAN node to M-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-Config message as defined in subclause 11.2.2 of TS 38.331 [10].
	
	

	>Selective Activation Information Request
	O
	
	9.2.3.xxx
	This information is used for SCG selective activation. FFS on the details.
Editor’s Note: This may be revisited based on RAN2 progress.
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofTargetSNs
	Maximum no. of the target S-NG-RAN nodes. Value is 8




3GPP
---------------Next Change---------------
[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600][bookmark: _Toc105174886][bookmark: _Toc106109723][bookmark: _Toc113825545][bookmark: _Toc120033702]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-DefaultDRB-Allowed,
//skip unchanged part
	id-UESliceMaximumBitRateList,
	id-PositioningInformation,
	id-ServedCellSpecificInfoReq-NR,
	id-TAINSAGSupportList,
	id-earlyMeasurement,
	id-BeamMeasurementsReportConfiguration,
	id-CoverageModificationCause,
	id-UERLFReportContainerLTEExtension,
	id-ExcessPacketDelayThresholdConfiguration,
	id-SelectiveActivationInfoRequest,
	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAMFRegions,
	maxnoofAoIs,
	maxnoofBPLMNs,
//skip unchanged part
CPACcandidatePSCells-list ::= SEQUENCE (SIZE(1..maxnoofPSCellCandidates)) OF CPACcandidatePSCells-item

CPACcandidatePSCells-item ::= SEQUENCE {
	pscell-id						NR-CGI,
	iE-Extensions					ProtocolExtensionContainer { {CPACcandidatePSCells-item-ExtIEs}}	OPTIONAL,
	...
}

CPACcandidatePSCells-item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

CPCindicator ::= ENUMERATED {cpc-initiation, cpc-modification, cpc-cancellation, ...}

CPAInformationRequest ::= SEQUENCE {
	max-no-of-pscells					INTEGER (1..maxnoofPSCellCandidates, ...),
	cpac-EstimatedArrivalProbability	CHO-Probability 	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { CPAInformationRequest-ExtIEs} } OPTIONAL,
	...
}

CPAInformationRequest-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SelectiveActivationInfoRequest	CRITICALITY ignore	EXTENSION SelectiveActivationInfoRequest	PRESENCE optional},
	...
}

CPAInformationAck ::= SEQUENCE {
	candidate-pscells					CPACcandidatePSCells-list,
	iE-Extensions		ProtocolExtensionContainer { { CPAInformationAck-ExtIEs} } OPTIONAL,
	...
}

CPAInformationAck-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-DeltaToReference	CRITICALITY ignore	EXTENSION DeltaToReference	PRESENCE optional},
	...
}

CPCInformationRequired::= SEQUENCE {
	cpc-target-sn-required-list		CPC-target-SN-required-list,
	iE-Extensions					ProtocolExtensionContainer { {CPCInformationRequired-ExtIEs} } OPTIONAL,
	...
}

CPCInformationRequired-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SelectiveActivationInfoRequest	CRITICALITY ignore	EXTENSION SelectiveActivationInfoRequest	PRESENCE optional},
	...
}

CPC-target-SN-required-list ::= SEQUENCE (SIZE(1..maxnoofTargetSNs)) OF CPC-target-SN-required-list-Item

[bookmark: _Hlk105516194]CPC-target-SN-required-list-Item	::= SEQUENCE {
	target-S-NG-RANnodeID				GlobalNG-RANNode-ID,
	cpc-indicator						CPCindicator,
	max-no-of-pscells					INTEGER (1..maxnoofPSCellCandidates, ...),
	cpac-EstimatedArrivalProbability	CHO-Probability 																	OPTIONAL,
[bookmark: _Hlk105516220]	sN-to-MN-Container					OCTET STRING,
	iE-Extensions						ProtocolExtensionContainer { { CPC-target-SN-required-list-Item-ExtIEs} }	OPTIONAL,
	...
}

CPC-target-SN-required-list-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
//skip unchanged part
DAPSResponseInfo-Item ::= SEQUENCE {
	drbID						DRB-ID,
	dapsResponseIndicator		ENUMERATED {daps-HO-accepted, daps-HO-not-accepted, ...},
	iE-Extensions				ProtocolExtensionContainer { {DAPSResponseInfo-Item-ExtIEs} } OPTIONAL,
	...
}

DAPSResponseInfo-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DeliveryStatus	::= INTEGER (0..4095, ...)

DeltaToReference ::= ENUMERATED {true, ...}

DesiredActNotificationLevel	::= ENUMERATED {none, qos-flow, pdu-session, ue-level, ...}

DefaultDRB-Allowed ::= ENUMERATED {true, false, ...}

DirectForwardingPathAvailability ::= ENUMERATED {direct-path-available, ...}

---------------Next Change---------------
[bookmark: _Toc20955410][bookmark: _Toc29991618][bookmark: _Toc36556021][bookmark: _Toc44497806][bookmark: _Toc45108193][bookmark: _Toc45901813][bookmark: _Toc51850894][bookmark: _Toc56693898][bookmark: _Toc64447442][bookmark: _Toc66286936][bookmark: _Toc74151634][bookmark: _Toc88654108][bookmark: _Toc97904464][bookmark: _Toc98868602][bookmark: _Toc105174888][bookmark: _Toc106109725][bookmark: _Toc113825547][bookmark: _Toc120033704]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
	ProcedureCode,
	ProtocolIE-ID
FROM XnAP-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-handoverPreparation											ProcedureCode ::= 0
id-sNStatusTransfer												ProcedureCode ::= 1
id-handoverCancel												ProcedureCode ::= 2
id-retrieveUEContext											ProcedureCode ::= 3
id-rANPaging													ProcedureCode ::= 4
id-xnUAddressIndication											ProcedureCode ::= 5
id-uEContextRelease												ProcedureCode ::= 6
id-sNGRANnodeAdditionPreparation								ProcedureCode ::= 7
id-sNGRANnodeReconfigurationCompletion							ProcedureCode ::= 8
//skip unchanged part
id-ManagementBasedMDTPLMNModificationList															ProtocolIE-ID ::= 362
id-F1-terminatingIAB-donorIndicator																	ProtocolIE-ID ::= 363
id-TAINSAGSupportList																				ProtocolIE-ID ::= 364
id-SCGreconfigNotification																			ProtocolIE-ID ::= 365
id-earlyMeasurement																					ProtocolIE-ID ::= 366
id-BeamMeasurementsReportConfiguration																ProtocolIE-ID ::= 367
id-CoverageModificationCause																			ProtocolIE-ID ::= 368
id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated									ProtocolIE-ID ::= 369
id-UERLFReportContainerLTEExtension																ProtocolIE-ID ::= 370
id-ExcessPacketDelayThresholdConfiguration															ProtocolIE-ID ::= 371
id-SelectiveActivationInfoRequest																	ProtocolIE-ID ::= xxx
id-DeltaToReference																					ProtocolIE-ID ::= yyy


END
-- ASN1STOP

5. TP to TS 38.473 BL CR
[bookmark: _Toc20955873][bookmark: _Toc29892985][bookmark: _Toc36556922][bookmark: _Toc45832353][bookmark: _Toc51763606][bookmark: _Toc64448772][bookmark: _Toc66289431][bookmark: _Toc74154544][bookmark: _Toc81383288][bookmark: _Toc88657921][bookmark: _Toc97910833][bookmark: _Toc99038553][bookmark: _Toc99730816][bookmark: _Toc105510945][bookmark: _Toc105927477][bookmark: _Toc106110017][bookmark: _Toc113835454][bookmark: _Toc120124301][bookmark: _Toc121161301]9.2.2.1	UE CONTEXT SETUP REQUEST
This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU  gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	reject

	ServCellIndex
	M
	
	INTEGER (0..31,...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	YES
	ignore

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	//skip unchanged part
	
	
	
	
	
	

	SL DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Setup Item IEs
	
	1 .. <maxnoofSLDRBs> 
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	>>SL DRB Information
	
	1
	
	
	YES
	ignore

	>>>SL DRB QoS
	M
	
	PC5 QoS Parameters
9.3.1.122
	
	-
	

	>>>Flows Mapped to SL DRB Item
	
	1 .. <maxnoofPC5QoSFlows>
	
	
	-
	

	>>>>PC5 QoS Flow Identifier
	
	
	9.3.1.121
	
	-
	

	>>RLC mode
	M
	
	9.3.1.27
	
	-
	

	Conditional Inter-DU Mobility Information
	O
	
	
	
	YES
	reject

	>CHO Trigger
	M
	
	ENUMERATED (CHO-initiation, CHO-replace, …)
	
	-
	-

	>Target gNB-DU UE F1AP ID
	C-ifCHOmod
	
	9.3.1.5
	Allocated at the target gNB-DU
	-
	-

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	YES
	ignore

	>Selective Activation Information Request
	O
	
	9.3.1.xxx
	This information is used for SCG selective activation. FFS on the details.
Editor’s Note: This may be revisited based on RAN2 progress.
	YES
	ignore

	Management Based MDT PLMN List
	O 
	
	MDT PLMN List
9.3.1.151
	
	YES
	ignore

	Serving NID
	O
	
	9.3.1.155
	
	YES
	reject

	F1-C Transfer Path
	O
	
	9.3.1.207
	
	YES
	reject

	F1-C Transfer Path NRDC
	O
	
	9.3.1.228
	
	YES
	reject

	//skip unchanged part
	
	
	
	
	
	



---------------Next Change---------------
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This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	SpCell ID
	O
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	ignore

	ServCellIndex
	O
	
	INTEGER (0..31, ...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	YES
	ignore

	DRX Cycle 
	O
	
	DRX Cycle 
9.3.1.24
	
	YES
	ignore

	CU to DU RRC Information

	O

	
	9.3.1.25
	
	YES
	reject

	//skip unchanged part
	
	
	
	
	
	

	SL DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Released Item IEs
	
	1 .. <maxnoofSLDRBs> 
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	Conditional Intra-DU Mobility Information
	O
	
	
	
	YES
	reject

	>CHO Trigger
	M
	
	ENUMERATED (CHO-initiation, CHO-replace, CHO-cancel, …)
	
	-
	-

	[bookmark: _Hlk34836638]>Candidate Cells To Be Cancelled List
	C-ifCHOcancel
	0 .. <maxnoofCellsinCHO>
	
	
	-
	-

	>>Target Cell ID
	M
	
	NR CGI 9.3.1.12
	
	-
	-

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	YES
	ignore

	>Selective Activation Information Request
	O
	
	9.3.1.xxx
	This information is used for SCG selective activation. FFS on the details.
Editor’s Note: This may be revisited based on RAN2 progress.
	YES
	ignore

	F1-C Transfer Path
	O
	
	9.3.1.207
	
	YES
	reject

	SCG Indicator
	O
	
	ENUMERATED(released,...)
	This IE is used at the MN in NR-DC and NE-DC and it indicates the release of an SCG
	YES
	ignore

	//skip unchanged part
	
	
	
	
	
	



---------------Next Change---------------
9.2.3.xxx	Selective Activation Information Request
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	
	
	
	
	



Editor’s note: The name and the encoding of the Selective Activation Information Request IE are FFS.
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
//skip unchanged part
	id-NeedForGapNCSGInfoNR,
	id-NeedForGapNCSGInfoEUTRA,
	id-Source-MRB-ID,
	id-RedCapIndication,
	id-UL-GapFR2-Config,
	id-ConfigRestrictInfoDAPS,
	id-MulticastF1UContextReferenceCU,
	id-TwoPHRModeMCG,
	id-TwoPHRModeSCG,
	id-SelectiveActivationInfoRequest,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofBPLMNsNR,
	maxnoofDLUPTNLInformation,
	maxnoofNrCellBands,
	maxnoofULUPTNLInformation,
	maxnoofQoSFlows,
	maxnoofSliceItems,
	maxnoofSIBTypes,
//skip unchanged part
CompositeAvailableCapacity ::= SEQUENCE {
	cellCapacityClassValue 	CellCapacityClassValue		OPTIONAL,
	capacityValue			CapacityValue,
	iE-Extensions	ProtocolExtensionContainer { { CompositeAvailableCapacity-ExtIEs} } OPTIONAL
}

CompositeAvailableCapacity-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CHO-Probability ::= INTEGER (1..100)

ConditionalInterDUMobilityInformation ::= SEQUENCE {
	cho-trigger						CHOtrigger-InterDU,
	targetgNB-DUUEF1APID			GNB-DU-UE-F1AP-ID							OPTIONAL
		-- This IE shall be present if the cho-trigger IE is present and set to "cho-replace" --,
	iE-Extensions					ProtocolExtensionContainer { { ConditionalInterDUMobilityInformation-ExtIEs} }	OPTIONAL,
	...
}

ConditionalInterDUMobilityInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::={
	{ ID id-EstimatedArrivalProbability		CRITICALITY ignore		EXTENSION CHO-Probability							PRESENCE optional	}|
	{ ID id-SelectiveActivationInfoRequest	CRITICALITY ignore		EXTENSION SelectiveActivationInfoRequest		PRESENCE optional	},
	...
}

ConditionalIntraDUMobilityInformation ::= SEQUENCE {
	cho-trigger						CHOtrigger-IntraDU,
	targetCellsTocancel				TargetCellList								OPTIONAL,
	-- This IE may be present if the cho-trigger IE is present and set to "cho-cancel"
	iE-Extensions					ProtocolExtensionContainer { { ConditionalIntraDUMobilityInformation-ExtIEs} }	OPTIONAL,
	...
}

ConditionalIntraDUMobilityInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::={
	{ ID id-EstimatedArrivalProbability		CRITICALITY ignore		EXTENSION CHO-Probability							PRESENCE optional	}|
	{ ID id-SelectiveActivationInfoRequest	CRITICALITY ignore		EXTENSION SelectiveActivationInfoRequest		PRESENCE optional	},
	...
}

ConfigRestrictInfoDAPS ::= OCTET STRING

ConfiguredTACIndication ::= ENUMERATED {
	true,
	...
}

//skip unchanged part
Search-window-information ::= SEQUENCE {
	expectedPropagationDelay		INTEGER (-3841..3841,...),
	delayUncertainty				INTEGER (1..246,...),
	iE-Extensions					ProtocolExtensionContainer { { Search-window-information-ExtIEs } } OPTIONAL
}

Search-window-information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SerialNumber ::= BIT STRING (SIZE (16))

SIBType-PWS ::=INTEGER (6..8, ...)

SelectiveActivationInfoRequest ::= FFS

SelectedBandCombinationIndex ::= OCTET STRING

SelectedFeatureSetEntryIndex ::= OCTET STRING

CG-ConfigInfo ::= OCTET STRING

ServCellIndex ::= INTEGER (0..31, ...)
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-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	ProcedureCode,
	ProtocolIE-ID

FROM F1AP-CommonDataTypes;


-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-Reset									ProcedureCode ::= 0
id-F1Setup									ProcedureCode ::= 1
id-ErrorIndication							ProcedureCode ::= 2
id-gNBDUConfigurationUpdate					ProcedureCode ::= 3

//skip unchanged part
id-SRSPosRRCInactiveQueryIndication					ProtocolIE-ID ::= 689
id-UlTxDirectCurrentMoreCarrierInformation	        ProtocolIE-ID ::= 690
id-CPACMCGInformation								ProtocolIE-ID ::= 691
id-TwoPHRModeMCG									ProtocolIE-ID ::= 692
id-TwoPHRModeSCG									ProtocolIE-ID ::= 693
id-ExtendedUEIdentityIndexValue						ProtocolIE-ID ::= 694
id-ServingCellMO-List								ProtocolIE-ID ::= 695
id-ServingCellMO-List-Item							ProtocolIE-ID ::= 696
id-ServingCellMO-encoded-in-CGC-List				ProtocolIE-ID ::= 697
id-SelectiveActivationInfoRequest					ProtocolIE-ID ::= xxx

END
-- ASN1STOP 
