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1 Introduction
This paper provides the TPs to TS 38.413, TS 38.423 and TS 38.300 for enhanced NPN phase 2. 
2 TP to TS 38.300 (based on BLCR R3-231978)
16.6.1
General

An SNPN is a network deployed for non-public use which does not rely on network functions provided by a PLMN (see clause 4.8). An SNPN is identified by a PLMN ID and NID (see clause 8.2) broadcast in SIB1.

An SNPN-capable UE supports the SNPN access mode. When the UE is set to operate in SNPN access mode, the UE only selects and registers with SNPNs. When the UE is not set to operate in SNPN access mode, the UE performs normal PLMN selection procedures.

Emergency services and ETWS /CMAS can be supported by SNPNs. An IMS Emergency call support indication is provided per SNPN to inform the UE which SNPN(s) support emergency bearer. In normal service state the indication is provided in the same way as in case of PLMNs (see clause 16.5.2). In limited service state and for emergency services other than eCall over IMS, a UE is informed whether an SNPN of the cell supports emergency services over NG-RAN from a per SNPN broadcast indication (imsEmergencySupportForSNPN). The broadcast indicator for an SNPN may be set to "support" if any AMF of the SNPN supports IMS emergency bearer services.

NR-NR Dual Connectivity within a single SNPN or across SNPNs indicated in the mobility restriction list is supported.

3 TP to TS 38.423 (based on BLCR R3-231977)
8.3.1
S-NG-RAN node Addition Preparation

8.3.1.1
General

The purpose of the S-NG-RAN node Addition Preparation procedure is to request the S-NG-RAN node to allocate resources for dual connectivity operation for a specific UE.
The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: S-NG-RAN node Addition Preparation, successful operation

The M-NG-RAN node initiates the procedure by sending the S-NODE ADDITION REQUEST message to the S-NG-RAN node.

When the M-NG-RAN node sends the S-NODE ADDITION REQUEST message, it shall start the timer TXnDCprep.

The allocation of resources according to the values of the Allocation and Retention Priority IE included in the QoS Flow Level QoS Parameters IE for each QoS flow shall follow the principles specified for the PDU Session Resource Setup procedure in TS 38.413 [5].
The S-NG-RAN node shall choose the ciphering algorithm based on the information in the UE Security Capabilities IE and locally configured priority list of AS encryption algorithms and apply the key indicated in the S-NG-RAN node Security Key IE as specified in TS 33.501 [28].

If the TSC Traffic Characteristics IE is included for a QoS flow in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall behave the same as the NG-RAN node in the PDU Session Resource Setup procedure, specified in TS 38.413 [5].

If the Additional QoS Flow Information IE is included for a QoS flow in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall behave the same as the NG-RAN node in the PDU Session Resource Setup procedure, specified in TS 38.413 [5].

For each GBR QoS flow, if the Alternative QoS Parameters Sets IE is included in the GBR QoS Flow Information IE, the S-NG-RAN node shall, if supported, behave the same as the NG-RAN node in the PDU Session Resource Setup procedure specified in TS 38.413 [5].
For each PDU session, if the Network Instance IE is included in the PDU Session Resource Setup Info – SN terminated IE contained in the PDU Session Resources To Be Added List IE and the Common Network Instance IE is not present, the S-NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [7].

For each GBR QoS flow, if the Offered GBR QoS Flow Information IE is included in the QoS Flows To Be Setup List IE contained in the PDU Session Resource Setup Info – SN terminated IE, the S-NG-RAN node may request the M-NG-RAN node to configure the DRB to which that QoS flow is mapped with MCG resources. 

For each PDU session, if the Non-GBR Resources Offered IE is included in the PDU Session Resource Setup Info – SN terminated IE contained in the PDU Session Resources To Be Added List IE and set to "true", the S-NG-RAN node may request the M-NG-RAN node to configure DRBs to which non-GBR QoS flows of the PDU session are mapped with MCG resources.

For each PDU session, if the Common Network Instance IE is included in the PDU Session Resource Setup Info – SN terminated IE contained in the PDU Session Resources To Be Added List IE, the S-NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [7].

Redundant transmission:

-
For each PDU session, if the Redundant UL NG-U UP TNL Information at UPF IE is included in the PDU Session Resource Setup Info – SN terminated IE, the S-NG-RAN node shall, if supported, use it as the uplink termination point for the user plane data for this PDU session for the redundant transmission and it shall include the Redundant DL NG-U UP TNL Information at NG-RAN IE in the PDU Session Resource Setup Response Info – SN terminated IE as described in TS 23.501 [7].

-
For each PDU session, if the Redundant Common Network Instance IE is included in the PDU Session Resource Setup Info – SN terminated IE the S-NG-RAN node shall, if supported, use it when selecting transport network resource for the redundant transmission as specified in TS 23.501 [7].

-
For each PDU session for which the Redundant QoS Flow Indicator IE is include in QoS Flows To Be Setup List IE contained in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, store and use it as specified in TS 23.501 [7].
-
For each PDU session, if the Redundant PDU Session Information IE is included in the PDU Session Resource Setup Info - SN terminated IE in the S-NODE ADDITION REQUEST message, the S-NODE-RAN node shall, if supported, store the received information in the UE context and setup the redundant user plane resources for the concerned PDU session, as specified in TS 23.501 [7].
-
For each PDU session resource successfully setup for which the Redundant PDU Session Information IE is included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, include the Used RSN Information IE in the PDU Session Resource Setup Response Info – SN terminated IE in the S-NODE ADDITION REQUEST ACKNOWLEDGE message. If the PDU Session Pair ID IE is included in the Redundant PDU Session Information IE, the S-NG-RAN node may store and use it to identify the paired PDU sessions.
If the S-NODE ADDITION REQUEST message contains the Selected PLMN IE or contains both the Selected PLMN IE and the Selected NID IE, the S-NG-RAN node may use the information for RRM purposes.

If the S-NODE ADDITION REQUEST message contains the Expected UE Behaviour IE, the S-NG-RAN node shall, if supported, store this information and may use it to optimize resource allocation.

If the S-NODE ADDITION REQUEST message contains the Mobility Restriction List IE, the S-NG-RAN node, if supported, shall store this information and use it to select an appropriate SCG.

If the S-NODE ADDITION REQUEST message contains the Index to RAT/Frequency Selection Priority IE, the S-NG-RAN node may use it for RRM purposes.

If the S-NG-RAN node is a gNB and the S-NODE ADDITION REQUEST message contains the PCell ID IE, the S-NG-RAN node shall search for the target NR cell among the NR neighbour cells of the PCell indicated, as specified in the TS 37.340 [8].

<Unchanged Text Omitted>

<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
8.3.3
M-NG-RAN node initiated S-NG-RAN node Modification Preparation

8.3.3.1
General

This procedure is used to enable an M-NG-RAN node to request an S-NG-RAN node to either modify the UE context at the S-NG-RAN node or to query the current SCG configuration for supporting delta signalling in M-NG-RAN node initiated S-NG-RAN node change, or to provide the S-RLF-related information to the S-NG-RAN node.

The procedure uses UE-associated signalling.

8.3.3.2
Successful Operation
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Figure 8.3.3.2-1: M-NG-RAN node initiated S-NG-RAN node Modification Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUEST message to the S-NG-RAN node.

When the M-NG-RAN node sends the S-NODE MODIFICATION REQUEST message, it shall start the timer TXnDCprep.

The S-NODE MODIFICATION REQUEST message may contain

-
within the UE Context Information IE;

-
PDU session resources to be added within the PDU Session Resources To Be Added Item IE;

-
PDU session resources to be modified within the PDU Session Resources To Be Modified Item IE;

-
PDU session resources to be released within the PDU Session Resources To Be Released Item IE;

-
the S-NG-RAN node Security Key IE;

-
the S-NG-RAN node UE Aggregate Maximum Bit Rate IE;

-
the M-NG-RAN node to S-NG-RAN node Container IE;

-
the PDCP Change Indication IE;

-
the SCG Configuration Query IE;

-
the Requested split SRBs IE;
-
the Requested split SRBs release IE;
-
the Requested fast MCG recovery via SRB3 IE;

-
the Requested fast MCG recovery via SRB3 Release IE;
-
the Additional DRB IDs IE;

-
the MR-DC Resource Coordination Information IE.
If the S-NODE MODIFICATION REQUEST message contains the Selected PLMN IE or contains both the Selected PLMN IE and the Selected NID IE, the S-NG-RAN node may use the information for RRM purposes.

If the S-NODE MODIFICATION REQUEST message contains the Mobility Restriction List IE, the S-NG-RAN node shall
-
replace the previously provided Mobility Restriction List by the received Mobility Restriction List in the UE context;
-
use this information to select an appropriate SCG.

<Unchanged Text Omitted>

<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
9.1.2.1
S-NODE ADDITION REQUEST
This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation of resources for dual connectivity operation for a specific UE.
Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.3.49
	
	YES
	reject

	S-NG-RAN node Security Key
	M
	
	9.2.3.51
	
	YES
	reject

	S-NG-RAN node UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate
9.2.3.17
	The UE Aggregate Maximum Bit Rate is split into M-NG-RAN node UE Aggregate Maximum Bit Rate and S-NG-RAN node UE Aggregate Maximum Bit Rate which are enforced by M-NG-RAN node and S-NG-RAN node respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	YES
	reject

	PDU Session Resources To Be Added List
	
	1
	
	
	YES
	reject

	>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Info – SN terminated IE 
nor the

PDU Session Resource Setup Info – MN terminated IE
is present in a PDU Session Resources To Be Added Item IE, abnormal conditions as specified in clause 8.3.1.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>PDU Session Resource Setup Info – SN terminated
	O
	
	9.2.1.5
	
	–
	

	>>PDU Session Resource Setup Info – MN terminated
	O
	
	9.2.1.7
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2 of TS 38.331 [10]
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Expected UE Behaviour
	O
	
	9.2.3.81
	
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	reject

	PCell ID
	O
	
	Global NG-RAN Cell Identity

9.2.2.27
	
	YES
	reject

	Desired Activity Notification Level
	O
	
	9.2.3.77
	
	YES
	ignore

	Available DRB IDs
	C-ifSNterminated
	
	DRB List

9.2.1.29
	Indicates the list of DRB IDs that the S-NG-RAN node may use for SN-terminated bearers.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Uplink
	O
	
	Bit Rate

9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Uplink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Uplink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions. If the S-NG-RAN node Maximum Integrity Protected Data Rate Downlink IE is not present, this IE applies to both UL and DL.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Downlink
	O
	
	Bit Rate

9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Downlink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Downlink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions.
	YES
	reject

	Location Information at S-NODE reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s Location Information at S-NODE is to be provided.
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.32
	
	YES
	ignore

	NE-DC TDM Pattern
	O
	
	9.2.2.38
	
	YES
	ignore

	SN Addition Trigger Indication
	O
	
	ENUMERATED (SN change, inter-MN HO, intra-MN HO, ...)
	This IE indicates the trigger for S-NG-RAN node Addition Preparation procedure
	YES
	reject

	Trace Activation
	O
	
	9.2.3.55
	
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.2.3.138
	
	YES
	reject

	Source NG-RAN Node ID
	O
	
	Global NG-RAN Node ID

9.2.2.3
	The NG-RAN Node ID of the source NG-RAN node or the source SN.
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.2.3.133
	
	YES
	ignore

	UE History Information
	O
	
	9.2.3.64
	
	YES
	ignore

	UE History Information from the UE
	O
	
	9.2.3.110
	
	YES
	ignore

	PSCell Change History
	O
	
	ENUMERATED (reporting full history, ...)
	
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	No PDU Session Indication 
	O
	
	ENUMERATED (true, ...)
	This IE applies only if the UE is an IAB-MT.
	YES
	ignore

	CHO Information SN Addition
	O
	
	
	
	YES
	reject

	>Source M-NG-RAN node ID
	M
	
	Global NG-RAN Node ID
9.2.2.3
	
	–
	

	>Source M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the source M-NG-RAN node
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	–
	

	SCG Activation Request
	O
	
	9.2.3.154
	
	YES
	ignore

	Conditional PSCell Addition Information Request
	O
	
	
	
	YES
	reject

	>Maximum Number of PSCells To Prepare
	M
	
	INTEGER (1..8, ...)


	Indicates the maximum number of PSCells that the target SN may prepare.
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	Indicates the arrival probability for the UE towards the candidate target SN.
	–
	

	S-NG-RAN node UE Slice Maximum Bit Rate
	O
	
	UE Slice Maximum Bit Rate List
9.2.3.167
	This IE indicates the S-NG-RAN node portion of the UE Slice Aggregate Maximum Bit Rate as specified in TS 23.501 [7]
	YES
	reject

	F1-terminating IAB-donor Indicator
	O
	
	ENUMERATED (true, ...)
	This IE applies only if the UE is an IAB-MT.
	YES
	reject

	Selected NID
	O
	NID

9.2.2.65
	
	This IE, together with the Selected PLMN IE, indicates the SNPN of the SCG in the S-NG-RAN node.
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256


	Condition
	Explanation

	ifSNterminated
	This IE shall be present if there is at least one PDU Session Resource Setup Info – SN terminated in the PDU Session Resources To Be Added List IE.


<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
9.1.2.5
S-NODE MODIFICATION REQUEST

This message is sent by the M-NG-RAN node to the S-NG-RAN node to either request the preparation to modify S-NG-RAN node resources for a specific UE, or to query for the current SCG configuration, or to provide the S-RLF-related information to the S-NG-RAN node.

Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID 9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	
	YES
	ignore

	SCG Configuration Query
	O
	
	9.2.3.27
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	9.2.3.49
	
	–
	

	>S-NG-RAN node Security Key
	O
	
	9.2.3.51
	
	–
	

	>S-NG-RAN node UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate

9.2.3.17
	
	–
	

	>Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	>Lower Layer presence status change
	O
	
	9.2.3.60
	
	–
	

	>PDU Session Resources To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Info – SN terminated IE 

nor the

PDU Session Resource Setup Info – MN terminated IE
is present in a PDU Session Resources To Be Added Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate

9.2.3.69
	
	–
	

	>>>PDU Session Resource Setup Info – SN terminated
	O
	
	9.2.1.5
	
	–
	

	>>>PDU Session Resource Setup Info – MN terminated
	O
	
	9.2.1.7
	
	–
	

	>>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.2.3.82
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	>PDU Session Resources To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Info – SN terminated IE 

nor the

PDU Session Resource Modification Info – MN terminated IE
is present in a PDU Session Resources To Be Modified Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate

9.2.3.69
	
	–
	

	>>>PDU Session Resource Modification Info – SN terminated
	O
	
	9.2.1.9
	
	–
	

	>>>PDU Session Resource Modification Info – MN terminated
	O
	
	9.2.1.11
	
	–
	

	>>>S-NSSAI
	O
	
	9.2.3.21
	
	YES
	reject

	>>>PDU Session Expected UE Activity Behaviour
	O
	
	Expected UE Activity Behaviour
9.2.3.82
	Expected UE Activity Behaviour for the PDU Session.
	YES
	ignore

	>PDU Session Resources To Be Released List
	O
	
	PDU session List with Cause

9.2.1.26
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2. of TS 38.331 [10].
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	ignore

	Requested Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested to be released.
	YES
	ignore

	Desired Activity Notification Level
	O
	
	9.2.3.77
	
	YES
	ignore

	Additional DRB IDs
	O
	
	DRB List

9.2.1.29
	Indicates additional list of DRB IDs that the S-NG-RAN node may use for SN-terminated bearers.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Uplink
	O
	
	Bit Rate

9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Uplink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Uplink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions. If the S-NG-RAN node Maximum Integrity Protected Data Rate Downlink IE is not present, this IE applies to both UL and DL.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Downlink
	O
	
	Bit Rate

9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Downlink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Downlink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions.
	YES
	reject

	Location Information at S-NODE reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s Location Information at S-NODE is to be provided.
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	PCell ID
	O
	
	Global NG-RAN Cell Identity

9.2.2.27
	
	YES
	reject

	NE-DC TDM Pattern
	O
	
	9.2.2.38
	
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	Requested Fast MCG recovery via SRB3 Release
	O
	
	ENUMERATED (true, ...)
	Indicates that resources for fast MCG recovery via SRB3 are requested to be released.
	YES
	ignore

	SN triggered
	O
	
	ENUMERATED (TRUE ...)
	
	YES
	ignore

	Target Node ID
	O
	
	Global NG-RAN Node ID

9.2.2.3
	Indicates the target node ID of the handover procedure decided by the M-NG-RAN node.
	YES
	ignore

	PSCell History Information Retrieve
	O
	
	ENUMERATED (query, ...)
	Indicates that the SN UE history information is requested.
	YES
	ignore

	UE History Information from the UE
	O
	
	9.2.3.110
	
	YES
	ignore

	CHO Information SN Modification
	O
	
	
	
	YES
	ignore

	>Conditional Reconfiguration
	M
	
	ENUMERATED (intra-MN-CHO, ...)
	
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	–
	

	SCG Activation Request
	O
	
	9.2.3.154
	
	YES
	ignore

	Conditional PSCell Addition Information Modification Request
	O
	
	
	This IE may be sent to the target SN.
	YES
	ignore

	>Maximum Number of PSCells To Prepare
	O
	
	INTEGER (1..8, ...)


	Indicates the maximum number of PSCells that the target SN may prepare.
	–
	

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	Indicates the arrival probability for the UE towards the candidate target SN.
	
	

	Conditional PSCell Change Information Update
	O
	
	
	This IE may be sent to the source SN.
	YES
	ignore

	>Multiple Target S-NG-RAN Node List
	
	1
	
	
	–
	

	>>Multiple Target S-NG-RAN Node Item
	
	1 .. <maxnoofTargetSNs>
	
	
	–
	

	>>>Target S-NG-RAN node ID
	M
	
	Global NG-RAN Node ID

9.2.2.3
	
	–
	

	>>>Candidate PSCell List
	
	1
	
	
	–
	

	>>>>Candidate PSCell Item
	
	1 .. <maxnoofPSCellCandidate>
	
	
	–
	

	>>>>>PSCell ID
	M
	
	NR CGI 9.2.2.7
	
	–
	

	S-NG-RAN node UE Slice Maximum Bit Rate
	O
	
	UE Slice Maximum Bit Rate List
9.2.3.167
	This IE indicates the S-NG-RAN node portion of the UE Slice Aggregate Maximum Bit Rate as specified in TS 23.501 [7]
	YES
	ignore

	Management Based MDT PLMN Modification List
	O
	
	MDT PLMN Modification List
9.2.3.169
	
	YES
	Ignore

	Selected NID
	O
	NID

9.2.2.65
	
	This IE, together with the Selected PLMN IE, indicates the SNPN of the SCG in the S-NG-RAN node.
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no. of PSCell candidates. Value is 8

	maxnoofTargetSNs
	Maximum no. of the target S-NG-RAN nodes. Value is 8


<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
9.3.4
PDU Definitions

<Unchanged Text Omitted>

SNodeAdditionRequest-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-M-NG-RANnodeUEXnAPID



CRITICALITY reject

TYPE NG-RANnodeUEXnAPID







PRESENCE mandatory}|


{ ID id-UESecurityCapabilities



CRITICALITY reject

TYPE UESecurityCapabilities





PRESENCE mandatory}|


{ ID id-s-ng-RANnode-SecurityKey


CRITICALITY reject

TYPE S-NG-RANnode-SecurityKey




PRESENCE mandatory}|

{ ID id-S-NG-RANnodeUE-AMBR




CRITICALITY reject

TYPE UEAggregateMaximumBitRate




PRESENCE mandatory}|


{ ID id-selectedPLMN





CRITICALITY ignore

TYPE PLMN-Identity








PRESENCE optional }|


{ ID id-MobilityRestrictionList



CRITICALITY ignore

TYPE MobilityRestrictionList





PRESENCE optional }|

{ ID id-indexToRatFrequSelectionPriority
CRITICALITY reject

TYPE RFSP-Index









PRESENCE optional }|


{ ID id-PDUSessionToBeAddedAddReq


CRITICALITY reject

TYPE PDUSessionToBeAddedAddReq




PRESENCE mandatory}|


{ ID id-MN-to-SN-Container




CRITICALITY reject

TYPE OCTET STRING








PRESENCE mandatory}|


{ ID id-S-NG-RANnodeUEXnAPID



CRITICALITY reject

TYPE NG-RANnodeUEXnAPID







PRESENCE optional }|


{ ID id-ExpectedUEBehaviour




CRITICALITY ignore

TYPE ExpectedUEBehaviour






PRESENCE optional }|


{ ID id-requestedSplitSRB




CRITICALITY reject

TYPE SplitSRBsTypes








PRESENCE optional }|


{ ID id-PCellID







CRITICALITY reject

TYPE GlobalNG-RANCell-ID






PRESENCE optional }|


{ ID id-DesiredActNotificationLevel


CRITICALITY ignore

TYPE DesiredActNotificationLevel



PRESENCE optional }|


{ ID id-AvailableDRBIDs





CRITICALITY reject

TYPE DRB-List









PRESENCE conditional}

 -- The IE shall be present if there is at least one  PDUSessionResourceSetupInfo-SNterminated included --|


{ ID id-S-NG-RANnodeMaxIPDataRate-UL

CRITICALITY reject

TYPE BitRate









PRESENCE optional }|


{ ID id-S-NG-RANnodeMaxIPDataRate-DL

CRITICALITY reject

TYPE BitRate









PRESENCE optional }|


{ ID id-LocationInformationSNReporting

CRITICALITY ignore

TYPE LocationInformationSNReporting


PRESENCE optional }|


{ ID id-MR-DC-ResourceCoordinationInfo

CRITICALITY ignore

TYPE MR-DC-ResourceCoordinationInfo


PRESENCE optional }|


{ ID id-MaskedIMEISV





CRITICALITY ignore

TYPE MaskedIMEISV








PRESENCE optional }|


{ ID id-NE-DC-TDM-Pattern




CRITICALITY ignore

TYPE NE-DC-TDM-Pattern







PRESENCE optional }|


{ ID id-S-NG-RANnode-Addition-Trigger-Ind
CRITICALITY reject

TYPE S-NG-RANnode-Addition-Trigger-Ind

PRESENCE optional }|


{ ID id-TraceActivation





CRITICALITY ignore

TYPE TraceActivation







PRESENCE optional }|


{ ID id-RequestedFastMCGRecoveryViaSRB3

CRITICALITY ignore

TYPE RequestedFastMCGRecoveryViaSRB3


PRESENCE optional }|


{ ID id-UERadioCapabilityID




CRITICALITY reject

TYPE UERadioCapabilityID






PRESENCE optional }|


{ ID id-SourceNG-RAN-node-ID



CRITICALITY ignore

TYPE GlobalNG-RANNode-ID






PRESENCE optional }|


{ ID id-ManagementBasedMDTPLMNList


CRITICALITY ignore

TYPE MDTPLMNList








PRESENCE optional }|


{ ID id-UEHistoryInformation



CRITICALITY ignore

TYPE UEHistoryInformation






PRESENCE optional }|


{ ID id-UEHistoryInformationFromTheUE

CRITICALITY ignore

TYPE UEHistoryInformationFromTheUE



PRESENCE optional }|


{ ID id-PSCellChangeHistory




CRITICALITY ignore

TYPE PSCellChangeHistory






PRESENCE optional }|

{ ID id-IABNodeIndication




CRITICALITY reject

TYPE IABNodeIndication







PRESENCE optional }|


{ ID id-NoPDUSessionIndication



CRITICALITY ignore

TYPE NoPDUSessionIndication





PRESENCE optional }|

{ ID id-CHOinformation-AddReq



CRITICALITY reject

TYPE CHOinformation-AddReq





PRESENCE optional }|


{ ID id-SCGActivationRequest



CRITICALITY ignore

TYPE SCGActivationRequest






PRESENCE optional }|


{ ID id-CPAInformationRequest



CRITICALITY reject

TYPE CPAInformationRequest





PRESENCE optional }|


{ ID id-S-NG-RANnodeUE-Slice-MBR



CRITICALITY reject

TYPE UESliceMaximumBitRateList




PRESENCE optional }|


{ ID id-F1-terminatingIAB-donorIndicator

CRITICALITY reject

TYPE F1-terminatingIAB-donorIndicator


PRESENCE optional }|

{ ID id-SelectedNID







CRITICALITY
ignore

TYPE NID











PRESENCE optional },

...

}

<Unchanged Text Omitted>

SNodeModificationRequest-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-M-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-S-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-Cause








CRITICALITY ignore

TYPE Cause










PRESENCE mandatory}|


{ ID id-PDCPChangeIndication




CRITICALITY ignore

TYPE PDCPChangeIndication





PRESENCE optional }|


{ ID id-selectedPLMN






CRITICALITY ignore

TYPE PLMN-Identity








PRESENCE optional }|


{ ID id-MobilityRestrictionList




CRITICALITY ignore

TYPE MobilityRestrictionList




PRESENCE optional }|

{ ID id-SCGConfigurationQuery




CRITICALITY ignore

TYPE SCGConfigurationQuery





PRESENCE optional }|


{ ID id-UEContextInfo-SNModRequest



CRITICALITY reject

TYPE UEContextInfo-SNModRequest



PRESENCE optional }|


{ ID id-MN-to-SN-Container





CRITICALITY ignore

TYPE OCTET STRING








PRESENCE optional }|


{ ID id-requestedSplitSRB





CRITICALITY ignore

TYPE SplitSRBsTypes








PRESENCE optional }|


{ ID id-requestedSplitSRBrelease



CRITICALITY ignore

TYPE SplitSRBsTypes








PRESENCE optional }|


{ ID id-DesiredActNotificationLevel



CRITICALITY ignore

TYPE DesiredActNotificationLevel



PRESENCE optional }|


{ ID id-AdditionalDRBIDs





CRITICALITY reject

TYPE DRB-List









PRESENCE optional }|


{ ID id-S-NG-RANnodeMaxIPDataRate-UL


CRITICALITY reject

TYPE BitRate









PRESENCE optional }|


{ ID id-S-NG-RANnodeMaxIPDataRate-DL


CRITICALITY reject

TYPE BitRate









PRESENCE optional }|


{ ID id-LocationInformationSNReporting


CRITICALITY ignore

TYPE LocationInformationSNReporting


PRESENCE optional }|


{ ID id-MR-DC-ResourceCoordinationInfo


CRITICALITY ignore

TYPE MR-DC-ResourceCoordinationInfo


PRESENCE optional }|


{ ID id-PCellID








CRITICALITY reject

TYPE GlobalNG-RANCell-ID






PRESENCE optional }|


{ ID id-NE-DC-TDM-Pattern





CRITICALITY ignore

TYPE NE-DC-TDM-Pattern






PRESENCE optional}|


{ ID id-RequestedFastMCGRecoveryViaSRB3


CRITICALITY ignore

TYPE RequestedFastMCGRecoveryViaSRB3


PRESENCE optional }|


{ ID id-RequestedFastMCGRecoveryViaSRB3Release
CRITICALITY ignore

TYPE RequestedFastMCGRecoveryViaSRB3Release
PRESENCE optional }|


{ ID id-SNTriggered







CRITICALITY ignore

TYPE SNTriggered








PRESENCE optional }|


{ ID id-TargetNodeID






CRITICALITY ignore

TYPE GlobalNG-RANNode-ID






PRESENCE optional }|


{ ID id-PSCellHistoryInformationRetrieve

CRITICALITY ignore

TYPE PSCellHistoryInformationRetrieve

PRESENCE optional }|


{ ID id-UEHistoryInformationFromTheUE


CRITICALITY ignore

TYPE UEHistoryInformationFromTheUE


PRESENCE optional }|


{ ID id-CHOinformation-ModReq




CRITICALITY ignore

TYPE CHOinformation-ModReq





PRESENCE optional }|


{ ID id-SCGActivationRequest




CRITICALITY ignore

TYPE SCGActivationRequest





PRESENCE optional }|

{ ID id-CPAInformationModReq




CRITICALITY ignore

TYPE CPAInformationModReq





PRESENCE optional }|


{ ID id-CPCInformationUpdate




CRITICALITY ignore

TYPE CPCInformationUpdate





PRESENCE optional }|


{ ID id-S-NG-RANnodeUE-Slice-MBR




CRITICALITY ignore

TYPE UESliceMaximumBitRateList




PRESENCE optional }|


{ ID id-ManagementBasedMDTPLMNModificationList
CRITICALITY
ignore

TYPE MDTPLMNModificationList




PRESENCE optional }|

{ ID id-SelectedNID







CRITICALITY
ignore

TYPE NID










PRESENCE optional },

...

}

<Unchanged Text Omitted>

9.3.7
Constant definitions

<Unchanged Text Omitted>

id-UEAssistantIdentifier


















ProtocolIE-ID ::= 361

id-ManagementBasedMDTPLMNModificationList














ProtocolIE-ID ::= 362

id-F1-terminatingIAB-donorIndicator
















ProtocolIE-ID ::= 363

id-TAINSAGSupportList



















ProtocolIE-ID ::= 364

id-SCGreconfigNotification


















ProtocolIE-ID ::= 365

id-earlyMeasurement




















ProtocolIE-ID ::= 366
id-BeamMeasurementsReportConfiguration















ProtocolIE-ID ::= 367
id-CoverageModificationCause


















ProtocolIE-ID ::= 368

id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated








ProtocolIE-ID ::= 369

id-UERLFReportContainerLTEExtension















ProtocolIE-ID ::= 370
id-ExcessPacketDelayThresholdConfiguration














ProtocolIE-ID ::= 371
id-EquivalentSNPNs




















ProtocolIE-ID ::= 999 -- to be allocated
id-SelectedNID





















ProtocolIE-ID ::= yyy
4 TP to TS 38.413 (based on BLCR R3-231979)
9.2.5.1
INITIAL UE MESSAGE

This message is sent by the NG-RAN node to transfer the initial layer 3 message to the AMF over the NG interface.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	reject

	RRC Establishment Cause
	M
	
	9.3.1.111
	
	YES
	ignore

	5G-S-TMSI
	O
	
	9.3.3.20
	
	YES
	reject

	AMF Set ID
	O
	
	9.3.3.12
	
	YES
	ignore

	UE Context Request
	O
	
	ENUMERATED (requested, ...)
	
	YES
	ignore

	Allowed NSSAI
	O
	
	9.3.1.31
	
	YES
	reject

	Source to Target AMF Information Reroute
	O
	
	9.3.3.27
	
	YES
	ignore

	Selected PLMN Identity
	O
	
	PLMN Identity
9.3.3.5
	Indicates the selected PLMN id for the non-3GPP access.
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	Indication of an IAB node
	YES
	reject

	CE-mode-B Support Indicator
	O
	
	9.3.1.156
	
	YES
	reject

	LTE-M Indication
	O
	
	9.3.1.157
	
	YES
	ignore

	EDT Session
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	Authenticated Indication
	O
	
	ENUMERATED (true, …)
	Indicates the FN-RG has been authenticated by the access network.
	YES
	ignore

	NPN Access Information
	O
	
	9.3.3.46
	
	YES
	reject

	RedCap Indication
	O
	
	9.3.1.228
	
	YES
	ignore

	Selected NID
	O
	
	NID

9.3.3.42
	Indicates the selected SNPN Identity together with the Selected PLMN Identity IE for the non-3GPP access.
	YES
	ignore


<Unchanged Text Omitted>
9.4.4
PDU Definitions

<Unchanged Text Omitted>

InitialUEMessage-IEs NGAP-PROTOCOL-IES ::= {


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-NAS-PDU








CRITICALITY reject
TYPE NAS-PDU









PRESENCE mandatory
}|


{ ID id-UserLocationInformation




CRITICALITY reject
TYPE UserLocationInformation





PRESENCE mandatory
}|


{ ID id-RRCEstablishmentCause




CRITICALITY ignore
TYPE RRCEstablishmentCause





PRESENCE mandatory
}|


{ ID id-FiveG-S-TMSI






CRITICALITY reject
TYPE FiveG-S-TMSI








PRESENCE optional

}|


{ ID id-AMFSetID







CRITICALITY ignore
TYPE AMFSetID









PRESENCE optional

}|


{ ID id-UEContextRequest





CRITICALITY ignore
TYPE UEContextRequest







PRESENCE optional

}|


{ ID id-AllowedNSSAI






CRITICALITY reject
TYPE AllowedNSSAI








PRESENCE optional

}|


{ ID id-SourceToTarget-AMFInformationReroute
CRITICALITY ignore
TYPE SourceToTarget-AMFInformationReroute
PRESENCE optional

}|


{ ID id-SelectedPLMNIdentity




CRITICALITY ignore
TYPE PLMNIdentity








PRESENCE optional

}|


{ ID id-IABNodeIndication





CRITICALITY reject
TYPE IABNodeIndication







PRESENCE optional

}|


{ ID id-CEmodeBSupport-Indicator



CRITICALITY reject
TYPE CEmodeBSupport-Indicator




PRESENCE optional

}|


{ ID id-LTEM-Indication






CRITICALITY ignore
TYPE LTEM-Indication







PRESENCE optional

}|


{ ID id-EDT-Session







CRITICALITY ignore
TYPE EDT-Session








PRESENCE optional

}|


{ ID id-AuthenticatedIndication




CRITICALITY ignore
TYPE AuthenticatedIndication





PRESENCE optional

}|


{ ID id-NPN-AccessInformation




CRITICALITY reject
TYPE NPN-AccessInformation





PRESENCE optional

}|


{ ID id-RedCapIndication





CRITICALITY ignore
TYPE RedCapIndication







PRESENCE optional

}|

{ ID id-SelectedNID



CRITICALITY ignore
TYPE NID







         PRESENCE optional

},

...

}

<Unchanged Text Omitted>

9.4.7
Constant Definitions

<Unchanged Text Omitted>

id-HFCNode-ID-new









ProtocolIE-ID ::= 362


id-GlobalCable-ID-new








ProtocolIE-ID ::= 363


id-TargetHomeENB-ID









ProtocolIE-ID ::= 364

id-Selected-SNPN-Identity






ProtocolIE-ID ::= XXX


id-EquivalentSNPNsList                                      
ProtocolIE-ID ::= YYY

id-SelectedNID









ProtocolIE-ID ::= ZZZ
