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Attachments:	
1	Overall description
RAN3 would like to thank RAN2 for the LS on the use of PEI during an emergency PDU session. RAN3 discussed the issue raised by RAN2 and made the following conclusions. 

RAN3 expects to have a consistent treatment and unified solution for handling CN assigned and UE-ID based subgrouping during active emergency PDU session to meet the requirements stated in TS 24.501 for the power saving mechanisms and to reduce the PEI latency. RAN3 considers to have a simple disable indication in the following messages to disable the PEI during the emergency PDU session.  
· in NGAP: PAGING message from the AMF to the gNBs for the UE in RRC_IDLE state.
· in XnAP: RAN PAGING message from the last serving gNB to the receiving gNB for the UE in RRC_INACTIVE state.  

RAN3 considers that the network interface specification impact is limited, and kindly ask other groups to take agreements into account for their own work. 
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2	Actions
To SA2 and RAN2: 
ACTION: 	RAN3 respectfully asks SA2 and RAN2 to take the above into account, and provide feedback if any. 

3	Dates of next RAN3 meetings
Updated meeting schedule can be found at: https://portal.3gpp.org/?tbid=373&SubTB=381#/ 
RAN3#121		2023-08-21 - 2023-08-25		Toulouse, FR
RAN3#121bis		2023-10-09 - 2023-10-13		Xiamen, CN




