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According to the specification, this might result in a UE AP ID inconsistency, and ng-eNB, without knowing that the connection is moved to a new AMF, may reject the CP Connection Establishment Indication procedure due to the UE AP IDs consistency check. 
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START OF CHANGE
[bookmark: _Toc45651906][bookmark: _Toc45658338][bookmark: _Toc45720158][bookmark: _Toc45798038][bookmark: _Toc45897427][bookmark: _Toc51745627][bookmark: _Toc64445891][bookmark: _Toc73981761][bookmark: _Toc88651850][bookmark: _Toc97890893][bookmark: _Toc99122968][bookmark: _Toc99661771]8.3.6	Connection Establishment Indication
[bookmark: _Toc45651907][bookmark: _Toc45658339][bookmark: _Toc45720159][bookmark: _Toc45798039][bookmark: _Toc45897428][bookmark: _Toc51745628][bookmark: _Toc64445892][bookmark: _Toc73981762][bookmark: _Toc88651851][bookmark: _Toc97890894][bookmark: _Toc99122969][bookmark: _Toc99661772]8.3.6.1	General
The purpose of the Connection Establishment Indication procedure is to enable the AMF to complete the establishment of the UE-associated logical NG-connection. The procedure uses UE-associated signalling. This procedure applies only if the NG-RAN node is an ng-eNB.
[bookmark: _Toc45651908][bookmark: _Toc45658340][bookmark: _Toc45720160][bookmark: _Toc45798040][bookmark: _Toc45897429][bookmark: _Toc51745629][bookmark: _Toc64445893][bookmark: _Toc73981763][bookmark: _Toc88651852][bookmark: _Toc97890895][bookmark: _Toc99122970][bookmark: _Toc99661773]8.3.6.2	Successful Operation


Figure 8.3.6.2-1: Connection Establishment Indication procedure. Successful operation.
The AMF initiates the procedure by sending a CONNECTION ESTABLISHMENT INDICATION message to the NG-RAN node.
If the UE-associated logical NG-connection is not established, the AMF shall allocate a unique AMF UE NGAP ID to be used for the UE and include it in the CONNECTION ESTABLISHMENT INDICATION message.
If the UE Radio Capability IE is included in the CONNECTION ESTABLISHMENT INDICATION message, the NG-RAN node shall store this information in the UE context, and use it as defined in TS 38.300 [8].
If the End Indication IE is included in the CONNECTION ESTABLISHMENT INDICATION message and set to "no further data", the NG-RAN node shall consider that there are no further NAS PDUs to be transmitted for this UE.
If the S-NSSAI IE is contained in the CONNECTION ESTABLISHMENT INDICATION message, the NG-RAN node shall store this information in the UE context, and use it as specified in TS 23.501 [9].
If the Allowed NSSAI IE is contained in the CONNECTION ESTABLISHMENT INDICATION message, the NG-RAN node shall store this information in the UE context, and use it as specified in TS 23.501 [9].
[bookmark: _Toc534711576]If the UE Differentiation Information IE is included in the CONNECTION ESTABLISHMENT INDICATION message, the NG-RAN node shall, if supported, store this information in the UE context for further use according to TS 23.501 [9].
If the DL CP Security Information IE is included in the CONNECTION ESTABLISHMENT INDICATION message, the NG-RAN node shall forward this information to the UE as described in TS 36.300 [17].
If the NB-IoT UE Priority IE is contained in the CONNECTION ESTABLISHMENT INDICATION message, the NG-RAN node shall, if supported, store this information in the UE context, and use it as specified in TS 23.501 [9].
[bookmark: _Toc45651909][bookmark: _Toc45658341][bookmark: _Toc45720161][bookmark: _Toc45798041][bookmark: _Toc45897430][bookmark: _Toc51745630]If the Enhanced Coverage Restriction IE is included in the CONNECTION ESTABLISHMENT INDICATION message, the NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 23.501 [9].
If the CE-mode-B Restricted IE is included in the CONNECTION ESTABLISHMENT INDICATION message and the Enhanced Coverage Restriction IE is not set to "restricted" and the Enhanced Coverage Restricted information stored in the UE context is not set to "restricted", the NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 23.501 [9].
If the UE Radio Capability ID IE is contained in the CONNECTION ESTABLISHMENT INDICATION message, the NG-RAN node shall, if supported, use it as specified in TS 23.501 [9] and TS 23.502 [10].
If the Masked IMEISV IE is contained in the CONNECTION ESTABLISHMENT INDICATION message, the NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.
If the Old AMF IE is included in the CONNECTION ESTABLISHMENT INDICATION message, the NG-RAN node shall consider that this UE-associated logical NG-connection was redirected to this AMF from another AMF identified by the Old AMF IE.

NEXT CHANGE

[bookmark: _Toc45652174][bookmark: _Toc45658606][bookmark: _Toc45720426][bookmark: _Toc45798306][bookmark: _Toc45897695][bookmark: _Toc51745899][bookmark: _Toc64446163][bookmark: _Toc73982033][bookmark: _Toc88652122][bookmark: _Toc97891165][bookmark: _Toc99123284][bookmark: _Toc99662089]9.2.2.11	CONNECTION ESTABLISHMENT INDICATION
This message is sent by the AMF to complete the establishment of the UE-associated logical NG-connection.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	UE Radio Capability
	O
	
	9.3.1.74
	
	YES
	ignore

	End Indication	
	O
	
	9.3.3.32
	
	YES
	ignore

	S-NSSAI
	O
	
	9.3.1.24
	
	YES
	ignore

	Allowed NSSAI
	O
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network
	YES
	ignore

	UE Differentiation Information
	O
	
	9.3.1.144
	
	YES
	ignore

	DL CP Security Information
	O
	
	9.3.3.49
	
	YES
	ignore

	NB-IoT UE Priority
	O
	
	9.3.1.145
	
	YES
	ignore

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.3.1.142
	
	YES
	reject

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	Old AMF
	O
	
	AMF Name
9.3.3.21
	
	YES
	reject



NEXT CHANGE


-- **************************************************************
--
-- Connection Establishment Indication
--
-- **************************************************************

ConnectionEstablishmentIndication::= SEQUENCE {
	protocolIEs			ProtocolIE-Container { {ConnectionEstablishmentIndicationIEs} },
	...
}

ConnectionEstablishmentIndicationIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID					CRITICALITY reject	TYPE AMF-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID					CRITICALITY reject	TYPE RAN-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-UERadioCapability				CRITICALITY ignore	TYPE UERadioCapability				PRESENCE optional 	}|
	{ ID id-EndIndication					CRITICALITY ignore	TYPE EndIndication					PRESENCE optional		}|
[bookmark: _Hlk38475115]	{ ID id-S-NSSAI							CRITICALITY ignore	TYPE S-NSSAI						PRESENCE optional		}|
	{ ID id-AllowedNSSAI					CRITICALITY ignore	TYPE AllowedNSSAI					PRESENCE optional		}|
	{ ID id-UE-DifferentiationInfo			CRITICALITY ignore	TYPE UE-DifferentiationInfo			PRESENCE optional		}|
	{ ID id-DL-CP-SecurityInformation		CRITICALITY ignore	TYPE DL-CP-SecurityInformation		PRESENCE optional		}|
	{ ID id-NB-IoT-UEPriority				CRITICALITY ignore	TYPE NB-IoT-UEPriority				PRESENCE optional		}|
	{ ID id-Enhanced-CoverageRestriction	CRITICALITY ignore	TYPE Enhanced-CoverageRestriction	PRESENCE optional		}|
	{ ID id-CEmodeBrestricted				CRITICALITY ignore	TYPE CEmodeBrestricted				PRESENCE optional		}|
	{ ID id-UERadioCapabilityID				CRITICALITY reject	TYPE UERadioCapabilityID			PRESENCE optional		}|
	{ ID id-MaskedIMEISV					CRITICALITY ignore	TYPE MaskedIMEISV					PRESENCE optional		}|
	{ ID id-OldAMF							CRITICALITY reject	TYPE AMFName						PRESENCE optional		},
	...
}


END OF CHANGES

image1.emf
NG-RAN 

node

CONNECTION ESTABLISHMENT INDICATION 

AMF


Microsoft_Visio_2003-2010_Drawing.vsd
NG-RAN node


AMF


CONNECTION ESTABLISHMENT INDICATION 



