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[bookmark: _Toc534730099][bookmark: _Toc51775922][bookmark: _Toc56772944][bookmark: _Toc64447573][bookmark: _Toc74152229][bookmark: _Toc88654082][bookmark: _Toc99056131][bookmark: _Toc99959064][bookmark: _Toc105612245][bookmark: _Toc106109461][bookmark: _Toc112766353][bookmark: _Toc113379269][bookmark: _Toc120091822][bookmark: _Toc120534739]8.2.6.1	General
The Positioning Information Exchange procedure is initiated by the LMF to request to the NG-RAN node positioning information for the UE. This procedure applies only if the NG-RAN node is a gNB.
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Figure 8.2.6.2-1: Positioning Information Exchange procedure, successful operation
The LMF initiates the procedure by sending a POSITIONING INFORMATION REQUEST message to the NG-RAN node.
If the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message, the NG-RAN node may take this information into account when configuring SRS transmissions for the UE, and it shall include the SRS Configuration IE and the SFN Initialisation Time IE in the POSITIONING INFORMATION RESPONSE message.
If the Spatial Relation Information per SRS Resource IE and the Periodicity List IE are both included in the Requested SRS Transmission Characteristics IE, the NG-RAN node shall consider that the Spatial Relation per SRS Resource Item IE and the Periodicity List Item IE have one-to-one mapping relation.
If the UE Reporting Information IE is included in the POSITIONING INFORMATION REQUEST message, the NG-RAN node may take this information into account for allocating proper CG-SDT resources when positioning a UE.
If the UE TEG Information Request IE is included in the POSITIONING INFORMATION REQUEST message and set to "onDemand", the NG-RAN node shall, if supported, provide the UE Tx TEG association in the POSITIONING INFORMATION RESPONSE message.
If the UE TEG Information Request IE is set to "periodic", the NG-RAN node shall, if supported, reply with the POSITIONING INFORMATION RESPONSE message without including any UE Tx TEG association in this message. The NG-RAN node shall then take the UE TEG Reporting Periodicity IE into account when configuring the UE’s periodic UE Tx TEG association reporting and initiate the Positioning Information Update procedure for reporting the UE Tx TEG association received from the UE, if any.
If the Requested Sidelink PRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message, the NG-RAN node may take this information into account when configuring Sidelink PRS transmissions for the UE, and it shall include the Sidelink Configuration in the POSITIONING INFORMATION RESPONSE message.
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The Positioning Information Update procedure is initiated by the NG-RAN node to indicate to the LMF that a change has occurred in the SRS configuration or in the UE Tx TEG association. This procedure applies only if the NG-RAN node is a gNB.
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Figure 8.2.7.2-1: Positioning Information Update procedure, successful operation
The NG-RAN node initiates the procedure by sending a POSITIONING INFORMATION UPDATE message to the LMF. If the SRS Configuration IE is included in the POSITIONING INFORMATION UPDATE message, the LMF shall consider this information as the updated SRS Configuration for the UE. If the SFN Initialisation Time IE is included in the POSITIONING INFORMATION UPDATE message, the LMF shall consider this information as the SFN Initialisation Time associated to the SRS Configuration.
If the Sidelink Configuration IE is included in the POSITIONING INFORMATION UPDATE message, the LMF shall consider this information as the updated Sidelink Configuration for the UE.
If the UE Tx TEG Association List IE is included in the POSITIONING INFORMATION UPDATE message, the LMF shall consider it as the UE Tx TEG association for the SRS resources that have changed their TEG association during the latest reporting interval. 
If the SRS Transmission Status IE is included in the POSITIONING INFORMATION UPDATE message and set to "stopped", the LMF shall consider that the SRS transmission has stopped.
If the Cell ID IE is included in the POSITIONING INFORMATION UPDATE message, the LMF shall, if supported, trigger a new request for SRS configuration by sending a POSITIONING INFORMATION REQUEST message containing the Requested SRS Transmission Characteristics IE towards the NG-RAN node hosting the indicated cell ID.
<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc51775994][bookmark: _Toc56773016][bookmark: _Toc64447645][bookmark: _Toc74152301][bookmark: _Toc88654154][bookmark: _Toc99056216][bookmark: _Toc99959149][bookmark: _Toc105612335][bookmark: _Toc106109551][bookmark: _Toc112766443][bookmark: _Toc113379359][bookmark: _Toc120091912][bookmark: _Toc120534829]9.1.1.10	POSITIONING INFORMATION REQUEST
This message is sent by the LMF to request positioning information.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Requested SRS Transmission Characteristics
	O
	
	9.2.27
	
	YES
	ignore

	UE Reporting Information
	O
	
	9.2.70
	
	YES
	ignore

	UE TEG Information Request
	O
	
	ENUMERATED(onDemand, periodic, stop, …)
	
	YES
	ignore

	UE TEG Reporting Periodicity
	C-ifUeTegInfoReqPeriodic
	
	ENUMERATED (160ms, 320ms, 1280ms, 2560ms, 61440ms, 81920ms, 368640ms, 737280ms, …)
	
	YES
	reject

	Requested Sidelink PRS Transmission Characteristics
	O
	
	9.2.x1
	
	YES
	ignore



	Condition
	Explanation

	ifUeTegInfoReqPeriodic
	This IE shall be present if the UE TEG Information Request IE is set to the value "periodic".



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc51775995][bookmark: _Toc56773017][bookmark: _Toc64447646][bookmark: _Toc74152302][bookmark: _Toc88654155][bookmark: _Toc99056217][bookmark: _Toc99959150][bookmark: _Toc105612336][bookmark: _Toc106109552][bookmark: _Toc112766444][bookmark: _Toc113379360][bookmark: _Toc120091913][bookmark: _Toc120534830]9.1.1.11	POSITIONING INFORMATION RESPONSE
This message is sent by the NG-RAN node to provide positioning information.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	[bookmark: _Hlk50141307]SRS Configuration
	O
	
	9.2.28
	
	YES
	ignore

	SFN Initialisation Time
	O
	
	Relative Time 1900 
9.2.36
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.2
	
	YES
	ignore

	UE Tx TEG Association List
	O
	
	9.2.78
	
	YES
	ignore
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	O
	
	9.2.x2
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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This message is sent by the NG-RAN node to indicate that a change in the SRS configuration or UE Tx TEG association has occurred.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	SRS Configuration
	O
	
	9.2.28
	
	YES
	ignore

	SFN Initialisation Time
	O
	
	Relative Time 1900
9.2.36
	
	YES
	ignore

	UE Tx TEG Association List
	O
	
	9.2.78
	
	YES
	ignore

	SRS Transmission Status
	O
	
	ENUMERATED (stopped, ...)
	
	YES
	ignore

	Sidelink Configuration
	O
	
	9.2.x2
	
	YES
	ignore

	Cell ID
	O
	
	NR CGI
9.2.8
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.1.1.14	TRP INFORMATION REQUEST
This message is sent by an LMF to request information for TRPs hosted by an NG-RAN node.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	TRP List
	
	0 ..1
	
	
	YES
	ignore

	>TRP Item
	
	1 .. <maxnoTRPs>
	
	
	EACH
	ignore

	>>TRP ID
	M
	
	9.2.24
	
	-
	

	TRP Information Type List
	
	1
	
	
	
	

	>TRP Information Type Item
	
	1 .. <maxnoTRPInfoTypes>
	
	
	EACH
	reject

	>>TRP Information Type Item
	M
	
	ENUMERATED (nr pci, ng-ran cgi, nr arfcn, prs config, ssb config, sfn init time, spatial direction info, geo-coordinates, …, trp type, on-demand prs, trp tx teg, beam antenna info, sl-prs config) 
	
	
	



	Range bound
	Explanation

	maxnoTRPs
	Maximum no. of TRPs in a NG-RAN node. Value is 65535

	maxnoTRPInfoTypes
	Maximum no of TRP information types that can be requested and reported with one message. Value is 64.



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
	TRP Information Type
	
	1 .. <maxnoTRPInfoTypes>
	
	
	-
	

	>CHOICE TRP Information Item
	M
	
	
	
	-
	

	>>NR PCI
	M
	
	INTEGER (0..1007)
	NR Physical Cell ID
	-
	

	>>NR CGI
	M
	
	9.2.9
	
	-
	

	>>NR ARFCN
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>PRS Configuration
	M
	
	9.2.44
	
	-
	

	>>SSB Information
	M
	
	9.2.54
	
	-
	

	>>SFN Initialisation Time
	M
	
	Relative Time 1900
9.2.36
	
	-
	

	>>Spatial Direction Information
	M
	
	9.2.45
	
	-
	

	>>Geographical Coordinates
	M
	
	9.2.46
	
	-
	

	>>TRP type
	M
	
	ENUMERATED (prs-only-tp, srs-only-rp, tp, rp, trp…)
	TS 38.305 [18]
	YES
	reject

	>>On-demand PRS TRP Information
	M
	
	9.2.65
	
	YES
	reject

	>>TRP Tx TEG Association
	M
	
	9.2.79
	
	YES
	reject

	>>TRP Beam Antenna Information
	M
	
	9.2.82
	
	YES
	reject

	>>SL-PRS Configuration
	M
	
	9.2.x3
	
	YES
	reject



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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This information element contains the TRP’s best estimate of the quality of the measurement.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Measurement Quality
	M
	
	
	

	>Timing Measurement Quality
	
	
	
	Corresponds to information provided in NR-TimingQuality IE as defined in TS 37.355 [14]

	>>Measurement Quality
	M
	
	INTEGER(0..31)
	

	>>Resolution
	M
	
	ENUMERATED(0.1m, 1m, 10m, 30m, …)
	

	>Angle Measurement Quality
	
	
	
	

	>>Azimuth Quality
	M
	
	INTEGER(0..255)
	

	>>Zenith Quality
	O
	
	INTEGER(0..255)
	

	>>Resolution
	M
	
	ENUMERATED (0.1deg, …)
	

	>Integrity Precision Quality
	O
	
	
	

	>>Scaling factor
	M
	
	INTEGER(1..20)	
	

	>>scaling factor resolution
	M
	
	ENUMERATED(singleDot, doubleDot)
	




<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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This IE contains the measurement characteristic information requested by LMF.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Measurement characteristic request indicator
	M
	
	BIT STRING (SIZE(16))
	Each position in the bitmap represents a requested measurement characteristic:

first bit: Measurement Beam Information

Second bit: Extended Additional Path List 

Third bit: Additional Path Power 

Fourth Bit: Multiple UL AoA of Additional Path 

Fifth bit: LoS/NLoS Information 

Sixth bit: TRP Rx TEG association for UL-TDOA

Seventh bit: TRP RxTxTEG-ID information for DL+UL positioning.

Eighth bit: SRS Resource Type 

Ninth bit: Multiple Measurement Instances

Tenth bit: measurement integrity quality

Other bits reserved for future use. Value ‘1’ indicates ‘requested measurement characteristic’, Value ‘0’ indicates ‘not requested’.




<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.x1	Requested Sidelink PRS Transmission Characteristics
This information element contains the requested Sidelink PRS configuration for the UE.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	FFS
	
	
	
	



9.2.x2	Sidelink Configuration 
This information element contains the Sidelink configuration configured by the NG-RAN node for the UE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	FFS
	
	
	
	



9.2.x3	SL-PRS Configuration
This information element contains the SL PRS configuration for the TRP.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	FFS
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