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START OF CHANGES
[bookmark: _Toc20954910][bookmark: _Toc29503347][bookmark: _Toc29503931][bookmark: _Toc29504515][bookmark: _Toc36552961][bookmark: _Toc36554688][bookmark: _Toc45651978][bookmark: _Toc45658410][bookmark: _Toc45720230][bookmark: _Toc45798110][bookmark: _Toc45897499][bookmark: _Toc51745703][bookmark: _Toc64445967][bookmark: _Toc73981837][bookmark: _Toc88651926][bookmark: _Toc97890969][bookmark: _Toc99123044][bookmark: _Toc99661847][bookmark: _Toc105151908][bookmark: _Toc105173714][bookmark: _Toc106108713][bookmark: _Toc106122618][bookmark: _Toc107409171][bookmark: _Toc112756360][bookmark: _Toc120536854]8.5.1.1	General
The purpose of the Paging procedure is to enable the AMF to page a UE in the specific NG-RAN node.
[bookmark: _Toc20954911][bookmark: _Toc29503348][bookmark: _Toc29503932][bookmark: _Toc29504516][bookmark: _Toc36552962][bookmark: _Toc36554689][bookmark: _Toc45651979][bookmark: _Toc45658411][bookmark: _Toc45720231][bookmark: _Toc45798111][bookmark: _Toc45897500][bookmark: _Toc51745704][bookmark: _Toc64445968][bookmark: _Toc73981838][bookmark: _Toc88651927][bookmark: _Toc97890970][bookmark: _Toc99123045][bookmark: _Toc99661848][bookmark: _Toc105151909][bookmark: _Toc105173715][bookmark: _Toc106108714][bookmark: _Toc106122619][bookmark: _Toc107409172][bookmark: _Toc112756361][bookmark: _Toc120536855]8.5.1.2	Successful Operation


Figure 8.5.1.2-1: Paging 
[bookmark: _Hlk510775353]The AMF initiates the Paging procedure by sending the PAGING message to the NG-RAN node.
Omitted text unchanged
If the Paging Cause IE is included in the PAGING message, the NG-RAN node shall, if supported, transfer it to the UE according to TS 38.331 [18] and TS 36.331 [21].
If the PEIPS Assistance Information IE is included in the PAGING message, the NG-RAN node shall, if supported, use it for paging subgrouping of the UE, as specified in TS 38.300 [8].
If the PEI Prohibited IE is included in the PAGING message, the NG-RAN node shall, if supported, disable the use of PEI.

NEXT CHANGE
[bookmark: _Toc20955108][bookmark: _Toc29503554][bookmark: _Toc29504138][bookmark: _Toc29504722][bookmark: _Toc36553168][bookmark: _Toc36554895][bookmark: _Toc45652204][bookmark: _Toc45658636][bookmark: _Toc45720456][bookmark: _Toc45798336][bookmark: _Toc45897725][bookmark: _Toc51745929][bookmark: _Toc64446193][bookmark: _Toc73982063][bookmark: _Toc88652152][bookmark: _Toc97891195][bookmark: _Toc99123315][bookmark: _Toc99662119][bookmark: _Toc105152185][bookmark: _Toc105173991][bookmark: _Toc106108989][bookmark: _Toc106122894][bookmark: _Toc107409447][bookmark: _Toc112756636][bookmark: _Toc120537130]9.2.4.1	PAGING
This message is sent by the AMF and is used to page a UE in one or several tracking areas.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	UE Paging Identity
	M
	
	9.3.3.18
	
	YES
	ignore

	Paging DRX
	O
	
	9.3.1.90
	
	YES
	ignore

	TAI List for Paging
	
	1
	
	
	YES
	ignore

	>TAI List for Paging Item
	
	1..<maxnoofTAIforPaging>
	
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	Paging Priority
	O
	
	9.3.1.78
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	Paging Origin
	O
	
	9.3.3.22
	
	YES
	ignore

	Assistance Data for Paging
	O
	
	9.3.1.69
	
	YES
	ignore

	NB-IoT Paging eDRX Information
	O
	
	9.3.1.138
	
	YES
	ignore

	NB-IoT Paging DRX
	O
	
	9.3.1.139
	If this IE is present, the Paging DRX IE is ignored.
	YES
	ignore

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	WUS Assistance Information
	O
	
	9.3.1.143
	
	YES
	ignore

	E-UTRA Paging eDRX Information
	O
	
	9.3.1.154
	
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	NR Paging eDRX Information
	O
	
	9.3.1.227
	
	YES
	ignore

	Paging Cause
	O
	
	ENUMERATED (voice, …)
	
	YES
	ignore

	PEIPS Assistance Information
	O
	
	9.3.1.232
	
	YES
	ignore

	PEI Prohibited
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTAIforPaging
	Maximum no. of TAIs for paging. Value is 16.
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[bookmark: _Toc20955355][bookmark: _Toc29503808][bookmark: _Toc29504392][bookmark: _Toc29504976][bookmark: _Toc36553429][bookmark: _Toc36555156][bookmark: _Toc45652555][bookmark: _Toc45658987][bookmark: _Toc45720807][bookmark: _Toc45798687][bookmark: _Toc45898076][bookmark: _Toc51746283][bookmark: _Toc64446548][bookmark: _Toc73982418][bookmark: _Toc88652508][bookmark: _Toc97891552][bookmark: _Toc99123757][bookmark: _Toc99662563][bookmark: _Toc105152642][bookmark: _Toc105174448][bookmark: _Toc106109446][bookmark: _Toc107409904][bookmark: _Toc112757093][bookmark: _Toc120537588]9.4.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NGAP.
--
-- **************************************************************

Omitted text unchanged

	PDUSessionResourceToBeSwitchedDLList,
	PDUSessionResourceToReleaseListHOCmd,
	PDUSessionResourceToReleaseListRelCmd,
	PEI-Prohibited,
	PEIPSassistanceInformation,


Omitted text unchanged
	id-PDUSessionResourceToBeSwitchedDLList,
	id-PDUSessionResourceToReleaseListHOCmd,
	id-PDUSessionResourceToReleaseListRelCmd,
	id-PEI-Prohibited,
	id-PEIPSassistanceInformation,


Omitted text unchanged
-- **************************************************************
--
-- PAGING
--
-- **************************************************************

Paging ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PagingIEs} },
	...
}

PagingIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-UEPagingIdentity				CRITICALITY ignore	TYPE UEPagingIdentity				PRESENCE mandatory	}|
	{ ID id-PagingDRX						CRITICALITY ignore	TYPE PagingDRX						PRESENCE optional		}|
	{ ID id-TAIListForPaging				CRITICALITY ignore	TYPE TAIListForPaging				PRESENCE mandatory	}|
	{ ID id-PagingPriority					CRITICALITY ignore	TYPE PagingPriority					PRESENCE optional		}|
	{ ID id-UERadioCapabilityForPaging		CRITICALITY ignore	TYPE UERadioCapabilityForPaging		PRESENCE optional		}|
	{ ID id-PagingOrigin					CRITICALITY ignore	TYPE PagingOrigin					PRESENCE optional		}|
	{ ID id-AssistanceDataForPaging			CRITICALITY ignore	TYPE AssistanceDataForPaging		PRESENCE optional		}|
	{ ID id-NB-IoT-Paging-eDRXInfo			CRITICALITY ignore	TYPE NB-IoT-Paging-eDRXInfo			PRESENCE optional		}|
	{ ID id-NB-IoT-PagingDRX				CRITICALITY ignore	TYPE NB-IoT-PagingDRX				PRESENCE optional		}|
	{ ID id-Enhanced-CoverageRestriction	CRITICALITY ignore	TYPE Enhanced-CoverageRestriction	PRESENCE optional		}|
	{ ID id-WUS-Assistance-Information		CRITICALITY ignore	TYPE WUS-Assistance-Information		PRESENCE optional		}|
	{ ID id-EUTRA-PagingeDRXInformation		CRITICALITY ignore	TYPE EUTRA-PagingeDRXInformation	PRESENCE optional		}|
	{ ID id-CEmodeBrestricted				CRITICALITY ignore	TYPE CEmodeBrestricted				PRESENCE optional		}|
	{ ID id-NR-PagingeDRXInformation		CRITICALITY ignore	TYPE NR-PagingeDRXInformation		PRESENCE optional		}|
	{ ID id-PagingCause						CRITICALITY ignore	TYPE PagingCause					PRESENCE optional		}|
	{ ID id-PEIPSassistanceInformation		CRITICALITY ignore	TYPE PEIPSassistanceInformation		PRESENCE optional		}|
	{ ID id-PEI-Prohibited					CRITICALITY ignore	TYPE PEI-Prohibited				PRESENCE optional		},
	...
}


[bookmark: _Toc20955356][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977][bookmark: _Toc36553430][bookmark: _Toc36555157][bookmark: _Toc45652556][bookmark: _Toc45658988][bookmark: _Toc45720808][bookmark: _Toc45798688][bookmark: _Toc45898077][bookmark: _Toc51746284][bookmark: _Toc64446549][bookmark: _Toc73982419][bookmark: _Toc88652509][bookmark: _Toc97891553][bookmark: _Toc99123758][bookmark: _Toc99662564][bookmark: _Toc105152643][bookmark: _Toc105174449][bookmark: _Toc106109447][bookmark: _Toc107409905][bookmark: _Toc112757094][bookmark: _Toc120537589]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

Omitted text unchanged
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceReleaseResponseTransfer,
	id-PDUSessionType,
	id-PEI-Prohibited,
	id-PEIPSassistanceInformation,

Omitted text unchanged
PEIPSassistanceInformation ::= SEQUENCE {
	cNsubgroupID			CNsubgroupID,
	iE-Extensions		ProtocolExtensionContainer { {PEIPSassistanceInformation-ExtIEs} } OPTIONAL,
	...
}

PEIPSassistanceInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PEI-Prohibited ::= ENUMERATED{true, ...}

[bookmark: _Toc20955358][bookmark: _Toc29503811][bookmark: _Toc29504395][bookmark: _Toc29504979][bookmark: _Toc36553432][bookmark: _Toc36555159][bookmark: _Toc45652558][bookmark: _Toc45658990][bookmark: _Toc45720810][bookmark: _Toc45798690][bookmark: _Toc45898079][bookmark: _Toc51746286][bookmark: _Toc64446551][bookmark: _Toc73982421][bookmark: _Toc88652511][bookmark: _Toc97891555][bookmark: _Toc99123760][bookmark: _Toc99662566][bookmark: _Toc105152645][bookmark: _Toc105174451][bookmark: _Toc106109449][bookmark: _Toc107409907][bookmark: _Toc112757096][bookmark: _Toc120537591]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************
Omitted text unchanged
	id-MBS-SessionFSAIDList									ProtocolIE-ID ::= 357
	id-MBSSessionReleaseResponseTransfer					ProtocolIE-ID ::= 358
	id-ManagementBasedMDTPLMNModificationList				ProtocolIE-ID ::= 359
	id-EarlyMeasurement										ProtocolIE-ID ::= 360
	id-BeamMeasurementsReportConfiguration					ProtocolIE-ID ::= 361
	id-PEI-Prohibited										ProtocolIE-ID ::= xxx
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