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1. Introduction
This contribution contains the TP for F1AP corresponding to the proposals in R3-233101.

TP for F1AP - Radio Resource Status per NR-U Channel

-----------------------------------------------  Start of F1AP Changes ---------------------------------------------
[bookmark: _Toc5691059][bookmark: _Toc45832351][bookmark: _Toc51763604][bookmark: _Toc64448770][bookmark: _Toc66289429][bookmark: _Toc74154542][bookmark: _Toc81383286][bookmark: _Toc88657919][bookmark: _Toc97910831][bookmark: _Toc99038551][bookmark: _Toc99730814][bookmark: _Toc105510943][bookmark: _Toc105927475][bookmark: _Toc106110015][bookmark: _Toc113835452]9.2.1.23	RESOURCE STATUS UPDATE
This message is sent by gNB-DU to gNB-CU to report the results of the requested measurements.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	gNB-CU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU
	YES
	reject

	gNB-DU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-DU
	YES
	ignore

	Hardware Load Indicator 
	O
	
	9.3.1.136
	
	YES
	ignore

	TNL Capacity Indicator
	O
	
	9.3.1.128
	
	YES
	ignore

	Cell Measurement Result
	
	0..1
	
	
	YES
	ignore

	>Cell Measurement Result Item
	
	1 .. <maxCellingNBDU >
	
	
	-
	

	>>Cell ID
	M
	
	NR CGI
9.3.1.12
	
	-
	

	>>Radio Resource Status 
	O
	
	9.3.1.129
	
	-
	

	>>Composite Available Capacity Group
	O
	
	9.3.1.130
	
	-
	

	>>Slice Available Capacity 
	O
	
	9.3.1.134
	
	-
	

	>>Number of Active UEs 
	O
	
	 9.3.1.135
	
	-
	

	>>NR-U Channel List
	
	0..1
	
	
	YES
	ignore

	>>>NR-U Channel Item
	
	1..<maxnoofNR-UChannelIDs>
	
	
	-
	

	>>>>NR-U Channel ID
	M
	
	INTEGER (1.. maxnoofNR-UChannelIDs, …)
	Identifies a portion of the NR-U Channel Bandwidth on which channel access procedure in shared spectrum has been performed in the last reporting period.

	-
	

	>>>>Channel occupancy time percentage DL
	M
	
	INTEGER (0..100)
	The percentage of time for which the channel resources have been utilised for DL traffic served by the corresponding NR-U Channel of the serving cell. Value 100 corresponds to the duration between consecutive reporting.

	-
	

	>>>>Energy Detection Threshold DL
	M
	
	INTEGER (-100..-50,…)
	Average ED Threshold used for DL channel sensing at the gNB. Value is in dBm.
	-
	

	>>>>Channel Occupancy Time Percentage UL
	O
	
	INTEGER (0..100)
	The percentage of time for which the channel resources have been utilised for UL traffic served by the corresponding NR-U Channel of the serving cell for UEs that transmit to the serving cell. Value 100 indicates that the channel resources have been utilized for UL traffic served by the corresponding NR-U Channel of the serving cell for the whole duration between consecutive reporting. 
	YES
	ignore

	>>>> Radio Resource Status per NR-U Channel
	O
	
	9.3.1.129
	Radio Resource Status per NR-U Channel. 

	
	



	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofNR-UChannelIDs
	Maximum no. NR-U Channel IDs in a cell. Value is 16.




-----------------------------------------------  Next F1AP Change ---------------------------------------------

[bookmark: _Toc45832537][bookmark: _Toc51763817][bookmark: _Toc64448987][bookmark: _Toc66289646][bookmark: _Toc74154759][bookmark: _Toc81383503][bookmark: _Toc88658136][bookmark: _Toc97911048][bookmark: _Toc99038808][bookmark: _Toc99731071][bookmark: _Toc105511202][bookmark: _Toc105927734][bookmark: _Toc106110274][bookmark: _Toc113835711]9.3.1.129	Radio Resource Status
The Radio Resource Status IE indicates the usage of the PRBs per cell for MIMO, per SSB area in the cell, and per slice and per NR-U Channel for all traffic in Downlink and Uplink and the usage of PDCCH CCEs for Downlink and Uplink scheduling.

-----------------------------------------------  Start of F1AP ASN.1 Changes ---------------------------------------------
[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc66289739][bookmark: _Toc74154852][bookmark: _Toc81383596][bookmark: _Toc88658230][bookmark: _Toc97911142][bookmark: _Toc99038966][bookmark: _Toc99731229][bookmark: _Toc105511364][bookmark: _Toc105927896][bookmark: _Toc106110436][bookmark: _Toc113835878]-- 9.4.5	Information Element Definitions

(skip unchanged)

[snip]
	id-RedCapIndication,
	id-UL-GapFR2-Config,
	id-ConfigRestrictInfoDAPS,
	id-MulticastF1UContextReferenceCU,
	id-TwoPHRModeMCG,
	id-TwoPHRModeSCG,
	id-ChannelOccupancyTimePercentageUL,
 id-RadioResourceStatusPerNR-U-Channel,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofBPLMNsNR,

-----------------------------------------------  Next ASN.1 Change -------------------------------------------------------

NR-U-Channel-List ::= SEQUENCE (SIZE (1..maxnoofNR-UChannelIDs)) OF NR-U-Channel-Item 

NR-U-Channel-Item ::= SEQUENCE {
	nR-U-ChannelID						INTEGER(1..maxnoofNR-UChannelIDs),
	channelOccupancyTimePercentageDL		ChannelOccupancyTimePercentage, 
	energyDetectionThreshold				EnergyDetectionThreshold, 
	iE-Extensions			ProtocolExtensionContainer { { NR-U-Channel-Item-ExtIEs} } OPTIONAL,
	...
}

NR-U-Channel-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
{ ID id-ChannelOccupancyTimePercentageUL	CRITICALITY ignore EXTENSION ChannelOccupancyTimePercentage PRESENCE optional}|
{ ID id-RadioResourceStatusPerNR-U-Channel	CRITICALITY ignore EXTENSION RadioResourceStatus PRESENCE optional},

...
}


-----------------------------------------------  Next ASN.1 Change -------------------------------------------------------
[bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc36557068][bookmark: _Toc45832588][bookmark: _Toc51763910][bookmark: _Toc64449082][bookmark: _Toc66289741][bookmark: _Toc74154854][bookmark: _Toc81383598][bookmark: _Toc88658232][bookmark: _Toc97911144][bookmark: _Toc99038968][bookmark: _Toc99731231][bookmark: _Toc105511366][bookmark: _Toc105927898][bookmark: _Toc106110438][bookmark: _Toc113835880]-- 9.4.7	Constant Definitions

(skip unchanged)

id-SRSPosRRCInactiveConfig							ProtocolIE-ID ::= 674
id-SDTBearerConfigurationQueryIndication			ProtocolIE-ID ::= 675
id-SDTBearerConfigurationInfo						ProtocolIE-ID ::= 676
id-UL-GapFR2-Config									ProtocolIE-ID ::= 677
id-ConfigRestrictInfoDAPS							ProtocolIE-ID ::= 678
id-UE-MulticastMRBs-Setup-List						ProtocolIE-ID ::= 679
id-UE-MulticastMRBs-Setup-Item						ProtocolIE-ID ::= 680
id-MulticastF1UContextReferenceCU					ProtocolIE-ID ::= 681
id-PosSItypeList									ProtocolIE-ID ::= 682
id-DAPS-HO-Status									ProtocolIE-ID ::= 683
[bookmark: _Hlk120276272]id-UplinkTxDirectCurrentTwoCarrierListInfo			ProtocolIE-ID ::= 684
id-UE-MulticastMRBs-ToBeSetup-atModify-List			ProtocolIE-ID ::= 685
id-UE-MulticastMRBs-ToBeSetup-atModify-Item			ProtocolIE-ID ::= 686
id-MC-PagingCell-List								ProtocolIE-ID ::= 687
id-MC-PagingCell-Item								ProtocolIE-ID ::= 688
id-SRSPosRRCInactiveQueryIndication					ProtocolIE-ID ::= 689
id-SRSPosRRCInactiveQueryIndication					ProtocolIE-ID ::= 690

id-RAReportIndicationList							ProtocolIE-ID ::= 900 -- assigned by MCC
id-ChannelOccupancyTimePercentageUL					ProtocolIE-ID ::= 901 -- assigned by MCC
id-SuccessfulPSCellChangeReportList					ProtocolIE-ID ::= 902 -- assigned by MCC
id-RadioResourceStatusPerNR-U-Channel				ProtocolIE-ID ::= xx1



END
-- ASN1STOP 


-----------------------------------------------  End of F1AP Changes -------------------------------------------------------
