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1. Overall Description:
RAN3 would like to thank SA2 for their LS on on INACTIVE eDRX above 10.24sec and SDT.

RAN3 would like to inform SA2 that RAN3 has agreed CRs to align with the SA2 progress on supporting Inactive long eDRX with SDT which includes the following:

· RRC state of the UE and eDRX PTW length included in NGAP MT Communication Handling Request to inform the AMF of UE reachability in different RRC states for MT Communication.
· NGAP DL MT Data Notification message includes PPI, ARP, 5QI, QFI, PDU Session ID to support RAN Paging for MT-SDT
· NG-RAN shall use the NGAP MT Communication Handling procedure to inform AMF that UE is available for MT communication during MO-SDT

Additionally, RAN3 would like to ask SA2 the following clarification:

· Whether it is possible for AMF to send MT data volume in NGAP DL MT Data Notification message to assist NG-RAN to trigger MT-SDT related procedure in RRC Inactive with long eDRX?

· Can RAN3 assume that absence of PPI, ARP, 5QI, QFI, PDU Session ID IEs in NGAP DL MT Data Notification message indicates the NGAP DL MT Data Notification message is for DL signalling?


2. Actions:
To SA2
ACTION: 	RAN3 kindly asks SA2 to take the above information into consideration.


3. Date of Next RAN3 Meeting:

RAN3#121	           	August 21 – August 25, 2023                           Toulouse, France

RAN3#121bis             October 09 – October 13, 2023                         Xiamen, China

