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1. Overall description:

RAN3 thanks SA5 for the LS on RAN UE Id optionality.

SA5 asked RAN3 to consider and provide feedback on the following:

Availability of UE identifier(s) suitable for trace data correlation for Dual Connectivity and split deployments 

Any relevant details and/or limitations in their usage, including persistency and conditionality

Details of any ongoing work which could affect any details provided

RAN3 has considered the above questions and would like to provide the following feedback:

It is the RAN UE ID, which was introduced for NG-RAN internal correlation of F1/E1 logs for a given UE in case of disaggregated gNB deployment, is suitable as a UE identifier for trace data correlation in split deployments. It is feasible to introduce RAN UE ID in XnAP and X2APs to cover Dual Connectivity scenario. It should be noted management based MDT can not propagate during handover. In addition, it is also feasible to introduce RAN UE ID in NGAP to enable trace data correlation.
Relevant details and/or limitations in the usage of the RAN UE ID, including persistency and conditionality:

The RAN UE ID was introduced in Rel-15 to correlate logs captured from the different logical entities composing a gNB (i.e. gNB-CU-CP, gNB-CU-UP and gNB-DU), and belonging to the same UE.

The RAN UE ID is only used over E1 and F1 interfaces, allowing correlation within the same gNB. However, this IE has an optional presence, and the procedural text does not indicate when this IE needs to be included.

The RAN UE ID is not present in X2AP or XnAP procedures used for dual-connectivity, and therefore does not allow trace data correlation between MN and SN.

The RAN UE ID does not survive inter-node HO.

To introduce RAN UE ID in NGAP/XnAP message is feasible from RAN3 point of view
RAN3 has not identified any ongoing work that could affect the provided feedback.

2. Actions:

RAN3 respectfully asks SA5 to take above into account.

3. Date of next TSG RAN WG3 meetings:
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