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1 Introduction
Based on the discussion in [1], the TPs to 38.423,38.413,29.413 and 38.300 are provided in Annex. 
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Annex A: TP to 38.413
<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>

9.2.5.1
INITIAL UE MESSAGE

This message is sent by the NG-RAN node to transfer the initial layer 3 message to the AMF over the NG interface.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	reject

	RRC Establishment Cause
	M
	
	9.3.1.111
	
	YES
	ignore

	5G-S-TMSI
	O
	
	9.3.3.20
	
	YES
	reject

	AMF Set ID
	O
	
	9.3.3.12
	
	YES
	ignore

	UE Context Request
	O
	
	ENUMERATED (requested, ...)
	
	YES
	ignore

	Allowed NSSAI
	O
	
	9.3.1.31
	
	YES
	reject

	Source to Target AMF Information Reroute
	O
	
	9.3.3.27
	
	YES
	ignore

	Selected PLMN Identity
	O
	
	PLMN Identity

9.3.3.5
	Indicates the selected PLMN id for the non-3GPP access.
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	Indication of an IAB node
	YES
	reject

	CE-mode-B Support Indicator
	O
	
	9.3.1.156
	
	YES
	reject

	LTE-M Indication
	O
	
	9.3.1.157
	
	YES
	ignore

	EDT Session
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	Authenticated Indication
	O
	
	ENUMERATED (true, …)
	Indicates the FN-RG has been authenticated by the access network.
	YES
	ignore

	NPN Access Information
	O
	
	9.3.3.46
	
	YES
	reject

	RedCap Indication
	O
	
	9.3.1.228
	
	YES
	ignore

	Selected SNPN Identity
	O
	
	NID

9.3.3.42
	This IE together with the Selected PLMN Identity IE Indicates the selected SNPN for the non-3GPP access.
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< NEXT OF CHANGES >>>>>>>>>>>>>>>>>>>>

9.4.4
PDU Definitions

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-TNLAssociationSetupList,


AMF-TNLAssociationToAddList,


AMF-TNLAssociationToRemoveList,


AMF-TNLAssociationToUpdateList,


AMF-UE-NGAP-ID,

AssistanceDataForPaging,


AuthenticatedIndication,


BroadcastCancelledAreaList,


BroadcastCompletedAreaList,


CancelAllWarningMessages,


Cause,


CellIDListForRestart,


CEmodeBrestricted,

CEmodeBSupport-Indicator,

CNAssistedRANTuning,


ConcurrentWarningMessageInd,


CoreNetworkAssistanceInformationForInactive,


CPTransportLayerInformation,

CriticalityDiagnostics,


DataCodingScheme,


DL-CP-SecurityInformation,


DirectForwardingPathAvailability,


EarlyStatusTransfer-TransparentContainer,

EDT-Session,


EmergencyAreaIDListForRestart,


EmergencyFallbackIndicator,


EN-DCSONConfigurationTransfer,


EndIndication,


Enhanced-CoverageRestriction,


EUTRA-CGI,


EUTRA-PagingeDRXInformation,


Extended-AMFName,


Extended-ConnectedTime,


Extended-RANNodeName,


FiveG-ProSeAuthorized, 

FiveG-ProSePC5QoSParameters,

FiveG-S-TMSI,


GlobalRANNodeID,


GUAMI,


HandoverFlag,


HandoverType,


IAB-Authorized,


IAB-Supported,


IABNodeIndication,


IMSVoiceSupportIndicator,


IndexToRFSP,


InfoOnRecommendedCellsAndRANNodesForPaging,


IntersystemSONConfigurationTransfer,


LAI,


LTEM-Indication,


LocationReportingRequestType,


LTEUESidelinkAggregateMaximumBitrate,


LTEV2XServicesAuthorized,


MaskedIMEISV,


MBS-AreaSessionID,


MBS-ServiceArea,


MBS-SessionID,


MBS-DistributionReleaseRequestTransfer,


MBS-DistributionSetupRequestTransfer,


MBS-DistributionSetupResponseTransfer,


MBS-DistributionSetupUnsuccessfulTransfer,


MBSSessionReleaseResponseTransfer,


MBSSessionSetupOrModFailureTransfer,


MBSSessionSetupOrModRequestTransfer,


MBSSessionSetupOrModResponseTransfer,


MessageIdentifier,


MDTPLMNList,


MDTPLMNModificationList,


MobilityRestrictionList,


MulticastSessionActivationRequestTransfer,


MulticastSessionDeactivationRequestTransfer,


MulticastSessionUpdateRequestTransfer,


MulticastGroupPagingAreaList,


NAS-PDU,


NASSecurityParametersFromNGRAN,

NB-IoT-DefaultPagingDRX,


NB-IoT-PagingDRX,


NB-IoT-Paging-eDRXInfo,


NB-IoT-UEPriority,

NewSecurityContextInd,


NGRAN-CGI,


NGRAN-TNLAssociationToRemoveList,


NGRANTraceID,


NotifySourceNGRANNode,


NPN-AccessInformation,


NR-CGI,


NR-PagingeDRXInformation,


NRPPa-PDU,


NumberOfBroadcastsRequested,


NRUESidelinkAggregateMaximumBitrate,


NRV2XServicesAuthorized,

NID,

OverloadResponse,


OverloadStartNSSAIList,


PagingAssisDataforCEcapabUE,


PagingCause,


PagingDRX,


PagingOrigin,


PagingPriority,


PDUSessionAggregateMaximumBitRate,


PDUSessionResourceAdmittedList,


PDUSessionResourceFailedToModifyListModCfm,


PDUSessionResourceFailedToModifyListModRes,


PDUSessionResourceFailedToResumeListRESReq,


PDUSessionResourceFailedToResumeListRESRes,


PDUSessionResourceFailedToSetupListCxtFail,

PDUSessionResourceFailedToSetupListCxtRes,


PDUSessionResourceFailedToSetupListHOAck,


PDUSessionResourceFailedToSetupListPSReq,


PDUSessionResourceFailedToSetupListSURes,


PDUSessionResourceHandoverList,


PDUSessionResourceListCxtRelCpl,


PDUSessionResourceListCxtRelReq,


PDUSessionResourceListHORqd,


PDUSessionResourceModifyListModCfm,


PDUSessionResourceModifyListModInd,


PDUSessionResourceModifyListModReq,


PDUSessionResourceModifyListModRes,


PDUSessionResourceNotifyList,

PDUSessionResourceReleasedListNot,


PDUSessionResourceReleasedListPSAck,


PDUSessionResourceReleasedListPSFail,


PDUSessionResourceReleasedListRelRes,


PDUSessionResourceResumeListRESReq,


PDUSessionResourceResumeListRESRes,


PDUSessionResourceSecondaryRATUsageList,


PDUSessionResourceSetupListCxtReq,


PDUSessionResourceSetupListCxtRes,


PDUSessionResourceSetupListHOReq,


PDUSessionResourceSetupListSUReq,


PDUSessionResourceSetupListSURes,

PDUSessionResourceSuspendListSUSReq,


PDUSessionResourceSwitchedList,

PDUSessionResourceToBeSwitchedDLList,

PDUSessionResourceToReleaseListHOCmd,


PDUSessionResourceToReleaseListRelCmd,


PEIPSassistanceInformation,

PLMNIdentity,


PLMNSupportList,


PrivacyIndicator,


PWSFailedCellIDList,


PC5QoSParameters,

QMCConfigInfo,


QMCDeactivation,


RANNodeName,


RANPagingPriority,


RANStatusTransfer-TransparentContainer,


RAN-UE-NGAP-ID,


RedCapIndication,


RedirectionVoiceFallback,


RelativeAMFCapacity,


RepetitionPeriod,


ResetType,

RGLevelWirelineAccessCharacteristics,


RoutingID,


RRCEstablishmentCause,

RRCInactiveTransitionReportRequest,


RRCState,


SecurityContext,

SecurityKey,


SerialNumber,


ServedGUAMIList,


SliceSupportList,


S-NSSAI,


SONConfigurationTransfer,


SourceToTarget-TransparentContainer,


SourceToTarget-AMFInformationReroute,


SRVCCOperationPossible,


SupportedTAList,


Suspend-Request-Indication,


Suspend-Response-Indication,


TAI,


TAIListForPaging,


TAIListForRestart,


TargetID,


TargetNSSAIInformation,


TargetToSource-TransparentContainer,


TargettoSource-Failure-TransparentContainer,


TimeSyncAssistanceInfo,


TimeToWait,


TNLAssociationList,


TraceActivation,


TrafficLoadReductionIndication,

TransportLayerAddress,


UEAggregateMaximumBitRate,


UE-associatedLogicalNG-connectionList,


UECapabilityInfoRequest,


UEContextRequest,


UE-DifferentiationInfo,


UE-NGAP-IDs,


UEPagingIdentity,


UEPresenceInAreaOfInterestList,


UERadioCapability,


UERadioCapabilityForPaging,


UERadioCapabilityID,

UERetentionInformation,


UESecurityCapabilities,


UESliceMaximumBitRateList,

UE-UP-CIoT-Support,


UL-CP-SecurityInformation,


UnavailableGUAMIList,


URI-address,


UserLocationInformation,


WarningAreaCoordinates,

WarningAreaList,


WarningMessageContents,


WarningSecurityInfo,


WarningType,


WUS-Assistance-Information,

RIMInformationTransfer

FROM NGAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


NGAP-PRIVATE-IES,


NGAP-PROTOCOL-EXTENSION,


NGAP-PROTOCOL-IES,


NGAP-PROTOCOL-IES-PAIR

FROM NGAP-Containers


id-AllowedNSSAI,


id-AMFName,


id-AMFOverloadResponse,


id-AMFSetID,


id-AMF-TNLAssociationFailedToSetupList,


id-AMF-TNLAssociationSetupList,


id-AMF-TNLAssociationToAddList,


id-AMF-TNLAssociationToRemoveList,


id-AMF-TNLAssociationToUpdateList,


id-AMFTrafficLoadReductionIndication,


id-AMF-UE-NGAP-ID,


id-AssistanceDataForPaging,


id-AuthenticatedIndication,


id-BroadcastCancelledAreaList,


id-BroadcastCompletedAreaList,


id-CancelAllWarningMessages,


id-Cause,


id-CellIDListForRestart,


id-CEmodeBrestricted,

id-CEmodeBSupport-Indicator,

id-CNAssistedRANTuning,

id-ConcurrentWarningMessageInd,


id-CoreNetworkAssistanceInformationForInactive,


id-CriticalityDiagnostics,


id-DataCodingScheme,


id-DefaultPagingDRX,


id-DirectForwardingPathAvailability,


id-DL-CP-SecurityInformation,


id-EarlyStatusTransfer-TransparentContainer,

id-EDT-Session,


id-EmergencyAreaIDListForRestart,


id-EmergencyFallbackIndicator,


id-ENDC-SONConfigurationTransferDL,


id-ENDC-SONConfigurationTransferUL,


id-EndIndication,


id-Enhanced-CoverageRestriction,


id-EUTRA-CGI,


id-EUTRA-PagingeDRXInformation,


id-Extended-AMFName,


id-Extended-ConnectedTime,


id-Extended-RANNodeName,


id-FiveG-ProSeAuthorized,

id-FiveG-ProSeUEPC5AggregateMaximumBitRate,

id-FiveG-ProSePC5QoSParameters,

id-FiveG-S-TMSI,


id-GlobalRANNodeID,


id-GUAMI,


id-HandoverFlag,


id-HandoverType,


id-IAB-Authorized,


id-IAB-Supported,


id-IABNodeIndication,


id-IMSVoiceSupportIndicator,


id-IndexToRFSP,


id-InfoOnRecommendedCellsAndRANNodesForPaging,


id-IntersystemSONConfigurationTransferDL,


id-IntersystemSONConfigurationTransferUL,


id-LocationReportingRequestType,


id-LTEM-Indication,

id-LTEV2XServicesAuthorized,


id-LTEUESidelinkAggregateMaximumBitrate,


id-ManagementBasedMDTPLMNList,


id-ManagementBasedMDTPLMNModificationList,


id-MaskedIMEISV,


id-MBS-AreaSessionID,


id-MBS-ServiceArea,


id-MBS-SessionID,


id-MBS-DistributionReleaseRequestTransfer,


id-MBS-DistributionSetupRequestTransfer,


id-MBS-DistributionSetupResponseTransfer,


id-MBS-DistributionSetupUnsuccessfulTransfer,


id-MBSSessionModificationFailureTransfer,


id-MBSSessionModificationRequestTransfer,


id-MBSSessionModificationResponseTransfer,


id-MBSSessionReleaseResponseTransfer,


id-MBSSessionSetupFailureTransfer,


id-MBSSessionSetupRequestTransfer,


id-MBSSessionSetupResponseTransfer,


id-MessageIdentifier,


id-MobilityRestrictionList,


id-MulticastSessionActivationRequestTransfer,


id-MulticastSessionDeactivationRequestTransfer,


id-MulticastSessionUpdateRequestTransfer,


id-MulticastGroupPagingAreaList,


id-NAS-PDU,


id-NASC,


id-NASSecurityParametersFromNGRAN,


id-NB-IoT-DefaultPagingDRX,


id-NB-IoT-PagingDRX,


id-NB-IoT-Paging-eDRXInfo,


id-NB-IoT-UEPriority,


id-NewAMF-UE-NGAP-ID,


id-NewGUAMI,


id-NewSecurityContextInd,

id-NGAP-Message,


id-NGRAN-CGI,


id-NGRAN-TNLAssociationToRemoveList,


id-NGRANTraceID,


id-NotifySourceNGRANNode,


id-NPN-AccessInformation,


id-NR-PagingeDRXInformation,


id-NRPPa-PDU,


id-NRV2XServicesAuthorized,


id-NRUESidelinkAggregateMaximumBitrate,


id-NumberOfBroadcastsRequested,


id-OldAMF,


id-OverloadStartNSSAIList,

id-PagingAssisDataforCEcapabUE,

id-PagingCause,


id-PagingDRX,


id-PagingOrigin,


id-PagingPriority,


id-PDUSessionResourceAdmittedList,


id-PDUSessionResourceFailedToModifyListModCfm,


id-PDUSessionResourceFailedToModifyListModRes,


id-PDUSessionResourceFailedToResumeListRESReq,


id-PDUSessionResourceFailedToResumeListRESRes,


id-PDUSessionResourceFailedToSetupListCxtFail,


id-PDUSessionResourceFailedToSetupListCxtRes,


id-PDUSessionResourceFailedToSetupListHOAck,


id-PDUSessionResourceFailedToSetupListPSReq,


id-PDUSessionResourceFailedToSetupListSURes,


id-PDUSessionResourceHandoverList,


id-PDUSessionResourceListCxtRelCpl,

id-PDUSessionResourceListCxtRelReq,

id-PDUSessionResourceListHORqd,

id-PDUSessionResourceModifyListModCfm,


id-PDUSessionResourceModifyListModInd,


id-PDUSessionResourceModifyListModReq,


id-PDUSessionResourceModifyListModRes,


id-PDUSessionResourceNotifyList,


id-PDUSessionResourceReleasedListNot,


id-PDUSessionResourceReleasedListPSAck,


id-PDUSessionResourceReleasedListPSFail,


id-PDUSessionResourceReleasedListRelRes,


id-PDUSessionResourceResumeListRESReq,


id-PDUSessionResourceResumeListRESRes,


id-PDUSessionResourceSecondaryRATUsageList,


id-PDUSessionResourceSetupListCxtReq,


id-PDUSessionResourceSetupListCxtRes,


id-PDUSessionResourceSetupListHOReq,


id-PDUSessionResourceSetupListSUReq,


id-PDUSessionResourceSetupListSURes,


id-PDUSessionResourceSuspendListSUSReq,


id-PDUSessionResourceSwitchedList,

id-PDUSessionResourceToBeSwitchedDLList,

id-PDUSessionResourceToReleaseListHOCmd,


id-PDUSessionResourceToReleaseListRelCmd,


id-PEIPSassistanceInformation,


id-PLMNSupportList,


id-PrivacyIndicator,


id-PWSFailedCellIDList,


id-PC5QoSParameters,

id-QMCConfigInfo,


id-QMCDeactivation,


id-RANNodeName,


id-RANPagingPriority,


id-RANStatusTransfer-TransparentContainer,


id-RAN-UE-NGAP-ID,


id-RedCapIndication,


id-RedirectionVoiceFallback,


id-RelativeAMFCapacity,


id-RepetitionPeriod,


id-ResetType,


id-RGLevelWirelineAccessCharacteristics,


id-RoutingID,


id-RRCEstablishmentCause,

id-RRCInactiveTransitionReportRequest,


id-RRC-Resume-Cause,


id-RRCState,


id-SecurityContext,

id-SecurityKey,


id-SelectedPLMNIdentity,


id-SerialNumber,


id-ServedGUAMIList,


id-SliceSupportList,


id-S-NSSAI,


id-SONConfigurationTransferDL,


id-SONConfigurationTransferUL,


id-SourceAMF-UE-NGAP-ID,


id-SourceToTarget-TransparentContainer,


id-SourceToTarget-AMFInformationReroute,


id-SRVCCOperationPossible,


id-SupportedTAList,


id-Suspend-Request-Indication,


id-Suspend-Response-Indication,

id-Selected-SNPN-Identity,

id-TAI,


id-TAIListForPaging,


id-TAIListForRestart,


id-TargetID,


id-TargetNSSAIInformation,


id-TargetToSource-TransparentContainer,


id-TargettoSource-Failure-TransparentContainer,


id-TimeSyncAssistanceInfo,

id-TimeToWait,


id-TNGFIdentityInformation,


id-TraceActivation,


id-TraceCollectionEntityIPAddress,


id-TraceCollectionEntityURI,


id-TWIFIdentityInformation,


id-UEAggregateMaximumBitRate,


id-UE-associatedLogicalNG-connectionList,


id-UECapabilityInfoRequest,


id-UEContextRequest,


id-UE-DifferentiationInfo,


id-UE-NGAP-IDs,


id-UEPagingIdentity,


id-UEPresenceInAreaOfInterestList,


id-UERadioCapability,


id-UERadioCapabilityForPaging,


id-UERadioCapabilityID,

id-UERadioCapability-EUTRA-Format,


id-UERetentionInformation,


id-UESecurityCapabilities,


id-UESliceMaximumBitRateList,


id-UE-UP-CIoT-Support,


id-UL-CP-SecurityInformation,


id-UnavailableGUAMIList,


id-UserLocationInformation,


id-W-AGFIdentityInformation,


id-WarningAreaCoordinates,

id-WarningAreaList,


id-WarningMessageContents,


id-WarningSecurityInfo,


id-WarningType,


id-WUS-Assistance-Information,

id-RIMInformationTransfer

<<<<<< skip unchanged >>>>>>

-- **************************************************************

--

-- INITIAL UE MESSAGE

--

-- **************************************************************

InitialUEMessage ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {InitialUEMessage-IEs} },


...

}

InitialUEMessage-IEs NGAP-PROTOCOL-IES ::= {


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID








PRESENCE mandatory
}|


{ ID id-NAS-PDU








CRITICALITY reject
TYPE NAS-PDU









PRESENCE mandatory
}|


{ ID id-UserLocationInformation




CRITICALITY reject
TYPE UserLocationInformation





PRESENCE mandatory
}|


{ ID id-RRCEstablishmentCause




CRITICALITY ignore
TYPE RRCEstablishmentCause





PRESENCE mandatory
}|


{ ID id-FiveG-S-TMSI






CRITICALITY reject
TYPE FiveG-S-TMSI








PRESENCE optional

}|


{ ID id-AMFSetID







CRITICALITY ignore
TYPE AMFSetID









PRESENCE optional

}|


{ ID id-UEContextRequest





CRITICALITY ignore
TYPE UEContextRequest







PRESENCE optional

}|


{ ID id-AllowedNSSAI






CRITICALITY reject
TYPE AllowedNSSAI








PRESENCE optional

}|


{ ID id-SourceToTarget-AMFInformationReroute
CRITICALITY ignore
TYPE SourceToTarget-AMFInformationReroute
PRESENCE optional

}|


{ ID id-SelectedPLMNIdentity




CRITICALITY ignore
TYPE PLMNIdentity








PRESENCE optional

}|


{ ID id-IABNodeIndication





CRITICALITY reject
TYPE IABNodeIndication







PRESENCE optional

}|


{ ID id-CEmodeBSupport-Indicator



CRITICALITY reject
TYPE CEmodeBSupport-Indicator




PRESENCE optional

}|


{ ID id-LTEM-Indication






CRITICALITY ignore
TYPE LTEM-Indication







PRESENCE optional

}|


{ ID id-EDT-Session







CRITICALITY ignore
TYPE EDT-Session








PRESENCE optional

}|


{ ID id-AuthenticatedIndication




CRITICALITY ignore
TYPE AuthenticatedIndication





PRESENCE optional

}|


{ ID id-NPN-AccessInformation




CRITICALITY reject
TYPE NPN-AccessInformation





PRESENCE optional

}|


{ ID id-RedCapIndication





CRITICALITY ignore
TYPE RedCapIndication







PRESENCE optional

}|

{ ID id-Selected-SNPN-Identity



CRITICALITY ignore
TYPE NID







         PRESENCE optional

},

...

}

<<<<<< skip unchanged >>>>>>

<<<<<<<<<<<<<<<<<<<< END OF CHANGES >>>>>>>>>>>>>>>>>>>>

Annex B: TP to TS29.413
5.3
Exceptions for NGAP message contents and information element coding when used for non-3GPP access 

For the NGAP messages transferred between the Non-3GPP access network node and the AMF, the following exceptions to the specification in TS 38.413 [2] shall be applied:
<<<<<< skip unchanged >>>>>>

INITIAL UE MESSAGE message:

-
the following IEs shall be ignored, when received:

-
IAB Node Indication IE

-
CE-mode-B Support Indicator IE

-
LTE-M Indication IE

-
EDT Session IE

-
NPN Access Information IE

-
RedCap Indication IE

-
RRC Establishment Cause IE: the information given within this IE is to indicate the Establishment cause for non-3GPP access as specified in TS 24.502 [7]. 

-
Selected PLMN Identity IE: the information given within this IE provides the selected PLMN ID for untrusted non-3GPP access as specified in TS 23.502 [4].

-
Authenticated Indication IE: the information given within this IE between the W-AGF and the AMF is to indicate that the FN-RG has been authenticated by the wireline 5G access network as specified in TS 23.316 [6].

-
Selected PLMN Identity IE: the information given within this IE contains the PLMN Identity for wireline access as specified in TS 23.316 [6], or for trusted non-3GPP access as specified in TS 23.502 [4].

-
Selected SNPN Identity IE: the information given within this IE provides the selected NID together with the Selected PLMN Identity IE to indicates the selected SNPN for untrusted non-3GPP access as specified in TS 23.502 [4].

-
Selected SNPN Identity IE: the information given within this IE contains the NID together with the Selected PLMN Identity IE to indicates the selected SNPN for wireline access as specified in TS 23.316 [6], or for trusted non-3GPP access as specified in TS 23.502 [4].

Annex C : TP to XnAP
<<<<<<<<<<<<<<<<<<<<START OF CHANGES >>>>>>>>>>>>>>>>>>>>

8.3.1
S-NG-RAN node Addition Preparation
8.3.1.1
General

The purpose of the S-NG-RAN node Addition Preparation procedure is to request the S-NG-RAN node to allocate resources for dual connectivity operation for a specific UE.
The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: S-NG-RAN node Addition Preparation, successful operation

The M-NG-RAN node initiates the procedure by sending the S-NODE ADDITION REQUEST message to the S-NG-RAN node.

<<<<<< skip unchanged >>>>>>

For each PDU session, if the Common Network Instance IE is included in the PDU Session Resource Setup Info – SN terminated IE contained in the PDU Session Resources To Be Added List IE, the S-NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [7].

Redundant transmission:

-
For each PDU session, if the Redundant UL NG-U UP TNL Information at UPF IE is included in the PDU Session Resource Setup Info – SN terminated IE, the S-NG-RAN node shall, if supported, use it as the uplink termination point for the user plane data for this PDU session for the redundant transmission and it shall include the Redundant DL NG-U UP TNL Information at NG-RAN IE in the PDU Session Resource Setup Response Info – SN terminated IE as described in TS 23.501 [7].

-
For each PDU session, if the Redundant Common Network Instance IE is included in the PDU Session Resource Setup Info – SN terminated IE the S-NG-RAN node shall, if supported, use it when selecting transport network resource for the redundant transmission as specified in TS 23.501 [7].
-
For each PDU session for which the Redundant QoS Flow Indicator IE is include in QoS Flows To Be Setup List IE contained in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, store and use it as specified in TS 23.501 [7].
-
For each PDU session, if the Redundant PDU Session Information IE is included in the PDU Session Resource Setup Info - SN terminated IE in the S-NODE ADDITION REQUEST message, the S-NODE-RAN node shall, if supported, store the received information in the UE context and setup the redundant user plane resources for the concerned PDU session, as specified in TS 23.501 [7].
-
For each PDU session resource successfully setup for which the Redundant PDU Session Information IE is included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, include the Used RSN Information IE in the PDU Session Resource Setup Response Info – SN terminated IE in the S-NODE ADDITION REQUEST ACKNOWLEDGE message. If the PDU Session Pair ID IE is included in the Redundant PDU Session Information IE, the S-NG-RAN node may store and use it to identify the paired PDU sessions.
If the S-NODE ADDITION REQUEST message contains the Selected PLMN IE and, if applicable, the Selected SNPN IE, the S-NG-RAN node may use it for RRM purposes.

<<<<<<<<<<<<<<<<<<<<NEXT OF CHANGES >>>>>>>>>>>>>>>>>>>>

8.3.3
M-NG-RAN node initiated S-NG-RAN node Modification Preparation
8.3.3.1
General

This procedure is used to enable an M-NG-RAN node to request an S-NG-RAN node to either modify the UE context at the S-NG-RAN node or to query the current SCG configuration for supporting delta signalling in M-NG-RAN node initiated S-NG-RAN node change, or to provide the S-RLF-related information to the S-NG-RAN node.

The procedure uses UE-associated signalling.

8.3.3.2
Successful Operation
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Figure 8.3.3.2-1: M-NG-RAN node initiated S-NG-RAN node Modification Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUEST message to the S-NG-RAN node.
When the M-NG-RAN node sends the S-NODE MODIFICATION REQUEST message, it shall start the timer TXnDCprep.

The S-NODE MODIFICATION REQUEST message may contain

-
within the UE Context Information IE;

-
PDU session resources to be added within the PDU Session Resources To Be Added Item IE;

-
PDU session resources to be modified within the PDU Session Resources To Be Modified Item IE;

-
PDU session resources to be released within the PDU Session Resources To Be Released Item IE;

-
the S-NG-RAN node Security Key IE;

-
the S-NG-RAN node UE Aggregate Maximum Bit Rate IE;

-
the M-NG-RAN node to S-NG-RAN node Container IE;

-
the PDCP Change Indication IE;

-
the SCG Configuration Query IE;

-
the Requested split SRBs IE;

-
the Requested split SRBs release IE;
-
the Requested fast MCG recovery via SRB3 IE;

-
the Requested fast MCG recovery via SRB3 Release IE;
-
the Additional DRB IDs IE;

-
the MR-DC Resource Coordination Information IE.
If the S-NODE MODIFICATION REQUEST message contains the Selected PLMN IE and, if applicable, the Selected SNPN IE, the S-NG-RAN node may use it for RRM purposes.

<<<<<<<<<<<<<<<<<<<<NEXT OF CHANGES >>>>>>>>>>>>>>>>>>>>

9.1.2.1
S-NODE ADDITION REQUEST
This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation of resources for dual connectivity operation for a specific UE.
Direction: M-NG-RAN node ( S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.3.49
	
	YES
	reject

	S-NG-RAN node Security Key
	M
	
	9.2.3.51
	
	YES
	reject

	S-NG-RAN node UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate
9.2.3.17
	The UE Aggregate Maximum Bit Rate is split into M-NG-RAN node UE Aggregate Maximum Bit Rate and S-NG-RAN node UE Aggregate Maximum Bit Rate which are enforced by M-NG-RAN node and S-NG-RAN node respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	<<<<<< skip unchanged >>>>>>



	Selected SNPN
	O
	
	NID

9.2.2.65
	This IE together with the Selected PLMN IE Indicates the selected SNPN of the SCG in the S-NG-RAN node.
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256


	Condition
	Explanation

	ifSNterminated
	This IE shall be present if there is at least one PDU Session Resource Setup Info – SN terminated in the PDU Session Resources To Be Added List IE.


<<<<<<<<<<<<<<<<<<<< NEXT OF CHANGES >>>>>>>>>>>>>>>>>>>>

9.1.2.5
S-NODE MODIFICATION REQUEST
This message is sent by the M-NG-RAN node to the S-NG-RAN node to either request the preparation to modify S-NG-RAN node resources for a specific UE, or to query for the current SCG configuration, or to provide the S-RLF-related information to the S-NG-RAN node.

Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID 9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	<<<<<< skip unchanged >>>>>>



	Selected SNPN
	O
	
	NID

9.2.2.65
	This IE together with the Selected PLMN IE Indicates the selected SNPN of the SCG in the S-NG-RAN node.
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no. of PSCell candidates. Value is 8

	maxnoofTargetSNs
	Maximum no. of the target S-NG-RAN nodes. Value is 8


<<<<<<<<<<<<<<<<<<<< NEX OF CHANGES >>>>>>>>>>>>>>>>>>>>

9.3.4
PDU Definitions
-- ASN1START

-- **************************************************************

--

-- PDU definitions for XnAP.

--

-- **************************************************************

XnAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ActivationIDforCellActivation,


AMF-Region-Information,


AMF-UE-NGAP-ID,


AS-SecurityInformation,


AssistanceDataForRANPaging,


BitRate,


Cause,

CellAndCapacityAssistanceInfo-EUTRA,


CellAndCapacityAssistanceInfo-NR,


CellAssistanceInfo-EUTRA,


CellAssistanceInfo-NR,


CHOinformation-Req,

CHOinformation-Ack,


CHOinformation-AddReq,

CHOinformation-ModReq,

CHO-MRDC-EarlyDataForwarding,


CHO-MRDC-Indicator,


CPTransportLayerInformation,


TNLA-To-Add-List,


TNLA-To-Update-List,


TNLA-To-Remove-List,


TNLA-Setup-List,


TNLA-Failed-To-Setup-List,

CriticalityDiagnostics,


XnUAddressInfoperPDUSession-List,


DAPSResponseInfo-List,

DataTrafficResourceIndication,

DeliveryStatus,


DesiredActNotificationLevel,


DRB-ID,


DRB-List,


DRB-Number,


DRBsSubjectToDLDiscarding-List,

DRBsSubjectToEarlyStatusTransfer-List,


DRBsSubjectToStatusTransfer-List,

DRBToQoSFlowMapping-List,

E-UTRA-CGI,


ExpectedUEActivityBehaviour,


ExpectedUEBehaviour,


ExtendedUEIdentityIndexValue,

FiveGCMobilityRestrictionListContainer,


GlobalCell-ID,


GlobalNG-RANNode-ID,


GlobalNG-RANCell-ID,


GUAMI,


InterfaceInstanceIndication,

I-RNTI,


Local-NG-RAN-Node-Identifier,


LocationInformationSNReporting,

LocationReportingInformation,

LowerLayerPresenceStatusChange,


LTEUESidelinkAggregateMaximumBitRate,


LTEV2XServicesAuthorized,


MR-DC-ResourceCoordinationInfo,


ServedCells-E-UTRA,


ServedCells-NR,


ServedCellsToUpdate-E-UTRA,


ServedCellsToUpdate-NR,


MAC-I,


MaskedIMEISV,

MDT-Configuration,


MDTPLMNList,

MobilityRestrictionList,


Neighbour-NG-RAN-Node-List,


NG-RAN-Cell-Identity,


NG-RANnodeUEXnAPID,


NR-CGI,


NE-DC-TDM-Pattern,


NRUESidelinkAggregateMaximumBitRate,


NRV2XServicesAuthorized,


PagingDRX,


EUTRAPagingeDRXInformation,


PagingPriority,


PartialListIndicator,


PLMN-Identity,

PDCPChangeIndication,


PDUSessionAggregateMaximumBitRate,

PDUSession-ID,

PDUSession-List,


PDUSession-List-withCause,


PDUSession-List-withDataForwardingFromTarget,


PDUSession-List-withDataForwardingRequest,


PDUSessionResourcesAdmitted-List,


PDUSessionResourcesNotAdmitted-List,


PDUSessionResourcesToBeSetup-List,


PDUSessionResourceChangeRequiredInfo-SNterminated,


PDUSessionResourceChangeRequiredInfo-MNterminated,


PDUSessionResourceChangeConfirmInfo-SNterminated,


PDUSessionResourceChangeConfirmInfo-MNterminated,


PDUSessionResourceSecondaryRATUsageList,


PDUSessionResourceSetupInfo-SNterminated,


PDUSessionResourceSetupInfo-MNterminated,


PDUSessionResourceSetupResponseInfo-SNterminated,


PDUSessionResourceSetupResponseInfo-MNterminated,


PDUSessionResourceModificationInfo-SNterminated,


PDUSessionResourceModificationInfo-MNterminated,


PDUSessionResourceModificationResponseInfo-SNterminated,


PDUSessionResourceModificationResponseInfo-MNterminated,


PDUSessionResourceModConfirmInfo-SNterminated,


PDUSessionResourceModConfirmInfo-MNterminated,


PDUSessionResourceModRqdInfo-SNterminated,


PDUSessionResourceModRqdInfo-MNterminated,


PDUSessionType,


PC5QoSParameters,

QoSFlowIdentifier,

QoSFlowNotificationControlIndicationInfo,


QoSFlows-List,


RANPagingArea,


ResetRequestTypeInfo,

ResetResponseTypeInfo,


RFSP-Index,


RRCConfigIndication,


RRCResumeCause,


SCGConfigurationQuery,


SCGreconfigNotification,

SecurityIndication,


S-NG-RANnode-SecurityKey,


SpectrumSharingGroupID,


SplitSRBsTypes,


S-NG-RANnode-Addition-Trigger-Ind,


S-NSSAI,


TargetCellList,


TAISupport-List,


Target-CGI,


TimeToWait,

TraceActivation,

UEAggregateMaximumBitRate,


UEContextID,


UEContextInfoRetrUECtxtResp,


UEContextKeptIndicator,

UEHistoryInformation,

UEIdentityIndexValue,


UERadioCapabilityForPaging,


UERadioCapabilityID,


UERANPagingIdentity,


UESecurityCapabilities,


UPTransportLayerInformation,


UserPlaneTrafficActivityReport,

XnBenefitValue,


RANPagingFailure,


TNLConfigurationInfo,


MaximumCellListSize,


MessageOversizeNotification,


NG-RANTraceID,

MobilityInformation,


InitiatingCondition-FailureIndication,


HandoverReportType,


TargetCellinEUTRAN,


C-RNTI,


UERLFReportContainer,


Measurement-ID,


RegistrationRequest,


ReportCharacteristics,


CellToReport,


ReportingPeriodicity,


CellMeasurementResult,


UEHistoryInformationFromTheUE,


MobilityParametersInformation,


MobilityParametersModificationRange,


RACHReportInformation,


IABNodeIndication,


SNTriggered,


SCGIndicator,


UESpecificDRX,

DirectForwardingPathAvailability,

TransportLayerAddress,


PrivacyIndicator,


URIaddress,


MBS-Session-ID,

UEIdentityIndexList-MBSGroupPaging,


MBS-SessionInformation-List,


MBS-SessionInformationResponse-List,


SuccessfulHOReportInformation,

PSCellHistoryInformationRetrieve,


SSBOffsets-List,


NG-RANnode2SSBOffsetsModificationRange,


Coverage-Modification-List,

SCGFailureReportContainer,

SNMobilityInformation,


PSCellChangeHistory,


CHOConfiguration,


SCGUEHistoryInformation,

F1CTrafficContainer,

NoPDUSessionIndication,

IAB-TNL-Address-Request,


IAB-TNL-Address-Response,


TrafficIndex,


TrafficProfile,


TrafficToBeReleaseInformation,

F1-TerminatingTopologyBHInformation,

Non-F1-TerminatingTopologyBHInformation,

BHInfoList,


IABTNLAddress,

IABCellInformation,

IABTNLAddressException,

TimeSynchronizationAssistanceInformation,

SCGActivationRequest,

SCGActivationStatus,

CPAInformationRequest,


CPAInformationAck,


CPCInformationRequired,


CPCInformationConfirm,


CPAInformationModReq,


CPAInformationModReqAck,


CPC-DataForwarding-Indicator,

CPCInformationUpdate,


CPACInformationModRequired,

QMCConfigInfo,


FiveGProSeAuthorized,


FiveGProSePC5QoSParameters,


ServedCellSpecificInfoReq-NR,

NRPagingeDRXInformation,


NRPagingeDRXInformationforRRCINACTIVE,

SDTSupportRequest,


SDT-Termination-Request,

SDTPartialUEContextInfo,


SDTDataForwardingDRBList,


PEIPSassistanceInformation,

UESliceMaximumBitRateList,


PagingCause,

MDTPLMNModificationList,

F1-terminatingIAB-donorIndicator,


SRB-ID,


AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,


NID
FROM XnAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


XNAP-PRIVATE-IES,


XNAP-PROTOCOL-EXTENSION,


XNAP-PROTOCOL-IES,


XNAP-PROTOCOL-IES-PAIR

FROM XnAP-Containers


id-ActivatedServedCells,

id-ActivationIDforCellActivation,


id-AdditionalDRBIDs,

id-AMF-Region-Information,


id-AMF-Region-Information-To-Add,


id-AMF-Region-Information-To-Delete,


id-AssistanceDataForRANPaging,


id-AvailableDRBIDs,


id-Cause,


id-cellAssistanceInfo-EUTRA,


id-cellAssistanceInfo-NR,


id-CellAndCapacityAssistanceInfo-EUTRA,


id-CellAndCapacityAssistanceInfo-NR,


id-ConfigurationUpdateInitiatingNodeChoice,


id-UEContextID,


id-CriticalityDiagnostics,


id-XnUAddressInfoperPDUSession-List,


id-DesiredActNotificationLevel,


id-DRBsSubjectToStatusTransfer-List,


id-ExpectedUEBehaviour,


id-ExtendedUEIdentityIndexValue,

id-FiveGCMobilityRestrictionListContainer,


id-GlobalNG-RAN-node-ID,


id-GUAMI,


id-indexToRatFrequSelectionPriority,


id-List-of-served-cells-E-UTRA,


id-List-of-served-cells-NR,


id-LocationInformationSN,


id-LocationInformationSNReporting,


id-LocationReportingInformation,


id-LTEUESidelinkAggregateMaximumBitRate,


id-LTEV2XServicesAuthorized,


id-MAC-I,


id-MaskedIMEISV,


id-MDT-Configuration,

id-MDTPLMNList,


id-MN-to-SN-Container,

id-MobilityRestrictionList,

id-M-NG-RANnodeUEXnAPID,


id-new-NG-RAN-Cell-Identity,


id-newNG-RANnodeUEXnAPID,


id-NRUESidelinkAggregateMaximumBitRate,


id-NRV2XServicesAuthorized,


id-oldNG-RANnodeUEXnAPID,


id-OldtoNewNG-RANnodeResumeContainer,


id-PagingCause,


id-PagingDRX,


id-EUTRAPagingeDRXInformation,


id-PagingPriority,


id-PartialListIndicator-EUTRA,


id-PartialListIndicator-NR,


id-PCellID,


id-PDUSessionResourceSecondaryRATUsageList,


id-PDUSessionResourcesActivityNotifyList,

id-PDUSessionResourcesAdmitted-List,


id-PDUSessionResourcesNotAdmitted-List,


id-PDUSessionResourcesNotifyList,


id-PDUSessionToBeAddedAddReq,


id-PDUSessionToBeReleased-RelReqAck,


id-procedureStage,


id-RANPagingArea,


id-requestedSplitSRB,


id-RequiredNumberOfDRBIDs,


id-ResetRequestTypeInfo,


id-ResetResponseTypeInfo,


id-RespondingNodeTypeConfigUpdateAck,


id-RRCResumeCause,


id-SCGreconfigNotification,

id-selectedPLMN,

id-ServedCellsToActivate,


id-servedCellsToUpdate-E-UTRA,


id-ServedCellsToUpdateInitiatingNodeChoice,


id-servedCellsToUpdate-NR,


id-sourceNG-RANnodeUEXnAPID,


id-SpareDRBIDs,

id-S-NG-RANnodeMaxIPDataRate-UL,


id-S-NG-RANnodeMaxIPDataRate-DL,

id-S-NG-RANnodeUEXnAPID,


id-TAISupport-list,


id-Target2SourceNG-RANnodeTranspContainer,


id-targetCellGlobalID,


id-targetNG-RANnodeUEXnAPID,


id-TimeToWait,


id-TNLA-To-Add-List,


id-TNLA-To-Update-List,


id-TNLA-To-Remove-List,


id-TNLA-Setup-List,


id-TNLA-Failed-To-Setup-List,


id-TraceActivation,


id-UEContextInfoHORequest,


id-UEContextInfoRetrUECtxtResp,


id-UEContextKeptIndicator,

id-UEContextRefAtSN-HORequest,


id-UEHistoryInformation,

id-UEIdentityIndexValue,


id-UERANPagingIdentity,


id-UESecurityCapabilities,

id-UserPlaneTrafficActivityReport,

id-XnRemovalThreshold,


id-PDUSessionAdmittedAddedAddReqAck,


id-PDUSessionNotAdmittedAddReqAck,


id-SN-to-MN-Container,


id-RRCConfigIndication,


id-SplitSRB-RRCTransfer,

id-UEReportRRCTransfer,


id-PDUSessionReleasedList-RelConf,


id-BearersSubjectToCounterCheck,


id-PDUSessionToBeReleasedList-RelRqd,


id-ResponseInfo-ReconfCompl,

id-initiatingNodeType-ResourceCoordRequest,


id-respondingNodeType-ResourceCoordResponse,


id-PDUSessionToBeReleased-RelReq,


id-PDUSession-SNChangeRequired-List,


id-PDUSession-SNChangeConfirm-List,


id-PDCPChangeIndication,


id-PC5QoSParameters,

id-SCGConfigurationQuery,

id-UEContextInfo-SNModRequest,


id-requestedSplitSRBrelease,


id-PDUSessionAdmitted-SNModResponse,


id-PDUSessionNotAdmitted-SNModResponse,


id-admittedSplitSRB,


id-admittedSplitSRBrelease,


id-PDUSessionAdmittedModSNModConfirm,

id-PDUSessionReleasedSNModConfirm,


id-s-ng-RANnode-SecurityKey,


id-PDUSessionToBeModifiedSNModRequired,


id-S-NG-RANnodeUE-AMBR,


id-PDUSessionToBeReleasedSNModRequired,


id-target-S-NG-RANnodeID,


id-S-NSSAI,


id-MR-DC-ResourceCoordinationInfo,


id-RANPagingFailure,


id-UERadioCapabilityForPaging,


id-PDUSessionDataForwarding-SNModResponse,


id-Secondary-MN-Xn-U-TNLInfoatM,


id-NE-DC-TDM-Pattern,


id-InterfaceInstanceIndication,


id-S-NG-RANnode-Addition-Trigger-Ind,

id-SNTriggered,


id-DRBs-transferred-to-MN,

id-TNLConfigurationInfo,


id-MessageOversizeNotification,


id-NG-RANTraceID,


id-FastMCGRecoveryRRCTransfer-SN-to-MN,


id-FastMCGRecoveryRRCTransfer-MN-to-SN,


id-RequestedFastMCGRecoveryViaSRB3,


id-AvailableFastMCGRecoveryViaSRB3,


id-RequestedFastMCGRecoveryViaSRB3Release,


id-ReleaseFastMCGRecoveryViaSRB3,


id-CHOinformation-Req,


id-CHOinformation-Ack,


id-targetCellsToCancel,

id-requestedTargetCellGlobalID,

id-DAPSResponseInfo-List,


id-CHO-MRDC-EarlyDataForwarding,


id-CHO-MRDC-Indicator,


id-MobilityInformation,


id-InitiatingCondition-FailureIndication,


id-UEHistoryInformationFromTheUE,


id-HandoverReportType,


id-HandoverCause,


id-SourceCellCGI,


id-TargetCellCGI,


id-ReEstablishmentCellCGI,


id-TargetCellinEUTRAN,


id-SourceCellCRNTI,


id-UERLFReportContainer,


id-NGRAN-Node1-Measurement-ID,


id-NGRAN-Node2-Measurement-ID,


id-RegistrationRequest,


id-ReportCharacteristics,


id-CellToReport,


id-ReportingPeriodicity,


id-CellMeasurementResult,


id-NG-RANnode1CellID,


id-NG-RANnode2CellID,


id-NG-RANnode1MobilityParameters,


id-NG-RANnode2ProposedMobilityParameters,


id-MobilityParametersModificationRange,


id-RACHReportInformation,


id-IABNodeIndication,

id-UERadioCapabilityID,

id-SCGIndicator,

id-UESpecificDRX,

id-PDUSessionExpectedUEActivityBehaviour,

id-DirectForwardingPathAvailability,


id-SourceNG-RAN-node-ID,


id-TargetNodeID,

id-ManagementBasedMDTPLMNList,


id-PrivacyIndicator,


id-TraceCollectionEntityIPAddress,


id-TraceCollectionEntityURI,

id-MBS-Session-ID,


id-UEIdentityIndexList-MBSGroupPaging,


id-MulticastRANPagingArea,

id-MBS-SessionInformation-List,


id-MBS-SessionInformationResponse-List,


id-SuccessfulHOReportInformation,


id-PSCellHistoryInformationRetrieve,

id-SSBOffsets-List,

id-NG-RANnode2SSBOffsetsModificationRange,


id-Coverage-Modification-List,


id-SourcePSCellCGI,


id-FailedPSCellCGI,


id-SCGFailureReportContainer,


id-SNMobilityInformation,

id-SourcePSCellID,


id-SuitablePSCellCGI,


id-PSCellChangeHistory,


id-CHOConfiguration,

id-SCGUEHistoryInformation,

id-F1CTrafficContainer,

id-NoPDUSessionIndication,

id-F1-Terminating-IAB-DonorUEXnAPID,

id-nonF1-Terminating-IAB-DonorUEXnAPID,

id-IAB-TNL-Address-Request,


id-IAB-TNL-Address-Response,


id-TrafficToBeAddedList,


id-TrafficToBeModifiedList,


id-TrafficToBeReleaseInformation,


id-TrafficAddedList,


id-TrafficModifiedList,


id-TrafficNotAddedList,


id-TrafficNotModifiedList, 

id-TrafficRequiredToBeModifiedList,


id-TrafficRequiredModifiedList,


id-TrafficReleasedList,


id-IABTNLAddressToBeAdded,


id-IABTNLAddressToBeReleasedList,


id-BoundaryNodeCellsList,


id-ParentNodeCellsList,


id-IABTNLAddressException,


id-CHOinformation-AddReq,

id-CHOinformation-ModReq,

id-TimeSynchronizationAssistanceInformation,

id-SCGActivationRequest,


id-SCGActivationStatus,


id-CPAInformationRequest,


id-CPAInformationAck,


id-CPCInformationRequired,


id-CPCInformationConfirm,


id-CPAInformationModReq,


id-CPAInformationModReqAck,

id-CPC-DataForwarding-Indicator,


id-CPCInformationUpdate,


id-CPACInformationModRequired,

id-QMCConfigInfo,


id-Local-NG-RAN-Node-Identifier,


id-Neighbour-NG-RAN-Node-List,


id-Local-NG-RAN-Node-Identifier-Removal,


id-FiveGProSeAuthorized,

id-FiveGProSePC5QoSParameters,


id-FiveGProSeUEPC5AggregateMaximumBitRate,

id-ServedCellSpecificInfoReq-NR,

id-NRPagingeDRXInformation,


id-NRPagingeDRXInformationforRRCINACTIVE,

id-SDTSupportRequest,


id-SDT-SRB-between-NewNode-OldNode,

id-SDT-Termination-Request,


id-SDTPartialUEContextInfo,


id-SDTDataForwardingDRBList,


id-PEIPSassistanceInformation,

id-UESliceMaximumBitRateList,


id-S-NG-RANnodeUE-Slice-MBR,

id-ManagementBasedMDTPLMNModificationList,


id-F1-terminatingIAB-donorIndicator,


id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,

id-SelectedSNPN,
<<<<<< skip unchanged >>>>>>

-- **************************************************************
--

-- S-NODE ADDITION REQUEST

--

-- **************************************************************

SNodeAdditionRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ SNodeAdditionRequest-IEs}},


...

}

SNodeAdditionRequest-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-M-NG-RANnodeUEXnAPID



CRITICALITY reject

TYPE NG-RANnodeUEXnAPID







PRESENCE mandatory}|


{ ID id-UESecurityCapabilities



CRITICALITY reject

TYPE UESecurityCapabilities





PRESENCE mandatory}|


{ ID id-s-ng-RANnode-SecurityKey


CRITICALITY reject

TYPE S-NG-RANnode-SecurityKey




PRESENCE mandatory}|

{ ID id-S-NG-RANnodeUE-AMBR




CRITICALITY reject

TYPE UEAggregateMaximumBitRate




PRESENCE mandatory}|


{ ID id-selectedPLMN





CRITICALITY ignore

TYPE PLMN-Identity








PRESENCE optional }|


{ ID id-MobilityRestrictionList



CRITICALITY ignore

TYPE MobilityRestrictionList





PRESENCE optional }|

{ ID id-indexToRatFrequSelectionPriority
CRITICALITY reject

TYPE RFSP-Index









PRESENCE optional }|


{ ID id-PDUSessionToBeAddedAddReq


CRITICALITY reject

TYPE PDUSessionToBeAddedAddReq




PRESENCE mandatory}|


{ ID id-MN-to-SN-Container




CRITICALITY reject

TYPE OCTET STRING








PRESENCE mandatory}|


{ ID id-S-NG-RANnodeUEXnAPID



CRITICALITY reject

TYPE NG-RANnodeUEXnAPID







PRESENCE optional }|


{ ID id-ExpectedUEBehaviour




CRITICALITY ignore

TYPE ExpectedUEBehaviour






PRESENCE optional }|


{ ID id-requestedSplitSRB




CRITICALITY reject

TYPE SplitSRBsTypes








PRESENCE optional }|


{ ID id-PCellID







CRITICALITY reject

TYPE GlobalNG-RANCell-ID






PRESENCE optional }|


{ ID id-DesiredActNotificationLevel


CRITICALITY ignore

TYPE DesiredActNotificationLevel



PRESENCE optional }|


{ ID id-AvailableDRBIDs





CRITICALITY reject

TYPE DRB-List









PRESENCE conditional}

 -- The IE shall be present if there is at least one  PDUSessionResourceSetupInfo-SNterminated included --|


{ ID id-S-NG-RANnodeMaxIPDataRate-UL

CRITICALITY reject

TYPE BitRate









PRESENCE optional }|


{ ID id-S-NG-RANnodeMaxIPDataRate-DL

CRITICALITY reject

TYPE BitRate









PRESENCE optional }|


{ ID id-LocationInformationSNReporting

CRITICALITY ignore

TYPE LocationInformationSNReporting


PRESENCE optional }|


{ ID id-MR-DC-ResourceCoordinationInfo

CRITICALITY ignore

TYPE MR-DC-ResourceCoordinationInfo


PRESENCE optional }|


{ ID id-MaskedIMEISV





CRITICALITY ignore

TYPE MaskedIMEISV








PRESENCE optional }|


{ ID id-NE-DC-TDM-Pattern




CRITICALITY ignore

TYPE NE-DC-TDM-Pattern







PRESENCE optional }|


{ ID id-S-NG-RANnode-Addition-Trigger-Ind
CRITICALITY reject

TYPE S-NG-RANnode-Addition-Trigger-Ind

PRESENCE optional }|


{ ID id-TraceActivation





CRITICALITY ignore

TYPE TraceActivation







PRESENCE optional }|


{ ID id-RequestedFastMCGRecoveryViaSRB3

CRITICALITY ignore

TYPE RequestedFastMCGRecoveryViaSRB3


PRESENCE optional }|


{ ID id-UERadioCapabilityID




CRITICALITY reject

TYPE UERadioCapabilityID






PRESENCE optional }|


{ ID id-SourceNG-RAN-node-ID



CRITICALITY ignore

TYPE GlobalNG-RANNode-ID






PRESENCE optional }|


{ ID id-ManagementBasedMDTPLMNList


CRITICALITY ignore

TYPE MDTPLMNList








PRESENCE optional }|


{ ID id-UEHistoryInformation



CRITICALITY ignore

TYPE UEHistoryInformation






PRESENCE optional }|


{ ID id-UEHistoryInformationFromTheUE

CRITICALITY ignore

TYPE UEHistoryInformationFromTheUE



PRESENCE optional }|


{ ID id-PSCellChangeHistory




CRITICALITY ignore

TYPE PSCellChangeHistory






PRESENCE optional }|

{ ID id-IABNodeIndication




CRITICALITY reject

TYPE IABNodeIndication







PRESENCE optional }|


{ ID id-NoPDUSessionIndication



CRITICALITY ignore

TYPE NoPDUSessionIndication





PRESENCE optional }|


{ ID id-CHOinformation-AddReq



CRITICALITY reject

TYPE CHOinformation-AddReq





PRESENCE optional }|


{ ID id-SCGActivationRequest



CRITICALITY ignore

TYPE SCGActivationRequest






PRESENCE optional }|


{ ID id-CPAInformationRequest



CRITICALITY reject

TYPE CPAInformationRequest





PRESENCE optional }|


{ ID id-S-NG-RANnodeUE-Slice-MBR



CRITICALITY reject

TYPE UESliceMaximumBitRateList




PRESENCE optional }|


{ ID id-F1-terminatingIAB-donorIndicator

CRITICALITY reject

TYPE F1-terminatingIAB-donorIndicator


PRESENCE optional }|


{ ID id-SelectedSNPN






CRITICALITY
ignore

TYPE NID










PRESENCE optional },

...

}

<<<<<< skip unchanged >>>>>>

-- **************************************************************
--

-- S-NODE MODIFICATION REQUEST

--

-- **************************************************************

SNodeModificationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ SNodeModificationRequest-IEs}},


...

}

SNodeModificationRequest-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-M-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-S-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-Cause








CRITICALITY ignore

TYPE Cause










PRESENCE mandatory}|


{ ID id-PDCPChangeIndication




CRITICALITY ignore

TYPE PDCPChangeIndication





PRESENCE optional }|


{ ID id-selectedPLMN






CRITICALITY ignore

TYPE PLMN-Identity








PRESENCE optional }|


{ ID id-MobilityRestrictionList




CRITICALITY ignore

TYPE MobilityRestrictionList




PRESENCE optional }|

{ ID id-SCGConfigurationQuery




CRITICALITY ignore

TYPE SCGConfigurationQuery





PRESENCE optional }|


{ ID id-UEContextInfo-SNModRequest



CRITICALITY reject

TYPE UEContextInfo-SNModRequest



PRESENCE optional }|


{ ID id-MN-to-SN-Container





CRITICALITY ignore

TYPE OCTET STRING








PRESENCE optional }|


{ ID id-requestedSplitSRB





CRITICALITY ignore

TYPE SplitSRBsTypes








PRESENCE optional }|


{ ID id-requestedSplitSRBrelease



CRITICALITY ignore

TYPE SplitSRBsTypes








PRESENCE optional }|


{ ID id-DesiredActNotificationLevel



CRITICALITY ignore

TYPE DesiredActNotificationLevel



PRESENCE optional }|


{ ID id-AdditionalDRBIDs





CRITICALITY reject

TYPE DRB-List









PRESENCE optional }|


{ ID id-S-NG-RANnodeMaxIPDataRate-UL


CRITICALITY reject

TYPE BitRate









PRESENCE optional }|


{ ID id-S-NG-RANnodeMaxIPDataRate-DL


CRITICALITY reject

TYPE BitRate









PRESENCE optional }|


{ ID id-LocationInformationSNReporting


CRITICALITY ignore

TYPE LocationInformationSNReporting


PRESENCE optional }|


{ ID id-MR-DC-ResourceCoordinationInfo


CRITICALITY ignore

TYPE MR-DC-ResourceCoordinationInfo


PRESENCE optional }|


{ ID id-PCellID








CRITICALITY reject

TYPE GlobalNG-RANCell-ID






PRESENCE optional }|


{ ID id-NE-DC-TDM-Pattern





CRITICALITY ignore

TYPE NE-DC-TDM-Pattern






PRESENCE optional}|


{ ID id-RequestedFastMCGRecoveryViaSRB3


CRITICALITY ignore

TYPE RequestedFastMCGRecoveryViaSRB3


PRESENCE optional }|


{ ID id-RequestedFastMCGRecoveryViaSRB3Release
CRITICALITY ignore

TYPE RequestedFastMCGRecoveryViaSRB3Release
PRESENCE optional }|


{ ID id-SNTriggered







CRITICALITY ignore

TYPE SNTriggered








PRESENCE optional }|


{ ID id-TargetNodeID






CRITICALITY ignore

TYPE GlobalNG-RANNode-ID






PRESENCE optional }|

{ ID id-PSCellHistoryInformationRetrieve

CRITICALITY ignore

TYPE PSCellHistoryInformationRetrieve

PRESENCE optional }|


{ ID id-UEHistoryInformationFromTheUE


CRITICALITY ignore

TYPE UEHistoryInformationFromTheUE


PRESENCE optional }|


{ ID id-CHOinformation-ModReq




CRITICALITY ignore

TYPE CHOinformation-ModReq





PRESENCE optional }|


{ ID id-SCGActivationRequest




CRITICALITY ignore

TYPE SCGActivationRequest





PRESENCE optional }|

{ ID id-CPAInformationModReq




CRITICALITY ignore

TYPE CPAInformationModReq





PRESENCE optional }|


{ ID id-CPCInformationUpdate




CRITICALITY ignore

TYPE CPCInformationUpdate





PRESENCE optional }|


{ ID id-S-NG-RANnodeUE-Slice-MBR




CRITICALITY ignore

TYPE UESliceMaximumBitRateList




PRESENCE optional }|


{ ID id-ManagementBasedMDTPLMNModificationList
CRITICALITY
ignore

TYPE MDTPLMNModificationList




PRESENCE optional }|

{ ID id-SelectedSNPN






CRITICALITY
ignore

TYPE NID










PRESENCE optional },

...

}

<<<<<<<<<<<<<<<<<<<< NEX OF CHANGES >>>>>>>>>>>>>>>>>>>>

9.3.7
Constant definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

<<<<<< skip unchanged >>>>>>

id-UEAssistantIdentifier


















ProtocolIE-ID ::= 361

id-ManagementBasedMDTPLMNModificationList














ProtocolIE-ID ::= 362

id-F1-terminatingIAB-donorIndicator
















ProtocolIE-ID ::= 363

id-TAINSAGSupportList



















ProtocolIE-ID ::= 364

id-SCGreconfigNotification


















ProtocolIE-ID ::= 365

id-earlyMeasurement




















ProtocolIE-ID ::= 366
id-BeamMeasurementsReportConfiguration















ProtocolIE-ID ::= 367
id-CoverageModificationCause


















ProtocolIE-ID ::= 368

id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated








ProtocolIE-ID ::= 369

id-UERLFReportContainerLTEExtension















ProtocolIE-ID ::= 370
id-ExcessPacketDelayThresholdConfiguration














ProtocolIE-ID ::= 371
id-SelectedSNPN





















ProtocolIE-ID ::= XXX
<<<<<< skip unchanged >>>>>>

<<<<<<<<<<<<<<<<<<<< END OF CHANGES >>>>>>>>>>>>>>>>>>>>

Annex D : TP toTS38.300
START CHANGE

16.6
Stand-Alone NPN

16.6.1
General

An SNPN is a network deployed for non-public use which does not rely on network functions provided by a PLMN (see clause 4.8). An SNPN is identified by a PLMN ID and NID (see clause 8.2) broadcast in SIB1.

An SNPN-capable UE supports the SNPN access mode. When the UE is set to operate in SNPN access mode, the UE only selects and registers with SNPNs. When the UE is not set to operate in SNPN access mode, the UE performs normal PLMN selection procedures.

Emergency services and ETWS /CMAS can be supported by SNPNs. An IMS Emergency call support indication is provided per SNPN to inform the UE which SNPN(s) support emergency bearer. In normal service state the indication is provided in the same way as in case of PLMNs (see clause 16.5.2). In limited service state and for emergency services other than eCall over IMS, a UE is informed whether an SNPN of the cell supports emergency services over NG-RAN from a per SNPN broadcast indication (imsEmergencySupportForSNPN). The broadcast indicator for an SNPN may be set to "support" if any AMF of the SNPN supports IMS emergency bearer services.

NR-NR Dual Connectivity within a single SNPN or across SNPNs indicated in the mobility restriction list is supported. 


16.6.2
Mobility

16.6.2.1
General

The same principles as described in 9.2 apply to SNPN except for what is described below.

UEs operating in SNPN access mode only (re)select cells within the selected/registered SNPN or within equivalent SNPNs and a cell can only be considered as suitable if the PLMN and NID broadcast by the cell matches the selected/registered SNPN or an equivalent SNPN.

In addition, manual selection of SNPN(s) is supported, for which HRNN(s) can be optionally provided.

The roaming and access restrictions applicable to SNPN are described in clause 9.4.

16.6.2.2
Inactive Mode

The mobility of a UE in inactive mode builds on existing functionality described in clause 9.2.2 and is limited to the SNPN(s) identified within the mobility restrictions received in the UE context.

16.6.2.3
Connected Mode

The NG-RAN node is aware of the SNPN ID(s) supported by neighbour cells.

At the time of handover, cells that do not support the serving SNPN ID or the SNPN ID of an equivalent SNPN within the mobility restrictions received in the UE context are not considered as candidate target cells by the source NG-RAN node.

The target NG-RAN node performs access control. In case it cannot accept the handover for the serving SNPN the target NG-RAN node fails the handover including an appropriate cause value.

END OF CHANGE
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