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	Reason for change:
	Based on the SA5 definition in TS 28.405, if the area scope parameter is not present the QMC shall be done throughout the PLMN specified in PLMN target. The PLMN wide option in the Area Scope IE is missing.
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	Add PLMN wide option in Area Scope IE.
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[bookmark: _Toc20953836][bookmark: _Toc29390365][bookmark: _Toc45831299][bookmark: _Toc51762765]9.2.1.128	UE Application layer measurement configuration
[bookmark: OLE_LINK1]The IE defines configuration information for the QoE Measurement Collection (QMC) function.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Container for application layer measurement configuration
	M
	
	Octet string (1..1000)
	Indicates application layer measurement configuration, see Annex L in [43].
	-
	-

	CHOICE Area Scope of QMC
	M
	
	
	
	-
	-

	>Cell based
	
	
	
	
	
	-

	>>Cell ID List for QMC
	
	1 .. <maxnoofCellIDforQMC>
	
	
	
	-

	>>>E-CGI
	M
	
	9.2.1.38
	
	-
	-

	>TA based
	
	
	
	
	
	-

	>>TA List for QMC
	
	1 .. <maxnoofTAforQMC>
	
	
	
	-

	>>>TAC
	M
	
	9.2.3.7
	The TAI is derived using the current serving PLMN.
	-
	-

	>TAI based
	
	
	
	
	-
	-

	>>TAI List for QMC
	
	1 .. <maxnoofTAforQMC>
	
	
	-
	-

	>>>TAI
	M
	
	9.2.3.16
	
	-
	-

	>PLMN area based
	
	
	
	
	
	-

	>>PLMN List for QMC
	
	1 .. <maxnoofPLMNforQMC>
	
	
	
	-

	>>>PLMN Identity
	M
	
	9.2.3.8
	
	-
	-

	  >PLMN wide
	
	
	NULL
	
	
	

	Service Type
	M
	
	ENUMERATED
(QMC for streaming service, QMC for MTSI service, ...)
	This IE indicates the service type of UE application layer measurements.
	-
	-



	Range bound
	Explanation

	maxnoofCellIDforQMC
	Maximum no. of Cell ID subject for QMC scope. Value is 32.

	maxnoofTAforQMC
	Maximum no. of TA subject for QMC scope. Value is 8.

	maxnoofPLMNforQMC
	Maximum no. of PLMNs in the PLMN list for QMC scope. Value is 16.
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-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
==== Skip Unchanged Part ====
AreaScopeOfQMC ::= CHOICE {	
	cellBased					CellBasedQMC,
	tABased						TABasedQMC,
	tAIBased					TAIBasedQMC,
	pLMNAreaBased				PLMNAreaBasedQMC,
	...,
	pLMNWide					Null,
}
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