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	Reason for change:
	On-demand SI request from idle/inactive UE is on the basis of SI messages, where one SI message could include different SIB types. The mapping of SIB types to SI messages is configured in schedulingInfoList and schedulingInfoList2.  For on-demand SI request from idle/inactive UE, it has been agreed in R3-185233 at RAN3#101 that the granularity should be SI message. However, In F1AP, the SI messages requested by UE is mentioned as ‘SI type’, which is ambiguous and has resulted in confusion with SIB type in RAN3 group.

	
	

	Summary of change:
	- Change SIType list into SI list.
- Remove the semantic description that ‘the SI Type value of other SI starts from 2’ in F1AP

	
	

	Consequences if not approved:
	The SIType list in F1AP is ambiguous and there is misunderstanding between SI list and SIB type.
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This IE is used by gNB-CU to provide SI list of other SI for gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SI listtype item IEs
	
	1.. <maxnoofSITypes>
	
	

	>SI messageType
	M
	
	 
INTEGER (1..32, ...)
	Indicates a certain SI messagetype required to be broadcasted by the gNB-DU. The SI Type value of other SI starts from 2



	Range bound
	Explanation

	maxnoofSITypes
	Maximum no. of SI messages types, the maximum value is 32.
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