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Editor’s Note: Encoding of IEs may be further refined.

This IE provides the TSC assistance information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [7]). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Periodicity
	M
	
	9.2.3.116
	Periodicity as specified in TS 23.501 [7].
	–
	

	Burst Arrival Time
	O
	
	9.2.3.117
	Burst Arrival Time as specified in TS 23.501 [7].
	–
	

	Survival Time
	O
	
	9.2.3.152
	
	YES
	Ignore

	CHOICE RAN feedback type
	
	0..1
	
	
	YES
	ignore

	>proactive
	
	
	
	
	
	

	>>Burst Arrival Time Window
	M
	
	9.2.3.z1
	
	-
	

	>>Periodicity Range
	O
	
	9.2.3.z2
	
	-
	

	>reactive
	
	
	
	
	
	

	>>Capability for BAT Adaptation
	M
	
	9.2.3.z3
	
	-
	



***********************Skip to Next Change ********************************
9.2.3.153	Time Synchronisation Assistance Information
This IE indicates the 5G access stratum time distribution parameters as specified in TS 23.501 [7].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Time Distribution indication
	M
	
	ENUMERATED
(enabled, disabled, …)
	
	-
	-

	Uu Time Synchronization Error Budget
	C-ifEnabled
	
	INTEGER (0..1000000, …)
	Expressed in units of 1 ns.
	-
	-

	Clock Quality Reporting Control Information
	O
	
	9.2.3.x1
	
	YES
	ignore



	Condition
	Explanation

	ifEnabled
	This IE shall be present if the Time Distribution Indication IE is set to “enabled”.




***********************Skip to Next Change ********************************

9.2.3.x1	Clock Quality Reporting Control Information
This IE indicates the clock quality reporting control information as defined in TS 23.501 [7]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Clock Quality Detail Level
	M
	
	
	

	>clock quality metrics
	
	
	
	

	>>[FFS]
	
	
	
	

	>acceptance indication
	
	
	
	

	>>Clock Quality Acceptance Criteria
	M
	
	9.3.1.x2
	



9.2.3.x2	Clock Quality Acceptance Criteria
This IE indicates the clock quality acceptance criteria as defined in TS 23.501 [7]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[FFS]
	
	
	
	



***********************Skip to Next Change ********************************

9.2.3.z1	Burst Arrival Time Window
This IE indicates the burst arrival time window of the TSC QoS flow as defined in TS 23.501 [7]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[FFS]
	
	
	
	



9.2.3.z2	Periodicity Range
This IE indicates the periodicity range for the TSC QoS flow as defined in TS 23.501 [7]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[FFS]
	
	
	
	



9.2.3.z3	Capability for BAT Adaptation
This IE indicates the capability for BAT adaptation for the TSC QoS flow as defined in TS 23.501 [7]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[FFS]
	
	
	
	




