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1 Introduction

This is the summary document for the following come back:    
CB: # 16_R18Redcap

- Discuss the open issues above in order to finalize the stage3 

- Capture agreements and open issues

(moderator – E///)

2 For the Chairman’s Notes

Second round discussion:

P1) RRC State indication is not needed in the MT COMMUNICATION HANDLING REQUEST message when indicating of UE connection resume

FFS on signalling a UE Reachability indication to AMF
P2) Add a CHOICE structure in the MT COMMUNICATION HANDLING REQUEST:

· Activate HLCOM

· NR RAN Paging eDRX Cycle for RRC INACTIVE (M)

· NR RAN PTW length (M) (FFS if should be always provided by the RAN)
· NR RAN PTW start H_SFN ( FFS on the IE details)

· Deactivate HLCOM

· Deactivate HLCOM indication

P3) PPI, ARP, PDU session ID, 5QI(FFS) and QFI are included in the DL DATA NOTIFICATION message

P4) Send LS to SA2 to ask if feasible to provide DL Data size to NG-RAN during the DL DATA NOTIFICATION for the purpose of MT-SDT paging decision
(TP for TS 38.413) Update of CN based Communication Handling in R3-233344 agreed
Reply LS to SA2, CT4, cc: RAN2 on INACTIVE eDRX above 10.24sec and SDT in R3-233347 agreed
3 Discussion

Below the minutes from the offline discussion:
	CB: # 16_R18Redcap
- Discuss the open issues above in order to finalize the stage3 

- Capture agreements and open issues

(moderator – E///)

Summary of offline disc R3-233331
1) NGAP Discussion:

In NGAP MT COMMUNICATION HANDLING REQUEST message, reusing the existing RRC State IE or a common handling status ENUMERATED (enable/disable) IE to indicate the activation/deactivation of MT communication handling?

Second round discussion:
P1) WA: RRC State indication is not needed in the MT COMMUNICATION HANDLING REQUEST message when indicating of UE connection resume

P2) Add a CHOICE structure in the MT COMMUNICATION HANDLING REQUEST:

· Activate Buffering

i. NR RAN Paging eDRX Cycle for RRC INACTIVE (M)
ii. NR RAN PTW length (M) (FFS if should be always provided by the RAN)
iii. NR RAN PTW start H_SFN ( FFS on the IE details)

· Deactivate Buffering

i. UE Reachability Indication
2) Paging priority discussion:
RAN3 agrees that AMF sends the assistance information to NG-RAN node to decide the paging priority.

What’s information needed in NG-RAN node?

PPI/ARP/5QI/PDU session ID/QFI?

Second round discussion
P3) PPI, ARP, PDU session ID and QFI are included in the DL DATA NOTIFICATION message

FFS on 5QI

For MT-SDT paging, is Data size needed in the DL DATA NOTIFICATION message? Majority of companies think yes.
Two options:
· Option 1: always send the DL data size in the DL Data Notification
· Option 2: send DL data size in the DL Data Notification only for the SDT QFI(s) signalled before in the MT COMMUNICATION HANDLING REQUEST message
P4) Send LS to SA2 to ask if feasible to provide DL Data size to NG-RAN during the DL DATA NOTIFICATION for the purpose of MT-SDT paging decision
To discuss at next meeting the eRedCap indication for cell barring over Xn (as agreed in RAN2 in IFRI), over F1 for early UE indication – FFS for next meeting


