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 CB: # MobilityEnh3_SelectiveActivation

- Discuss on the explicit indications of the message list is for the purpose of selective activation.

- List the open issues.

- Capture the agreements and draft TPs.
(moderator - ZTE)
Summary of offline disc R3-233359
For the Chairman’s Notes

Propose the following agreements :

Add a new IE as a sub IE of the Conditional PSCell Change Information Required IE in the S-NODE CHANGE REQUIRED message to indicate that the request is for SCG Selective Activation.
It is FFS (up to RAN2 progress) what form the indication will have (an explicit IE or an RRC container).

Note: This can be revisited based on RAN2 progress.

Add a new IE as a sub IE of the Conditional PSCell Addition Information Request IE in the S-NODE ADDITION REQUEST message to indicate that the request is for SCG Selective Activation.
It is FFS (up to RAN2 progress) what form the indication will have (an explicit IE or an RRC container).

Note: This can be revisited based on RAN2 progress.

Agree R3-233496, revision of R3-233252, (TP to TS 38.423) Support of SCG selective activation
Propose the following FFSs:

1. Introduce a new indicator for selective activation in the S-NODE MODIFICATION REQUEST message to indicate that the request is for SCG selective activation. FFS on the scenarios.
2. Introduce a new indicator for selective activation in the Xn-U address indication message to indicate that the request is for SCG selective activation. FFS on the scenarios.
Discussion

3.1 New indicators for the request messages for XnAP:
Add a new IE as a sub IE of the Conditional PSCell Addition Information Request IE in the S-NODE CHANGE REQUIRED message to indicate that the request is for SCG Selective Activation. 
It is FFS (up to RAN2 progress) what form the indication will have (an explicit IE or an RRC container).

Note: This can be revisited based on RAN2 progress.
Add a new IE as a sub IE of the Conditional PSCell Addition Information Request IE in the S-NODE ADDITION REQUEST message to indicate that the request is for SCG Selective Activation. 

It is FFS (up to RAN2 progress) what form the indication will have (an explicit IE or an RRC container).

Note: This can be revisited based on RAN2 progress.

3. Introduce a new indicator for selective activation in the S-NODE MODIFICATION REQUIRED message to indicate that the request is for SCG selective activation.

There is no agreement to support it.
4. Introduce a new indicator for selective activation in the S-NODE MODIFICATION REQUEST message to indicate that the request is for SCG selective activation. FFS on the scenarios.
5. Introduce a new indicator for selective activation in the Xn-U address indication message to indicate that the request is for SCG selective activation. FFS on the scenarios.
3.2 New indicators for the response messages for XnAP:
1. The target SN shall be allowed to admit a request for Selective Activation Addition as a “classic” CPA. It shall inform the MN about it in the S-NODE ADDITION REQUEST ACKNOWLEDGE.

2. Add the RRC config indication IE as a sub IE of the Conditional PSCell Addition Information Acknowledge IE in the S-NODE ADDITION REQUEST ACKNOWLEDGE message to indicate whether the associated SCG configuration is a delta with respect to the reference SCG configuration. This can be revisited based on RAN2 progress.

2. Introduce a new indicator for selective activation in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message
3.3 New indicators for the request messages for F1AP:
1. Introduce a new indicator in the UE CONTEXT SETUP REQUEST message to indicate that the request is for SCG selective activation.

2. Introduce a new indicator in the UE CONTEXT MODIFICATION REQUEST message to indicate that the request is for SCG selective activation.
3.4 New indicators for the request messages for E1AP:

1. Introduce a new indicator in BEARER CONTEXT SETUP REQUEST message to indicate that the request is for SCG selective activation.

3.5 Other open issues:

1. Both indirect and direct early data forwarding shall be supported in Selective Activation. Signalling support for early data forwarding.
For inter-SN SCG selective activation, the SN reconfiguration complete message can be reused to notify the selected SN of the cell change after CPC execution.

3. MN should use the SN Modification Request message to notify the source SN of the cell change if the MN wants to keep it as a candidate SN after CPC execution.

4. Reference configuration?
Conclusion, Recommendations [if needed]

If needed
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