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1	Introduction
This contribution includes the TP which capture the agreement reached for RAN sharing.
	

2	TP for BLCR on 37.483
[bookmark: _Toc105657263][bookmark: _Toc106108644][bookmark: _Toc112687737][bookmark: _Toc120093080]9.2.5	MBS Messages
[bookmark: _Toc105657264][bookmark: _Toc106108645][bookmark: _Toc112687738][bookmark: _Toc120093081]9.2.5.1	MBS Messages for Broadcast
[bookmark: _Toc105657265][bookmark: _Toc106108646][bookmark: _Toc112687739][bookmark: _Toc120093082]9.2.5.1.1	BC BEARER CONTEXT SETUP REQUEST
This message is sent by the gNB-CU-CP to request the gNB-CU-UP to setup MBS session resources for a broadcast MBS session. 
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP MBS E1AP ID
	M
	
	9.3.1.106
	
	YES
	reject

	Global MBS Session ID
	M
	
	9.3.1.108
	
	YES
	reject

	BC Bearer Context To Setup
	M
	
	9.3.3.26
	
	YES
	reject

	Associated Session ID
	O
	
	9.3.1.X
	
	YES
	ignore
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-----------Next Change----------
9.3.1.X	Associated Session ID
This IE is used to identify MBS sessions delivering the same content.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Associated Session ID
	M
	
	FFS
	



-----------Next Change----------
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-- ASN1START
-- **************************************************************
--
-- PDU definitions for E1AP
--
-- **************************************************************

E1AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
	AssociatedSessionID,
	Cause,
	CriticalityDiagnostics,
	GNB-CU-CP-MBS-E1AP-ID,
////////////////////////////////No change/////////////////////////////////
FROM E1AP-Containers
	
	id-AssociatedSessionID,
	id-Cause,
	id-CriticalityDiagnostics,
	id-gNB-CU-CP-UE-E1AP-ID, 
	id-gNB-CU-UP-UE-E1AP-ID,
	id-ResetType,
	id-UE-associatedLogicalE1-ConnectionItem,
	id-UE-associatedLogicalE1-ConnectionListResAck,
////////////////////////////////No change/////////////////////////////////
-- **************************************************************
--
-- BC BEARER CONTEXT SETUP
--
-- **************************************************************

-- **************************************************************
--
-- BC BEARER CONTEXT SETUP REQUEST
--
-- **************************************************************

BCBearerContextSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BCBearerContextSetupRequestIEs } },
	...
}

BCBearerContextSetupRequestIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-GNB-CU-CP-MBS-E1AP-ID			CRITICALITY reject	TYPE 	GNB-CU-CP-MBS-E1AP-ID				PRESENCE mandatory	}|
	{ ID id-GlobalMBSSessionID				CRITICALITY reject	TYPE 	GlobalMBSSessionID					PRESENCE mandatory	}|
	{ ID id-BCBearerContextToSetup			CRITICALITY reject	TYPE 	BCBearerContextToSetup				PRESENCE mandatory	}|
	{ ID id-AssociatedSessionID				CRITICALITY ignore	TYPE 	AssociatedSessionID					PRESENCE optional	},
	...
}

-- **************************************************************
--
-- BC BEARER CONTEXT SETUP RESPONSE
--
-- **************************************************************

BCBearerContextSetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BCBearerContextSetupResponseIEs } },
	...
}

BCBearerContextSetupResponseIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-GNB-CU-CP-MBS-E1AP-ID			CRITICALITY reject	TYPE 	GNB-CU-CP-MBS-E1AP-ID				PRESENCE mandatory	}|
	{ ID id-GNB-CU-UP-MBS-E1AP-ID			CRITICALITY reject	TYPE 	GNB-CU-UP-MBS-E1AP-ID				PRESENCE mandatory	}|
	{ ID id-BCBearerContextToSetupResponse	CRITICALITY reject	TYPE 	BCBearerContextToSetupResponse	PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE 	CriticalityDiagnostics				PRESENCE optional	},
	...
}

9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
-- A

ActivityInformation	::=	CHOICE	{
	dRB-Activity-List						DRB-Activity-List,
	pDU-Session-Resource-Activity-List		PDU-Session-Resource-Activity-List,
	uE-Activity								UE-Activity, 
	choice-extension						ProtocolIE-SingleContainer	{{ActivityInformation-ExtIEs}}
}

ActivityInformation-ExtIEs E1AP-PROTOCOL-IES ::= {
	...
}

ActivityNotificationLevel	::=	ENUMERATED	{
	drb,
	pdu-session,
	ue,
	...
}

AdditionalHandoverInfo ::= ENUMERATED	{
	discard-pdpc-SN,
	...
}

AdditionalPDCPduplicationInformation	::=	ENUMERATED	{
	three, 
	four,
	...
}

AdditionalRRMPriorityIndex ::= BIT STRING (SIZE(32))

AveragingWindow  ::= INTEGER (0..4095, ...) 

AlternativeQoSParaSetList ::= SEQUENCE (SIZE(1..maxnoofQoSParaSets)) OF AlternativeQoSParaSetItem

AlternativeQoSParaSetItem ::= SEQUENCE {
	alternativeQoSParameterIndex		INTEGER(1..8,...),
	guaranteedFlowBitRateDL				BitRate					OPTIONAL,
	guaranteedFlowBitRateUL				BitRate					OPTIONAL,
	packetDelayBudget					PacketDelayBudget		OPTIONAL,
	packetErrorRate						PacketErrorRate			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {AlternativeQoSParaSetItem-ExtIEs} }	OPTIONAL,
	...
}

AlternativeQoSParaSetItem-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

AssociatedSessionID ::= OCTET STRING (SIZE(6))
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************


E1AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID

FROM E1AP-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

////////////////////////////////No change/////////////////////////////////
id-MCForwardingResourceResponse									ProtocolIE-ID ::= 181
id-MCForwardingResourceRelease									ProtocolIE-ID ::= 182
id-MCForwardingResourceReleaseIndication						ProtocolIE-ID ::= 183
id-PDCP-COUNT-Reset												ProtocolIE-ID ::= 184
id-MBSSessionAssociatedInfoNonSupportToSupport					ProtocolIE-ID ::= 185
id-AssocoatedSessionID											ProtocolIE-ID ::= XXX


END
-- ASN1STOP



-----------End of the Change----------
