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	Reason for change:
	1. The Uu RLC Channel ID IE defined in TS 38.473 is not consistent with the Uu-RelayRLC-ChannelID IE defined in TS 38.331. Uu RLC Channel ID is defiend as BIT STRING (SIZE(16)), while Uu-RelayRLC-ChannelID is defined as INTEGER (1..maxLC-ID), where maxLC-ID is equal to 32.

	
	

	Summary of change:
	1. In the definition of Uu RLC Channel ID in clause 9.3.1.266, change the IE type to INTEGER (1..32), and add the semantics description “Corresponds to the Uu-RelayRLC-ChannelID IE defined in 38.331 [8]”.

Impact analysis

Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because it only impacts Sidelink feature.
The change is NBC.

	
	

	Consequences if not approved:
	Inconsistent definition of Uu RLC Channel ID will cause value overflow when downcasting a value of Uu RLC Channel ID greater than 32 to Uu-RelayRLC-ChannelID in the RRC configuration.
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Rev2: R3-233388, revision of R3-233072 to resolve comments received from the online discussion at RAN3 #120:
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· added impact analysis in the coversheet.
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[bookmark: _Toc99038945][bookmark: _Toc99731208][bookmark: _Toc105511339][bookmark: _Toc105927871][bookmark: _Toc106110411][bookmark: _Toc113835848][bookmark: _Toc120124696][bookmark: _Toc121161696]9.3.1.266	Uu RLC Channel ID
This IE uniquely identifies a Uu Relay RLC channel for a L2 U2N Relay UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Uu RLC Channel ID
	M
	
	INTEGER (1..32)BIT STRING (SIZE (16))
	Corresponds to information provided in the Uu-RelayRLC-ChannelID IE defined in 38.331 [8].
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[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc66289739][bookmark: _Toc74154852][bookmark: _Toc81383596][bookmark: _Toc88658230][bookmark: _Toc97911142][bookmark: _Toc99038966][bookmark: _Toc99731229][bookmark: _Toc105511364][bookmark: _Toc105927896][bookmark: _Toc106110436][bookmark: _Toc113835878][bookmark: _Toc120124734][bookmark: _Toc121161734]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,

skip unchanged
Uncertainty-range-AoA ::= INTEGER (0..3599)

Uncertainty-range-ZoA ::= INTEGER (0..1799)


UuRLCChannelID ::= INTEGER (1..32)BIT STRING (SIZE (16)) 

UuRLCChannelQoSInformation ::= CHOICE {
	uuRLCChannelQoS					QoSFlowLevelQoSParameters,
	uuControlPlaneTrafficType		ENUMERATED {srb0,srb1,srb2,...},
	choice-extension		ProtocolIE-SingleContainer { { UuRLCChannelQoSInformation-ExtIEs} }
}

UuRLCChannelQoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

UuRLCChannelToBeSetupList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelToBeSetupItem

UuRLCChannelToBeSetupItem ::= SEQUENCE {
	uuRLCChannelID					UuRLCChannelID,
	uuRLCChannelQoSInformation		UuRLCChannelQoSInformation,
	rLCMode							RLCMode,
	iE-Extensions					ProtocolExtensionContainer { { UuRLCChannelToBeSetupItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelToBeSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

End of Change

