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Changes Start
9.2.16.1	QOE INFORMATION TRANSFER 
This message is sent by a gNB-CU to a gNB-DU, to indicate information related to RAN visible QoE.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	QoE Information List
	
	
	0..1
	
	YES
	ignore

	>QoE Information Item
	
	
	1..<maxnoofQoEInformation>
	
	Each
	ignore 

	>>QoE Metrics
	O
	
	9.3.1.260
	
	-
	-

	>> DRB List
	
	
	0..1
	
	
	

	>>> DRB List Item 
	
	
	1 .. <maxnoofDRBs>
	The List of DRBs corresponding to the QoE Information. 
	
	

	>>>>DRB ID
	
	
	9.3.1.8
	
	
	



	Range bound
	Explanation

	maxnoofQoEInformation
	Maximum no. of QoE information for one UE, the maximum value is 16.

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 
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9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Cell-Direction,
	id-Cell-Type,

	<unchanged omitted>

	id-NeedForGapNCSGInfoNR,
	id-NeedForGapNCSGInfoEUTRA,
	id-Source-MRB-ID,
	id-RedCapIndication,
	id-UL-GapFR2-Config,
	id-ConfigRestrictInfoDAPS,
	id-MulticastF1UContextReferenceCU,
	id-TwoPHRModeMCG,
	id-TwoPHRModeSCG,
	id-ncd-SSB-RedCapInitialBWP-SDT,
	id-nrofSymbolsExtended,
	id-repetitionFactorExtended,
	id-startRBHopping,
	id-startRBIndex,
	id-transmissionCombn8,
	id-ServCellInfoList,
    id-dRB-List,
<unchanged omitted>
-- D
DAPS-HO-Status::= ENUMERATED{initiation,... }

DCBasedDuplicationConfigured::= ENUMERATED{true,..., false}

<unchanged omitted>
DRB-Information-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRBs-Modified-Item	::= SEQUENCE {
	dRBID							DRBID,
	lCID								LCID		OPTIONAL,
	dLUPTNLInformation-ToBeSetup-List		DLUPTNLInformation-ToBeSetup-List,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-Modified-ItemExtIEs } }	OPTIONAL,
	...
}

DRB-List ::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-List-Item

DRB-List-Item ::= SEQUENCE {
	drbid					    DRBID,
	iE-Extensions				ProtocolExtensionContainer { { DRB-List-Item-ExtIEs} } OPTIONAL
}

DRB-List-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRBs-Modified-Item	::= SEQUENCE {
	dRBID							DRBID,
	lCID								LCID		OPTIONAL,
	dLUPTNLInformation-ToBeSetup-List		DLUPTNLInformation-ToBeSetup-List,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-Modified-ItemExtIEs } }	OPTIONAL,
	...
}

<unchanged omitted>
-- Q
QCI ::= INTEGER (0..255)

QoEInformation ::= SEQUENCE {
	qoEInformationList		QoEInformationList,
	iE-Extensions			ProtocolExtensionContainer { { QoEInformation-ExtIEs} } OPTIONAL
}

QoEInformation-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

QoEInformationList ::= SEQUENCE (SIZE(1.. maxnoofQoEInformation)) OF QoEInformationList-Item

QoEInformationList-Item ::= SEQUENCE {
	qoEMetrics			QoEMetrics	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { QoEInformationList-Item-ExtIEs} } 	OPTIONAL
}

QoEInformationList-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
    {ID id-dRB-List CRITICALITY ignore EXTENSION DRB-List PRESENCE optional},
	...
}

QoEMetrics ::= SEQUENCE {
	appLayerBufferLevelList				AppLayerBufferLevelList  OPTIONAL,
	playoutDelayForMediaStartup			PlayoutDelayForMediaStartup OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { QoEMetrics-ExtIEs} } OPTIONAL,
	...
}

QoEMetrics-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}
Next Change
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<unchanged omitted>
-- IEs
--
-- **************************************************************

id-Cause											ProtocolIE-ID ::= 0
id-Cells-Failed-to-be-Activated-List				ProtocolIE-ID ::= 1
id-Cells-Failed-to-be-Activated-List-Item			ProtocolIE-ID ::= 2
id-Cells-to-be-Activated-List						ProtocolIE-ID ::= 3
id-Cells-to-be-Activated-List-Item					ProtocolIE-ID ::= 4
id-Cells-to-be-Deactivated-List						ProtocolIE-ID ::= 5
id-Cells-to-be-Deactivated-List-Item				ProtocolIE-ID ::= 6
id-CriticalityDiagnostics							ProtocolIE-ID ::= 7
id-CUtoDURRCInformation								ProtocolIE-ID ::= 9
id-DRBs-FailedToBeModified-Item						ProtocolIE-ID ::= 12
id-DRBs-FailedToBeModified-List						ProtocolIE-ID ::= 13
id-DRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 14
id-DRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 15
id-DRBs-FailedToBeSetupMod-Item						ProtocolIE-ID ::= 16
id-DRBs-FailedToBeSetupMod-List						ProtocolIE-ID ::= 17
id-DRBs-ModifiedConf-Item							ProtocolIE-ID ::= 18

<unchanged omitted>

id-ServingCellMO-encoded-in-CGC-List				ProtocolIE-ID ::= 697
id-HashedUEIdentityIndexValue						ProtocolIE-ID ::= 698
id-UE-MulticastMRBs-Setupnew-List					ProtocolIE-ID ::= 699
id-UE-MulticastMRBs-Setupnew-Item					ProtocolIE-ID ::= 700
id-ncd-SSB-RedCapInitialBWP-SDT						ProtocolIE-ID ::= 701
id-nrofSymbolsExtended								ProtocolIE-ID ::= 702
id-repetitionFactorExtended							ProtocolIE-ID ::= 703
id-startRBHopping									ProtocolIE-ID ::= 704
id-startRBIndex										ProtocolIE-ID ::= 705
id-transmissionCombn8								ProtocolIE-ID ::= 706
id-ServCellInfoList									ProtocolIE-ID ::= 707
id-dRB-List											ProtocolIE-ID ::= xxx
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