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1. Introduction
This contribution gives a list of update that need to be done by rapporteur of TS38.401, based on the TS38.401v17.6.0. 

2. List of places in 38.401 that need to update

Editorial for Text
6.2.4	gNB-CU-UP ID
The gNB-CU-UP ID is configured at the gNB-CU-CPUP and used to uniquely identify the gNB-CU-UP at least within a gNB-CU-CP. The gNB-CU-UP provides its gNB-CU-UP ID to the gNB-CU-CP during the E1 Setup procedure. The gNB-CP-UP ID is used only within E1AP procedures.

6.4	UE associations in NG-RAN Node
There are several types of UE associations needed in the NG-RAN node: the "NG-RAN node UE context" used to store all information needed for a UE and the associations between the UE and the logical NG and Xn connections used for NGAP/XnAP UE associated messages. An "NG-RAN node UE context" exists for a UE in CM_CONNECTED.

8.7	RRC connection reestablishment
Skip unchanged part
9'-10'.	The gNB-DU triggers an UE Context Modification procedure by sending UE CONTEXT MODIFICIATION REQUIRED message, which may include DRBs to be modified and released list. The gNB-CU responses with UE CONTEXT MODIFICATION CONFIRM message.

8.16.1	MN initiated Conditional PSCell Addition 
The procedure for MN initiated Conditional PSCell Addition (CPA) is shown in Figure 8.16-1-1.


Editorial for Figure only

There are some very colorful text in the Figure. Other than the green color for showing the user plane, no other color is expected, so those will be changed to black color. Also no bold font is expected in the figures, bold font will be changed.




Figure 8.15.1.1-1: Broadcast MBS Session Setup




Figure 8.15.1.2-1: Multicast MBS Session Context establishment




Figure 8.15.1.3-1: Multicast MRB type re-configuration with F1-U ptp retransmission tunnel establishment




Figure 8.15.2.1-1: Inter-gNB-CU Mobility for Multicast




Figure 8.16.1-1 Conditional Secondary Node Addition procedure


3. conclusion
If finding any more places in TS 38.401 that will be more or less editorial, please inform the rapporteur.
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