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1. Introduction
This TP is based on the discussion paper R3-235363.
2. TP to 38.423
<<<<<<<<<<<<<<<<<<<< Start of the Change >>>>>>>>>>>>>>>>>>>>
Editor’s note: FFS on the names of new introduced procedures and messages.


**************** skip unchanged part *******************

9.1.3.CC	DATA COLLECTION REQUEST 
This message is sent by NG-RAN node1 to NG-RAN node2 to initiate the requested AI/ML related information reporting according to the parameters given in the message.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NG-RAN node1 Measurement ID (FFS on the name)
	M
	
	INTEGER (1..4095,...) 
	Allocated by NG-RAN node1
	YES
	reject

	NG-RAN node2 Measurement ID (FFS on the name)
	C-ifRegistrationRequestStop
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node2
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop, …) (FFS on others)
	Type of request for which the AI/ML related information is required.
	YES
	reject

	Report Characteristics
	C-ifRegistrationRequestStart
	
	BITSTRING
(SIZE(32))
	Each position in the bitmap indicates the object the NG-RAN node2 is requested to report.
First Bit = Predicted Radio Resource Status,
Second Bit = Predicted Number of Active UEs,
Third Bit = Predicted RRC connections 
Fourth Bit = Average UE Throughput DL,
Fifth Bit = Average UE Throughput UL,
Sixth  Bit = Average Packet Delay,
Seventh Bit = Average Packet Loss
Eighth Bit = Energy Cost

	YES
	reject

	Cell To Report List
	
	0..1
	
	Cell ID list to which the request applies.
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxnoofCellsinNG-RANnode>
	
	
	–
	

	>>Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27

	
	–
	

	Reporting Periodicity
	O
	
	ENUMERATED(500ms, 1000ms, 2000ms, 5000ms, 10000ms, …)
	Periodicity that can be used for reporting of requested objects. Also used as the averaging window length for all objects if supported.
	YES
	ignore

	Requested Prediction Time
	O
	
	INTEGER (0..60, ...)
	For one time reporting, it indicates the point in time, measured from reception of the DATA COLLECTION REQUEST message, for which predictions are provided. For periodic reporting, it indicates the points in time, measured from the reception of the DATA COLLECTION REQUEST message　and shifted by each reporting period, for which predictions are provided.

	YES
	ignore

	UE Performance Feedback Configuration
	O
	
	9.2.3.GG
	
	YES
	ignore



	Condition
	Explanation

	ifRegistrationRequestStop
	This IE shall be present if the Registration Request IE is set to the value "stop". 

	ifRegistrationRequestStart
	This IE shall be present if the Registration Request IE is set to the value "start".



	Range bound
	Explanation

	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.



9.1.3.DD	DATA COLLECTION RESPONSE 
This message is sent by NG-RAN node2 to NG-RAN node1 to indicate that the requested AI/ML related information, for all or part of the measurement objects included in the reporting is successfully initiated.
Direction: NG-RAN node2  NG-RAN node1
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NG-RAN node1 Measurement ID (FFS on the name)
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node1
	YES
	reject

	NG-RAN node2 Measurement ID (FFS on the name)
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node2
	YES
	reject

	Node Measurement Initiation Result
	
	0..1
	
	List of measurement objects that failed to be initiated in the node.
	YES
	ignore

	>Node Measurement Initiation Result Item
	
	1 .. <maxFailedMeasPerNode>
	
	
	EACH
	ignore

	>>Measurement Failed Report Characteristics
	M
	
	BITSTRING
(SIZE(128))
	Each position in the bitmap indicates measurement objects that failed to be initiated in the NG-RAN node2.
First Bit = Energy Cost.
Other bits shall be ignored by the NG-RAN node1.
	–
	

	>>Cause
	M
	
	9.2.3.2
	Failure cause for measurement objects for which the measurement cannot be initiated.
	–
	

	>>Available Time Information
	O
	
	9.2.3.HH
	The available time information for which the failed measurement objects can be initiated
FFS on semantics text
	–
	

	Per Cell Measurement Initiation Result
	
	0..1
	
	List of measurement objects that failed to be initiated per cell.
	YES
	ignore

	>Per Cell Measurement Initiation Result Item
	
	1 .. <maxnoofCellsinNG-RANnode>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	–
	

	>>Measurement Failure Cause List
	
	0..1
	
	Indicates that NG-RAN node2 could not initiate the measurement for at least one of the requested measurement objects in the cell.
	–
	

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	–
	

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING
(SIZE(128))
	Each position in the bitmap indicates measurement objects that failed to be initiated in the NG-RAN node2.
First Bit = Predicted Radio Resource Status,
Second Bit = Predicted Number of Active UEs,
Third Bit = Predicted RRC connections 
Fourth Bit = Average UE Throughput DL,
Fifth Bit = Average UE Throughput UL,
Sixth Bit = Average Packet Delay,
Seventh Bit = Average Packet Loss.
Other bits shall be ignored by the NG-RAN node1.
	–
	

	>>>>Cause
	M
	
	9.2.3.2
	Failure cause for measurement objects for which the measurement cannot be initiated.
	–
	

	>>>>Available Time Information
	O
	
	9.2.3.HH
	The available time information for which the failed measurement objects can be initiated
FFS on semantics text
	–
	

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.

	maxFailedMeasObjects
	Maximum number of measurement objects that can fail per measurement. Value is 124.

	maxFailedMeasPerNode
	Maximum number of measurement objects that can fail per node. Value is 124.



9.1.3.FF	DATA COLLECTION UPDATE 
This message is sent by NG-RAN node2 to NG-RAN node1 to report the requested AI/ML related information.
Direction: NG-RAN node2  NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	NG-RAN node1 Measurement ID (FFS on the name)
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node1
	YES
	reject

	NG-RAN node2 Measurement ID (FFS on the name)
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node2
	YES
	reject

	Cell AI/ML Info Result (FFS on the name)
	
	0..1
	
	
	YES
	ignore

	>Cell AI/ML Info Result Item(FFS on the name)
	
	1 .. < maxnoofCellsinNG-RANnode >
	
	
	–
	

	>>Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27

	
	–
	

	>>Predicted Radio Resource Status
	O
	
	9.2.2.50
	
	–
	

	>>Predicted Number of Active UEs 
	O
	
	9.2.2.62
	
	–
	

	>>Predicted RRC Connections
	O
	
	9.2.2.56
	
	–
	

	UE Associated Info Result
	
	0..1
	
	
	YES
	FFS

	> UE Associated Info Result Item
	
	1 .. < maxnoofUEReports >
	
	
	–
	

	>> UE Assistant Identifier (FFS on the name)
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	NG-RAN node UE XnAP ID allocated by  NG-RAN node1
	–
	

	>>UE Performance
	O
	
	9.2.3.Y
	
	–
	

	>>UE trajectory 
	O
	
	FFS
	
	–
	

	>>Cause
	O
	
	BITSTRING
(SIZE(2))
	2 bits indicate the Condition which trigger the Measured UE Trajectory Reporting
“00” = Switch of UE state
“01” = UE leaves the target node
“10” = Expiration of the report time duration
“11” = The configured number of hand-overs within the same target node is reached
FFS on semantics text
	
	

	Energy Cost
	O
	
	INTEGER (0..10000,…)
	The node level measured Energy Consumption index.
Value 0 indicates the minimum measured Energy Consumption and 10000 indicates the maximum measured Energy Consumption. Energy Consumption is measured on a linear scale. (FFS)
	YES
	FFS



	Range bound
	Explanation

	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.

	maxnoofUEReports
	Maximum no. UE that can be served by a NG-RAN node. Value is FFS.






9.2.3.GG UE Performance Feedback Configuration
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Feedback Reporting Duration
	O
	
	ENUMERATED (1s, 2s, 5s, 10s, 20s, 60s, ...)
FFS on value range
	Time duration in seconds during which  measurements should be reported. Measured from the start of handover execution.
FFS on semantics text
	
	

	Feedback Reporting Periodicity
	O
	
	ENUMERATED(500ms, 1000ms, 2000ms, 5000ms, 10000ms, …)
FFS on value range
	Periodicity that can be used for reporting of requested objects. Also used as the averaging window length for all objects if supported.
FFS on semantics text
	
	



9.2.3.HH Available Time Information
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Prediction Available Time
	O
	
	OCTET STRING (SIZE(4))
	UTC time encoded in the same format as the first four octets of the 64-bit timestamp format as defined in section 6 of IETF RFC 5905 [37]. It indicates the predicted available time of the failed measurement.
FFS on semantics text
	
	

	Available Reporting Periodicity
	O
	
	ENUMERATED(500ms, 1000ms, 2000ms, 5000ms, 10000ms, …)
FFS on value range
	Periodicity that can be used for reporting of requested objects. 
[bookmark: _GoBack]FFS on semantics text
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The purpose of the Cause IE is to indicate the reason for a particular event for the XnAP protocol.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(
Cell not Available,
Handover Desirable for Radio Reasons,
Handover Target not Allowed,
Invalid AMF Set ID,
No Radio Resources Available in Target Cell,
Partial Handover,
Reduce Load in Serving Cell,
Resource Optimisation Handover,
Time Critical Handover,
TXnRELOCoverall Expiry,
TXnRELOCprep Expiry,
Unknown GUAMI ID,
Unknown Local NG-RAN node UE XnAP ID,
Inconsistent Remote NG-RAN node UE XnAP ID,
Encryption And/Or Integrity Protection Algorithms Not Supported,
Multiple PDU Session ID Instances,
Unknown PDU Session ID,
Unknown QoS Flow ID,
Multiple QoS Flow ID Instances,
Switch Off Ongoing,
Not supported 5QI value,
TXnDCoverall Expiry,
TXnDCprep Expiry,
Action Desirable for Radio Reasons,
Reduce Load,
Resource Optimisation,
Time Critical action,
Target not Allowed,
No Radio Resources Available,
Invalid QoS combination,
Encryption Algorithms Not Supported,
Procedure cancelled,
RRM purpose,
Improve User Bit Rate,
User Inactivity,
Radio Connection With UE Lost,
Failure in the Radio Interface Procedure,
Bearer Option not Supported,
UP integrity protection not possible, UP confidentiality protection not possible,
Resources not available for the slice(s),
UE Maximum integrity protected data rate reason,
CP Integrity Protection Failure,
UP Integrity Protection Failure,
Slice(s) not supported by NG-RAN,
MN Mobility,
SN Mobility,
Count reaches max value,
Unknown Old NG-RAN node UE XnAP ID,
PDCP Overload,
DRB ID not available,
Unspecified,
…,
UE Context ID not known, Non-relocation of context, CHO-CPC resources to be changed,
RSN not available for the UP,
NPN access denied,
Report Characteristics Empty, 
Existing Measurement ID, 
Measurement Temporarily not Available,
Measurement not Supported For The Object,
UE Power Saving,
Not existing NG-RAN node2 Measurement ID, Insufficient UE Capabilities, Normal Release,
Value out of allowed range, SCG activation deactivation failure, SCG deactivation failure due to data transmission, measurements not supported with requested reporting periodicity)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport Resource Unavailable,
Unspecified,
…)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,
Semantic Error,
Abstract Syntax Error (Falsely Constructed Message), Unspecified, …)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload,
Hardware Failure,
O&M Intervention,
Not enough User Plane Processing Resources,
Unspecified, …)
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