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9.2.1.22
RESOURCE STATUS UPDATE

This message is sent by gNB-CU-UP to gNB-CU-CP to report the results of the requested measurements.

Direction: gNB-CU-UP ( gNB-CU-CP.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-CP Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU-CP
	YES
	reject

	gNB-CU-UP Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU-UP
	YES
	ignore

	TNL Available Capacity Indicator
	O
	
	9.3.1.72
	
	YES
	ignore

	HW Capacity Indicator
	O
	
	9.3.1.73
	
	YES
	ignore

	MBS TNL Available Capacity Indicator
	O
	
	INTEGER (0..100)
	Percentage of TNL Available Capacity for MBS.
	YES
	ignore

	MBS HW Capacity Indicator
	O
	
	INTEGER (0..100) 
	Percentage of HW Capacity for MBS.
	YES
	ignore


	Range bound
	Explanation

	maxnoofSPLMNs
	Maximum no. of Supported PLMN Ids. Value is 12.

	maxnoofSliceItems
	Maximum no. of signalled slice support items. Value is 1024.


Not modified
9.4.4
PDU Definitions

-- ASN1START
-- **************************************************************

--

-- PDU definitions for E1AP

--

-- **************************************************************

E1AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
Not modified

id-gNB-CU-UP-MBS-Support-Info,

id-SDTContinueROHC,

id-ManagementBasedMDTPLMNModificationList,


id-InactivityInformationRequest,


id-UEInactivityInformation,

id-MBS-TNL-AvailableCapacityIndicator,

id-MBS-HW-CapacityIndicatorC,

maxnoofErrors,


maxnoofSPLMNs,

Not modified
-- **************************************************************

--

-- RESOURCE STATUS UPDATE

--

-- **************************************************************

ResourceStatusUpdate ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ { ResourceStatusUpdateIEs } },


...

}

ResourceStatusUpdateIEs E1AP-PROTOCOL-IES ::= {



{ ID id-TransactionID




CRITICALITY reject

TYPE TransactionID
PRESENCE mandatory}|



{ ID id-gNB-CU-CP-Measurement-ID

CRITICALITY reject

TYPE INTEGER (1..4095, ...)

PRESENCE mandatory}|



{ ID id-gNB-CU-UP-Measurement-ID

CRITICALITY ignore

TYPE INTEGER (1..4095, ...)

PRESENCE mandatory}|



{ ID id-TNL-AvailableCapacityIndicator

CRITICALITY ignore

TYPE 






TNL-AvailableCapacityIndicator
PRESENCE optional}|



{ ID id-HW-CapacityIndicator



CRITICALITY ignore

TYPE 






HW-CapacityIndicator


PRESENCE optional}|



{ ID id-MBS-TNL-AvailableCapacityIndicator

CRITICALITY ignore

TYPE 
INTEGER (0..100)




PRESENCE optional}|



{ ID id-MBS-HW-CapacityIndicator



CRITICALITY ignore

TYPE 
INTEGER (0..100)




PRESENCE optional},


...

}

-- **************************************************************

Not modified
9.4.7
Constant Definitions

-- ASN1START
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

E1AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
Not modified
id-VersionID












ProtocolIE-ID ::= 186

id-InactivityInformationRequest








ProtocolIE-ID ::= 187

id-UEInactivityInformation









ProtocolIE-ID ::= 188

id-MBSAreaSessionID











ProtocolIE-ID ::= 189

id-Secondary-PDU-Session-Data-Forwarding-Information


ProtocolIE-ID ::= 190
id-MBS-TNL-AvailableCapacityIndicator






ProtocolIE-ID ::= xxx

id-MBS-HW-CapacityIndicator









ProtocolIE-ID ::= xxx

END

-- ASN1STOP

