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1	Introduction
Regarding the introduction of assistance information for handling of QoE reporting during RAN overload RAN3 in RAN3#119 agreed that:
In case assistance information for handling of QoE reporting upon RAN overload is sent to the RAN, it is sent together with QoE measurement configuration. RAN3 to further discuss what the assistance information is. From RAN3 perspective, there is no need to send assistance information to UE.
Following the discussion in RAN3#119bis-e, an LS was sent to SA5 to clarify the possibility of introducing such assistance information to the RAN node. 
Moreover, in RAN3#121 with respect to the RVQoE report deactivation over the F1 interface the following was agreed:
DU can deactivate RVQoE reporting over F1 per UE or per DU (which means all the UEs served by DU). The details on the solution, e.g., whether the F1AP procedure for deactivation of RVQoE reporting is UE-associated or non-UE-associated can be further discussed.
In this paper, we provide further inputs and discussion on the above-mentioned topics.
2	Discussion
2.1 QoE reporting assistance information
RAN3 in RAN3#119bis-e sent an LS to SA5 in [1] to request the feasibility of introducing assistance information for handling QoE reporting during RAN overload. More specifically RAN3 asked the following questions to SA5:
Q1: Can there be multiple types of consumers for receiving the QoE reports (pursuing the role of the MCE)? If yes, what are those potential consumers as supported by the current specifications?
Q2: If the answer to the first part of  Q1 is “yes”, and if different consumers can have different priorities in receiving the QoE reports, is the OAM able to compare and rank by priority the preferences of different consumers or rank the consumers themselves? Can the OAM make the final decision regarding setting the reporting priorities? Can the OAM coordinate with the consumers and inform the consumers if the intended priority is not met?
Q3: Is there any other issue(s) related to sending such an explicit priority per QoE configuration as assistance information to the NG-RAN node?
Q4: Can the OAM indicate the “type of consumer” (as in Q1) or “characteristics of reporting” (e.g., the loop cycle, reporting periodicity, expected number of reports or amount of data to be reported etc.) as assistance to the NG-RAN node in the QoE configuration? 
In accordance to the triggered LS from RAN3, SA5 replied to RAN3 in [2]. In general, SA5 does not distinguish between different type of consumers and existing activation and deactivation procedures can be applied to any consumer. Furthermore, SA5 acknowledges the relevance of providing assistance information for handling of QoE reporting during RAN overload to the RAN node. Based on SA5's reply this could be in a form of priority per QoE configuration that is sent to the NG-RAN. Although based on existing 3GPP TS 28.405 such priority per QoE configuration is not supported, SA5 clarifies that it is possible to introduce a priority per QoE configuration for one certain service type or QoE reference to be used for RAN overload. 
Observation 1: Based on SA5's reply to RAN3, it is evident that assistance information for handling of QoE reporting during RAN overload is useful and can be introduced in a form of priority per QoE configuration. 
Proposal 1: RAN3 to take SA5's reply as basis and to acknowledge the provisioning of assistance information to the RAN node to be used for handling of QoE reporting during RAN overload.
Proposal 2: Assistance information for handling of QoE reporting during RAN overload is introduced in a form of priority defined per QoE configuration.
In the last RAN2#123 meeting, RAN2 agreed that assistance information is useful for the UE to decide which reports can be discarded in case the UE's buffer is full at least for UEs in IDLE/INACTIVE. In that regard, an LS in sent to RAN3 in [3]. RAN2 asks RAN3 whether gNB can obtain assistance information based on which the gNB can configure the UE for prioritizing some QoE reports over others. 
Observation 2: Based on the reply LS from SA5 to RAN3, it is now evident that gNB can obtain assistance information to prioritize some QoE configurations over others.
Proposal 3: RAN3 to reply back to RAN2 that the gNB can obtain assistance information to prioritize some QoE configurations over others. 
2.2 RVQoE report deactivation over F1 interface
Based on RAN3#119bis-e and RAN3#120 agreements, for the QoE information transfer deactivation procedure initiated by DU, a class-2 procedure will be used. Moreover, based on latest RAN3#121 agreement, DU can deactivate RVQoE reporting over F1 either on a per UE or on per DU basis, which means for all the UEs served by that DU. However, it remains still unresolved in RAN3 the question whether the F1AP procedure used for the deactivation of the RVQoE reporting will be UE or non-UE-associated. 
In general, since the purpose of DU receiving RVQoE reports is tightly connected to scheduling, it is unclear what would be the benefit of gNB-DU not receiving RVQoE for some of the UEs. The main reason stems from the fact that having reports only for some selected UEs cannot provide an overall picture of the used bearers and as such cannot help in any possible optimization. Therefore, supporting the option of deactivating the RVQoE reporting for the whole DU will be the simplest and less complex solution from the signalling perspective. In that regard, the usage of non-UE associated message would be preferrable. However, in order to comply with RAN3's agreement introduction of list of UEs within the non-UE associated message could be an acceptable compromise. 
Proposal 4: RAN3 to agree on using non-UE associated message for RVQoE report deactivation over F1 interface by including a list of UEs for which the reporting shall stop.
3	Conclusion
We have observed and proposed:
Observation 1: Based on SA5's reply to RAN3, it is evident that assistance information for handling of QoE reporting during RAN overload is useful and can be introduced in a form of priority per QoE configuration. 
Proposal 1: RAN3 to take SA5's reply as basis and to acknowledge the provisioning of assistance information to the RAN node to be used for handling of QoE reporting during RAN overload.
Proposal 2: Assistance information for handling of QoE reporting during RAN overload is introduced in a form of priority defined per QoE configuration.
Observation 2: Based on the reply LS from SA5 to RAN3, it is now evident that gNB can obtain assistance information to prioritize some QoE configurations over others.
Proposal 3: RAN3 to reply back to RAN2 that the gNB can obtain assistance information to prioritize some QoE configurations over others. 
Proposal 4: RAN3 to agree on using non-UE associated message for RVQoE report deactivation over F1 interface by including a list of UEs for which the reporting shall stop.
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In the following tables, all Eps are divided into Class 1 and Class 2 Eps (see subclause 3.1 for explanation of the different classes):
Table 1: Class 1 procedures
	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	gNB-DU Configuration Update
	GNB-DU CONFIGURATION UPDATE
	GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-DU CONFIGURATION UPDATE FAILURE

	gNB-CU Configuration Update
	GNB-CU CONFIGURATION UPDATE
	GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU CONFIGURATION UPDATE FAILURE

	UE Context Setup
	UE CONTEXT SETUP REQUEST
	UE CONTEXT SETUP RESPONSE
	UE CONTEXT SETUP FAILURE

	UE Context Release (gNB-CU initiated)
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	UE Context Modification (gNB-CU initiated)
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	UE Context Modification Required (gNB-DU initiated)
	UE CONTEXT MODIFICATION REQUIRED
	UE CONTEXT MODIFICATION CONFIRM
	UE CONTEXT MODIFICATION REFUSE

	Write-Replace Warning 
	WRITE-REPLACE WARNING REQUEST
	WRITE-REPLACE WARNING RESPONSE
	

	PWS Cancel
	PWS CANCEL REQUEST
	PWS CANCEL RESPONSE
	

	gNB-DU Resource Coordination
	GNB-DU RESOURCE COORDINATION REQUEST
	GNB-DU RESOURCE COORDINATION RESPONSE
	

	F1 Removal
	F1 REMOVAL REQUEST
	F1 REMOVAL RESPONSE
	F1 REMOVAL FAILURE

	BAP Mapping Configuration
	BAP MAPPING CONFIGURATION 
	BAP MAPPING CONFIGURATION ACKNOWLEDGE
	BAP MAPPING CONFIGURATION FAILURE

	GNB-DU Resource Configuration
	GNB-DU RESOURCE CONFIGURATION
	GNB-DU RESOURCE CONFIGURATION ACKNOWLEDGE
	GNB-DU RESOURCE CONFIGURATION FAILURE

	IAB TNL Address Allocation
	IAB TNL ADDRESS REQUEST
	IAB TNL ADDRESS RESPONSE
	IAB TNL ADDRESS FAILURE

	IAB UP Configuration Update
	IAB UP CONFIGURATION UPDATE REQUEST
	IAB UP CONFIGURATION UPDATE RESPONSE
	IAB UP CONFIGURATION UPDATE FAILURE

	Resource Status Reporting Initiation
	RESOURCE STATUS REQUEST
	RESOURCE STATUS RESPONSE
	RESOURCE STATUS FAILURE

	Positioning Measurement
	POSITIONING MEASUREMENT REQUEST
	POSITIONING MEASUREMENT RESPONSE
	POSITIONING MEASUREMENT FAILURE

	Positioning Information Exchange
	POSITIONING INFORMATION REQUEST
	POSITIONING INFORMATION RESPONSE
	POSITIONING INFORMATION FAILURE

	TRP Information Exchange
	TRP INFORMATION REQUEST
	TRP INFORMATION RESPONSE
	TRP INFORMATION FAILURE

	Positioning Activation
	POSITIONING ACTIVATION REQUEST
	POSITIONING ACTIVATION RESPONSE
	POSITIONING ACTIVATION FAILURE

	E-CID Measurement Initiation
	E-CID MEASUREMENT INITIATION REQUEST
	E-CID MEASUREMENT INITIATION RESPONSE
	E-CID MEASUREMENT INITIATION FAILURE

	Broadcast Context Setup
	BROADCAST CONTEXT SETUP REQUEST
	BROADCAST CONTEXT SETUP RESPONSE
	BROADCAST CONTEXT SETUP FAILURE

	Broadcast Context Release
	BROADCAST CONTEXT RELEASE COMMAND
	BROADCAST CONTEXT RELEASE COMPLETE
	

	Broadcast Context Modification
	BROADCAST CONTEXT MODIFICATION REQUEST
	BROADCAST CONTEXT MODIFICATION RESPONSE
	BROADCAST CONTEXT MODIFICATION FAILURE

	Multicast Context Setup
	MULTICAST CONTEXT SETUP REQUEST
	MULTICAST CONTEXT SETUP RESPONSE
	MULTICAST CONTEXT SETUP FAILURE

	Multicast Context Release
	MULTICAST CONTEXT RELEASE COMMAND
	MULTICAST CONTEXT RELEASE COMPLETE
	

	Multicast Context Modification
	MULTICAST CONTEXT MODIFICATION REQUEST
	MULTICAST CONTEXT MODIFICATION RESPONSE
	MULTICAST CONTEXT MODIFICATION FAILURE

	Multicast Distribution Setup
	MULTICAST DISTRIBUTION SETUP REQUEST
	MULTICAST DISTRIBUTION SETUP RESPONSE
	MULTICAST DISTRIBUTION SETUP FAILURE

	Multicast Distribution Release
	MULTICAST DISTRIBUTION RELEASE COMMAND
	MULTICAST DISTRIBUTION RELEASE COMPLETE
	

	PDC Measurement Initiation
	PDC MEASUREMENT INITIATION REQUEST
	PDC MEASUREMENT INITIATION RESPONSE
	PDC MEASUREMENT INITIATION FAILURE

	PRS Configuration Exchange
	PRS CONFIGURATION REQUEST
	PRS CONFIGURATION RESPONSE
	PRS CONFIGURATION FAILURE

	Measurement Preconfiguration
	MEASUREMENT PRECONFIGURATION REQUIRED 
	MEASUREMENT PRECONFIGURATION CONFIRM 
	MEASUREMENT PRECONFIGURATION REFUSE




Table 2: Class 2 procedures
	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	UE Context Release Request (gNB-DU initiated)
	UE CONTEXT RELEASE REQUEST

	Initial UL RRC Message Transfer
	INITIAL UL RRC MESSAGE TRANSFER

	DL RRC Message Transfer
	DL RRC MESSAGE TRANSFER

	UL RRC Message Transfer
	UL RRC MESSAGE TRANSFER

	UE Inactivity Notification 
	UE INACTIVITY NOTIFICATION

	System Information Delivery
	SYSTEM INFORMATION DELIVERY COMMAND

	Paging
	PAGING

	Notify
	NOTIFY

	PWS Restart Indication
	PWS RESTART INDICATION

	PWS Failure Indication
	PWS FAILURE INDICATION

	gNB-DU Status Indication
	GNB-DU STATUS INDICATION

	RRC Delivery Report
	RRC DELIVERY REPORT

	Network Access Rate Reduction
	NETWORK ACCESS RATE REDUCTION

	Trace Start
	TRACE START

	Deactivate Trace
	DEACTIVATE TRACE

	DU-CU Radio Information Transfer
	DU-CU RADIO INFORMATION TRANSFER

	CU-DU Radio Information Transfer
	CU-DU RADIO INFORMATION TRANSFER

	Resource Status Reporting
	RESOURCE STATUS UPDATE

	Access And Mobility Indication
	ACCESS AND MOBILITY INDICATION

	Reference Time Information Reporting Control
	REFERENCE TIME INFORMATION REPORTING CONTROL

	Reference Time Information Report
	REFERENCE TIME INFORMATION REPORT

	Access Success
	ACCESS SUCCESS

	Cell Traffic Trace
	CELL TRAFFIC TRACE

	Positioning Assistance Information Control
	POSITIONING ASSISTANCE INFORMATION CONTROL

	Positioning Assistance Information Feedback
	POSITIONING ASSISTANCE INFORMATION FEEDBACK

	Positioning Measurement Report
	POSITIONING MEASUREMENT REPORT

	Positioning Measurement Abort
	POSITIONING MEASUREMENT ABORT

	Positioning Measurement Failure Indication
	POSITIONING MEASUREMENT FAILURE INDICATION

	Positioning Measurement Update
	POSITIONING MEASUREMENT UPDATE

	Positioning Deactivation
	POSITIONING DEACTIVATION

	E-CID Measurement Failure Indication
	E-CID MEASUREMENT FAILURE INDICATION

	E-CID Measurement Report
	E-CID MEASUREMENT REPORT

	E-CID Measurement Termination
	E-CID MEASUREMENT TERMINATION COMMAND

	Positioning Information Update
	POSITIONING INFORMATION UPDATE

	Multicast Group Paging
	MULTICAST GROUP PAGING

	Broadcast Context Release Request
	BROADCAST CONTEXT RELEASE REQUEST

	Multicast Context Release Request
	MULTICAST CONTEXT RELEASE REQUEST

	PDC Measurement Report
	PDC MEASUREMENT REPORT

	PDC Measurement Termination
	PDC MEASUREMENT TERMINATION COMMAND

	PDC Measurement Failure Indication
	PDC MEASUREMENT FAILURE INDICATION

	PDC Measurement Termination
	PDC MEASUREMENT TERMINATION COMMAND

	Measurement Activation 
	MEASUREMENT ACTIVATION 

	QoE Information Transfer
	QOE INFORMATION TRANSFER

	Positioning System Information Delivery
	POSITIONING SYSTEM INFORMATION DELIVERY COMMAND

	QoE Information Transfer Deactivation
	QOE INFORMATION TRANSFER DEACTIVATION



<<< next change >>>
[bookmark: _Toc99038521][bookmark: _Toc99730784][bookmark: _Toc105510913][bookmark: _Toc105927445][bookmark: _Toc106109985][bookmark: _Toc113835422][bookmark: _Toc120124269][bookmark: _Toc138795635]8.16.x	QoE Information Transfer Deactivation 
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The purpose of the QoE Information Transfer Deactivation procedure is to deactivate the RAN visible QoE information transfer from the gNB-CU to the gNB-DU. The procedure uses non-UE associated signalling.
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Figure 8.16.x.2-1: QoE Information Transfer Deactivation procedure
The gNB-DU initiates the procedure by sending the QOE INFORMATION TRANSFER DEACTIVATION message to the gNB-CU, including the indication that the QoE information transfer from gNB-CU to gNB-DU should stop.
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Not applicable
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This message is sent by a gNB-DU to the gNB-CU, to indicate the deactivation of QoE information transfer.
Direction: gNB-DU  gNB-CU


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type 
	M
	
	9.3.1.1
	
	YES
	ignore

	Deactivation Indication List
	
	0..1
	
	
	YES
	ignore

	>Deactivation Indication Item
	
	1..<maxnoofUEsInQMCDeactivationMessage>
	
	
	Each
	ignore 

	>> gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	>> gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject



	Range bound
	Explanation

	maxnoofUEsInQMCDeactivationMessage
	Maximum no. of UEs for which QoE deactivation information is received, the maximum value is 512.
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9.4.3	Elementary Procedure Definitions
[bookmark: _Hlk120261232]-- ASN1START 
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

F1AP-PDU-Descriptions  { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode

FROM F1AP-CommonDataTypes
	Reset,
	ResetAcknowledge,
	F1SetupRequest,
	F1SetupResponse,
	F1SetupFailure, 
	GNBDUConfigurationUpdate,
	GNBDUConfigurationUpdateAcknowledge,
	GNBDUConfigurationUpdateFailure,
	GNBCUConfigurationUpdate,
	GNBCUConfigurationUpdateAcknowledge,
	GNBCUConfigurationUpdateFailure,
	UEContextSetupRequest,
	UEContextSetupResponse,
	UEContextSetupFailure,
	UEContextReleaseCommand,
	UEContextReleaseComplete,
	UEContextModificationRequest,
	UEContextModificationResponse,
	UEContextModificationFailure,
	UEContextModificationRequired,
	UEContextModificationConfirm,
	ErrorIndication,
	UEContextReleaseRequest,
	DLRRCMessageTransfer,
	ULRRCMessageTransfer,
	GNBDUResourceCoordinationRequest,
	GNBDUResourceCoordinationResponse,
	PrivateMessage,
	UEInactivityNotification,
	InitialULRRCMessageTransfer,
	SystemInformationDeliveryCommand,
	Paging,
	Notify,
	WriteReplaceWarningRequest,
	WriteReplaceWarningResponse,
	PWSCancelRequest,
	PWSCancelResponse,
	PWSRestartIndication,
	PWSFailureIndication,
	GNBDUStatusIndication,
	RRCDeliveryReport,
	UEContextModificationRefuse,
	F1RemovalRequest,
	F1RemovalResponse,
	F1RemovalFailure,
	NetworkAccessRateReduction,
	TraceStart,
	DeactivateTrace,
	DUCURadioInformationTransfer,
	CUDURadioInformationTransfer,
	BAPMappingConfiguration,
	BAPMappingConfigurationAcknowledge,
	BAPMappingConfigurationFailure,
	GNBDUResourceConfiguration,
	GNBDUResourceConfigurationAcknowledge,
	GNBDUResourceConfigurationFailure,
	IABTNLAddressRequest,
	IABTNLAddressResponse,
	IABTNLAddressFailure,
	IABUPConfigurationUpdateRequest,
	IABUPConfigurationUpdateResponse,
	IABUPConfigurationUpdateFailure,
	ResourceStatusRequest,
	ResourceStatusResponse,
	ResourceStatusFailure,
	ResourceStatusUpdate,
	AccessAndMobilityIndication,
	ReferenceTimeInformationReportingControl,
	ReferenceTimeInformationReport,
	AccessSuccess,
	CellTrafficTrace,
	PositioningMeasurementRequest,
	PositioningMeasurementResponse,
	PositioningMeasurementFailure,
	PositioningAssistanceInformationControl,
	PositioningAssistanceInformationFeedback,
	PositioningMeasurementReport,
	PositioningMeasurementAbort,
	PositioningMeasurementFailureIndication,
	PositioningMeasurementUpdate,
	TRPInformationRequest,
	TRPInformationResponse,
	TRPInformationFailure,
	PositioningInformationRequest,
	PositioningInformationResponse,
	PositioningInformationFailure,
	PositioningActivationRequest,
	PositioningActivationResponse,
	PositioningActivationFailure,
	PositioningDeactivation,
	PositioningInformationUpdate,
	E-CIDMeasurementInitiationRequest,
	E-CIDMeasurementInitiationResponse,
	E-CIDMeasurementInitiationFailure,
	E-CIDMeasurementFailureIndication,
	E-CIDMeasurementReport,
	E-CIDMeasurementTerminationCommand,
	BroadcastContextSetupRequest,
	BroadcastContextSetupResponse,
	BroadcastContextSetupFailure,
	BroadcastContextReleaseCommand,
	BroadcastContextReleaseComplete,
	BroadcastContextReleaseRequest,
	BroadcastContextModificationRequest,
	BroadcastContextModificationResponse,
	BroadcastContextModificationFailure,
	MulticastGroupPaging,
	MulticastContextSetupRequest,
	MulticastContextSetupResponse,
	MulticastContextSetupFailure,
	MulticastContextReleaseCommand,
	MulticastContextReleaseComplete,
	MulticastContextReleaseRequest,
	MulticastContextModificationRequest,
	MulticastContextModificationResponse,
	MulticastContextModificationFailure,
	MulticastDistributionSetupRequest,
	MulticastDistributionSetupResponse,
	MulticastDistributionSetupFailure,
	MulticastDistributionReleaseCommand,
	MulticastDistributionReleaseComplete,
	PDCMeasurementInitiationRequest,
	PDCMeasurementInitiationResponse,
	PDCMeasurementInitiationFailure,
	PDCMeasurementReport,
	PDCMeasurementTerminationCommand,
	PDCMeasurementFailureIndication,
	PRSConfigurationRequest,
	PRSConfigurationResponse,
	PRSConfigurationFailure,
	MeasurementPreconfigurationRequired,
	MeasurementPreconfigurationConfirm,
	MeasurementPreconfigurationRefuse,
	MeasurementActivation,
	QoEInformationTransfer,
	PosSystemInformationDeliveryCommand,
	QoEInformationTransferDeactivation





FROM F1AP-PDU-Contents
	id-Reset,
	id-F1Setup,
	id-gNBDUConfigurationUpdate,
	id-gNBCUConfigurationUpdate,
	id-UEContextSetup,
	id-UEContextRelease,
	id-UEContextModification,
	id-UEContextModificationRequired,
	id-ErrorIndication, 
	id-UEContextReleaseRequest,
	id-DLRRCMessageTransfer,
	id-ULRRCMessageTransfer,
	id-GNBDUResourceCoordination,
	id-privateMessage,
	id-UEInactivityNotification,
	id-InitialULRRCMessageTransfer,
	id-SystemInformationDeliveryCommand,
	id-Paging,
	id-Notify,
	id-WriteReplaceWarning,
	id-PWSCancel,
	id-PWSRestartIndication,
	id-PWSFailureIndication,
	id-GNBDUStatusIndication,
	id-RRCDeliveryReport,
	id-F1Removal,
	id-NetworkAccessRateReduction,
	id-TraceStart,
	id-DeactivateTrace,
	id-DUCURadioInformationTransfer,
	id-CUDURadioInformationTransfer,
	id-BAPMappingConfiguration,
	id-GNBDUResourceConfiguration,
	id-IABTNLAddressAllocation,
	id-IABUPConfigurationUpdate,
	id-resourceStatusReportingInitiation,
	id-resourceStatusReporting,
	id-accessAndMobilityIndication,
	id-ReferenceTimeInformationReportingControl,
	id-ReferenceTimeInformationReport,
	id-accessSuccess,
	id-cellTrafficTrace,
	id-PositioningMeasurementExchange,
	id-PositioningAssistanceInformationControl,
	id-PositioningAssistanceInformationFeedback,
	id-PositioningMeasurementReport,
	id-PositioningMeasurementAbort,
	id-PositioningMeasurementFailureIndication,
	id-PositioningMeasurementUpdate,
	id-TRPInformationExchange,
	id-PositioningInformationExchange,
	id-PositioningActivation,
	id-PositioningDeactivation,
	id-PositioningInformationUpdate,
	id-E-CIDMeasurementInitiation,
	id-E-CIDMeasurementFailureIndication,
	id-E-CIDMeasurementReport,
	id-E-CIDMeasurementTermination,
	id-BroadcastContextSetup,
	id-BroadcastContextRelease,
	id-BroadcastContextReleaseRequest,
	id-BroadcastContextModification,
	id-MulticastGroupPaging,
	id-MulticastContextSetup,
	id-MulticastContextRelease,
	id-MulticastContextReleaseRequest,
	id-MulticastContextModification,
	id-MulticastDistributionSetup,
	id-MulticastDistributionRelease,
	id-PDCMeasurementInitiation,
	id-PDCMeasurementInitiationRequest,
	id-PDCMeasurementInitiationResponse,
	id-PDCMeasurementInitiationFailure,
	id-PDCMeasurementTerminationCommand,
	id-PDCMeasurementFailureIndication,
	id-PDCMeasurementReport,
	id-pRSConfigurationExchange,
	id-measurementPreconfiguration,
	id-measurementActivation,
	id-QoEInformationTransfer,
	id-PosSystemInformationDeliveryCommand,
	id-QoEInformationTransferDeactivation



<unchanged omitted>

F1AP-ELEMENTARY-PROCEDURES-CLASS-2 F1AP-ELEMENTARY-PROCEDURE ::= {	
	errorIndication							|
	uEContextReleaseRequest					|
	dLRRCMessageTransfer					|
	uLRRCMessageTransfer					|
	uEInactivityNotification				|
	privateMessage							|
	initialULRRCMessageTransfer				|
	systemInformationDelivery				|
	paging									|
	notify									|
	pWSRestartIndication					|
	pWSFailureIndication					|
	gNBDUStatusIndication					|
	rRCDeliveryReport						|
	networkAccessRateReduction				|
	traceStart								|
	deactivateTrace							|
	dUCURadioInformationTransfer			|
	cUDURadioInformationTransfer			|
	resourceStatusReporting					|
	accessAndMobilityIndication				|
	referenceTimeInformationReportingControl|
	referenceTimeInformationReport			|
	accessSuccess							|
	cellTrafficTrace						|
	positioningAssistanceInformationControl		|
	positioningAssistanceInformationFeedback	|
	positioningMeasurementReport				|
	positioningMeasurementAbort					|
	positioningMeasurementFailureIndication		|
	positioningMeasurementUpdate				|
	positioningDeactivation						|
	e-CIDMeasurementFailureIndication			|
	e-CIDMeasurementReport						|
	e-CIDMeasurementTermination					|
	positioningInformationUpdate				|
	multicastGroupPaging						|
	broadcastContextReleaseRequest				|
	multicastContextReleaseRequest				|
	pDCMeasurementReport						|
	pDCMeasurementTerminationCommand			|
	pDCMeasurementFailureIndication				|
	measurementActivation						|
	qoEInformationTransfer						|
	posSystemInformationDelivery				|
	qoEInformationTransferDeactivation,
	...
}
-- **************************************************************
--
-- Interface Elementary Procedures
--
-- **************************************************************

reset F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		Reset
	SUCCESSFUL OUTCOME		ResetAcknowledge
	PROCEDURE CODE			id-Reset
	CRITICALITY				reject
}

f1Setup F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		F1SetupRequest
	SUCCESSFUL OUTCOME		F1SetupResponse
	UNSUCCESSFUL OUTCOME	F1SetupFailure
	PROCEDURE CODE			id-F1Setup
	CRITICALITY				reject
}

gNBDUConfigurationUpdate F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		GNBDUConfigurationUpdate
	SUCCESSFUL OUTCOME		GNBDUConfigurationUpdateAcknowledge
	UNSUCCESSFUL OUTCOME	GNBDUConfigurationUpdateFailure
	PROCEDURE CODE			id-gNBDUConfigurationUpdate
	CRITICALITY				reject
}

gNBCUConfigurationUpdate F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		GNBCUConfigurationUpdate
	SUCCESSFUL OUTCOME		GNBCUConfigurationUpdateAcknowledge
	UNSUCCESSFUL OUTCOME	GNBCUConfigurationUpdateFailure
	PROCEDURE CODE			id-gNBCUConfigurationUpdate
	CRITICALITY				reject
}

<unchanged omitted>
 

measurementActivation		F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementActivation
	PROCEDURE CODE			id-measurementActivation
	CRITICALITY				ignore
}

qoEInformationTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		QoEInformationTransfer
	PROCEDURE CODE			id-QoEInformationTransfer 
	CRITICALITY				ignore
}

posSystemInformationDelivery F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PosSystemInformationDeliveryCommand
	PROCEDURE CODE			id-PosSystemInformationDeliveryCommand
	CRITICALITY				ignore
}

qoEInformationTransferDeactivation F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		QoEInformationTransferDeactivation
	PROCEDURE CODE			id-QoEInformationTransferDeactivation
	CRITICALITY				ignore
}


END
-- ASN1STOP 
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-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	BroadcastMRBs-FailedToBeModified-Item,
	BroadcastMRBs-FailedToBeSetup-Item,

<unchanged omitted>
	ExtendedUEIdentityIndexValue,
	HashedUEIdentityIndexValue,
	DeactivationIndication


<unchanged omitted>
FROM F1AP-Containers

	id-BroadcastMRBs-FailedToBeModified-List,
	id-BroadcastMRBs-FailedToBeModified-Item,

<unchanged omitted>
	id-ExtendedUEIdentityIndexValue,
	id-HashedUEIdentityIndexValue,
	id-DeactivationIndication, 


<unchanged omitted>

-- **************************************************************
--
-- QOE INFORMATION TRANSFER
--
-- **************************************************************

-- **************************************************************
--
-- QoE Information Transfer
--
-- **************************************************************


QoEInformationTransfer ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{QoEInformationTransfer-IEs}},
	...
}


QoEInformationTransfer-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-QoEInformation				CRITICALITY ignore	TYPE QoEInformation						PRESENCE optional	},
	...
}

-- **************************************************************
--
-- Positioning System information Delivery Command
--
-- **************************************************************

PosSystemInformationDeliveryCommand ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ PosSystemInformationDeliveryCommandIEs}},
	...
}

PosSystemInformationDeliveryCommandIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-NRCGI					CRITICALITY reject	TYPE NRCGI							PRESENCE mandatory	}|
	{ ID id-PosSItypeList			CRITICALITY reject	TYPE PosSItypeList					PRESENCE mandatory	}|
	{ ID id-ConfirmedUEID 			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- QOE INFORMATION TRANSFER DEACTIVATION
--
-- **************************************************************

-- **************************************************************
--
-- QoE Information Transfer Deactivation
--
-- **************************************************************


QoEInformationTransferDeactivation ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container {{QoEInformationTransferDeactivation-IEs}},
	...
}


QoEInformationTransferDeactivation-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DeactivationIndication				CRITICALITY ignore	TYPE DeactivationIndication						PRESENCE mandatory	},
	...
}



END
-- ASN1STOP 
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<unchanged omitted>
	maxnoofPosSITypes,
	maxnoofMRBs,
	maxNrofBWPs,
	maxnoofUEsInQMCDeactivationMessage

<unchanged omitted>

-- D

DAPS-HO-Status::= ENUMERATED{initiation,... }

DCBasedDuplicationConfigured::= ENUMERATED{true,..., false}

DeactivationIndication ::= SEQUENCE {
	deactivationIndicationList		DeactivationIndicationList,
	iE-Extensions			ProtocolExtensionContainer { { DeactivationIndication-ExtIEs} } OPTIONAL
}


DeactivationIndicationList ::= SEQUENCE (SIZE(1..maxnoofUEsInQMCDeactivationMessage)) OF DeactivationIndicationList-Item

DeactivationIndicationList-Item ::= SEQUENCE {
	ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID					PRESENCE mandatory,
	ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID					PRESENCE mandatory,
}
DeactivationIndicationList-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Dedicated-SIDelivery-NeededUE-Item ::= SEQUENCE {
	gNB-CU-UE-F1AP-ID						GNB-CU-UE-F1AP-ID,
	nRCGI									NRCGI,
	iE-Extensions							ProtocolExtensionContainer { { DedicatedSIDeliveryNeededUE-Item-ExtIEs} } OPTIONAL,
	...
}

DedicatedSIDeliveryNeededUE-Item-ExtIEs F1AP-PROTOCOL-EXTENSION::={
	...
}

<unchanged omitted>
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-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	ProcedureCode,
	ProtocolIE-ID

FROM F1AP-CommonDataTypes;


-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-Reset									ProcedureCode ::= 0
id-F1Setup									ProcedureCode ::= 1

<unchanged omitted>
id-PDCMeasurementFailureIndication 			ProcedureCode ::= 80
id-PosSystemInformationDeliveryCommand		ProcedureCode ::= 81
id-QoEInformationTransferDeactivation		ProcedureCode ::= xx

<unchanged omitted>
maxnoofNSAGs								INTEGER ::= 256
maxnoofSDTBearers						INTEGER ::= 72
maxnoofServingCellMOs					INTEGER ::= 16
maxNrofBWPs								INTEGER ::= 8
maxnoofPosSITypes						INTEGER ::= 32
maxnoofUEsInQMCDeactivationMessage		INTEGER ::= 512




<unchanged omitted>

-- IEs
--
-- **************************************************************

id-Cause											ProtocolIE-ID ::= 0
id-Cells-Failed-to-be-Activated-List				ProtocolIE-ID ::= 1
id-Cells-Failed-to-be-Activated-List-Item			ProtocolIE-ID ::= 2
id-Cells-to-be-Activated-List						ProtocolIE-ID ::= 3
id-Cells-to-be-Activated-List-Item					ProtocolIE-ID ::= 4
id-Cells-to-be-Deactivated-List						ProtocolIE-ID ::= 5
id-Cells-to-be-Deactivated-List-Item				ProtocolIE-ID ::= 6
id-CriticalityDiagnostics							ProtocolIE-ID ::= 7
id-CUtoDURRCInformation								ProtocolIE-ID ::= 9
id-DRBs-FailedToBeModified-Item						ProtocolIE-ID ::= 12
id-DRBs-FailedToBeModified-List						ProtocolIE-ID ::= 13
id-DRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 14
id-DRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 15
id-DRBs-FailedToBeSetupMod-Item						ProtocolIE-ID ::= 16
id-DRBs-FailedToBeSetupMod-List						ProtocolIE-ID ::= 17
id-DRBs-ModifiedConf-Item							ProtocolIE-ID ::= 18

<unchanged omitted>

id-ServingCellMO-encoded-in-CGC-List				ProtocolIE-ID ::= 697
id-HashedUEIdentityIndexValue						ProtocolIE-ID ::= 698
id-UE-MulticastMRBs-Setupnew-List					ProtocolIE-ID ::= 699
id-UE-MulticastMRBs-Setupnew-Item					ProtocolIE-ID ::= 700
id-ncd-SSB-RedCapInitialBWP-SDT						ProtocolIE-ID ::= 701
id-nrofSymbolsExtended								ProtocolIE-ID ::= 702
id-repetitionFactorExtended							ProtocolIE-ID ::= 703
id-startRBHopping									ProtocolIE-ID ::= 704
id-startRBIndex										ProtocolIE-ID ::= 705
id-transmissionCombn8								ProtocolIE-ID ::= 706
id-ServCellInfoList                                 	ProtocolIE-ID ::= 707
id-dRB-List											ProtocolIE-ID ::= xxx
id-DeactivationIndication							ProtocolIE-ID ::= xxx
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