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1	Introduction
In this contribution, we’d like to discuss the following issue for PDU set based handling for XR.
· Non-homogeneous deployment of PDU Set based handling
· XR traffic assistance information
[bookmark: _Hlk109747344]2	Discussion
2.1	Non-homogeneous deployment of PDU Set based handling
Although SA2 send LS to RAN3 to ack some issues about Non-homogeneous deployment of PDU Set based handling. according to the latest specification in [1], we think the only issue to be solved is how the NG-RAN node notifies the support of PDU set handling to SMF at PDU session resource setup and at mobility[bookmark: _Toc145936263]5.37.5.3	Non-homogenous support of PDU set based handling in NG-RAN
By sending at least one PDU Set QoS parameter to the NG-RAN, the SMF requests the NG-RAN to activate PDU Set QoS handling for a given QoS flow and the NG-RAN provides the SMF with an indication of whether the PDU Set based handling is supported. Based on this, SMF may activate the PDU Set identification and marking in the PSA UPF.
At NG-RAN Xn handover and N2 handover, the target NG-RAN provides to the SMF with an indication of whether the target NG-RAN node supports PDU Set based handling, as specified in TS 38.413 [34]. Based on the NG-RAN indication, the SMF may, upon completion of the handover procedure, initiate the PDU Session modification procedure to provide PDU Set QoS parameters to NG-RAN and configure the PSA UPF to activate/deactivate the PDU Set identification and marking.
In the case where the PSA UPF identifies and marks PDUs with PDU Set information in GTP-U header it shall start doing so from a complete PDU Set.

Although the PDU set handling support indication is non-UE associated information, it’s not supported to exchange capabilities information between NG-RAN node and SMF, UE associated information (PDU session related info and path switch request info) can be used to transfer the PDU set handling support indication, and this is similar to MBS support indication.
Proposal 1, RAN3 agree to introduce a new PDU set handling support indication in PDU session resource setup response IE, PDU session resource modify response IE and path switch request transfer IE over NGAP. 
Proposal 2, RAN3 agree the TP for TS 38.300 and TP for TS 38.413 in annex.
2.2	XR traffic assistance information
The XR traffic assistance information may be provided by the CN to NG-RAN in order to configure UE power saving management scheme for connected mode DRX, and the information includes the following:
-	UL and/or DL Periodicity;
-	N6 Jitter Information associated with the DL Periodicity;
-	Indication of End of Data Burst.
In last meeting, RAN3 agreed to re-use TSC Traffic Characteristics including both UL and DL information for XR traffic assistance information provided from CN to NG-RAN. 
However, according to RAN2 agreement below, the Burst Arrival time, UL data burst periodicity, and jitter associated with the UL data burst periodicity can also be reported by UE in RRC message. RAN2 agreement 
1: UE reports Burst Arrival time and Jitter associated with the UL data burst periodicity in uplink using UAI.  
UE reports UL data burst periodicity in uplink using UAI.
All UAI fields for XR are optional fields in RRC. FFS how to handle persistency of signalled information (e.g. UE reports BAT first, then jitter).


For UL related information, it is possible for gNB to receive the information from both CN or UE, if they’re different, how gNB handles the information from CN and UE may need to be further discussed. 
In CU-DU split architecture, if the gNB-CU may receive the information from CN and UE at the same time, whether gNB-CU chose one of them or it transfers all the information to the gNB-DU needs to be further discussed. 
Observation 1, both UE and CN can provide the UL traffic assistance information.
Proposal 3, RAN3 to discuss gNB behaviour if both types of information are received from UE an CN.
3	Conclusion
In this contribution, we had the following observations and proposals: 
Non-homogeneous deployment of PDU Set based handling 
Proposal 1, RAN3 agree to introduce a new PDU set handling support indication in PDU session resource setup response IE, PDU session resource modify response IE and path switch request transfer IE over NGAP. 
Proposal 2, RAN3 agree the TP for TS 38.300 and TP for TS 38.413 in annex.
XR traffic assistance information
Observation 1, both UE and CN can provide the UL traffic assistance information.
Proposal 3, RAN3 to discuss gNB behaviour if both types of information are received from UE an CN.
4	References
 [1] TS 23.501 V18.3.0 System architecture for the 5G System (5GS);
5	Annex (TP for TS 38.300 and TS 38.413)
5.1 TP for TS 38.300
<start of change>
16.X.Y	Non-homogenous support of PDU set based handling in NG-RAN
NG-RAN may activate PDU set QoS handling after receiving at least one PDU set QoS parameters from SMF, NG-RAN may provide an “PDU set handling support” indication to SMF, which means the PDU set handling is activated in NG-RAN, and SMF infers from the absence of an " PDU set handling support" indication that PDU set QoS handling is not activated in NG-RAN.
During an XR session, at mobility from a non-supporting NG-RAN node to a supporting NG-RAN node, the target NG-RAN node may provide the “PDU set handling support” indication to SMF in the Path Switch Request message (Xn handover) or Handover Request Acknowledge message (NG handover), SMF will act as specified in TS 23.501[3].
During an XR session, at mobility from a supporting NG-RAN node to a non-supporting NG-RAN node, the target NG-RAN node may not provide the “PDU set handling support” indication to SMF, SMF infers from the absence of an " PDU set handling support" indication that PDU set QoS handling is not supported in the target NG-RAN node, SMF will act as specified in TS 23.501[3].
At mobility from a non-supporting NG-RAN node and a supporting NG-RAN node, during data forwarding, the target NG-RAN node may receive unmarked PDU(s) from the source NG-RAN node and marked PDU(s) from UPF, how the target NG-RAN node handles the marked and unmarked PDUs for the same QoS flow is up to implementation, and vice visa.
<end of change>

5.2 TP for TS 38.413
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9.3.1.x	PDU Set Handling Support Indicator
This IE indicates whether PDU Set Handling is supported for the NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PDU Set Handling Support Indicator
	M
	
	ENUMERATED (true, …)
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This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL QoS Flow per TNL Information
	M
	
	QoS Flow per TNL Information
9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer for delivery of DL PDUs, together with associated QoS flows.
	-
	

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows and corresponding to the Additional UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information
9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer(s) for delivery of DL PDUs of the indicated Redundant QoS Flow(s) and corresponding to the Redundant UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows and corresponding to the Additional Redundant UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information
9.3.1.136
	
	YES
	ignore

	Global RAN Node ID of Secondary NG-RAN Node
	O
	
	Global RAN Node ID
9.3.1.5
	
	YES
	ignore

	MBS Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	MBS Session Setup Response List
	O
	
	9.3.1.213
	
	YES
	ignore

	MBS Session Failed to Setup List
	O
	
	9.3.1.214
	
	YES
	ignore

	PDU Set Handling Support Indicator
	
	
	9.3.1.x
	
	YES
	ignore
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This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node.
	-
	

	QoS Flow Add or Modify Response List
	
	0..1
	
	
	-
	

	>QoS Flow Add or Modify Response Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.3.1.152
	Index to the currently fulfilled alternative QoS parameters set
	YES
	Ignore

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	-
	

	QoS Flow Failed to Add or Modify List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Additional NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List
9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer corresponding to the modified UPF endpoint received in the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore

	Redundant DL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Redundant UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information
9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node for the redundant transmission.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Additional Redundant NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List
9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer for delivery of redundant DL PDUs corresponding to the modified UPF endpoint(s) received in the UL NG-U UP TNL Modify List IE of the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore

	Secondary RAT Usage Information
	O
	
	9.3.1.114
	
	YES
	ignore

	MBS Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	MBS Session Setup or Modify Response List
	O
	
	MBS Session Setup Response List 
9.3.1.213
	
	YES
	ignore

	MBS Session Failed to Setup or Modify List
	O
	
	MBS Session Failed to Setup List 
9.3.1.214
	
	YES
	ignore

	PDU Set Handling Support Indicator
	
	
	9.3.1.x
	
	YES
	ignore
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This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	DL NG-U TNL Information Reused
	O
	
	ENUMERATED (true, …)
	Indicates that DL NG-U TNL Information has been reused.
	-
	

	User Plane Security Information
	O
	
	9.3.1.60
	
	-
	

	QoS Flow Accepted List
	
	1
	
	QoS flows associated with the DL NG-U UP TNL Information IE.
	-
	

	>QoS Flow Accepted Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.3.1.152
	Index to the currently fulfilled alternative QoS parameters set.
	YES
	ignore

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of redundant DL PDUs.
	YES
	ignore

	Redundant DL NG-U TNL Information Reused
	O
	
	ENUMERATED (true, …)
	Indicates that Redundant DL NG-U TNL Information has been reused.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of Redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information
9.3.1.136
	
	YES
	ignore

	Global RAN Node ID of Secondary NG-RAN Node
	O
	
	Global RAN Node ID
9.3.1.5
	
	YES
	ignore

	MBS Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	PDU Set Handling Support Indicator
	
	
	9.3.1.x
	
	YES
	ignore
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This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	To deliver forwarded DL PDUs.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the DL NG-U UP TNL Information IE.
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Data Forwarding Response DRB List
	O
	
	9.3.1.77
	
	-
	

	Additional DL UP TNL Information for HO List
	
	0..1
	
	
	YES
	ignore

	>Additional DL UP TNL Information for HO Item
	
	1..<maxnoofMultiConnectivityMinusOne>
	
	Additional DL UP TNL Information for split PDU session, in the same order as the UPF endpoint of the additional NG-U transport bearer(s) received in the Handover Request Transfer IE of the Handover Request message.
	-
	

	>>Additional DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the additional NG-U transport bearer for delivery of DL PDUs.
	-
	

	>>Additional QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the Additional DL NG-U UP TNL Information IE.
	-
	

	>>Additional DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint to deliver forwarded DL PDUs.
	-
	

	>>Additional Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the additional NG-U transport bearer for delivery of redundant DL PDUs.
	YES
	ignore

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	To deliver forwarded UL PDUs
	YES
	reject

	Additional UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information List
9.3.2.12
	NG-RAN node endpoint to deliver forwarded UL PDUs for split PDU session.
	YES
	reject

	Data Forwarding Response E-RAB List
	O
	
	9.3.1.121
	
	YES
	ignore

	Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information
9.3.1.136
	
	YES
	ignore

	Global RAN Node ID of Secondary NG-RAN Node
	O
	
	Global RAN Node ID
9.3.1.5
	
	YES
	ignore

	MBS Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	PDU Set Handling Support Indicator
	
	
	9.3.1.x
	
	YES
	ignore
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
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	id-SourceTNLAddrInfo,
	id-SurvivalTime,
	id-TNLAssociationTransportLayerAddressNGRAN,
	id-TAINSAGSupportList,
	id-TargetHomeENB-ID,
	id-TargetRNC-ID,
	id-TraceCollectionEntityURI,
	id-TSCTrafficCharacteristics,
	id-UEHistoryInformationFromTheUE,
	id-UERadioCapabilityForPaging,
	id-UERadioCapabilityForPagingOfNB-IoT,
	id-UL-NGU-UP-TNLInformation,
	id-UL-NGU-UP-TNLModifyList,
	id-ULForwarding,
	id-ULForwardingUP-TNLInformation,
	id-UsedRSNInformation,
	id-UserLocationInformationTNGF,
	id-UserLocationInformationTWIF,
	id-UserLocationInformationW-AGF,
	id-EarlyMeasurement,
	id-BeamMeasurementsReportConfiguration,
	id-TAI,
	id-HFCNode-ID-new,
	id-GlobalCable-ID-new,
	id-PDUsetHandling-SupportIndicator,
	maxnoofAllowedAreas,
	maxnoofAllowedCAGsperPLMN,
	maxnoofAllowedS-NSSAIs,
	maxnoofBluetoothName,
	maxnoofBPLMNs,
	maxnoofCAGSperCell,
	maxnoofCandidateCells,
	maxnoofCellIDforMDT,
	maxnoofCellIDforQMC,
	maxnoofCellIDforWarning,
	maxnoofCellinAoI,
	maxnoofCellinEAI,
	maxnoofCellsforMBS,
	maxnoofCellsingNB,
	maxnoofCellsinngeNB,
	maxnoofCellsinNGRANNode,
	maxnoofCellinTAI,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEmergencyAreaID,
	maxnoofEAIforRestart,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofE-RABs,
	maxnoofErrors,
	maxnoofExtSliceItems,
	maxnoofForbTACs,
	maxnoofFreqforMDT,
	maxnoofMBSFSAs,
	maxnoofMBSQoSFlows,
	maxnoofMBSServiceAreaInformation,
	maxnoofMBSAreaSessionIDs,
	maxnoofMBSSessions,
	maxnoofMBSSessionsofUE,
[bookmark: OLE_LINK134]	maxnoofMDTPLMNs,
	maxnoofMRBs,
	maxnoofMultiConnectivity,
	maxnoofMultiConnectivityMinusOne,
	maxnoofNeighPCIforMDT,
	maxnoofNGAPIESupportInfo,
	maxnoofNGConnectionsToReset,
	maxNRARFCN,
	maxnoofNRCellBands,
	maxnoofNSAGs,
	maxnoofPagingAreas,
[bookmark: _Hlk44941446]	maxnoofPC5QoSFlows,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofPLMNforQMC,
	maxnoofQosFlows,
	maxnoofQosParaSets,
	maxnoofRANNodeinAoI,
	maxnoofRecommendedCells,
	maxnoofRecommendedRANNodes,
	maxnoofAoI,
	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo,
	maxnoofReportedCells,
	maxnoofSensorName,
	maxnoofServedGUAMIs,
	maxnoofSliceItems,
	maxnoofSNSSAIforQMC,
	maxnoofSuccessfulHOReports,
	maxnoofTACs,
	maxnoofTACsinNTN,
	maxnoofTAforMDT,
	maxnoofTAforQMC,
	maxnoofTAIforInactive,
	maxnoofTAIforMBS,
	maxnoofTAIforPaging,
	maxnoofTAIforRestart,
	maxnoofTAIforWarning,
	maxnoofTAIinAoI,
	maxnoofTargetS-NSSAIs,
	maxnoofTimePeriods,
	maxnoofTNLAssociations,
	maxnoofUEAppLayerMeas,
	maxnoofUEsforPaging,
	maxnoofWLANName,
	maxnoofXnExtTLAs,
	maxnoofXnGTP-TLAs,
	maxnoofXnTLAs,
	maxnoofThresholdsForExcessPacketDelay

<next change>
HandoverRequestAcknowledgeTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalDLUPTNLInformationForHOList		CRITICALITY ignore	EXTENSION AdditionalDLUPTNLInformationForHOList		PRESENCE optional	}|
	{ ID id-ULForwardingUP-TNLInformation				CRITICALITY reject	EXTENSION UPTransportLayerInformation					PRESENCE optional	}|
	{ ID id-AdditionalULForwardingUPTNLInformation		CRITICALITY reject	EXTENSION UPTransportLayerInformationList				PRESENCE optional	}|
	{ ID id-DataForwardingResponseERABList				CRITICALITY ignore	EXTENSION DataForwardingResponseERABList 				PRESENCE optional	}|
	{ ID id-RedundantDL-NGU-UP-TNLInformation			CRITICALITY ignore	EXTENSION UPTransportLayerInformation 					PRESENCE optional	}|
	{ ID id-UsedRSNInformation							CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation				PRESENCE optional	}|
	{ ID id-GlobalRANNodeID 								CRITICALITY ignore	EXTENSION GlobalRANNodeID									PRESENCE optional	}|
	{ ID id-MBS-SupportIndicator						CRITICALITY ignore	EXTENSION MBS-SupportIndicator								PRESENCE optional	}|
	{ ID id-PDUsetHandling-SupportIndicator				CRITICALITY ignore	EXTENSION PDUsetHandling-SupportIndicator				PRESENCE optional	},
	...
}

<next change>


PDUSessionResourceModifyResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalNGU-UP-TNLInformation					CRITICALITY ignore	EXTENSION UPTransportLayerInformationPairList	PRESENCE optional	}|
	{ ID id-RedundantDL-NGU-UP-TNLInformation				CRITICALITY ignore	EXTENSION UPTransportLayerInformation				PRESENCE optional	}|
	{ ID id-RedundantUL-NGU-UP-TNLInformation				CRITICALITY ignore	EXTENSION UPTransportLayerInformation				PRESENCE optional	}|
	{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation	CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList				PRESENCE optional	}|
	{ ID id-AdditionalRedundantNGU-UP-TNLInformation		CRITICALITY ignore	EXTENSION UPTransportLayerInformationPairList	PRESENCE optional	}|
	{ ID id-SecondaryRATUsageInformation					CRITICALITY ignore	EXTENSION SecondaryRATUsageInformation				PRESENCE optional	}|
	{ ID id-MBS-SupportIndicator							CRITICALITY ignore	EXTENSION MBS-SupportIndicator						PRESENCE optional	}|
	{ ID id-MBSSessionSetuporModifyResponseList				CRITICALITY ignore	EXTENSION MBSSessionSetupResponseList				PRESENCE optional	}|
	{ ID id-MBSSessionFailedtoSetuporModifyList				CRITICALITY ignore	EXTENSION MBSSessionFailedtoSetupList				PRESENCE optional	}|
	{ ID id-PDUsetHandling-SupportIndicator					CRITICALITY ignore	EXTENSION PDUsetHandling-SupportIndicator			PRESENCE optional	},
	...
}

<next change>
PDUSessionResourceSetupResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-RedundantDLQosFlowPerTNLInformation				CRITICALITY ignore	EXTENSION QosFlowPerTNLInformation			PRESENCE optional	 	}|
	{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation	CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList		PRESENCE optional	 	}|
	{ ID id-UsedRSNInformation								CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation	PRESENCE optional		}|
	{ ID id-GlobalRANNodeID 									CRITICALITY ignore	EXTENSION GlobalRANNodeID						PRESENCE optional		}|
	{ ID id-MBS-SupportIndicator							CRITICALITY ignore	EXTENSION MBS-SupportIndicator				PRESENCE optional		}|
	{ ID id-MBSSessionSetupResponseList						CRITICALITY ignore	EXTENSION MBSSessionSetupResponseList		PRESENCE optional		}|
	{ ID id-MBSSessionFailedtoSetupList						CRITICALITY ignore	EXTENSION MBSSessionFailedtoSetupList		PRESENCE optional		}|
	{ ID id-PDUsetHandling-SupportIndicator					CRITICALITY ignore	EXTENSION PDUsetHandling-SupportIndicator		PRESENCE optional	},
	...
}
<next change>
PDUSessionUsageReport ::= SEQUENCE {
	rATType								ENUMERATED {nr, eutra, ..., nr-unlicensed, e-utra-unlicensed},
	pDUSessionTimedReportList			VolumeTimedReportList,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionUsageReport-ExtIEs} } OPTIONAL,
	...
}

PDUSessionUsageReport-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}
PDUsetHandling-SupportIndicator ::= ENUMERATED {
	true,
	...
}
<next change>
[bookmark: _Toc20955358][bookmark: _Toc29503811][bookmark: _Toc29504395][bookmark: _Toc29504979][bookmark: _Toc36553432][bookmark: _Toc36555159][bookmark: _Toc45652558][bookmark: _Toc45658990][bookmark: _Toc45720810][bookmark: _Toc45798690][bookmark: _Toc45898079][bookmark: _Toc51746286][bookmark: _Toc64446551][bookmark: _Toc73982421][bookmark: _Toc88652511][bookmark: _Toc97891555][bookmark: _Toc99123760][bookmark: _Toc99662566][bookmark: _Toc105152645][bookmark: _Toc105174451][bookmark: _Toc106109449][bookmark: _Toc107409907][bookmark: _Toc112757096][bookmark: _Toc138761234]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NGAP-CommonDataTypes;


-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-AMFConfigurationUpdate					ProcedureCode ::= 0
id-AMFStatusIndication						ProcedureCode ::= 1
id-CellTrafficTrace							ProcedureCode ::= 2
id-DeactivateTrace							ProcedureCode ::= 3
id-DownlinkNASTransport						ProcedureCode ::= 4
id-DownlinkNonUEAssociatedNRPPaTransport	ProcedureCode ::= 5
id-DownlinkRANConfigurationTransfer			ProcedureCode ::= 6
id-DownlinkRANStatusTransfer				ProcedureCode ::= 7
id-DownlinkUEAssociatedNRPPaTransport		ProcedureCode ::= 8
id-ErrorIndication							ProcedureCode ::= 9
id-HandoverCancel							ProcedureCode ::= 10
id-HandoverNotification						ProcedureCode ::= 11
id-HandoverPreparation						ProcedureCode ::= 12
id-HandoverResourceAllocation				ProcedureCode ::= 13
id-InitialContextSetup						ProcedureCode ::= 14
id-InitialUEMessage							ProcedureCode ::= 15
id-LocationReportingControl					ProcedureCode ::= 16
id-LocationReportingFailureIndication		ProcedureCode ::= 17
id-LocationReport							ProcedureCode ::= 18
id-NASNonDeliveryIndication					ProcedureCode ::= 19
id-NGReset									ProcedureCode ::= 20
id-NGSetup									ProcedureCode ::= 21
id-OverloadStart							ProcedureCode ::= 22
id-OverloadStop								ProcedureCode ::= 23
id-Paging									ProcedureCode ::= 24
id-PathSwitchRequest						ProcedureCode ::= 25
id-PDUSessionResourceModify					ProcedureCode ::= 26
id-PDUSessionResourceModifyIndication		ProcedureCode ::= 27
id-PDUSessionResourceRelease				ProcedureCode ::= 28
id-PDUSessionResourceSetup					ProcedureCode ::= 29
id-PDUSessionResourceNotify					ProcedureCode ::= 30
id-PrivateMessage							ProcedureCode ::= 31
id-PWSCancel								ProcedureCode ::= 32
id-PWSFailureIndication						ProcedureCode ::= 33
id-PWSRestartIndication						ProcedureCode ::= 34
id-RANConfigurationUpdate					ProcedureCode ::= 35
id-RerouteNASRequest						ProcedureCode ::= 36
id-RRCInactiveTransitionReport				ProcedureCode ::= 37
id-TraceFailureIndication					ProcedureCode ::= 38
id-TraceStart								ProcedureCode ::= 39
id-UEContextModification					ProcedureCode ::= 40
id-UEContextRelease							ProcedureCode ::= 41
id-UEContextReleaseRequest					ProcedureCode ::= 42
id-UERadioCapabilityCheck					ProcedureCode ::= 43
id-UERadioCapabilityInfoIndication			ProcedureCode ::= 44
id-UETNLABindingRelease						ProcedureCode ::= 45
id-UplinkNASTransport						ProcedureCode ::= 46
id-UplinkNonUEAssociatedNRPPaTransport		ProcedureCode ::= 47
id-UplinkRANConfigurationTransfer			ProcedureCode ::= 48
id-UplinkRANStatusTransfer					ProcedureCode ::= 49
id-UplinkUEAssociatedNRPPaTransport			ProcedureCode ::= 50
id-WriteReplaceWarning						ProcedureCode ::= 51
id-SecondaryRATDataUsageReport				ProcedureCode ::= 52
id-UplinkRIMInformationTransfer				ProcedureCode ::= 53
id-DownlinkRIMInformationTransfer			ProcedureCode ::= 54
id-RetrieveUEInformation					ProcedureCode ::= 55
id-UEInformationTransfer					ProcedureCode ::= 56
id-RANCPRelocationIndication				ProcedureCode ::= 57
id-UEContextResume							ProcedureCode ::= 58
id-UEContextSuspend							ProcedureCode ::= 59
id-UERadioCapabilityIDMapping				ProcedureCode ::= 60
id-HandoverSuccess							ProcedureCode ::= 61
id-UplinkRANEarlyStatusTransfer				ProcedureCode ::= 62
id-DownlinkRANEarlyStatusTransfer			ProcedureCode ::= 63
[bookmark: _Hlk44941722]id-AMFCPRelocationIndication				ProcedureCode ::= 64
[bookmark: _Hlk44941731]id-ConnectionEstablishmentIndication		ProcedureCode ::= 65
id-BroadcastSessionModification				ProcedureCode ::= 66
id-BroadcastSessionRelease					ProcedureCode ::= 67
id-BroadcastSessionSetup					ProcedureCode ::= 68
id-DistributionSetup 						ProcedureCode ::= 69
id-DistributionRelease 						ProcedureCode ::= 70
id-MulticastSessionActivation 				ProcedureCode ::= 71
id-MulticastSessionDeactivation 			ProcedureCode ::= 72
id-MulticastSessionUpdate 					ProcedureCode ::= 73
id-MulticastGroupPaging						ProcedureCode ::= 74
id-BroadcastSessionReleaseRequired			ProcedureCode ::= 75

-- **************************************************************
--
-- Extension constants
--
-- **************************************************************

maxPrivateIEs							INTEGER ::= 65535
maxProtocolExtensions					INTEGER ::= 65535
maxProtocolIEs							INTEGER ::= 65535

-- **************************************************************
--
-- Lists
--
-- **************************************************************

	maxnoofAllowedAreas							INTEGER ::= 16
	maxnoofAllowedCAGsperPLMN					INTEGER ::= 256
	maxnoofAllowedS-NSSAIs						INTEGER ::= 8
	maxnoofBluetoothName						INTEGER ::= 4
	maxnoofBPLMNs								INTEGER ::= 12
	maxnoofCAGSperCell							INTEGER ::= 64
	maxnoofCellIDforMDT							INTEGER ::= 32
	maxnoofCellIDforWarning						INTEGER ::= 65535
	maxnoofCellinAoI							INTEGER ::= 256
	maxnoofCellinEAI							INTEGER ::= 65535
	maxnoofCellinTAI							INTEGER ::= 65535
	maxnoofCellsforMBS							INTEGER ::= 8192
	maxnoofCellsingNB							INTEGER ::= 16384
	maxnoofCellsinngeNB							INTEGER ::= 256
	maxnoofCellsinNGRANNode						INTEGER ::= 16384
	maxnoofCellsinUEHistoryInfo					INTEGER ::= 16
	maxnoofCellsUEMovingTrajectory				INTEGER ::= 16
	maxnoofDRBs									INTEGER ::= 32
	maxnoofEmergencyAreaID						INTEGER ::= 65535
	maxnoofEAIforRestart						INTEGER ::= 256
	maxnoofEPLMNs								INTEGER ::= 15
	maxnoofEPLMNsPlusOne						INTEGER ::= 16
	maxnoofE-RABs								INTEGER ::= 256
	maxnoofErrors								INTEGER ::= 256
	maxnoofExtSliceItems						INTEGER ::= 65535
	maxnoofForbTACs								INTEGER ::= 4096
	maxnoofFreqforMDT							INTEGER ::= 8
	maxnoofMBSAreaSessionIDs					INTEGER ::= 256
	maxnoofMBSFSAs								INTEGER ::= 64
	maxnoofMBSQoSFlows							INTEGER ::= 64
	maxnoofMBSSessions							INTEGER ::= 32
	maxnoofMBSSessionsofUE						INTEGER ::= 256
	maxnoofMBSServiceAreaInformation			INTEGER ::= 256
	maxnoofMDTPLMNs								INTEGER ::= 16
	maxnoofMRBs									INTEGER ::= 32
	maxnoofMultiConnectivity					INTEGER ::= 4
	maxnoofMultiConnectivityMinusOne			INTEGER ::= 3
	maxnoofNeighPCIforMDT						INTEGER ::= 32
	maxnoofNGAPIESupportInfo					INTEGER ::= 32
	maxnoofNGConnectionsToReset					INTEGER ::= 65536
	maxnoofNRCellBands							INTEGER ::= 32
	maxnoofNSAGs								INTEGER ::= 256
	maxnoofPagingAreas							INTEGER ::= 64
	maxnoofPC5QoSFlows 							INTEGER ::= 2048
	maxnoofPDUSessions							INTEGER ::= 256
	maxnoofPLMNs								INTEGER ::= 12
	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo	INTEGER ::= 8
	maxnoofQosFlows								INTEGER ::= 64
	maxnoofQosParaSets							INTEGER ::= 8
	maxnoofRANNodeinAoI							INTEGER ::= 64
	maxnoofRecommendedCells						INTEGER ::= 16
	maxnoofRecommendedRANNodes					INTEGER ::= 16
	maxnoofAoI									INTEGER ::= 64
	maxnoofReportedCells						INTEGER ::= 256
	maxnoofSensorName							INTEGER ::= 3
	maxnoofServedGUAMIs							INTEGER ::= 256
	maxnoofSliceItems							INTEGER ::= 1024
	maxnoofSuccessfulHOReports					INTEGER ::= 64
	maxnoofTACs									INTEGER ::= 256
	maxnoofTACsinNTN							INTEGER ::= 12
	maxnoofTAforMDT								INTEGER ::= 8
	maxnoofTAIforInactive						INTEGER ::= 16
	maxnoofTAIforMBS							INTEGER ::= 1024
	maxnoofTAIforPaging							INTEGER ::= 16
	maxnoofTAIforRestart						INTEGER ::= 2048
	maxnoofTAIforWarning						INTEGER ::= 65535
	maxnoofTAIinAoI								INTEGER ::= 16
	maxnoofTimePeriods							INTEGER ::= 2
	maxnoofTNLAssociations						INTEGER ::= 32
	maxnoofUEsforPaging							INTEGER ::=	4096
	maxnoofWLANName								INTEGER ::= 4
	maxnoofXnExtTLAs							INTEGER ::= 16
	maxnoofXnGTP-TLAs							INTEGER ::= 16
	maxnoofXnTLAs								INTEGER ::= 2
	maxnoofCandidateCells						INTEGER ::= 32
	maxnoofTargetS-NSSAIs						INTEGER ::= 8
	maxNRARFCN									INTEGER ::= 3279165
	maxnoofCellIDforQMC							INTEGER ::= 32
	maxnoofPLMNforQMC							INTEGER ::= 16
	maxnoofUEAppLayerMeas						INTEGER ::= 16
	maxnoofSNSSAIforQMC							INTEGER ::= 16
	maxnoofTAforQMC								INTEGER ::= 8
	maxnoofThresholdsForExcessPacketDelay		INTEGER ::= 255

-- **************************************************************
--
-- IEs
--
-- **************************************************************

	id-AllowedNSSAI											ProtocolIE-ID ::= 0
	id-AMFName												ProtocolIE-ID ::= 1
	id-AMFOverloadResponse									ProtocolIE-ID ::= 2
	id-AMFSetID												ProtocolIE-ID ::= 3
	id-AMF-TNLAssociationFailedToSetupList					ProtocolIE-ID ::= 4
	id-AMF-TNLAssociationSetupList							ProtocolIE-ID ::= 5
	id-AMF-TNLAssociationToAddList							ProtocolIE-ID ::= 6
	id-AMF-TNLAssociationToRemoveList						ProtocolIE-ID ::= 7
	id-AMF-TNLAssociationToUpdateList						ProtocolIE-ID ::= 8
	id-AMFTrafficLoadReductionIndication					ProtocolIE-ID ::= 9
	id-AMF-UE-NGAP-ID										ProtocolIE-ID ::= 10
	id-AssistanceDataForPaging								ProtocolIE-ID ::= 11
	id-BroadcastCancelledAreaList							ProtocolIE-ID ::= 12
	id-BroadcastCompletedAreaList							ProtocolIE-ID ::= 13
	id-CancelAllWarningMessages								ProtocolIE-ID ::= 14
	id-Cause												ProtocolIE-ID ::= 15
	id-CellIDListForRestart									ProtocolIE-ID ::= 16
	id-ConcurrentWarningMessageInd							ProtocolIE-ID ::= 17
	id-CoreNetworkAssistanceInformationForInactive			ProtocolIE-ID ::= 18
	id-CriticalityDiagnostics								ProtocolIE-ID ::= 19
	id-DataCodingScheme										ProtocolIE-ID ::= 20
	id-DefaultPagingDRX										ProtocolIE-ID ::= 21
	id-DirectForwardingPathAvailability						ProtocolIE-ID ::= 22
	id-EmergencyAreaIDListForRestart						ProtocolIE-ID ::= 23
	id-EmergencyFallbackIndicator							ProtocolIE-ID ::= 24
	id-EUTRA-CGI											ProtocolIE-ID ::= 25
	id-FiveG-S-TMSI											ProtocolIE-ID ::= 26
	id-GlobalRANNodeID										ProtocolIE-ID ::= 27
	id-GUAMI												ProtocolIE-ID ::= 28
	id-HandoverType											ProtocolIE-ID ::= 29
	id-IMSVoiceSupportIndicator								ProtocolIE-ID ::= 30
	id-IndexToRFSP											ProtocolIE-ID ::= 31
	id-InfoOnRecommendedCellsAndRANNodesForPaging			ProtocolIE-ID ::= 32
	id-LocationReportingRequestType							ProtocolIE-ID ::= 33
	id-MaskedIMEISV											ProtocolIE-ID ::= 34
	id-MessageIdentifier									ProtocolIE-ID ::= 35
	id-MobilityRestrictionList								ProtocolIE-ID ::= 36
	id-NASC													ProtocolIE-ID ::= 37
	id-NAS-PDU												ProtocolIE-ID ::= 38
	id-NASSecurityParametersFromNGRAN						ProtocolIE-ID ::= 39
	id-NewAMF-UE-NGAP-ID									ProtocolIE-ID ::= 40
	id-NewSecurityContextInd								ProtocolIE-ID ::= 41
	id-NGAP-Message											ProtocolIE-ID ::= 42
	id-NGRAN-CGI											ProtocolIE-ID ::= 43
	id-NGRANTraceID											ProtocolIE-ID ::= 44
	id-NR-CGI												ProtocolIE-ID ::= 45
	id-NRPPa-PDU											ProtocolIE-ID ::= 46
	id-NumberOfBroadcastsRequested							ProtocolIE-ID ::= 47
	id-OldAMF												ProtocolIE-ID ::= 48
	id-OverloadStartNSSAIList								ProtocolIE-ID ::= 49
	id-PagingDRX											ProtocolIE-ID ::= 50
	id-PagingOrigin											ProtocolIE-ID ::= 51
	id-PagingPriority										ProtocolIE-ID ::= 52
	id-PDUSessionResourceAdmittedList						ProtocolIE-ID ::= 53
	id-PDUSessionResourceFailedToModifyListModRes			ProtocolIE-ID ::= 54
	id-PDUSessionResourceFailedToSetupListCxtRes			ProtocolIE-ID ::= 55
	id-PDUSessionResourceFailedToSetupListHOAck				ProtocolIE-ID ::= 56
	id-PDUSessionResourceFailedToSetupListPSReq				ProtocolIE-ID ::= 57
	id-PDUSessionResourceFailedToSetupListSURes				ProtocolIE-ID ::= 58
	id-PDUSessionResourceHandoverList						ProtocolIE-ID ::= 59
	id-PDUSessionResourceListCxtRelCpl						ProtocolIE-ID ::= 60
	id-PDUSessionResourceListHORqd							ProtocolIE-ID ::= 61
	id-PDUSessionResourceModifyListModCfm					ProtocolIE-ID ::= 62
	id-PDUSessionResourceModifyListModInd					ProtocolIE-ID ::= 63
	id-PDUSessionResourceModifyListModReq					ProtocolIE-ID ::= 64
	id-PDUSessionResourceModifyListModRes					ProtocolIE-ID ::= 65
	id-PDUSessionResourceNotifyList							ProtocolIE-ID ::= 66
	id-PDUSessionResourceReleasedListNot					ProtocolIE-ID ::= 67
	id-PDUSessionResourceReleasedListPSAck					ProtocolIE-ID ::= 68
	id-PDUSessionResourceReleasedListPSFail					ProtocolIE-ID ::= 69
	id-PDUSessionResourceReleasedListRelRes					ProtocolIE-ID ::= 70
	id-PDUSessionResourceSetupListCxtReq					ProtocolIE-ID ::= 71
	id-PDUSessionResourceSetupListCxtRes					ProtocolIE-ID ::= 72
	id-PDUSessionResourceSetupListHOReq						ProtocolIE-ID ::= 73
	id-PDUSessionResourceSetupListSUReq						ProtocolIE-ID ::= 74
	id-PDUSessionResourceSetupListSURes						ProtocolIE-ID ::= 75
	id-PDUSessionResourceToBeSwitchedDLList					ProtocolIE-ID ::= 76
	id-PDUSessionResourceSwitchedList						ProtocolIE-ID ::= 77
	id-PDUSessionResourceToReleaseListHOCmd					ProtocolIE-ID ::= 78
	id-PDUSessionResourceToReleaseListRelCmd				ProtocolIE-ID ::= 79
	id-PLMNSupportList										ProtocolIE-ID ::= 80
	id-PWSFailedCellIDList									ProtocolIE-ID ::= 81
	id-RANNodeName											ProtocolIE-ID ::= 82
	id-RANPagingPriority									ProtocolIE-ID ::= 83
	id-RANStatusTransfer-TransparentContainer				ProtocolIE-ID ::= 84
	id-RAN-UE-NGAP-ID										ProtocolIE-ID ::= 85
	id-RelativeAMFCapacity									ProtocolIE-ID ::= 86
	id-RepetitionPeriod										ProtocolIE-ID ::= 87
	id-ResetType											ProtocolIE-ID ::= 88
	id-RoutingID											ProtocolIE-ID ::= 89
	id-RRCEstablishmentCause								ProtocolIE-ID ::= 90
	id-RRCInactiveTransitionReportRequest					ProtocolIE-ID ::= 91
	id-RRCState												ProtocolIE-ID ::= 92
	id-SecurityContext										ProtocolIE-ID ::= 93
	id-SecurityKey											ProtocolIE-ID ::= 94
	id-SerialNumber											ProtocolIE-ID ::= 95
	id-ServedGUAMIList										ProtocolIE-ID ::= 96
	id-SliceSupportList										ProtocolIE-ID ::= 97
	id-SONConfigurationTransferDL							ProtocolIE-ID ::= 98
	id-SONConfigurationTransferUL							ProtocolIE-ID ::= 99
	id-SourceAMF-UE-NGAP-ID									ProtocolIE-ID ::= 100
	id-SourceToTarget-TransparentContainer					ProtocolIE-ID ::= 101
	id-SupportedTAList										ProtocolIE-ID ::= 102
	id-TAIListForPaging										ProtocolIE-ID ::= 103
	id-TAIListForRestart									ProtocolIE-ID ::= 104
	id-TargetID												ProtocolIE-ID ::= 105
	id-TargetToSource-TransparentContainer					ProtocolIE-ID ::= 106
	id-TimeToWait											ProtocolIE-ID ::= 107
	id-TraceActivation										ProtocolIE-ID ::= 108
	id-TraceCollectionEntityIPAddress						ProtocolIE-ID ::= 109
	id-UEAggregateMaximumBitRate							ProtocolIE-ID ::= 110
	id-UE-associatedLogicalNG-connectionList				ProtocolIE-ID ::= 111
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Introduction


 


In this contribution, we’d like to discuss the following issue for PDU set based handling for XR.
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Non


-


homogeneous deployment of PDU Set based handling


 


-


 


XR traffic assistance information
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Discussion


 


2.1


 


Non


-


homogeneous deployment of PDU Set based handling


 


Although SA2 send LS to RAN3 to ack some issues about 


Non


-


homogeneous deployment of PDU Set based handling


. 


according to the latest specification


 


in [1]


, we think the only issue to be solved is 


how the NG


-


RAN 


node notifies the 


support of PDU set handling to SMF at PDU session resource setup and at mobility


 


A


lthough the PDU set handling support indication is non


-


UE associated information, it’s not supported to exchange 


capabilities information between NG


-


RAN nod


e and SMF, UE associated information (PDU session related info


 


and 


path switch request info


) can be used to transfer the PDU set handling support indication


, and this is similar to MBS 


support indication.


 


Proposal 1, RAN3 agree to introduce a new PDU set h


andling support indication in PDU session 


resource setup 


response IE, PDU session resource modify response IE and path switch request transfer IE over NGAP.


 


 


Proposal 2, RAN3 agree the TP for TS 38.300 and TP for TS 38.413


 


in annex.


 


5.37.5.3


 


Non


-


homogenous support of PDU set based handling in NG


-


RAN


 


By sending at least one PDU Set QoS parameter to the NG


-


RAN, the SMF requests the NG


-


RAN to activate PDU 


Set QoS handling for a 


given QoS flow and the NG


-


RAN provides the SMF with an indication of whether the 


PDU Set based handling is supported. Based on this, SMF may activate the PDU Set identification and marking in 


the PSA UPF.


 


At NG


-


RAN Xn handover and N2 handover, the target N


G


-


RAN provides to the SMF with an indication of 


whether the target NG


-


RAN node supports PDU Set based handling


, as specified in TS


 


38.413


 


[34]. Based on the 


NG


-


RAN indication, the SMF may, upon completion of the handover procedure, initiate the PDU Session


 


modification procedure to provide PDU Set QoS parameters to NG


-


RAN and configure the PSA UPF to 


activate/deactivate the PDU Set identification and marking.


 


In the case where the PSA UPF identifies and marks PDUs with PDU Set information in GTP


-


U header it


 


shall 


start doing so from a complete PDU Set.
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